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The object of this invention is to provide 
a toilet arrangement adapted formounting 
beneath a- stationary washstand, or for 
mounting independently of other plumbing 

5 arrangements, provided a waste pipe con 
nection is available. 
A further object is to provide a device 

which shall include a balanced or weighted 
element or pipe carrying a bowl, and mount 

10 ed in the upper portion of a waste pipe con 
nection, by means of a'?erlible or ball and 
socket joint or the equivalent thereof, so 
that the movable portion will normally 
maintain a vertical ' position, beneath a 

‘\5 washstand, being tiltable and returning to 
vertical position by gravity. 

“With the foregoing and other objects in 
view, 
struction and arrangement of elements de 
scribed, illustrated and claimed, it being un 
derstood that modi?cations may be made 
within the scope of the claims without de 
parting from the spirit of the invention. . 
in the drawings forming part of this ap 

plication, ' - 

Figure 1 is a View of the device in eleva 
tion,the View showing the position in which 
the device is to be mounted with reference‘ 
to a stationary washstand. V . 

Figure 2 is also a view in elevation, from 
another. angle. > > 

Figure 3 is a detail‘in vertical section, 
showing a ?exible cap for connecting pipe 
15 with the upper wall of the casing 011 
which it is mounted. 
A stationary washstand' of conventional 

type is designated 107 and mounted below 
the latter is a waste pipe connection consti 
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tuting a box member or casing 11 having. 
connection with a waste pipe 12, it being ob 
vious that the structure comprising the ele 
ments 11 and 12 may constitute, in some 
cases, merely the outlet end of a sewer 
connection. . 
A porcelain bowl 14;, preferably of the 

form illustrated, is connected with a pipe 15 
thru ‘a housing 16' for a trap, and this pipe 
carries or may carry a ball 17 at a point 
spaced fromthe lower end, and at. the lower 
end is an enlargement or ball element 18, of 
non-corrosive material, and provided with 
a plurality of outlet openings 19. Element 
18 constitutes a weight: or gravity device, 
and is su?icient to balance the upper portion 

55 of the movable structure including the bowl 
1% and pipe 15, so that these elements are 
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so 

the invention consists in the novel con- 

‘a casing, 
the caslng and mounted for movement at 

normally retained in a vertical position, but 
the pipe '15 may be tilted outwardly, to the 
right in Figure 1, and will return to normal 
or vertical position by gravity. 
An accurate seat and joint for the element 

17 is provided at the upper portion of ele 
ment 11, and this connection includes ‘a 
threaded cap 20 mounted so that there 
can be no leakage of ?uid or gas, although it 
is apparent that a trap may be placed in 
pipe 12. It is intended that the materials 
employed shall suit the conditions, and meet 
plumbing requirements, and that when de 
sired a protecting element, such as a curtain 
may be, secured to the edge portion of the 
washstand, and inclose the structure mount 
ed beneath the stand. . 
In Figure pipe 15 is connected with 

casing 11 by a cap 23 of rubber or leather, 
retained by a clamp 24. This is to be re 
garded, not as of secondary importance, but 
as showing an important form of the de 
vice, it being understood that either form 
may be employed and that the construction 
at the joint isvto be ?exible in a broad sense 
and ?uidstight. The entire device is ?ushe 
by water from the outlet 10’ of the basin of 
the washstand 10. ' 
Having described the invention What is 

claimed is :——- . . 
1. A device of the class described, com 

prising a waste pipe connection constituting 
a pipe extending thru the top of 

different angleswith' reference to the top, a 
bowl carried by the upper end‘ of the pipe, 
and a weighted member carried by the lower 
end of the pipe. . , r 

2. A device of the class described, com 
prising a Waste pipe connection constituting 
acasing, a pipe extending thru the top of 
the casing, a ball and socket connection be 
tween said pipe and 

the casing. 
- 8._The combination with a washstand, of . 
a waste pipe'connection constituting a cas 
ing, and mounted below the stand, a tiltable' 
tubular member extending thru the top of 
the casing, 
the lower portion of the tubular member; 
within the casing, and a ?exible connection 
between‘the tubular member and easing. 
In testimony whereof I a?ix my signature 
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top, and means for p 
' [weighting the lower end of the pipe within 
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a weighted member carried by . 


