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This invention relates to corn poppers and 
particularly to that class of poppers used 
on the top of a stove and operated by a 
handle. _ I 

5 In the use of corn poppers of the type 
usually used in homes, great difficulty is ex 

, perienced in removing the popped corn and 
replacing it with unpopped corn without 
burning the hands. In addition to this, the 

10 means for fastening the side of the cover in 
place on the body of the popper, frequently 
comes loose during the popping operation, 
with the result that much of the popped 
corn is lost or burned on the stove. These 

15 diiiiculties arise from the usual construction 
wherein it is necessary to place the hand in 
contact with some hot portion of the ‘popper 
in order to release the contents after the 
popping operation has been completed. 

20 In the “' present invention I have en; 
dea-vored to produce a corn popper for ordi 
nary home use which will obviate the above 
mentioned dif?culties. 

Accordingly, the primary object of myiin¢' 
DO U! vention is the provision of an improved corn 

popper which; (1) may be opened vand 
emptied without touching with the hand any 
hot portion of the popper; (2) may be 
filled and closed without touching with the 
hand any hot portion of the popper; (3) 
will have its handle securely attached to 
the popper; (4) may be opened or closed 
by engaging a portion of the popper with 
the stove, table or similar object; (5) will 
be cheap to manufacture and have few‘parts 
and will not easily get out of order. 
Referring to its drawing wherein I have 

shown a preferred embodiment of my 
invention—— 

Fig. 1 is a perspective view of the popper, 
the handle being broken away, the cover 
being open. _ 

Fig. 2' is a cross sectional view showing 
the cover open. 7 a 

45 Fig. 3 is a cross sectional view showing. 
the cover closed. ‘ ' 

Fig. ét is a fragmental view at the edge of 
the popper. 

1O designates the body portion of a corn 
popper which may be constructed of any 
suitable material such as woven wire. At 
the top of the body portion, I provide an 
edge which acts as a guide for a purpose to 
be described. In the present instance, I 
have shown what is my preferred form—a 
rolled metal strip 11 which holds the woven 
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wire body portion 10 ?rmly, adds stiffness 
and provides the necessary guiding means 
for the popper cover 12. -The popper cover 
12 is made of a size to cover the opening at 
the top of the body portion and is provided 
at two of its opposite edges with turned 
down portions 13 which extend over and 
slightly under the rolled portion of the 
metal stiffening strip 11. In this way, the 
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cover and body portion are held together, ' 
the cover having, a slidable movement on 
the body portion. The cover portion is 
preferably made of thin sheet metal and is 
so sprung that the turned under edges 13 
will. always maintain a resilient engagement 
with the rolled portion of the strip 11, 
SUiilCiGlli] to prevent accidental displacement - 
of the cover relative to the body portion. 
To the cover I have securely attached as 

by welding or soldering, the rod: 14 to which 
the handle 15 is secured. It is to be under 
stood that' the ‘handle 15 is of sufficient 
length to remove the person holding the corn 
popper, a'pro'per distance from the stove. 

In‘ order to limit the movement of the 
cover 12 relative to the body portion 10, I 
have provided stop means for cooperating 
engagement, to prevent the movement of 
the cover beyond points, in either direction. 
_ To prevent the movement of the cover 12 
too far to the left as seen in Fig. ,1, I have 
provided the cover 12 with a turned down 
portion 16 which engages the rolled portion 
of the strip 11,'when the cover is in closed 
position. The turned down portion 16 does 
not,however, interfere, in any way, with the 
opening or closing of the cover 12. 
In order to limit the movement of the 

cover in an opening direction, and to reduce 
the number of necessary parts, I have turned 
inwardly the end 17 of the rod 14. This 
end 17 passes through a suitable opening in 
the cover. The turned down end 17 of the 
rod 14 is of sufficient length to engage the 
edge of the rolled portion of the strip 11 
when the cover is opened to the fullest 
extent. ' 

When the covervis put on or off of the 
body portion, the cover is-sprung up so that 
the end will clear the edge of the rolled 
portion. , I > 

' In the operation of my invention, the 
corn'is ?rst dropped into the body "portion 
of the popper. The popper, held by ‘the 
handle 15 is placed with the body portion 
10 against a piece ‘of furniture as a table or 
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stove as at the side F. A slight pressure 
on the handle 15 will cause the body portion 
10 to be held and thecover 12, to which the 
handle 15 is attached by the rod 1-1, will 
move over the body portion to close the same. 
The turned down portion 16 of the ‘cover 
will prevent the cover from moving too 
far. ‘ 

After the popping operation is complete, 
and it is desired to empty the popper, it is 
only necessary to engage the portion B of 
the popper with any suitable piece of furni~ 
ture as the edge of a table or stove and pull 
on-the handle. The body portion 10 will 
be held while the cover will be caused to 
‘move, thus opening the popper to permit 
emptying of the same. - The turned down 
end 17 ot' the rod 14 by engaging the edge of 
the binding 11, will prevent too great a 
movement of the cover.‘ 

‘ It will be observed that the position of 
maximum opening of the cover Will be de~ 
termined by the position of the turned down 
end 17.‘ i ' 

While Ihave shown and described in de~ 
tail a preferred embodiment of my inven 
tion,‘ it is to be understood that this is 
merely illustrative and that modi?cations and 
changes may be made without departing 
from the spirit of my invention and within 
the scope of the appended claims. 
Having described my invention what I 

claim and desire‘ to secure by Letters Patent 
is;~ , i i 

1. A corn popper comprising a body mem 
ber and a cover therefor, the body member 
and cover being secured together but mova 
ble relatively to each other,‘ a supporting and 
popper operating handle rigidly secured to‘ 
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and extending from the cover and of suf 
ficient length to have its outer end cool while 
the popper is in use. ' v 

2. A corn popper comprising acover mem 
ber, a. body member secured thereto and slid 
abiy supported thereby and a supporting 
and popper operating handle secured di 
rectly to the cover member to support the 
“cover and ‘body ‘member, said handle extend 
ing su?iciently from the cover to have ‘its 
outer end cool when the popper is in use. _ 

3.. A corn popper ‘comprising a ?at cover 
member, a body member secured theretov and 
having a movement in a. plane parallel to 
‘the plane of the cover, a supporting ‘and 
popper operating handle secured directly 

and‘ body member, said ‘handle extending 
su?ieiently from the cover to have itsouter 
end (3001 when‘the popper is in use. 

p 4. A corn popper comprising a'cover mem 
ber, a body member secured thereto and havi 
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to the cover ‘member to support the cover ‘ i 
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mg a movement‘in a plane parallel to the ‘ 
lane of the cover. a su o aortlno‘ and o J )er ‘ 

/ > 6 

operating handle secured ‘directly to the 
cover member to support the cover and body 
member, said handle having a metallic mem 
ber extending‘along a. portion‘ of the'top 
andheing secured‘thereto andihaving its 
inner end extending‘throu‘gh the top and 
in position to engage ‘the edge of the body 
member when the ‘cotter is part way open, 
the handle being provided with an outwardly 
extending member‘of material and length 
to‘be cool when‘ the popper is in use. 7 
’ In testimony whereof I hereunto a?ix my 
signature. ‘ ‘ ‘ ‘ 

‘ JOHN ‘A; WULFTANGE. 
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