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My invention relates to cradles and par 

by electric power, and has for its vobject to 
provide a simple and inexpensive means 
whereby the said cradle may be operated. 
Another object is to provide a cradle of 

the type described which shall be readily 
collapsible for storage or convertible for use 
as a crib. _ 

With the above and other objects in view, 
my invention consists in the combination 
and arrangementv of parts hereinafter de 
scribed and claimed, it being understood 
that, within the scope of what is claimed, 
changes may be made in the precise embodi 
ment shown, Without departing from the 
spirit of the invention. 
In the drawings 
Figure 1 is a- longitudinal sectional View 

of my invention in use as a cradle; 
Figure 2 is a transverse sectional view of 

Figure 1; 
Figure 3 is a side elevation of my inven 

tion in use as a bed; 
'Figure 4 is an end view of Figure 3. 
Referring now more particularly to the 

drawings, I provide a collapsible frame gen 
erally referred to by 20 comprising the end 
pieces 1, and side pleces 2, adapted to be re 
leasably fastened together by means of the 
bolts 3, passed through the end pieces 1 and 
threaded into nuts 4 positioned in the side 
pieces 2 at each of the four corners of the 
frame. A basket 5 is releasably and oscil 
latably journaled in the said frame by means 
ofl the brackets 6 'removabl positioned 

lie end pieces 
1, the saidbrac ets having journaled therein 

the pivot bars or lstraps 8 positioned medial 
ly the ends of the said basket 5. A motor 
driven shaft 9 is jòurnaled on a support 
board 10 removably positioned on the bottom 
rail 11 of the said end pieces 1; cranks 12 
are positioned on the ends of the said shaft 
9 and connecting links 13 are pivoted to the 
said crank and to the said basket so that 
the rotation of the said shaft will oscillate 
the said baîkct. An electric motor 14 is 
suitably positioned on the said support board 
10 and adapted to drive the said shaft 9 by 
means of the _pulleys 15, 16 and belt 17. In 
wardly projecting brackets 18. are mounted 
on the inside corners of the posts 19 of the 
end` pieces 1, suitably to receive a bed spring 
21 when the basket 5 is removed from the 
said frame by 'releasing the brackets 6 there 
from. . 

I claim: 
In a rocking cradle of the class deîcrìbed, 

the combination with a bed spring, of a col 
lapsible'frame, a basket, means for oscillat 
ably and removably mounting the basket in 
the said frame, brackets positioned on the 
inside of the said frame suitably to receive 
the said`bed spring when the said basket is 
removed from the frame; and ,means for os 
cillating the said basket, the said means com 
prising a support' board, means removably 
mounting the support board on said frame, a 
shaft journaled on .the support board, cranks 
positioned on the ends of the shaft, connect 
ing links pivoted to the said cranks and the 
said basket, and means for rotating the said 
shaft. 
In testimony whereof I añix my signature. 

PRESTON W. ANDERSON. 

40 

50 

60 


