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This invention relates to hair and‘scalp 
treating apparatus of improved construction 
and has as a general object the provision of 
a device vwhich may be constructed at small 

5 cost, which may be quickly and easily posi- 
tioned for use, and which operates e?iciently 
to produce the results desired. . v _ . 

A more- speci?c object of‘ the invention 1s 
the provision of a tubular cap which may 

10 be applied to the head of the person being 
treated and which is adapted to be connected 
atv its other end to ‘an air blower or hair 
drying apparatus; whereby the air or other 
vapors from the blower will be concentrated 

15 on the hair and scalp and will pass through 
the hair and over the scalp and thereafter es 
cape from the cap in a manner such as to 
insure et?cient and uniform treatment. 
A further object of the invention 15 to pro 

20 vide a device of the type described which is 
made of paper or other suitable ?exible ma 
terial and which may be manufactured at 

. such a low cost that it may be discarded aft 
er‘ibeing used once, thereby insuring posl 

25 tive sanitary conditions of treatment for 
' each patient. , _ _ ' 

Other objects of the invention Wlll 1n part 
be obvious and will in part appear herein 
after. 

30 The invention accordingly comprises the 
features of construction, combinations of ele 
ments, and arrangement of parts‘which will 
be exemplified in the constructions herein 
after set forth and'the scope of the applica 

35 tion of which will be indicated in the claims. 
For a fuller understanding of the nature 

and objects of the invention reference should 
be had to the following detailed description 
taken in connection with the accompanying 

40 drawing, in which: 
Figure 1 is a side elevational view of one 

form of the device shown in operating posi 
tion; 

Fig. 2 is a bottom view of the device shown 
.45 in Fig. 1;‘ 

Fig. 3 is a view of a blank from which the 
device shown in Fig. 1 is formed, portions 
thereof being shown in formed position and 
other portions being broken away; and . 

50 Fig. 4 is a fragmentary. View showing a 
modi?ed form of the device. - 

, In these views, the numeral 10 designates 
the head of the patient, 11 a blowing device. 
and 1.‘? the improved tubular cap positioned 

on the head of the patient and connected to 
the blowing device! I . ‘ ' 

As above indicated, the tubular member 12 
may be constructed of any suitable material, 
although, for reasons of ‘economy and sani 
tation, it is preferred to construct the same 
of paper. For ‘this purpose any type of 
vpaper or fabric may be used which will with— 
stanchth'e pressure of the blower. and any 
softening effect which may arise due to the 
moistened condition of the hair or such va-v 
pors as may arise or form from use of the 
blower, or that maybe used in the blower. 
As shown 1n Fig. 3, a ‘blank 12’ is cut 

from the material used, preferably ~in a form 
approximating a trapezoid, whereby, when 
the inclined side edges 13 thereof are pasted 
together, the device forms a truncated cone, 
as shown in Fig.1. and the seam 14: formed 
by the pasted portions \is narrow and with 
out bulk. It is to be understood, however,‘ 
that since the material is ?exible and the 
tubular cap is gathered in at the top and bot 
tom when in use, the edges may, if de 
sired,lbe-overlapped to a greater extent and 

‘ the form of the blank may be varied widely. 
At_its- bottom the blank is provided with 

a series of slits 15- forming tongue-portions 
'16. In the preferred form these slits are 
wider at the bottom than at the top, whereby 
the lower ends of the tongue-portions 16 are 
narrower than the upper ends, although, ob 
viously, the slits may be of any desired con 
?guration. -This construction, as will be 
seen. serves to reduce the bulk of the ma-‘ 
terialat the bottom end of the cap when it 
is positioned on they head of the patient and 
allows of a close/and comfortable adjustment ' 
of the device on the patient. _ 
Attached to the tongues 16 in any suit 

able manner is preferably provided a ?exible 
gathering member 17. ' In the exempli?ca 

‘tion shown. this member 17 is attached ‘to 
the tongues 16 by~ folding the tongues over 
slightly and pasting or otherwise securing 
them to form‘loops 18.. through which the 
member 17 is passed. Also,'in the preferred ‘ 
constructiomthe member 17 comprises an 
elastic band, although it is to-bc understood 
that other types of ?exible securing mem 
ber, such as a draw-cord which may be tied 
in position, may be‘ used without departing 
from the spirit of the invention. 
'As shown in Fig. 2, when the tongues 16 
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are drawn inwardly in position around the 
head of the patient the slits 15 form open 

_ ings through which the escaping air or, va 

10 

15 

20 

pors from ‘the blower are released after they 
have passed through the hair and over the 
scalp. If the capacity of the blower is 
large, and the material used in the construc 
tion of the cap is relatively weak, auxiliary 
release openings 19 may be provided. as 
shown in Fig. 4, adjacent the inner ends of 
the slits 16 so that when the cap is in posi-v 
tion on the head of the patient these open 
ings 19‘ will be positioned below the scalp 
line of the patient, whereby interference 
with the full and uniform ?ow of gases in 
the device is obviated. These are shown as 
being of round con?guration, but may be 
of any desired shape so long as an effective 
?ushing out of the gases by the blower is 
accomplished at a point at or below the 
hair line of 'the patient. 
Owing to its ?exibility, the tubular mem 

‘ ber'l2 may be passed over the mouth of the 
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blower 11, gathered slightly and secured in 
position by any desired clamping means, 
such as a. spring-clip, cord or elastic band 
20. Particularly, when using paper and 
like materials, the device may, if desired, be 
turned over at its upper end as at 21 for the 
urpose of reinforcement. , _ 
The device comprising the present inven 

tion is particularly. adapted for a number of 
uses, but particularly for the treating of 
hair and scalp, drying hair, and in making 
Water waves or ?nger waves and the like. 

vSince certain changes ma be made in the 
above construction and i‘?erent embodi 
ments of the invention could be made with 
out departing from the scope thereof, it is 
intended that all matter contained in the 
above description or shown in the accom 
panying'drawing shall be interpreted as il 
lustrative and not in a limiting sense. . 

It is also to be understood that the fol 
lowing claims are intended to cover all of 
the generic and speci?c features of the in 
vention herein described, and all statements 
of the scope of the invention which as a 
matter of language might be said, to fall 
therebetween. ' ' 

Having described my invention, what ‘I 
claim as new and desire to secure by ‘Letters 
Patent is: I . . . _ _ 

1. A device of the class described, com-, 
‘prising a tubular member adapted to be at 
tached at one end to a blower and to be posi 
tioned at the other end on the'head of‘ a. pa 
tient, and havingopenings at the bottom 
thereof to release gases from the blower be 
low the hairline of the patient, said open 
ings being so positioned with ‘respect to the 
lower edge of said tubularmember as to as 
sist in drawing said lower edge closely adja 
cent the head of the patient, a 

2. A device of the class described, oom 

‘line of the patient. 

to 
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prising a ?exible tubular member adapted 
to be attached at one end to a blower and to 
be positioned at the other end on the head 
of a patient and having openings at the bot 
tom thereof to release gases from the blower 
below the hair line of the patient, vsaid open 
ings being so positioned with respect to the 
lower edge of said tubular member as to 
assist .in drawing said lower edge closely 
adjacent the head of the patient and means 
for drawing the edges of the bottom end of 
the tubular member close tov the head of the 
patient. 

3. A device of the class described, com 
prising a ?exibletubular member adapted 
to be attached at one end to a blower and to 
be positioned at the other end on the head 
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so, 

of a patient, and having openings at the ' 
bottom thereof ‘to releaw gases from the 
blower below the hair line of the patient, 
said openings being so ositioned‘with re 
spect to the lower vedge 0 said tubular mem 
ber as to assist in drawing said lower edge 
closely adjacent the head of the patient and 
elastic means for drawing the edges of the 
bottom end of the tubular member close to 
the head of the patient. , 

4. A device, of the class described, com 
pgising a flexible tubular member adapted to 

attached at one end to a blower and to be 
positioned at the other end on the head of a. 
patient and having slits and tongues at its 
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ottom ed e, and means for drawing‘ the ' ' 
tongues a jacent the head of the . patient 
whereby the slits form openings to release 
the gases .from the blower below the hair 

5. A device of the class described, com 
prising a ?exible tubular member adapted 
to be attached at one end to a blower and 
to be positioned at the other end on the head, 
of a patient and having slits and tongues 
at its bottom edge, means for drawing the 
tongues adjacent the head of the patient 
whereby the slits form openings to release‘ 
the gases from the blower below the "hair 
line of the patient, and having auxiliary re 
lease openings formed near the lower end 
of the tubular cap at a point such that when 
in osition these openings will be belowthe 
see p line ‘of the atient. . ' __ 

6. A device 0 the_class described, com 
prising a ?exible tubular member adapted 

be attached at one end to a blower and 
to be positioned at‘ the other end on the head 
of a. patient and having slits and tongues 
at .its bottom edge, means. for drawing the~ 
tongues adjacent the head of, the patient 
whereby the slits form openings to release 
the ‘ gases from the blower below the hair 
line of the patient, and having auxiliary 
release openings formed adjacent the inner 
ends of the slits. ' 

7. A device of the class described, com 
prising a ?exible tubular member adapted 
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to be attached atone end to a blower ‘and to 
be positioned at the other end on the head 
of a patient and having slits and'tongues 
at its bottom edge, and ?exible means con? 
nccted with said tongues whereby the same 
may be drawn adjacent'the‘ head'of the pa 
tient.v ' 

8. Add'evice of the class described, vcom 
prising a ?exible tubular member adapted to 
be attached at one end to a blower and to be 
positioned at the other end on the head of a 
patient and having slits and tongues at its 
bottom edge, and elastic means connected‘ 
with said- tongues whereby the same are 
drawn when positioned on the: head of the 
patient. , ' ' 

9. A device of the?class described, com 
prising a ?exible tubular member adapted to 
be attached at one end to a blower and to be 
positioned at the other end on the head of 
a patient, and havingslits' and tongues at 
‘its bottom edge, said tongues being looped 
over and having ?exible means passed 
through the loops thus formed whereby'the 
same may be drawn adjacent the head of the 
patient. ’ ‘ 

10. A device of the class described, com 

prising a ?exible tubular member adapted to i 
e attached at one end to a blower and to. 

be positioned at the other end on the head 
of a patient, and having ‘slits and tongues 
at its bottom edge, said tongues being looped; 
over and having elastic. means passed 
through the loops thus formed whereby the 
same may be drawn adjacent the, head of 
the patient. 
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11. A device of the class described, com- v. 
prising a tubular member made of paper’ 
and being adapted to be connected at its 
upper end to the mouth of the blower and 
to be positioned at its lower end on the head 
of the patient, and having openings adja 
cent the bottom thereof whereby gases from 
the blower are released after passing 
through the hair and over the scalp of the 
patient, said openings being so positioned 
with respect to the lower edge of said tubu 
lar member as to assist in drawing said 
lower edge closely‘ adjacent the head of the 
patient and means for drawing the lower 
edge of the tubular cap. adjacent the head 
of the patient. ‘ _ 
In testimony whereof I affix my signature. 

JAMES c. BR6WN. 
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