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This invention is a receptacle for receiving 
and handling household garbage and the 
like. ' 

One of the objects of the invention is to 
provide a receptacle of'the character men 
tioned, having a temporary garbage-receivé 
ing container removabl associated therewith, 
by means of whichstiie refuse may be re 
moved‘ and disposed of in a sanitary manner. 
A further object is to provide a garbage han 
dling device so constructed that the tempor 
rary container may be conveniently placed 
within and removed from the main storage 
receptacle. A further object is to provide 
means associated with the receptacle and the 
container, for directing incoming garbage 
into the said container, in a manner to’ avoid 
scattering of the refuse material. 
The invention will be hereinafter fully set 

forth and particularly‘ pointed out in the 
claims. ' 

In the accompanying drawings : 
Figure 1 is a longitudinal sectional view il 

lustrating a garbage receptacle constructed in 
accordance with the invention. Figure 2 is 
a transverse sectional view on the line 2-2, 
Figure 1. Figure 3 is an enlarged detail 
View illustrating the method of removably 
attaching the receptacle wall with its bot 
tom. Figures 4 and 5 are longitudinal sec 
tional views illustrating slight modi?cations. 

Referring to the drawing, 10 ‘designates a 
base or support which may be made of any 
suitable or desired material. It is preferred 
to stamp the same from sheet metal, and to 
so shape it as to provide a reduced extension 
11, of a size to project into the open lower 
end of a cam or receptacle 12, which may be 
constructed of metal or any other suitable 
material. When the parts are assembled the. 
lower end of the receptacle '12 rests upon the 
base, the transverse wall 13 of said base form 
ing the bottom of the receptacle. The lower 
end of the receptacle 12 is reenforced in a 

' suitable manner, by an internal metal band 
'14, preferably riveted to the can body, as 
shown in the drawing. , - 

Rigidly secured to the lower‘ end of the 
receptacle 12, are L shaped latch members 16, 
which are positioned to slip under keepers 
17, secured to the base 10. ‘By means of this 
arrangement the base 10 and the casing 12 
are removably connected together, a slight 
relative rotation in one direction serving to 
move the angular portions of the latches 16 
from beneath the keepers 17, thereby permit“ 

ting separation of the receptacle and its base. 
In the preferred form. of the invention, 

the top edge of the receptacle 12 is reenforced 
by a metal band 18, to which is secured a 
?ange or chute-like member 19, which serves 
to direct refuse into the open end of a con 
tainer 20. Said container is provided with 
abottom 21, which rests upon the bottom 
wall 13 provided by the base 10. It is pre 
ferred to so construct'the container 20 that 
it may be readily removed from the receptacle 
12, together with the garbage or other refuse 
contained therein, and disposed of'in any de 
sired manner. I . 

A suitable cover 22 of any desired construc 
tion may he placed. over the receptacle 12, 
a handle 23 being provided for convenient 

- manipulation. 

In practice, the bag or container 20 may 
be constructed of any desired material, but 
it is preferred to make it'of rather heavy Wa 

' tor-proof paper, with a relatively rigid bot 
tom, as illustrated and described in a copend 
ing application Serial No. 669,601. It is also 
preferred to make it of slightly tapered form 
so that a number of them may be nested for 
storage, so as to take up but little room when 
not in use. i - 

In operation, the can body 12 may be dis 
engaged from the base 10 by relative rotation 
in a direction to move the lock members 16, 
from engagement with the keepers 17 , where 
upon the receptacle 12 may be lifted out of 
engagement with said base. A container 20 
is then placed upon the bot-tom wall 13 of the 
base 10, after which the receptacle 12 is tele 
scoped over the reduced portion 11 of the 
base, at the same time enclosing said eon 
tainer. As the receptacle is moved down 
wardly to position, the upper open end of 
the container 20 is directed into the recess 
beneath the chute 19, so that the latter will 
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overhang said open mouth of the container . 
and direct all entering refuseinto the latter. 
When it is desired to dispose of the refuse 
within the container 20, the receptacle 12 is 
again disengaged from the base 10, and lifted 
upwardly so as to expose the container in the 
manner already described. The open mouth 
of the container is then preferably closed 
and the package thus obtained may be re 
moved and disposed of in any desired man 
ner. A new container 20 is then placed in 
position and the parts reengaged in their 
normal positions. 

- In lieu of placing: the reenforcing band 
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said band so that a ‘space is provided beneath 

on the inside it may, if desired, be placed on‘ 
the outside," as indicated at 18a, Figure 4. In c 
this form the chute 19a is slightly tapered, or 
the metal at the top of the can body 12, may 
be bent inwardly as indicated at 23, Figure 
5, thereby making the chute 19b integral with 
the can body. . 
The advantages of-the invention will be 

readily apparent to those-skilled in the art 
to. which it appertains. 'It‘ will be particu 
larly noted that by providing a receptacle 
with a separable bottom, and a temporary 
container for the garbage, combined with 

. means for directing the garbage into the con 
tainer, a very simple andv inexpensive devise 
1s provided, which Wlll insure salutary han 
dling and disposal of'ga-rbage and like refuse. ' 

' An important advantage ‘is that the space be 
tween the chute and the contiguous wallof 
the receptacle is merely su?icient to permit 
the open end of the container to freely extend 
thereinto, so that said opengendis braced 
against collapse bothby thelchute and the 
receptacle, while garbage or other refuse is 
being ‘placed in said container. 
Having thus explained the nature of the 

invention and described an operative manner 
of constructing and using it although with 
out attempting to set ‘forth all of the forms 
in which it may be made, or all of the forms 
of its use, what is claimed is :— , y ' 

1. A garbage handling device comprising 
a receptacle v‘having an open top, a non— 
metallic container removably mounted in said 
receptacle. and also having an open top, an 
"internal reenforcing band secured to the re 
ceptacle contiguous to the top edge thereof, 
and a downwardly extended chute’secured to 
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said band and between the chute and the re 
ceptacle to receive the top edge of said con 
tainer, so as to prevent collapse of said con 
tainer/as garbage or the like is directed there 
into. . Y a . 

2. A garbage handling device comprising 
a receptacle having an open top, a container 
removably mounted" in- said receptacle and 
also having an open top, an internal'reenforcf 

45 

ing band secured to the receptacle contiguous ‘ 
to the top edge thereof, a downwardly ex- 
tended chute attached to the inner face of 
said band'so that a space is provided between 
the chute and the receptacle to receive the top 
edge (if said container, so as to prevent col 
lapse of said container as garbage or the like‘ 
is-directed thereinto, and a bottom remov 
ably engaging said receptacle, said container 
resting upon said bottom. ’ 

3. A garbage handling device comprising 
a v metallic receptacle of uniform diameter 
throughout its length and open at both ends, 
a metallic bottom removably engaging said 
receptacle so as to ‘close the lower end there 
of, a non-metallic container normally resting 
on said bottom and having an upper open end, 
and a chute attached to the upper edge of the 
receptacle and extending downwardly there 
into so that it may project into the open end 
'of said container, the space between the chute 
and-the contiguous wall’of said receptacle 
being such that the open end of the container 
is held‘against collapsing by the chute and 
the contiguous wall of the receptacle while 
refuse is being directed into said container. 
In testimony whereof I. have hereunto set 

my hand. 

BOYCE W. REYNOLDS. 
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