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Theobject of this invention is to provide 
' an improved ?ashing for use between a roof 
and a ?re-wall, which is so arranged as to be 

. e?'ective even when settling? or relative move 
ment of the roof and wall has occurred. 

' A further object is to provide an improved 
‘interlocking ?ashing, one member of which 
is mounted rigidly in a wall and the other 

- member of which is interlocked therewith 
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and depends in inclined position over the‘ 
joint between the wall and a roof. . 
A further object is to provide an improved 

interlocking ?ashing as above set forth in 
combination with a combined cant and set 
tling strip attached to the roof and ‘contacting 
with the wall in a manner to permit relative 
movement therebetween so that effective pro~ 
vision is made for covering the j oint' between 
the roof and wall irrespective of any settling 
which may occur. ‘ 

With these and other objects in view, my 
invention consists in the construction, ar 
ran ement and combination of elements here 
ina ter set forth, pointed outin the claim 
and. illustrated by the accompanying draw 
ing, in which— i ’ 

igure 1 is a perspective view of my im-. 
proved device showing the several parts in 
their proper relative positions. 
F i res 2 and 3 are sectional views show 

ing t edevices in position for practical use, 
the lattervview illustrating how the settling 
strip moves with the root when settling oc 
curs. 

In the construction as shown the numeral 
10 designates generallya ?re-wall, 11 a raft 
er and 12 sheathing boards‘ of a roof which 
is arranged somewhat below'the top of the 
wall and in abutting relation thereto. The 
numeral 13 is used to designate a ?exible roof 
covering over the sheathing boards. 
In constructions of this kind it is very dif 

?cult to form a rain-tight joint between the 
roof and ?re-wall because settling or rela 
tive movement is apt to occur and break the 
sealing of the joint. I have provided a ?ash~ 
ing which will overcome this di?iculty by 
permitting some elements to move relative to 
the others, the water-proof element such as 
the roof covering 13 moving therewith and 
still remaining in position to cover the joint. 

_ A strip 14 of wood is provided which ex 
tends lengthwise of the joint and has one 
margin secured to the sheathin 12 at a point 
spaced somewhat from the wa l, as by nails 

formed at one margin with a lateral ?ange 19 
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15. This strip 14 preferably is wedge-she 
and has oneface designated at 16 directedpt‘ig 
ward the wall so that it contacts for a con-. 
siderable space therewith, but is not secured 
thereto. This strip may be called a combined 
cant strip and settling strip, as it. has the 
usual function of a cant strip and further 
permits settling of the’ roof without break 
ing the joint. t is rather wide as compared 
with the usual cant strip, being six or eight 
inches‘ in vertical width. The ?exible roof 
covering 13 is extended up the outerface of 
the strip 14 substantially to the top. and is - 
mopped thereto in a common manner. 

lnterlocking ?ashing strips of sheet metal 
are provided and indicated by the numerals 
17 and 18. The horizontal strip 17 is laid 
between courses of brick or other members of 
the wall 10 and rigidly held thereimit being 

in contact with elements of the wall.~ The 
strip 17 is also formed with a series of aper-v 
tures 20 which receive mortar or cement of . 
the wall and assist in holding the strip rigid 
ly in place. The strip 17 is formed on its 
other margin with a downturned ?ange 21 
terminating in an inwardly directed hook 
?ange 22 arranged horizontally and opening 

- toward the wall and slightly spaced there 
from. The horizontal strip 17 is spaced a 
slight distance above the upper margin of 
the combined cant and settling strip ‘14. The 
strip 18 is formed at its upper margin with a 
lateral ?ange 23 adapted to be received with- - ' 

'0 in the hook ?ange 22 of the horizontal strip 
and interlock therewith. The interlockin 
engagement is effected after the horizonta 
strip is in place and after the settling strip 
has been placed and the roof element 13 se~ 
cured thereto, and it bringsvthe ?ashing strip 
18 into substantial contact with the roof ele 
ment 13 along the upper margin of the set 
tling strip 14:. The interlocking engagement 
is made permanent by pinching the hook 
?ange 22 upon the ?ange 23 by the use of 
pliers or other suitable tool. 
This provides an effective means for cover 

ing the joint between the roof and wall, and 
if any settling of the roof occurs the settling . 
strip 14, and with it the portion of roo?n 105 
element 13 carried thereby, moves downwar 
with the roof, sliding downwardly of the‘ 
?ashing strip 18. The members 18 and_14 
overlap su?iciently that considerable sliding 
movement may occur without a?'ecting the 11° 
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2. 
joint. 11115 strip 14 preferably is provided 

‘ with' proper 
the nails 15. v 
I claim as myinvention-— 

preformed holes 24 to receive 

I i '5‘ In a ?ashing device for use in protecting a 
joint. between a wall and a roof, a horizontal 

' strip provided with enlarged openings there 
in, saidstrip being embedded in the'wall and 
formed with an upturned outer mar ' a1 

' 10 ?ange abutting the outer face of the wal and 
v a ldownturned inner marginal ?ange abut 
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ting the inner face of said wall; the lower 
edge of the downturned ?ange terminating 
in a horizpntally and inwardly directed hook 
?ange, sald hook ?ange providing a channel 
opening toward said wall, and a. second strip 
arranged in a substantially vertical position - 
having its upper edge bent laterally to pro 
vide a horizontal ?ange thereon received in 
the channel of said hook ?ange to interlock 20 
therewith, as and for the purposes described. 
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