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Application ?led December 

This invention relates to sectional desks of 
the general type disclosed in a co-pending 
application of L. W. Langford, Serial No. 
153,931, 

5 in that application, the two main functions 
served by a desk are to provide a work-table 
and to provide’ ?ling space for papers and va 
rious data and articles. ‘ The invention here 
in and in that application comprises» a sec 

10 tional desk made up of a work-table and a ?l 
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ing cabinet or cabinets as independent units, 
and means cooperating therewithto readily 
and detachably bind these units into a single 
desk unit. The advantages gained by such 
construction are numerous. , 
Among these advantages'may be mentioned 

the following: The desk can be quickly disas 
sembled for moving. Thetabl‘e and ?ling 
cases can be bought at di?erent times and as 
sembled into desk torm any time at a later 
date. The independent ?ling cases may be 
made in various forms all adapted to‘ com 
bine with any table, thus providing great 
?exibility in character‘ and adaptability to 
every business need. The independent ?ling 
cases readily permit‘ of vertical ?ling, which 
is far superior to the usual horizontal ?ling 
in desk drawers. The cost of manufacture, 
considering the advantages obtained, is less 
than when the desks are made in one piece. 
My invention herein relates more espe 

cially to a novel manner of more conveniently 
connecting the table and ?ling units of the 
desk and in such manner that the ?ling units 
can be pivotally adjusted to different angu 
lar positions relative to the table. In accord 
ance with my invention, I connect (the table 
end or ends to the ?ling cabinet or cabinets ' 
by means including a vertical pivot about 
which the cabinet can be adjusted to di?erent 
angular positions to suit the convenience of 

' the occupant of the desk. It is the object of 

50 

my invention herein to provide such an im 
proved construction, all of which is herein 
after more speci?cally described and illus 
trated. ' 

In the accompanying drawings I have il 
lustrated one speci?c improvement of‘v my‘ 
invention, but it will be, understood that the 
invention can be otherwise embodied and 
that the drawings, are not to be construed as 

. de?ning or limiting the scope of the inven— 
tion, the claims appended hereto being relied’ I I _ V 

' v 12‘. The middle drawer 13 may be of the upon for that purpose. 

?led December 10, 1926. As stated ‘ 

‘ through. 

10, 1926. Serial No. 153,932. 

Referring to the ?gureslof the drawings: 
Fig. 1 isa perspective view of the table unit 

of my improved desk. 
Fig. 2 is a perspective View of a desk com 

prising a table and one ?ling cabinet. 
‘Fig. 3 is a plan View of the desk shown in‘ 

Fig. 43, the ?ling cabinets being shown in’ 
horizontal section. 

Fig. 4 is a'rear" view of the desk. 
Fig. 5 is an enlarged fragmentary plan 

view showing how the cabinet is connected to 
the table. . 

Fig. 6' is an elevation thereof sectioned 
through the pivot. 
_Fig. 7' is a detail plan view‘ of the locking 

pin. 7 

Fig. 8 is a- vertical sectional view there 

Fig. 9 is a 
in place. 

Fig. 10 is a vertical sectional view there 
through. ‘ , i 

As? in the» aforementioned co-pending ap 
plication, my improved desk herein comprises 
the combining of a table with one or more ?l 
ing cabinets in a manner forming the‘ same 
into‘ a unit desk; The table unit‘ comprises a 
top‘ 1 supported by legs 2 whichmay be de 
tached byremoving brackets 3. One or both 
endsvoffthe table are provided with a central 
pivot hole 4 therethrough and notched‘ at the 
corners 5, all for a purpose hereinafter de 
scribed.‘ ' 

The cabinet unit or units of my improved 
desk can: be of any’ desired con?guration and 
it will be- understood that these units are in 
terchangeable in a manner‘ permitting the 
forming of a desk having the ?ling portion 
or portions thereof of any desired character. 
Intlie drawings I' have illustrated a preferred 
form of ?ling cabinet which permits of ver 
tical’ ?ling rather than the usual horizontal 
?ling permitted by the drawers of desks now 
in common use. This ?ling cabinet com 
prises a vertically extending body portion 6 
having, a pivoted cover 7 over the top ?ling 
compartment 8‘ therein. The front door 9 of 
this compartment is pivoted at the bottom 
and connected to the cover 7 by a bar 10 in a 
manner pivoting the door outwardly‘ when 

detail plan view of the pivot pin 

the cover is raised. This compartment and ‘ ' 
the bottom drawer 11 may be provided with 
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horizontal ?ling type if desired. It will 
thus be noted that each ?ling‘cabinet is of it 
self a self~contained unit adapted for indi~ 
vidual use. ‘ ‘ 

An elongated horizontally extending open 
ing 14: is provided in one side, and preferably 
in both sides, of each ?ling cabinet intermedi 
ate the top compartment 8 and the drawer 13. 
This opening is of a width to receive the table 
end thereinto, preferably between a pair of 
felt pads 15 secured to the top and bottom 
walls 16 and 17 of the opening. Registering 
holes 18 and 19 are provided through these 
walls for receiving a pin 20. This pin is 
adapted to extend through a bushing 21 in 
the hole 4 of the table end. 

It will be seen that to combine the table 
' and cabinets into a unit desk it is only neces 
sary to insert the table ends into the cabinet 
openings 14 and drop the pin 20 in place. 
This connection holds the parts secured to 
gether and permits the cabinets to be pivoted 
either to a position at right angles to the table 
or to a position wherein the drawer side of the 

‘ cabinets incline inwardly toward the occu 
pant’s position at the desk. The cabinets may 
be held in this latter position by means of a 
pin 22 dropped through a strap eye 23 se 
cured to the cabinet and through registering 
holes in the walls 16 and 17. - 
As illustrated in broken lines in Fig. 3 the 

provision of openings 14 in both sides of the 
cabinet permits the cabinet to be secured to 
the desk in a manner serving either side 

'- thereof. Occasionally two people will occupy 
opposite sides of a. desk and with my‘im 
proved desk one of the two cabinets can be 
faced in the opposite direction for one occu~ 
pant and the other cabinet faced in the oppo 
site direction for the other occupant. As 
illustrated at the left side of Fig. 8 it'will be 
noted that the notches 5 in the table corners 
are adapted to accommodate the cabinet in its 
different angular positions. ' 
A ?ller piece 24: provided with spring end 

latches 25 may be placed inthe outer opening 
14 which is not being used. Also a small 
drawer 26 may be provided between the two 
openings 1% in the cabinet. As illustrated 
particularly in Fig. 6, the table legs 2 may be 
removed by removing the brackets 3. When 
the table ends are seated in the openings 14: 
the table top is quite rigidly supported by’ 
the cabinets and the legs are unnecessary. 
The legs will therefore ordinarily be removed. 
when the parts are thus assembled. 
The various advantages resulting from my 

novel desk disclosed herein are believed to-be ‘ 
obvious. No parts are required other than 
the table and cabinets and these units can be 
quickly assembled, disassembled and reassem~ ' 
bled for any purposes desired. Also the piv- , 
otal mounting of the cabinets permits the 00- 
cupant of the desk to place the cabinets in. any 
desired angular position, the friction between 
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the table and the'cabinet ordinarily being suf 
ficient to hold the same in place. Further 
more the cabinets can be so connected as to 
serve either side of the desk. 
Having described my invention what I 

claim is: 
. 1. .tkSGCtlOliZLl desk comprising the combi 
nation of a table, of the type normally sup 
ported by relatively long legs, a self-con 
tained. and self-supporting ?ling case at one 
end of the table and facing in the same general 
direction as the table, and means including a 
vertical pivot detachably connecting the ?ling 
case with they table end in a manner forming 
the same into a unit desk and permitting hori 
zontal pivotal movement of the case to a po 
sition/ inclined inwardly toward the 000114 
pant’s position at the rear side of the table, 
the ?ling case always being substantially out 
side the outlines of the table and being of 
itself a normally closed unit adapted to be 
used independently of and apart from the 
table. 

- 2. A sectional. desk comprising the combi 
nation of a table of the type normally sup 
ported by relatively long legs, a self-con 
tained and self-supporting ?le case at one end 
of‘the table and facing in the same general di~ 
rection as the table, ‘and means including. a 
vertical pivot detachably connecting the ?le 
case with the table end in a. manner forming 
the same into a’ unit desk and permitting 
horizontal'pivotal movement of the case in 
two directions to and between two positions 
respectively at right angles to the table and 
inclined inwardly toward the occupant’s po 
sitionat the rear side of the table, the ?ling 
case always being substantially outside the 
outlines of the table and being of itself a 
normally closed unit adapted to be used in 
dependently of and apart from thettable. 

3. A sectional desk comprising the combi 
nation of a table of the type normally sup 
ported by relatively long legs7 a self-con 
tained and self-supporting ?le case at one 
end of the table and facing in the same gen 
eral direction as the table, and means includ 
ing a vertical pivot detachably connecting the 
?le case with the table end in a manner for1n~ 
ing the. same into a unit desk and permitting 
horizonal pivotal movement of the case, the 
end of the table and both sides of the case be-, 
ing so formed that either side of the case can 
be connected to the table end and the case piv~ 
otally adjusted in both such connections to in~ 
oline its front side inwardly toward the occu 
pant’s position. at the table, the ?ling case 
always being substantially outside the out 
lines of the table and being of itself a nor 
mally closed unit adapted to be used inde 
pendently of and apart from the table. 

4. A sectional desk comprising the combi_ 
nation of a table of the type normally sup 
ported by relatively long legs, a self-con 
tained and self-supporting ?le case at one 
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end of the table and facing in the same gen 
eral direction as the table, one side of the case 
having an elongated horizontally-extending 
opening receiving the table end therein, and 
means including a vertical pivot holding the 
table end Within the opening and permitting 
a limited horizontal pivotal movement of the 
case to a position inclined inwardly toward 
the occupant’s position at the rear side of the 
table7 the location of the pivot and the abut 
ting of the ends of the table With the filing 
case limiting the pivotal movement of the 
case. 

5. A sectional desk comprising the combi 
nation of a table of the type normally sup 

3 

ported by relatively long legs7 a self-con 
tained and self-supporting ?le case at one 
end of the table and facing in the same gen 

v eral direction as the table, one side of the case 
having an elongated horizontally-extending 
opening receiving the table end therein, and 
means securing the table end Within the open 
ing, the other side of the case having an 
elongated opening therein like the ?rst said 
opening and the tWo. openings being so rela 
tively spaced as to permit a. drawer in the 
case therebetween. 
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In testimony whereof I affix my signature. 

HARRY EDGAR BAKER. 


