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This invention relates to a bracelet, choker 
or like article; and has for its object to pro 
vide a. construction by which a picture may 
be removably mounted in a portion of the 
bracelet. '1 I 

A further object of the invention is‘to 
provide a construction having a plurality 
of links in one or more of which a plcturc 
may be removably mounted. . 

A. still further object of the invention. is 
to provide a series of links some of which 
have a hingedly' connected back plate to 
support a picture in position to be observed 
through an opening in the top wall of the 
link with the hinge of the back plate also 
serving as a connecting means betweentwo 
adjoining links‘of the chain. 

\Vith these and other'objects in view the 
invention consists of certain novel features 
of construction as will be more fully de 
scribed, and particularly pointed out'in the 
appended claims. I 
In the accompaning drawings: 
Figure 1 is a top plan-view of a chain 

embodying-my invention of a size to be used 
as a bracelet. . 

Figure 2 is a side elevation thereof. 
Figure 3 is a perspective view of the frame 

of one of the picture receiving links. 
Figure 4 is a perspective View of the back 

plate for closing this frame. 
Figure 5 is a central sectional side view 

of the picture receiving link and connected 
to two adjacent gem carrying links. 

Figure 6 is a. central sectional side View 
of the picture receiving link with the back. 
plate shown as swung open on its hinge. 

It is found desirable in certain classes of 
jewelry such as bracelets or the like to pro 
vide a construction by which a picture, or 
different pictures, may be carried by the 
bracelet and removably supported whereby 
they may be changed at will; and in order 
to accomplish this result in a practical con- . 
struction, I .have provided a series of links 
?exibly connected together, certain of the 
links being provided with an opening in 
their top wall and a removable back plate 
to support a picture in the frame to be 
viewed through the opening; and I have also 
utilized a connecting loop between adjacent 
links to support in a hinging fashion the 
back plate which may be swung to open 
position to change or mount the picture in 
theframe of the link; and, the following‘ 

» referred to. 

is a detailed description of the present em 
bodiment of my invention showing one con 
struction by which these advantageous re~ 
sults may be accomplished: 
lVith reference to the drawings, 10 des 

ignates gem carrying links and- 11 picture 
carrying links suitably connected together 
in series by connecting loops hereinafter, 

The gem carrying link com 
prises a bezel 12 with suitable bails 13 
extending oppositely from its side walls 
with a gem 14 securely mounted in the 
bezel by rolling over the edge 15 thereof, as 
illustrated in Figure 5. 
The picture carrying linksveach consists 

of a frame having a top wall 16 with an 
opening 17 therethrough and side walls 18 
extending rearwardly from the top,plate 
and provided with oppositely extending 
bails 19 whichare suitably ‘joined to the 
bails 13 011 the gem-carrying links 10 by, 
means of the connecting loops 20 and 21. 
The loop 21 is soldered as at 22 to a plate 
23 for closing the frame link 11 and suitably ' 
supports a picture 24 in position therein. 
.1 preferably‘ employ a window 25 covering 
the opening in the top plate with the picture 
supported thereagainst by means of suita 
ble packing 26 between the picture and the 
plate 23 the plate being snapped into posi-' 
tion and held by means-of a detent 27 ex 
tending inwardly from the inner edge of 
the side wall of the frame. The back plate 
23 is joined to the connecting loop 21 by 
a small neck 28 which extends through a. 
notch‘ 29 in one of the side walls and is in 
position to be concealed from the edge of 
the bracelet by being located in substantially 
the same plane with the bail 19 on the edge 
of the frame. ' 
By securing the back ‘plate to one of the 

connecting loops 21, I have provide a 
hinge mounting for the plate by which this 
plate‘ maybe swung as illustrated in Fig 
ure 6 to open the frame 11 to remove or to 
mount a different picture 24 therein and 
yet by, providing a construction in which 
the backplate substantially ?ts its frame 
and the back plate is held tightly therein 
by resiliency between the Walls 18 thereof. 
At the ends of the chain suitable clasps 

30"and 31 may be provided for attaching 
the ends together to encircle any part of 
the body for personal wear. 

It will be understood that any suitable 
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means may be used to swing the back plate 
relative to the frame to open position but 
in the simple construction herein-illustrated 
pressure may be exerted upon the window 
or through the opening 17 in the frame to 
snap the back plate outwardly over the 
detent 27 from between the resilient walls 
18. 

' I have described this invention more par 
ticularly as applied to a bracelet but by 
this. term “bracelet” I mean any encircling 
element as it is evident that this construe-, 
tion may be used for a choker to extend 
about the neck or in any other desirable 
place. ‘ 

The foregoing description is directed 
solely towards the construction illustrated, 
but I desire it to be understood that I re 
serve the privilege of resorting to all the 
mechanical changes to which the device is 
susceptible, the invention being de?ned and 
limited only by the terms of the appended 
claims. 
I claim: 
1. A bracelet chain comprising a series of 

links each having a frame with bails extend 
ing therefrom and a connecting loop for 
joining the bails of adj aeent links to ?exibly 
connect said links together, certain of said 
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frames having an opening in their front 
Wall, a picture exposed through said opening 
and a back plate secured to one of said con- ' 
‘necting‘loops to swing into a position to 
support said picture and means for securing 
said backplate in supporting position. 
i 2. A bracelet chain link comprising a 
frame having a top wall Witlran opening 
provided therein and peripheral side walls, 
oppositely extending bails on the side walls 
for connecting the frames in a series with 
other links, a connecting loop surrounding 
one of said bails and of a size to also em 
brace the bail of .an adjoining unit of the 
chain, a back plate for said frame secured 
to said loop to swing with it about said bail 
to and from closing position of said frame 
for supporting a picture between the plate 
and the top wall of the frame, and means 
for releasably securing the plate in closed 
position. 

3. A bracelet including a plurality of pic 
ture carrying links, means in said picture 
carrying links releasably securing pictures 
therein, said means comprising pivotal 
mountings for adjacent links. 
In testimony whereof I a?ix my signature. 

WILLIAM FORSTNER. 
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