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This invention relates to catamenial de 
vices, more commonly known as sanitary 
napkins, and particularly to improved means 
for mounting and supporting such devices in 
connection with the body of the wearer; and 
the object of the invention is to provide a de 
vice of the class specified, which includes as 
part thereof, securing or supporting means 
involving non-mentallic elements or devices, 
all of simple, economical construction where 
by the device as a whole and including said 
securing means may be discarded after the 
use thereof; a further object being to pro 
vide a device of the class specified, one end 
portion of which has adjustably or otherwise 
attached thereto, the central portion of a 
waist encircling band or string, and the other 
end portion of said device having means 
whereby said band or string may be adjusted 
thereon for size adjustment and coupled 
therewith to retain the device in proper posi 
tion, said last named end portion involving an 
apertured or recessed body, and said band or 
string having a stiifened end portion facilitat 
ing the threading of the same through the 
aperture or recess of said body; a further ob 
ject being to provide improved means for re 
inforcing the apertured body at one end of the 
device to prevent the displacement of the tie 
cords or strands therefrom; and with these 
and other objects in view, the invention con 
sists in a device of the class and for the pur 
pose specified, which is simple in construction, 
eiiicient in use, and which is constructed as 
hereinafter described and claimed. 
The invention is fully disclosed in the fol 

lowing specification, of which the accompany 
ing drawing forms a part, in which the sepa 
rate parts of my improvement are designated 
by suitable reference characters in each of the 
views, and in which :` 

Fig. 1 is a perspective View of one form of 
device which I employ. 

Fig. 2 is a view similar to Fig. 1 but show-> 
ing a modification. 

Fig. 3 is a perspective view of a part of the 
construction shown in Figs. 1 and 2, show 
ingvanother modification. ig. 4 is a detail plan view of the device, 
and showing another modification; and, 

Fig. 5 is a sectional and perspective view 
of one end portion of a tie cord or strand 
which I employ. . 
In devices of the class under consideration, 

_it is a common practice to emfloy safety pins 
or similar fastening means or securing the 
end portions of the device in position on a 
body garment, supporting belt or the like. 
It is the principal object of my invention to 
provide a device of the class specified, wherein 
the mounting and supporting means con 
stitutes an integral part of the structure 
thereof, and further to provide a device which 
by virtue of my improved supporting means 
will lie more flatly and snugly upon the body 
of the wearer. ' 
As seen in Fig'. 1 of the drawing, l() repre 

sents a napkin which may be composed of any 
desired material and is preferably composed 
of cheesecloth, containing centrally thereof a 
pad portion 10a the cheesecloth body forming 
an envelop or casing for the pad portion 10a. 
One end of the device is provided with a loop 
strip of fabric 11, forming a guide and sup 
port for a waist encirclin band or string 12 
which may be freely adjusted through the 
loop 11. The other end'of the device is pro 
vided with a tab portionfor connecting mem 
ber 13 having arranged thereon three pairs 
of apertures 14, 15 and 16, said apertures ’ 
being reinforced by parallel lines of stitch 
ings 17 arranged adjacent the side walls of 
each aperture and being reinforced by trans 
verse stitchings 18 arranged above and below 
the upper and lower ends of said apertures, 
formin an economical and practical sub 
stitute or a button hole structure. The ends 
of the band 12 are preferably provided with 
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stiffening bodies 12’11 to facilitate the thread- ' 
ing of said end portions through the separate 
pairs of apertures 14, 15 and 16 prior to tying 
the ends of said string in supporting the de 
vice upon the body of the wearer, it being 
understood that the spaced apertures provide 
for proper adjustment of the device as Will 
be apparent. 

In Fig. 5 of the drawing, I have shown in 
~~ sectional detail, the stiíi‘ening body 12“ ar 
ranged within the folded end of the strap 12, 
the latter being folded backwardly upon it 
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self and stitched as seen at 12", and also 
stitched along the sides as seen at 12c to pre 
vent the displacement of the body 12a. The 
body 12a ma be composed of any suitable ma 
terial such or example as bone, ivory, cellu 
loid, fibre and the like, preferably an inex 
pensive material. It will also be understood 
that an suitable means may be provided to 
give su stantial rigidity to the free ends of 
the band 12 for the purposes stated. 
In Fig. 2 of the drawing, I have shown a 

slight modification wherein the band 12 is 
fixed to one end of the napkin 10 rather than 
being adjustable relatively to such end. Sub 
stituted for the tab 13 is a tab 13a consisting of 
a sheet of fabric folded upon itself at 13b 
to form a two-ply thickness, the ends be 
ing attached to the napkin body as seen at 13e. 
The separate thicknesses of the tab 13a are 
secured together by transverse rows of stitch 
ings 18a to form four transverse pockets 19, 
20, 21 and 22 through which one stiffened end 
12‘1 of the band 12 is adapted to pass in the 
turned adjustment of the device and in the 
operation of coupling said end 12d with the 
other end of said strap, which is preferably 
arranged at the side of the body of the wearer, Y 
the knot being illustrated at 12e. Aside from 
the foregoing, the structure of the device ’ 
shown in Fig. 2 is identical with that shown 
in Fig. 1. » 
The structure shown in Fig. 3 modifies that 

shown in Fig. 2 simply in providin as a 
substitute for the tab 13a, a tab 23 preferably 
of single ply thickness, to the side edges of 
which are attached by a number of trans 
verse rows of stitchings 24, two strap mem 
bers 25 and 26 between which and the tab 
body 23 are formed, by virtue of the stitch 
ings 24, spaced pairs of loops 25a and 26“, 
through which the end of the strap or string 
12 is adapted to pass in supporting one end 
of the device and in adjusting the position 
thereof. ' 

In Fig. 4 of the drawing, I have shown a 
modification of the tab 13 shown in Fig. 1, 
and in this ii re, 27 represents a tab which 
may be of single or double ply thickness, 
having three pairs of spaced apertures 28, 29 
and 30, each of which is reinforced by short 
vertical stitchings 32 extending longitudinal 
ly of the side edges of said apertures and by 
transverse stitchings 31 arranged adjacent the 
upper v4and lower ends of the apertures. It 
Willalso be understood in connection with 
the structures shown in Figs. 1 and 4 of the 
drawing, that one end of a strand may be 
passed through both apertures in each pair, 
and the ends of said strand attached in the 
manner shown in Fig. 2. 

It will also be understood that my inven 
_ tion is not limited to the speciiic structural 
details herein shown and described, the dis 
tinctive feature of the invention being in the 
provision of an all fabric device of the class 
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specified, including its supporting means con 
structed along such economical manufactur 
ing lines as to warrant and justify, by virtue 
of its comparatively low retail sale price, the 
discarding of the entire device. It will be 
understood that various changes in and modi 
fications of the construction herein shown and 
described may be made within the scope 
of the appended claims without departing 
from the spirit of my invention or sacrificing 
its advantages. - 
Having fully described my invention, what 

I claim as new and desire to secure by Letters 
Patent, is :- ' v 

1. In a sanitary napkin comprising an ab 
sorbent pad and a fabric casing enclosing said 
pad, said casing extending longitudinally be 
yond the ends of the ad, a strap member cou 
pled with one of sai extensions, a connecting 
member comprising a fiat tab of relatively 
strong material permanently attached to the 
other extension and of a width substantially 
equal to the width of said extension, and 
means on said tab permitting the detachable 
and adjustable coupling of the strap member 
therewith to support the tab end o_f the nap 
kin upon the body of the wearer in a Hat and 
secure manner. 

2. In a sanitary napkin comprising an ab 
sorbent pad and a fabric casing enclosing said 
pad, said casing extending longitudinally be 
yond the ends of the pad, a strap member _ 
coupled with one of said extensions, a con 
necting member comprising a flat tab of rela 
tively strong material permanently attached 
to the other extension and of a width sub 
stantially equal to the width of'said exten 
sion, and means on said tab permitting the 
detachable and adjustable coupling of the 
strap member therewith to support the tab 
end of the napkin upon the body of the wearer 
in a flat and secure manner, and said means 
coinprising spaced apertures formed in said 
ta . 

3. A sanitary napkin comprising an ab 
sorbent pad and a fabric casing enclosing said 
pad, said casing extending longitudinally be 
yond the ends of the pad, a looped supporting 
body attached to one of said extensions and of 
a width corresponding to the width of said 
extension, a strap member movably support 
ed in said looped body, a Hat tab of relatively 
strong material permanently attached to the 
other extension and of a width substantially 
equal to the width of said extension, and said 
tab having means permitting the adjustable 
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coupling of the strap member therewith to ' 
support the tab end of the napkin upon the 
body of the wearer in a flat and secure man 
ner. 

4. In _a sanitary napkin comprising an 
absorbent pad and an elongated fabric body 
enclosing said pad and ~extending longitudi 
nally beyond the ends thereof, a flat tab of 
relatively strong material permanently at 
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tached to one of said extensions and of a. detachably coupled with said tab in supporti 
width substantially equal to the Width of said ing the napkin upon the body of the wearer. 
extension, and said tab having spaced open- In testimony that I claim the foregoing as 10 
ings and straight line st-itchings passed my invention I have signed my name this 4th 

5 through the pad and bordering said openings day of June, 1928. - 
to reinforce and strengthen the same, and a ' ' 
body encircling strap member adapted to be DAVIS MARINSKY. 


