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The main object of this invention is to pro 
vide an improved vitreous enameled tile 
which is well adapted to receive and support 
the enamel without likelihood of injury 

and one which may be easily attached to a 
wall or the like. _. 
A further object is to provide an improved 

metal tile which may be convenientlyvlaidlor 
10 positioned, the alinement of the tile being ac 

curately maintained by cooperating parts on 
the tile, each tile, however, being mainly sup 
ported’independently of adjacent tile. 
A still further object is to provide an im 

16 proved metal tile which is well adapted as an 
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insert in the event of injury to a particular 
tile. ‘ - > 

Objects pertaining to details and econo 
mies of my invention will de?nitely appear 
from the detailed description to follow. The 
invention is clearly de?ned and pointed out 
in the claim. 
A structure embodying the features of my 

invention is clearly illustrated in the accom 
panying drawing forming a part of this ap 
plication, in which: i 

Fig. 1 is a fragmentary perspective view of 
a section of wall having my improved tile 
applied thereto. 7 _ ' V 

Fig. 2 is a perspective view of one of my 
im roved, tile. ‘ " 

ig. -3 is a fra entary section on a line 
corresponding to ' e 3-3 of Figs. 1 and 2. 

, Fig. 4 is an enlarged fragmentary section 
. 35 showing the relation of the tile when mount 

ed upon the wall with the mortar in position 
between the tile. - 

Fig. 5 is‘ an inside view of a modi?ed form 
or embodiment of my invention, the tile be 

40 ing designed.to permit its insertion in a wall 
to replace a fractured tile, or in other rela 
tions where the tile shown in Fig. 2 cannot 
conveniently be laced. - 

Fig. 6 is an e arged detail section through 
4.5 a wall having my improved tile such as shown 

in Fig. 5 mounted thereon. . 
Referring to the drawing, 1 represents the 

wall of a room, which in practice may be a 
wood sheeting, wainscoting or otherwise ac 

v 50 cording to the conditions found. My im 
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proved tile comprises a face late 2 formed 
of a late of metal to provide integral ?anges 
or side walls 3, these ?anges or side walls be 
ing united at their corners. The tile» is pref 
erably drawn up from a ?at plate. 

Each ?ange or side wall 3,.is provided with 
a projecting tongue 4:, these tongues being 
uniformly spaced or positioned relative to 
the corners of the tile. 
notched at 5 to. receive the tongues of adja 
cent tile, the notches being positioned to cor 
respond with the tongues so that the tongues 
project under the ?anges of adjacent tile as 
shown in Fig. 4:. The tongues are perforated 
at 6 to receive the nails 7. 
The ?anges are also preferably recessed at 

8 to receive the joint mortar 9, thus more ac 
curately retaining the mortar. This mortar 
is largely'for the purpose of providing a 
continuous surface and for ornamental pur 
‘poses, that is, it is not relied upon to hold the 
tile in position. ' ' 

The tile are provided with a vitreous 
‘enamel. and, owing to the shape of the tile, 
the face plates being reinforced by the 
?anges, they are well adapted to resist buck 
ling or warping during the enameling proc 
‘ess and also in handling so that the enamel 
is not likely to be cracked or broken. ’ 
In the embodiment shown in Figs. 5 and 

6 the ?anges or side walls 3 are provided with 
an inturned lateral extension 10 on one ?ange 
and an out-turned lateral extension 11 on the 
opposite ?ange, these ?anges being notched 
at 12 I to facilitate engagement with the 
nails or studs 13 driven into the wall in 
proper position'so that these extensions may 
be engaged therewith. This adapts the tile 
for repair purposes or for engagement with 
adjacent projecting parts where the assem 
bling with projecting tongues 4 on each edge 
is di?icult. ' _ 

In this embodiment the side walls are pro 
vided with holes 14 to receive the mortar, 
these serving the function of the recesses 8. 
My improved tile is quite economical to 

produce and ma be rapidly'laid, the recesses 
engaging with t e tongues'of previously laid 
tile serving to properlyv aline and position the 

~ tile vas they are laid so. that uniform spacing 
and alinement is easily maintained. 
Having thus described my invention, what 

I claim as new and desire to secure by Letters 
Patent is: j ’ = 

A metal tile or the like formed of a metal 
plate having rearwardly projecting ?anges 
disposed at substantially right angles ‘to the 
face of the plate, each of said ?anges having 
relatively narrow attachin tongues disposed 
at one side of the center t ereof, and a cor 

The ?anges 3 are 1 
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respondingly positioned recess on the oppo- ting a mortar‘ joint of the tiles having bond 
site side of the center, said tongues having ing relation to the foundation uponwhich the 
perforations therein positioned so that at- tiles are mounted. l0 
taching nails are positioned in the space be- - In witness whereof I havexhereunto set my 

5 tween the ?anges of adjacent tiles with the hand. ' 
ends of the tongues engaging the recesses in i . V 
the ?anges of adjacent tile thereby permit- JAMES C. ~DE VOL. 


