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My present invention is a novel and im 
proved type of syringe adapted to utilize the 
power direct from a faucet or pair of faucets, 
together with means permitting a predeter 

5 mined and automatic supply, preferably 
under pressure, of a desired medicinal liquid 
in combination therewith. 
In devices of this kind, as heretofore used, 

it has been extremely di?icult to operate the 
10 same in a convenient and desirable manner, 

and my present invention has for its objects 
to improve, simplify, and perfect apparatus 
of this type, to provide a practically auto 
matic or semi-automatic power actuated ?x 

15 ture together with a predetermined propor 
tional supply, which also may be under pres 
sure, which will automatically mix with the 
water under pressure. 
Referring to the drawings, illustrating a 

20 preferred embodiment of my invention, 
The ?gure is a diagrammatic layout of the 

device. 
Referring now to the drawings, for a par 

ticular description of the invention, and its 
25 operation, 1 and 2 designate respectively the 

usual hot and cold water faucets in a bath 
room, bathtub, or the like, which unite in a 
common nozzle 3. My apparatus is devised 
for attachment to such a ?xture, preferably 

:0 a bath tub ?xture, and can be positioned at 
any desired angle. 

I provide a bracket 5 adapted to be clamped 
about the nozzle part of the ?xture, as clearly 
shown in the drawing, which bracket can be 

85 positioned directly in front of the ?xture or 
at one side, being here shown at one side to 
clarify and simplify the drawings. Any suit 
able manual or other clamping device can be 
utilized such, for example, as the binding 

40 screws or clamps 7 and 8 holding the two arms 
of the bracket 5 therefrom, which arms ex 
tend about a medicinal container 10 and 
maintain the same in desired position. This 
container 10 has a ?lling opening 11 at the 

45 top closed by a threaded thumb nut 12, and 
receives a pipe 13 at one side leading to a 
hand bulb 15, a valve 16 with hand lever 17 
being positioned in the pipe 13 between the 
container and the bulb. The atomizer bulb 

50 is of usual type with an air opening and 
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check valve 18,,and ‘is utilized to pump air 
into the container 10-which may be partly 
?lled with any medicinal solution or, prep 
arations desired—to effect a predetermined 
pressure, whereupon the handle 17 is turned ' 
to shut o?’ the valve 16 and maintain said 
pressure therein. The container 10 also has 
an outlet pipe 20 leading through a valve 21, 
and a second pipe 22 into a union 23 permit-_ 
ting. the pipe 22 to open into the water re!“ 
ceiving pipe 24 which, in turn, leads through 
any desired length to the syringe or douche 
?xture 25, said pipe extending from ‘the at 
tachment 30 which may be of any ?exible. 
material, and can clamp around the lower 
part of the nozzle 3, as shown at 31. The 
attachment 30 has a channel therethrough, 
as shown in dotted lines. This part 30 of 
the apparatus may be of rubber, if desired,“ 
as may also such other of the pipes 13, 20,” 
22, and 24, as desired although I prefer to 
make these latter of suitable non-corrodible 
metal. 
The valve 21 is preferably ?tted with a 

handle 33 having an indicator adapted to 
swing over a ?xed gauge 34 attached at 35 
to the outlet pipe 22, thus giving an instant 
indication of the extent to which the valve 21 
is open. 

In operating the device, the hot or cold, 7‘ 
or both water faucets 1 and 2 are opened to 
give a desired force and temperature of water 
from the faucet, which ?ows through the 
attachment 30, pipe 24, and to the ?xture 25. , 
A suitable quantity of medicinal solution is 
put, into the container 10 through the open 
ing 11, the cap 12 being removed for this 
purpose, and thereafter the cap 12 is tightly 
?tted and the hand bulb 15 is actuated with . 
the valve 16 open to supply a predetermined 
pressure within the top of the container 10 
whereupon the valve 16 is closed. The valve 
21 is then opened to a proportionate or de 
sired extent thus permitting a flow of the 
solution, also under pressure, from the con 
tainer 10 into the pipe 24 and up and through 
the ?xture 25. This supply from the con 
tainer 10 can be shut off or regulated as de~ 
sired during continuous ?ow of water from 
the faucets 1 and 2, and additional pressure ' 
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can be supplied from time to time to the con 
tainer 10 by actuation of the hand bulb 15 in 
opening the valve 16. 
Having thus described my invention, What 

I claim as new is: 
An automatic syringe, comprising a con 

tainer adapted to receive a medicinal solu 
tion inrthe loivei?part, and witligan airpr'es 
sure creating attachment secured to‘ the upper ' 
part comprising a hand air pressure creating 
bulb and a valveelnterposedL-therebetween, 
means to support said container from the 
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Water supply member and spaced" lateral-1y " 
therefrom, a conduit adapted ‘to beattached 
to said Water supply, means‘bet'wee'n the‘ con 
tainer and saidconduitiincluding‘ aregulat 
ing valve topredeterininethe supplyyof solu 
tion undenipressure iro'm' said‘ container‘ to 
said conduit, and an air tightvopeniyng {into 
said container. ' _ ' 

In _testimony_jryhereof, I have signed my 
nametolthis speci?cation. ' ' ‘ i ‘ 

‘ ' " BEBTRAM ‘E. BESSE. 


