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This invention relates to improvements in 
venders’ carts of that type which is particu 
larly adapted to the purveying of food and 
drink in. industrial plants where numerous 

5 persons are employed. In large mills and 
factories it is the general practice to provide 
a store where the employees can obtain 
lunches and other refreshments without 
leaving the premises. This practice has cer 

10 tain disadvantages, for the space allotted to 
the store is restricted and there is much 
crowding and confusion at the lunch hour as 
the customers require service within a short 
period. Also, considerable time is lost bythe 

15 employees in going to the store from their 
work. - - 

In many large establishments a number of 
dispensing carts are provided to deliver food 
and drink to the employees at their work, so 

20 that the loss of time in going to the store is 
avoided and the employees receive better 
service. The capacity of each cart is such as 
to carry a supply sufficient for a single trip 
and as it is moved from place to place, the 

25 employees can make their purchases with but 
little loss of time. In a- large establishment, 
a number of these carts are employed, vary 
ing in number according to the requirements. 
The present invention has for its object 

3'0 the provision of a vender’s cart that is par 
ticularly adapted for dispensing service as 
indicated in the foregoing, easily handled by 
a single‘attendant, of large capacity for its 
size, and one in which the goods can be dis 
played to an advantage. It consists of a cart 
having the novel construction hereinafter de 
scribed in detail, pointed out in the append 
ed claims and illustrated by the accompany 
ing drawings. 
In the drawings, in which similar refer 

ence characters designate corresponding 
parts, > 

Figure 1 is a perspective view broken away 
in part, of a Vender’s cart embodying the in 
vention; ' 
Figure 2 is a detail perspective, showing 

the supporting frame; 
Figure 3 is a side elevation'of the cart; 
Figure 4 is a sectional view on the line 

50, 4+4: of Figure 3. 
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In a general way, the cart is constructed 
_ of an angle-iron frame and sheet-metal walls 
where closures are'provided. The several 
parts are either welded or riveted/together, 
as is usual in metal structures. _ 
The supporting frame, shown in detail in 

Figure 2, comprises a rectangular sill 10, on 
the four corners of which are mounted the 
uprights 11 and 12, the latter being of less , 
height than the former. On opposite sides of 
the sill and at an intermediate part thereof 
are mounted the uprights 13 of equal height 
with the corner uprights 11. Extending be 
tween the corner uprights 11 and the inter 
mediate uprights 13 are the longitudinal hori 
zontal members 14. Between the intermedi4 
ate uprights 13 are the transverse members 
15, and between the corner uprights 11 are 
the horizontal cross members 16, and extend 
ing betweenthe lower ends of the interme 
diate uprights is the transverse sill member 
17. ' The corner uprights 11 and the interme~ 
diate uprights l3,v togetherwith the horizon 
tal longitudinal and transverse members 
1a—17, interposed between said uprights 
form a box-like cage on one end of the sill 10. 
Between the upper ends of the shorter cor 

ner uprights 12 and the intermediate uprights, 
13 is mounted the inclined door frame 18 with 
its lower corners secured on the upper ends 
of the uprights 12. The upper corners of the 
door frame are secured to the outer ends of 
the horizontal studs 19 ?xed’ at their inner 
ends to the upper parts of the'intermediate 
uprights l3. ' ' - ' 

_ Secured within the sill 10 is a, plate bottom 
20 and mounted between the intermediate up 
rights 13 is the transverse partition 21. At 
tached to the frame are the opposite side walls 
22 (only one of which is shown) and the end 
wall 23, to form with the bottom 20 and the 
partition 21 a compartment between the up 
rights 12 and 13. A door 2a is provided to 
close on the inclined frame, beingattached to 
the upper cross member of the frameby the 
hinges 25 at the upper part of the closed door. 
The door is provided with a handle 26 to fa 
cilitate the opening and closing of the door. 
On‘ the horizontal rectangular frame formed 
by thestuds 19, the upper cross member of the 
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door frame 18 and the uppermost cross mem 
ber 15 is secured the plate 27 provided with an 
opening in which is removably seated the till 
28. The till has a flange at its upper edge to 
engage the edge of the plate 27 when the sill 
is seated in the opening in the plate and the 
seated till is approximately flush with the 
plate. Mounted in the end plate 23 is a 
faucet 29 for draining the compartment. A 
receptacle 30 is attached to the end plate‘to . 
receive displaced bottle caps. The compart 
ment may be lined with heat-insulating mate 
rial (not shown) as is common in the con 
struction of refrigerators. , v 

The end of the frame ‘including the up 
rights 11 is closed by the wall 31 and the top 
part is closed by the glass plate 3:2 seated in 
the horizontal support‘formed'by the upper 
most frame members 14-16. Mounted on 
the inner frame members 14-16 are the 
shelves 33. The sides of the compartment 
formed by the plate 32 and the shelf 33 im 
mediately below are closed, one side by the 
glass plate 34 and the other side by the over~ 

i lapping sliding glass doors 35. 
The sill 10 of the frame is formed of angle 

iron andencircling the sill, outside of the low 
er ends of the uprights and the lower edges of 
the walls attached to the sill, is the ?at rein 
forcing band 38. This band, which is formed 

. of comparatively thick metal, serves as guard 
in striking obstructions during movement of 
the cart. . 
Mounted on the underside of the base of. 

the cartare the cushion wheels 39. One pair 
of these wheels is mounted in ?xed bearings 
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partment on the platform on one side of the 
partition, the top wall of the compartment 
including a horizontal plate provided with an 
opening, a till seated in the plate approxi 
mately ?ush therewith, and display means 
mounted on the frame on the other side of the 
partition. ' " " Y . 

.2. In a vender’s cart, the combination of a 
supporting frame comprising a rectangular 
sill, uprights at the ‘corners of the sill with 
the uprights at one end'of the sill shorter than 
the uprights at the other end of the sill, in 
termediate uprights on opposite sides of the 
sillaloout midwaybetween the ends of the sill, 
said intermediate uprights being of equal 
length with the lono'er corner uprights, an in~ 
clined door frame mounted between the up 
per ends of the shorter corner uprights and 
the intermediate uprights, with a floor seé 
curedwithin the sill, a ‘transverse'partition 
positioned between the intermediate uprights, 
walls secured to vthe frame members to form 
a compartment between the shorter corner .up 
rights and the intermediate uprights, a door 
hinged tothe inclined door frame to provide 
a closure for the compartment, transverse and 
longitudinal frame members mounted be 
tween the corner and intermediate uprights, 
and display shelves mounted on the‘last men 
tioned transverse and, longitudinal frame .‘ 
members. 7 r . . 

In testimony whereof I hereunto a?ix my 
signature. . _ . . , V. 

.WRIGHT. 

(only one is shown) 40 secured to the base on ‘ 
> opposite sides and at an intermediate part 
thereof; the other pair of.wheels are carried 
by the bearings 41 swivelled. to the opposite 
ends of the base at central parts of the same. 
By means of these wheels the cart can be eas 
ily propelled from place toplace. On the end 
mus are mounted the hand bars 42 so that 
the cart can be easily pushed or pulled at 
either end. 
The purpose and use of the cart is ob 

vious. The closed compartment at one end 
can be used as a refrigerator for bottled goods 
placed therein with ice. The closed comp art 
ment immediately below the glass top 32 can 
be, used for the display of edibles which it 
is desirable, to protect against handling. On 
the lower shelf 33 and thebase plate 20 below 
the shelf may be placed case goods and other 
stores. 
sible to the vender and may be attractively 
displayed for the customer. 
What Iclaim is: . V 
1. In a vender’s cart, thecombination with 

a wheeled platform, of a frame mounted on ' 
the platform, an. upright partition mounted 
in the frame to extend across the platform at 
an intermediate part of the platform, walls 

1‘ secured to the frame to form a closed com 

The goods so placed are easily access 1 
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