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The present invention relates to new and 
useful improvements in display devices and 
it pertains more particularly to price ticket 
holders. . 

5 It'is one of the primary objects of the pres 
I out invention to provide a device of the above 
mentioned character which will not only in 
dicate the price of the article in connection 
with which it is displayed, but will also iden 

10 tify the article. ' 
It is a further object of the invention to so 

' construct a device of this character that the 
tickets are removable, thus rendering the de 

\ vice capable of use in connection with all 
15 classes of merchandise and at any price. 

While the invention is herein shown as em 
bodied in a price ticket holder of the type 
adapted to be attached directly to the arti 
cle of merchandise in connection with which 

_20 it is. displayed, it is to be understood that the 
_ invention is not limited to use in this connec 
tion but may be applied to price ticket holders 
adapted for attachment to shelves on which 
the merchandise is displayed or to containers’ 

25 in which it is carried. 
In the accompanying drawings: 
Figure 1 is a view in front elevation of a 

price ticket holder constructed in accordance 
' with the present invention, the price tickets 
30 being shown in position'therein; - 

Figure 2 is an edge view of the ticket 
holder; - - 

fFigure 3 is a view in rear elevation there 
0 ; - ' 

Figure 4 is a detail view of a modi?ed form 
of the invention; 
Figure 5 is a view in front elevation of a, 

modi?ed form of the invention; - - 
Figure 6 is an edge view of said modi?ed 

form, and 
Figure 7 is a view in rear elevation of said 

modi?ed‘ form. " , 

Referring in detail to the drawings and 
particularly to Figures 1 to 3 thereof, the des 
vice comprises a main body portion 10 of any 
suitable material, preferably-a light metal, 
and said body portion 10 is formed with longi 
tudinally extending reinforcing ribs 11 and 
a transversely extending reinforcing rib 12. 

45 

‘ 50 This body portion 10 is preferably of elon 

gated form, but in any form, it has two of its 
opposed edges rolled inwardly or otherwise 
formed with ticket retaining guide ?anges 
such as 14 and 15'. A center guide member 
15 is provided, and this guide member 15_is 
preferably in the form of a channel member 
adapted for seating in the‘channel formed by 
the reinforcing rib 12, it being understood 
that the reinforcing ribs 11 and 12 hereto 
fore mentioned are struck from the front of 
the body portion to the rear thereof. The 
sides of the channel shaped guide member 
15 are formed with outwardly disposed 
?anges 16, and since the depth of the guide 
member-15 is greater‘ than that of-the chan 
nel in which it- seats, the‘ ?anges 16 will be 
spaced with respect to the front face of the 
main body portion 10 a suf?ci'ent distance to 
permit of price tickets or the like, such as 17 , 
being inserted therebeneath. The guide mem 
ber '15 may be secured to the main body por 
tion 10 in any desired manner as by rivets 
18 as shown in Figures 1 to 3 or by lugs or 
ears 19 carried by the guide member and bent 
around the main body portion as shown in 
the modi?ed construction illustrated in Fig 
ure 4'. ' 

Theticket holder is provided with lugs or 
other suitable projecting elements 20 for the 
purpose ofpreventing lateral displacement 
of the tickets carried thereby, and means 
such as piercing pins or the like 21 are em 
ployed for supporting the holder in display 
position; ' . 

"In that form of the invention shown in 
Figures 5 to 7 inclusive, the device comprises 
a main body portion 30 of suitable rigid ma 
terial, preferably metal to which is suitably 
secured the supporting means 21. This main 
body portion 30 carries a plurality of ticket 
holders, there being two in the present illus 
tration designated by the reference characters 
31 and 32. Each of these ticket?holders is 
provided with oppositely disposed side 
?anges 33 which constitute means for retain 
ing the tickets in position in the holders, the 
?anges 33 being. aided in this function by 
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the lugs 34. The holders 31 and 32 may be , 
retained in position on the main body portion 
30 bygmeans of ears or ‘the like such as 35 100 
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which are adapted to. embrace the side‘edges 
of the main body portion 30 as shown. These 
ears ‘are preferably formed integral with 
their respective ticket holder, thus facilitat 
ing the assembly of the ticket holder, reduc 
ing the number of _,parts and presenting a 
smooth uninterrupted surface for placing" 
and removing the tickets. 
_ By this construction i 
that a device is provided having end guides 
and oppositely disposed intermediate guides 
for holding in display position a plurality of 
tickets in such amanner that said tickets are 
individually removable. 
invention provides a device whereby not only 
the price of the commodity oifered for sale 
may be displayed, but the commodity itself 
may be identi?ed by means of a ticket which 
is interchangeable, thus adapting the device 
to use for displaying the price and identi?ca- ' 
tion of'various commodities. 
What is claimed is: 
1. A device of the character described, com 

prising a main body portion of elongated 
shape, inwardly disposed end ?anges integral 
with the ends of said main body portion, a 
channel member carried by said main body 
portion and extending transversely thereof 
in spaced relation to said end ?anges, oppo 
sitely disposed side ?anges formed integral 
with saidchannel member and adapted to ' 
co-operate with their respective end ?anges 
to retain a ticket in display position on the 
main body portion, and means for removably 

t will be apparentv 

Furthermore, the ' 

1,768,715 

main body ‘portion, and means comprising 
tongues integral with said channel member 
and adapted for bending around the side 
edgesof the maid» body portion for securing 
the channel member to the main body por 
tion. . 

Signed at NewYork, N. Y., this 18th day 
of January, 1927. 

' HERMANN HOPP. 
' ' LEO HOPP. 

securing sald channel member to said main ~ 
body portion, said last mentioned means com 

. prising tongues carried by the channel mem 
ber and adapted for bending around their ' 
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. in spaced relation to said end‘?an es, oppo- ' 

o6. 

- tegral with the ends of said main bod 
tion, a channel member carried by sai main , 

respective side ed e of the body portion. 
'2. A device 0 

comprising a main body portion of elongated 
shape, inwardly disposed end ?anges in 

por— 

‘body ortion and extending transversely 
thereo in spaced relation to said end ?anges, 

the ‘character described, . 

oppositely disposed side ?anves formed-in- c 
fegral with said channel member andadapt 
ed» to co-operate with their respective end 
?anges to retain a ticketin display position 
on the main body portion, and means adapt 
ed to embrace the body portion for remov 
ably securing said channel member to said 
»ma1n body portion. 

3. A device of-the character described, 
comprising a main body portion of elongated _ 
‘shape, inwardly disposed end ?anges integral 
with the ends of said main bod‘ portion, a 
channel member carried by sai main 'body 
ortion and extending transversely thereof 

sitely disposed‘ side ?anges'iforme inte 'al 
with said channel member and adapte to 
co-operate withtheir res ective end ?anges 
to retain a ticket in disp ay positionpn the 
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