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This inventionis an improvement in snu?' 
box covers, and more particularly‘in covers 
having in connection ‘therewith dippers or 
spoons for enabling removal of a selected 
‘portion of the snuff from the box. 

In the using of snuff, it is usual to apply I 
the snuff by means of a “dip,” which may be 
in the form of a blade, either spoon‘shaped 
or plane, as may be desired. . 

It is desirable that the dip be permanently 
connected ‘with the container, ‘and prefer 
ably with the top, in order thatit always may 
be at hand and in accessible position. 
In providing a dip of any character, it is 

desirable that it‘be ‘of a-nature such that no 
material addition/results in ‘the cost ofthe 
container or the individual packet of mer~ 
chandise: ‘ ‘ 

One of the primary objects of the'present 
invention is the provision of a cover, which 
may be the cover of the box, or an accessory 
cover to be used afterthe box is opened, 
wherein‘ the cover is provided with a'simple 
inexpensive dip‘or‘spoon permanently con 
nected therewith- I ' 

' ' Another object is the provisionof a spoon 
permanently connected with the cover and 
normally lying within the . circumference 
thereof, but so mounted as to be extended 
into operative position beyond the circumfer 
ence when desired. 1 ‘ 

Another object is the'provision in such a 
‘spoon, of means in connection with the spoon 
and coverv ‘for holding the extended end‘ 
against lateral swinging ‘movement with re 
spect to the cover. -. . 'l T " ‘. 

‘ lVith these and other objects in" view the 
invention" consists in the construction and 
novel combination of parts fully described 
hereinafter, illustrated in the accompanying 
drawings, and pointed out in the claims ap 
pended hereto, it being understood that 
various changes in the form, proportion, size 
and minor details of construction within the 
scope of the claims, may be resorted to with 
out departing from the spirit of the inven 
tion. 
In the drawings forming a‘ part hereof : 
Fig. 1 is a perspective view looking from 

above of the improved cover in place on a 

tion. . . . 

Fig. 2 is a similar view with the spoon-ex 
tended. ‘ ' " ‘ ‘ 

Fig. 3 is a section on the line 8—‘—3 ofFig.‘ 1.‘ 
Fig. 4 isa similar view showing the spoon 

in using position, and indicatingthe manner 
in which it is used. 7' ' ' j ' “ 1 ‘ 

> Fig. 5 is a top plan, view of a cover having 
a modi?ed mounting for the spoon. ' ‘ 

Figs. 6 and 7 are sections on the lines 6——6 
and 7—7 respectively, of Fig. . ‘ ’ 

box, and with the spoon in inoperative ‘posi3 
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Fig. 8 is a top plan View of a cover‘having a ' 
modi?ed spoon mounting. , a A 

. Fig. 9 is a section on the‘ line 9—-9'of Fig. 8. 
In the embodiment of the invention shown 

in Figs. 1 to 3 inclusive, the cover which is 
of usual construction comprises a body‘ 1, 
and a ?ange2 extending laterally from the 
body, and adapted to engage'about the open 
top of a'container 3'for snuff. The top may ' 
be of the integral construction shown,or'not, > ‘ 
as desired, but preferably it is provided with 
a marginal upstanding bead'or rib 4 at the I 
junction of thelbody 
vThe clip 

plate or strip, if desired, but in the present 
instance it is shown as composed of a bowl 
or spoon shaped portion ‘5 and‘a‘ shank‘ 6, 
and it is of a length to lie wholly within the 
circumference of the cover, ‘when placed (‘dia 
metrically of the body as shown in Fig.1. 
The shank is pivoted to the body asindicat 
ed at 7‘ in any suitable manner near the mar 
gin, and it may be strengthened‘as shown, 

with the ?ange. 

‘by means of a longitudinally extending rib‘8. 
In order to hold the spoon in extended posi 

tion and radial to the cover, the shankmay 
be providedwith laterally extending wings 
9 at each side‘of the pivotal connection, which 
willengage within the bead or rib 4 when the 
spoon is in inoperative position as shown in 
Fig. 1,. or in operative position as shown in 
Fig. 2.‘ These wings may be‘ bent slightly 
‘toward the cover body,.and as they are slight 
ly resilient, the one wing will slip over the 

> rib 4 when the spoon is swung into operative 
position, and will engage within the ‘ ‘ rib 
when the spoon'is in such position. 

. The concavity of the bowl is on the under- '~ 

or spoon may be simply a ?at 
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side of the spoon, so that it is adjacent to the 
top when the spoon is in inoperative position, 
and the spoon is used in the manner shown 
in Fig. 4, the cover serving as a handle for 

[Bathe spoon when snuii is dipped from the con 
‘ tainer. With the arrangement shown, the 

‘spoon is always at hand, easily accessible, 
and when not in use, is within the dimen 
sions-of the cover, so that it does not add 

“ appreciably to the bulk of the box. The im 
’ proved cover may be furnished with the box 
as the cover of the box, or it may be an 
auxiliary cover, adapted to replace the box 
cover, or to serve as a cover when the top of 

15‘ the box is removed. V 
In Figs. 5, 6 and 7, the cover 10 is similar 

to that shown in Fig. 1, and the spoon which 
comprises the bowl 11 and the shank 12, has 
the shank longitudinally slotted as shown at 

m 13, to cooperate with aheaded pin 14 at the 
center of the cover. .It will be noticed re 

7 ferring to Figs. 5 and 6, that the slot 13 is 
at the center of the reinforcing rib, and that 
the body of the pin 14 is ?attened diametri 

‘ 'cally of the can, ‘so that the spoon cannot 
turniwith respect to the pin. That is, the 
spoon is not rotatable on the pin, the rectan 
gular cross section of the pin preventing such 
rotation. V 

M The pin may be connected to the top in any 
desired manner, in the present instance, be 
ing forked, and having the ends 15 of the 
fork bent laterally beneath the cover body. 
With this arrangement, in inoperative posi 

:E tion, the spoon lies within the marginal rib 
of the cover, and is so held by the engage 
ment of the ends'of the spoon with the rib. 
Inorder to move it to operative position, it 
is pushed outward as indicated in dotted lines 
‘in Fig. 5, and will be .so held by the friction 
between the spoon, the marginal rib, and the 
body of the cover. , 

. In Figs. 8 and 9, the cover 16 is like that 
shown in F ig. 1, and the spoon which com 

1“ ‘prises the bowl 17 and the longitudinally re 
k‘inforced shank 18 is pivoted to the cover as 
indicated at v19, so that the spoon may swing , 
into the position of Fig. 2, or into ‘the posi~ 
.tion of Fig. 8. The pin 19 is spaced inwardly 

‘in slightly from that end of the spoon remote 
from the bowl, and the said end is provided 
withan indentation 20, which is adapted to 
engage similar ‘indentations 21 on opposite 
sides of the pivot 20, thereby'to hold the spoon 

'$ in operativeor inoperative position. ‘The in 
dentations are easily disengaged by pressing 
the free end of the spoon'latera'lly. 

It will be apparent from the description 
that in each construction the spoon when in 

1“ lnoperative position is within the limits of 
the cover, so that the overall ‘dimensions and ‘ 
the bulk of the snutfbox are not materially 
increased. 7 - ' 

What is {claimed as new is 2-‘ 
43'5 . -;1.~ Acover forsnuti boxes and the like, hav 

ing an annular marginal rib and having con 
nected with the top thereof a dip or spoon I 
normally within the circumference of the top, 
and mounted to be extended beyond thev same 
into operative position by pivotal movement 
in a, plane parallel to that of the cover, and 
releasable means cooperating with the rib for 
holding the spoon in extended position. 

2. A cover for snuff boxes and the like, hav 
ing connected with the top thereof a dip or 
spoon normally within the circumference of 
the top,and mounted to be extended beyond 
the same into operative position by pivotal 
movement in a plane parallel to that of the 
cover,and releasable means for holding the 
spoon in extended position, said means ar 
ranged to resist angular movement of the 
spoon with respect to the cover. 

3. A cover for snu'tl boxes and the like, hav 
ing in connection therewith a dip or spoon 
normally lying substantially diametrically of 
the cover and‘ pivoted to swing in a plane 
parallel to that of the cover outward beyond 
the periphery of the cover, said dip or spoon 
and‘ the cover having cooperating means to 
releasably' hold the same in normal or ex 
tended position. . 

4. A cover .for snu?' boxes and the like, 
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having in connection therewith a dip or spoon ' 
normally lying substantially diametrically 
of the cover and pivoted to swing outward 
beyond the periphery of the cover, said dip or 
spoon and the cover having cooperating 
means to releasably hold the same in normal 
or extended position,'said means including 
an extension near the pivoted end of ~ the 
spoon, the cover having means cooperating 
with the extension. to releasablyv hold the 
spoon in normal or extended position. 

5. A cover for snu?' boxes and the like, 
having in connection therewith a dip or 
spoon normally lying substantially diametri 
cally of the cover and pivoted to swing out 
ward beyond the periphery of the cover, said 
dip or spoon and the cover having cooperat 
ing means to releasably hold the same in nor 
mal or extended position, said means includ 
ing ‘laterally extending wings at the pivoted 

' end of the ‘spoon, the cover having a marginal 
rib against which the rib bears in normal or 
extended position. . Y 

‘Signed at New York, in the county of New‘ 
York and State of New York, this fourth day 
of September, A. D. 1928. 

' ' JONATHAN PETERSON. 

JAMES C. THOM. 
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