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The present invention has reference to a 
holder for handle implements and is espe 
cially designed as a holder ‘for broom handles, 
the object being the provision of a devlce for 

5 this purpose which is designed to be ?xed 
on a wall surface or the like and of a con 
struction whereby a broom handle may be 

~ readily arranged therein and ?rmly grlpped 
thereby and as easily removed when the 

10 broom is to be used. 
A further object is the provision of a broom 

holder that includes a ?xed base, pivotally 
supported spring in?uenced rollers support 
ed on the base, a block arranged on the base 

15 between the rollers having an outer central 
concaved portionprovided with a facing of 
compressible material and the rollers havlng 
compressible tread surfaces, and whereby a 
broom handle pressed against the rollers Wlll 

20 cause the same to turn and to swing away 
from each other to permit of the handle being 
arranged adjacent the compressible face of 
the block and the springs to return the roll 
ers to initial position for clamping the broom 

25 handle between the rollers and the block, the 
broom handle being removed by an outward 
ull. 

p To the attainment of the foregoing the in 
vention also resides in certain other novel 

30 features of construction, combination and 
operative association of parts, one satisfac 
tory embodiment of which is disclosed by 
the accompanying drawings. 
In the drawings: 7 - 

35 Figure 1 is a perspective view of the im 
provement in operative position. 
Figure 2 is a plan view thereof with parts 

broken away and parts in section. 
Figure 3 is a face view thereof. _ 
Figure 4 is a sectional view approximately 

on the line H of Figure 2, 
The base of the improvement is formed 

from a sheet of suitable metal 1 which, at 
suitable points from its center is bent and 

45 folded upon itself to provide outer face por 
tions 2. The face portions 2 are bent out 
wardly to provide right angularly extending 
?anges 3 which are spaced away from each 
other. There is passed through the folded 

50 portions 2 and the base proper suitable se 

40 

curing means for sustaining the base in a 
horizontal position upon a wall or like sup 
ort. Arranged between the ?anges 3 there 

is a block 4 which may be of wood or any 
other desired material. This block is cen 
trally ?xed between the ?anges 3 by a rivet 
or like element. The block is of a greater 
width than the ?anges 3 and the outer face 
of the block, at the center thereof, is pro 
vided with a concaved depression 6 in which 
there is arranged and ?xed a compressible 
strip 7. The block has its inner corners 
rounded and has pivotally secured thereto, 
adjacent said corners the angle sides of cross 
sectional U-shaped frames or brackets 8. The _ 
pivots 9 for the frames or brackets also pass 
through the ?anges 3 of the base. The sides 
of the block 4 to which the cross sectional U 
shaped frames or brackets are secured are out 
of contact with the ?anges 3 so that the said 
frames or brackets are swingable on the piv 
ots 9 and the inward swinging of the said 
frames or brackets is limited by the contact 
thereof with the ends of the block 4. The 
cross sectional U-shaped members 8 have 
their sides at their outer ends formed with 
extensions in the nature of cars 10 and piv 
oted, as at 11, between each pair of ears there 
is a roller 12. Each roller is provided with a 
peripheral groove 13 that has seated therein 
the inner peripheral lug or ?ange 14 on com 
pressible ring members 15. The ring mem 
bers afford what may be termed the treadsv 
for the rollers 12. The outer walls of the 
cross sectionally U-shaped members 8 have 
their outer ends bent to provide the same 
with hooks 16. Received in these hooks there 
are the ends of arched springs 17. The sec 
ond ends of the springs are disposed against 
the base but beneath the block 4 and the ex 
tremities of these ends are bent angularly, as 
at 18, and enter the block. In this manner 
it will be noted that the springs are anchored 
to the block. The springs exert a pressure 
toward each other and consequently swing 
the members 8 to bring the periphery of the 
rollers 12 toward each other. A brush han 
dle 19 arranged between the rollers and hav 
ing a pressure exerted thereagainst will force 
the rollers away from each other against the 
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pressure of the springs 17 so that the handle 
will be received in the concaved compressible 
seat 7 and thereafter the springs will urge 
the cross sectionally U-shaped members 8 

5 into contact with the ends of the block 4 and 
bring the rollers toward each other so that 
the broom handle-is e?ectively supported be 
tween the rollers'and the block. Obviously 
an outward pull upon the broom handle will 

10 cause the rollers to spread away from each 
other. It is believed the construction and ad 
vantages of the improvement will be under 
stood and appreciated by those skilled in the 
art to which such invention relates but ob-' 

15 viously I do not wish to be restricted to the ' 
' precise details herein set forth and, there 
fore, hold myself entitled to make such 
changes therefrom as fairly fall'within the 
scope of what I claim. . 

go Having described the invention, I claim : 
1. A horizontally disposed ?xed base hav 

ing outstanding spaced longitudinal ?anges 
on the outer face thereof, a block arranged 
between the ?anges and having an outer cen 

' g5 tral concaved portion, members pivotally se 
cured to the ends of the block, rollers pivotal 
ly mounted on said members, and springs 
having one of their ends ?xed to the block 
and the other ends engaged by the members 

so for swinging the members toward each other. 
2. A horizontally disposed ?xed base hav 

,ing outstanding spaced longitudinal ?anges 
‘ on the outer face thereof, a block arranged 
between the ?anges and having an outer cen 

85 tral concaved portion, members pivotally se 
I-cured to the ends of the block, rollers pivot 
a-lly mounted on said members, springs hav 
ing one of their ends ?xed to the block and 
the other ends engaged by the, members for 

40 swinging the members toward each other and 
said rollers having compressible ring cas~ 
ings and the concaved portion of the block 
having a compressible facing therein. 

3. A holder for broom handles or the like, 
5 including a ?xed base formed inward of its 

edges with out-turned spaced parallel ?anges, 
a block ?xed between the ?anges and having 
its outer face formed with a central concaved 
portion and a compressible facing therein, 

to cross sectionally U-shaped members pivot 
ally secured to the sides at the ends of the 
block and likewise pivoted to the ?anges of 
the base,‘said' members having their outer 
ends formed with inwardly extending ears, a 

55 roller journaled between each pair of ears, a 
compressible ring facing for each roller, the 
outer face of each U-shaped member having 

‘ . a hook portion, an arched spring having an 
end'received in each hook portion, each of 

60 said springs being directed between the 
?anges of the base and below the. block and 
having angle ends which are anchored in 

_ the block. 

_ In‘ testimony whereof I a?ix, my signature. 
65 ' DANIEL NAGHTIGAL. 


