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I" The, present invention ‘relates to stamping , 
or" marking devices and more‘ particularly 
to a marking device which is adaptedfor use X‘ 
in marking the name‘of the OWIlQIIOl'l a golf, 

5 ball or the like. ' 

may be-properly marked withany suitable 
indicia; or 'legend‘so' that" the owner of the 

1H spherical orjannularimember, may have. his 
name, or, any. Other_.1suitable[designation 
placed thereon. ' 

members which are adapted to. engage each 
otherv when: in inoperative position. 

.A' furtherfobject voiithis. invention is -;to 
. provide a device o'f.,this characterhaving a 

20 pair of swinging jaw‘inembers, one of the 
jawniembers being provided with an vinking 
or marking ,member. for properly. _ marking 
the indica carried ‘by the opposite ; j aw, mem-_ 
ber. 

25 'Astill further object 'ofqthissinvention; 
is :to provide a Anal-king device wherein ‘the 
inoieia may be readily. removed therefrom, 
so that the device may be used to‘p'lace ,vari— 
ous, indicia 'ormarkings [upon . an‘ annular . 

30 or spherical , body. . 

described in and in partbe‘understood from 
,_the" ‘following; detailed descriptionvlof the; 
present preferred embodiment, the same-be, 
King‘ illustrated, in the, accompanying; draw; 
ings- wherein :~— I - 

"Figure 1 is a longitudinal 860M011, partly 
. in ,_ detail,» showing a 1 device. constructed a0 

4 O 

invention in open or, operative position; v 
vkFig-ure 2 is a, longitudinal section partly 

tion; and ‘ 

inking member. 
Figure 4 is a sectional; View; taken on the 

line of Figure 1. 
Referring to ‘the drawings wherein like 

50 numerals of reference designate correspond 

V _ jacent the o'uter.end.._portion thereof, 
?Another object of this, inventionisto pro-' 

vide a marking. device-Which is exceedingly‘ 
15 compact and is ‘provided with swingingojaw, 

_ r . be removably mounted in the swinging; 
_'The_.ab0ve and various othero-bpctsand 

advantages-‘of this invention .Will 1n part :be. 

cording to the preferred-embodiment of this 

_ v engage about: the. periphery; ()framsphgpical 
45 "Figure 3 is aflongitudmal .sectionofgthe._, ' 

ing parts.‘throughout_..the several views, the 
numeral 10 designates one .of the swinging 
jaw members of a odeviceconstructedt accord 
ing to the preferred. embodiment ,ofrvthis 

k _ invention, thejjaw member lOL'beingprefeny ‘ ‘ 

1Aniofbject of this invention is to provide marker by which a spherical orannularbodyf ably ofsubstantially hollow QOQSttuctionnnd 
having an open inner, edge portion 11. 

‘A, second jaw member l'2-zisiswingikngly 
mounted. upon a link or; bar -;l’3-.._vvhichl,is _ 
swingingly positioned ,uponthe outer?end??o 
portion of the hollowZ j aw- member 1,1(1 , ad 

being 
held in swingingnposition .Jbyg-a; piyotp?li 
The link 18 is preferablypositipnedgbetwgeeil 
the opposite side ‘portions :of the llOllOW aw, 565 ' 

member IOand .thetswinging movement :01’ 
, the vlink 14 is limited orfrestrieted ‘by a stop 
member 15 Whichis mounted inthe?hoilew 
j aw ‘member. :10 . and extends Fupwardly :from 
the inner ‘edge thereof. Each ofthejaw; 
members 10, and v12fis constructed in?sub 
stantiallyUIU-shape,form. with. wthe open 
edges thereof ‘of each .jaw vfacing-thepppo 
site jaw. The jaw.,.memberl2isdprovidged 
With an arcuate or cut. out portion '16 spaced.=75 
inwardly from vthegouter ,endportion there 
of and spaced inwardlyifrom thelink bardfj. 

' An indicia supportingmemb‘er l7..;of"sub 
stantially. arcuate construction. is . adapted ;to 

.80 
1nember_,§12 , and. is .of ; arcuate construction 
and: is'adapted to register with. the out-joint 
portion 16, in thefjavv member .12, being lheld 
indesired positionby apair of bolts-H501“ 
sc1_‘_ew_.,meirib,ers .18, which, are . threadably 
mounted :in the swinging j-avvilinernbergm. 

, The-indieia.supportiioginember If! isradapt 
ed. to removably. hold, a pluralitymfitype 
bars or ill-(1101a;IBGnlbQYS 19‘ which; are pref- . 
erably of‘ tap gluing,COHSH‘UCUOI}; so that 1When,-90 

». positionedin ‘the-supporting member ‘1-7, 
/ b they will be -,.coneentrioally positioned 'with in detailvshoiwing the devicein ‘closed post respect ‘to ;-the are 16 and are-‘adapted .to 

or annular member 20. 
The fixed Jaw amember 4101s provided with 

a complementary cut out ,QPOLYQl-OHEOI.-;1(%C6SS 
215 for removahlyv . recelving ' an - annular "or 

: spherical body. The recess portion 21pm 
vides a suitable seat for the spherical body 130 



' 2 

15 

20 

30 

40 

65 

in view of the fact that the opposite side 
portions of the ?xed jaw member 10 are 
spacedly mounted with respect to each other 
and provide a suitable seat whereby a spher 
ical body may removably rest thereupon. 
WVhile I have shown a seat 21 as being 
formed integrally with the ?xed jaw mem 
ber 10, I of course do not wish to be limited 
to a seat of the character shown, ‘as any 
other suitable seat may be provided. 
The swinging jaw member 12 is adapted 

to swing rearwardly, and the link 13 is 
adapted to likewise swing rear'wardly and 
downwardly so as to position the swinging 
jaw member between the opposite side por 
tions of the fixed jaw member 10. 
A pad or inking member 22 is removably' 

positioned on the ?xed jaw member 10, be 
ing removably mounted between the oppo 
site side portions thereof. The pad mem 
ber 22 comprises an inking retaining mem~ 
ber 23 which is removably positioned upon 
a ?exible or resilient ink holding member 
24. The resilient ink holding member 24 
is provided at the forward end thereof with 

“ an upstanding arcuately inclined portion 25 
which registers with the arcuate portion 16 
of the swinging jaw member. 

- The ink holding member 2a is also adapt 
ed to properly ink the type bars carried by 
the type supporting member 17. The inner 
end portion of the ink pad supporting mem—' 
ber 24 is provided with a reverted portion 
26 which is adapted toengage the edge por 

,, tion 27 of the ?xed jaw member therebe 
tween. The resilient member 24 is provid 
ed with a plurality of resilient arms or 
clamping members 28 for removably hold 
ing the inking member 23 thereon, and the 
resilient member 24: may also be provided 
with a pair of upstanding arms or lug mem 
bers 29 spaced inwardly from the outer end 
portion thereof and preferably upstanding 
from the arcuate portion 25. 
The inking member 23 comprises an elon 

‘ gated tubular member 30 of substantially 
?exible construction being preferably con 
structed in the form of a rubber tube or the 
like having the opposite end portions there 
of sealed or plugged with removable stop 
pers, and the tubular member 30 is provided ' 
with a plurality of spaced apertures 31 
spacedinwardly from the outer end portion 
thereof, the apertures 31 being positioned 
beneath the pad member 22 sothat the ink 
within the tubular member 30 will exude 
into the pad 22, the ink being forced out of 
the apertures by compressing the tube 30. 
The apertures 31 may be formed by cutting 
lateral slits in the-tube 30 so as to facilitate 
shipment of the tubes in dry form, the slits 
being opened when the tube is bent over the 
arcuate portion 25. 
The inking pad 22 is adapted to be held 

in ?xed position by the clamping arms 28 
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which not only hold the tubular member 30 
in desired position, but also hold the inking 
member 22 against movement thereon. 
WVhen the swinging jaw member 12 is 

moved inwardly toward the ?xed jaw mem 
ber 10 and is positioned between the side 
portions of the jaw member 10, it may be 
pressed downwardly upon the inking pad 
22 and the movement of the movable jaw 
member 12 is restricted by a pair of spaced 
stop members 32 which are spacedly posi 
tioned upon the opposite side portions of 
the movable jaw member 12, the stop mem 
bers 32 being adapted to engage the open 
edges of the ?xed jaw member 10. 

If desired, the movable jaw member 12 
may also be provided with a tape or indicia 
member 33 on the outer edge portion ‘there? 
of, the indicia on the tape being similar to‘ 
the indicia in the arcuate supporting mem 
ber 17 so that when the jaws are mounted 1n 
closed position the name of the owner or 
the like may be readily discernible. I 
In the operation of this device, the jaw 

members 10 and 12'are normally positioned 
in substantially parallel relation to each 
other and are held in spaced relation by 
the hinged link member 13. The spherical 
or annular member 20 may be mounted on 
the seat 21 of the ?xed jaw member 10 
whereupon the movable jaw member 12 may 
be swung inwardly so that the type bars 19 
will engage about the periphery of the spher 
ical or annular member20. The aw mem 
bers 10 and 12 may then be forced toward 
each other thereby ?rmly pressing the in 
dicia 19 on the periphery of the‘spherical 
member 20 and printing thereon any de 
sired indicia. “Then the spherical member 
20 is removed from the seat 21, the movable 
jaw member 12 may be swung inwardly 
toward the fixed jaw member and posi 
tioned between the upstanding side portions 
thereof, the type bars 19 being normally 
positioned upon the‘ inking pad 22 so that 
when the movable aw member 12 is swung 
outwardly for operation, the type bars '19 
will be properly inked. 

, The inner end portion of the ?xed mem 
ber 10 is preferably bent inwardly as at 3a 
so that when the movable jaw member 12 
is positioned therebetween, the movable jaw 
member will be frictionally held against 
movement. 

It will, of course, be understood that vari 
ous changes and modi?cations may be made. 
in the details of construction and design 
of the above speci?cally described embodi 
ment of the invention without departing 
from the spirit thereof, such changes and 
modi?cations being restricted only by the 
scope of the following claims. ' 

vWhat is claimed is :— 
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1. A marker of the character described 
comprising a pair of pivotal jaw members, 
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link means for pivotally securing said jaw 
members to each other, and an indicia sup 
porting member carried by one of said jaw 
members. 

2. A marker of the character described 
comprising a pair of elongated substantially 
U-shaped jaw members, link means for 
pivotally securing said aw members to each 
other, said jaw members having arcuately 
inclined recesses spaced inwardly from the 
outer end portions thereof whereby to re 
movably secure a spherical body therebe 
tween, and marking means carried by one 
of said jaw members and adapted to be 
positioned in said recesses whereby to en 
gage the spherical body positioned between 
said body members. 

3. A marker of the character described 
comprising a pair of jaw members, link 
means for pivotally securing said aw mem 
bers to each other, said jaw members having 
arcuate recessed portions adjacent the outer 
end portions thereof whereby to removably 
engage an annular body between said jaw 
members, an indicia supporting member 
carried by one of said jaw members and 
positioned in said recess of said jaw mem 
ber, and an inking pad carried by the op 
posite jaw member. 

4. A marker of the character described com 
prising a straight ?xed jaw member, a mov 
able aw member, link means for pivotally se 
curing said movable jaw member on said 
?xed jaw member, indicia supporting means 
carried by said movable jaw member, and 
indicia inking means carried by said ?xed 
jaw member. 

5. A marker of the character described 
comprising a ?xed jaw member, a movable 
jaw member, means for swingingly securing 
said movable jaw member to said ?xed jaw 
member, a spherical body seat carried by 
said ?xed jaw member adjacent the outer 
end portion thereof, type supporting means 
carried by said movable jaw member, and 
inking means removably carried by said 
?xed jaw member, said inking means com 
prising a resilient member, a ?exible aper 
tured reservoir, means for removably se~ 
curing said reservoir to said resilient means, 
and an inking pad carried by said reservoir, 
the ink exuding from said apertures being 
adapted to moisten said pad. 

6. A marker of the character described 
comprising a ?xed jaw member, a movable 
jaw member, a link bar swingingly carried by 
said ?xed jaw member, said link bar also en~ 
gaging said movable jaw member, means 
for limiting the swinging movement of said 
link bar on said ?xed jaw member, type 
supporting means carried by said movable 
jaw member, inking means carried by said 
?xe'd jaw member and adapted to engage the 
type in said type supporting means when 
the movable jaw has been swung inwardly 
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of said ?xed jaw, and stop means carried by 
said movable jaw and adapted to engage 
said ?xed jaw whereby to limit the move 
ment thereof. 

7. A marker of the character described 
comprising a substantially U-shaped ?xed 
jaw member, a substantially U-shaped mov 
able jaw member, link means for swingingly 
and spacedly securing said movable jaw 
member to said ?xed jaw member, stop 
means mounted on said ?xed jaw member 
and engaging said securing means whereby 
to limit the movement thereof, a seat formed 
on said ?xed jaw member whereby to remov 
ably hold a spherical body, an arcuately in 
clined type supporting member mounted on 
said movable‘ jaw member and adapted to 
engage the periphery of a spherical body 
mounted on said seat, inking means carried 
by said ?xed jaw member, said inking means 
being positioned between the opposite side 
portions of said j aw member, and means for 
yieldably holding said movable jaw member 
between the opposite side portions of said 
?xed jaw member. 

8. A marker of the character described 
comprising a ?xed jaw member, a movable 
jaw member, link means swingingly mount 
ed in said ?xed jaw member and connecting 
said movable jaw member, stop means 
mounted in said ?xed jaw member and 
adapted to limit the swinging movement of 
said link, a plurality of tapering type bars, 
type supporting means carried by said mov 
able jaw member, inking means removably 
mounted in said ?xed jaw member and 
adapted to engage said type bars when the 
movable jaw has been swung into closed po 
sition, and resilient means carried by said 
?xed jaw member for yieldably holding said 
movable jaw member in closed position. 
In testimony whereof I hereunto a?ix my 

signature. 
. CLYDE R. LONG. 
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