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This invention relates to ‘book-supported 
lesson or copy holdersyand its object is to 
provide a simple, inexpensively.‘ constructed, 
and‘ e?icient device of this‘ character which 
is adapted to be detachably connected to 
books of different sizes in such a way as not 
to interfere with the opening; and closing 
of the same nor to the‘ turning of its leaves; 
and which is adapted to hold a pamphlet or 
leaflet in a positionto be conveniently read 
by a ‘reader holding the book which sup 
ports the pamphlet holder. ' ‘ 
The invention is‘ particularly intended for 

holding lesson pamphlets or the like con 
taining references to diiferent parts of a 
text book to which the holder is connected, ‘ 
and in the use of which bookthe student or 
reader thereof is obliged to turn its leaves to 
reach passages of the book‘ cited in the les 

Lesson pamphlets are now ‘ extensively 
used for Bible and other'religious study, and 
it is advantageous for the; student to have 
the lesson pamphlet attachedto the" book in 
order to have both the pamphlet and the 
book readily available for reference, one 
with the other. i ' - I ' 

It is also advantageous to be able, ‘as in 
the present invention, toprovide means for 
coupling a lesson pamphlet-to a book in‘ a 
manner which will‘ enable them v‘to-be ‘held 
by one hand of the‘ student, leaving the other 
hand free for turning‘the' leaves of the book 
as may be required. ' > ' 

The invention consists in thenovel con 
struction, adaptation and combination ‘of 
parts hereinafter deseribed'and claimed. " 

In the accompanying drawings,—_— . 
Figure 1 is a front elevationgof a holder 

embodying my invention, shown applied to 
a book for holding a" lesson pamphlet; 2 is a fragmentary front elevation of ‘the 

holder shown in‘ Fig. 1, to a larger scale; 
Fig. 3 is a sectional view taken substantial 
ly on the line 3——3 of Fig. 2; Fig. ll is a 
horizontal detail sectional‘view illustrating 
the adjustable hinge connections between the 
main frame members of’ the holder‘; and 
Fig. 5 is a detail sectional view through line 
5_'_5 of Fig. 2. p > 

vand 4. . As shown, link-part IOv is a ?attened 

proximity to the back or binding 76f» the 

clampingéplates .16‘ are"v 

extensible connecting link,.,such~head.car- . 

According to the‘ present invention, the 
body of a holder comprises two plateniem 
bers 6, each consisting of a headsportion and two ?ngers 8 and 9v depending there 
from. The linger 8 is arranged inltheplane 55 
of the lower portion of the respective head, 
but the finger ‘9 is offset forwardly ‘atits 
juncture with the head, as ‘shown Fig. 
3; the extent of the offset. orshoulder' being _-.~ . 
substantially the same as, or. very slightly (30 
greater than, the thickness of‘the respective 
member. ‘The form of the ?ngers 8 ai1d‘9 
is preferably as indicated in: Fig. I, the 
outer ?nger 8 being slightly longer than the 5. 
other. _ Said ?ngers are slightlyyenlarged 65 
at their lower ends. The plate members 6 
are con'nect'edtov each other from§their re—' 
spective heads 7 by means! oflan extensible 
link consisting of two telescopically c0n-,~ 
nected parts 10 andhlI. ' i ‘ , ' ‘ ‘ 

Ends of the linkpartsare- hingedly con 
nected with the’ respective heads bythe pro 
vision of curled extremities 1210f the heads 
surrounding. pintle elements I3 provided at 
ends of‘ the linlnparts as shown‘ inl‘igs. 2 75 ‘ 

70, 

rectangular tube, in, which the" complemen 
tary part 11 sli‘dably ?ts, both parts being 
slightly curved longitudinally, as shown in 

In practice,'the ?ngers 9' of- both members 
are formed or‘ ‘arranged, near their lower 
ends, to engage leaves of‘ a book close 

80 

leaves.v ‘ p -, ~ _ 85 

pivotally"; and 
yieldablyjmounted on the respective ,lieads 
7, as; follows :. Adjacent to the. ends of: the 

ries a forwardly protruding. pin§or stud 17?. so 
The front end’ of each pin 1-7 hasa threaded 
opening‘ for receivinglai'screw 18 havinga 
knurled head .181 of larger diameter ‘than 
the pin, which‘. screw head is recessed, as, 
shown in Fig- 3, to. receive-air 'endifof‘ a 95 
helical spring 19. ‘Each, clamping~plate 116 T 
is provided with a slightly elongated apers 
ture throughwhich passes the-respective pin 

.Said' springs 19' surround the respective 1'00 ' 
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pins 17, between the associated clamping 
plates and the screw heads 181, to normally 
press the plates backwardly toward the 
front faces of the heads 7 of the respective 
members. The rear end of a spring‘ 19 
engages in a small opening provided there 
for in the associated clamping-plate, being 
‘thereby prevented from entering the aper-‘ 
ture provided in the clamping-plate for the 
pin 17. At its lower end a clamping-plate 
is provided with a rearwardly directed lug 
20, the end of which bears against the face 
of the head 7 to a?ord a fulcrum about 
which the body of the clamping plate is 
swung. At the central part of the clamp 
ing-plate_16 a, portion thereof is turned 
rearwardly to provide a guide-tongue 21 
Twhich extends through a slot in the head'7. 
‘Said tongue 21 is ‘desirably slightly curved, 
as shownin Fig. 8, and ?ts slidably in said 
slot so as to'permit‘pivotal movement of the 
clamping-plate about the end of the lug 20, 
but preventing rotation of the plate about 
the axis of the pin 17 . V > 
To facilitate introducing a reference leaf 

let or pamphlet, as B in Fig. 1, into clamp 
ing relation with a member 6, the upper 
portions of the respective clamping-plate 
16 and of the head 7 are desirably curved 

and the 
clamping-plates 16 may have the ornamen 
tal wing-like outline shown, or be of any 
other ‘suitable or desired form. ' 

' In the use of the holder, the extensible 
connecting-link, formed by the parts 10 and 
11,, is ?rst adjusted to a length substantially 
equal to the thickness of a book A (Fig. 1) 
_'on which the holder is to be engaged. The 
complementary ?ngersB and~9 of both mem 
bers are then inserted in the book to straddle 
one or more of the fly-leaves thereof adjoin-' 
ing the respective covers a; the ?ngers 8 

" being placed between the covers and the ?y~ 

55 

leaves, and the?ngers 9 positioned to bear 
against the sides of the fly-leaves opposite 
those contacted bythe ?ngers 8. 
The offsetting of the ?ngers 9 at their 

vjuncture with the respective heads7 permits 
each ofnthe fly-leaves to lie substantially in 
a plane so as not to be marred or injured by 
the holder. When the holder is properly 
fadjusted, the extensible link I1O——l1 lies be 
tween the book covers a and seats upon the; 
top of the “round”, so called, comprising the 
rear portions of all of the leaves'of the 
book, excepting the fly-leaves to which the 
?ngers 8 and 9 are'engaged. The holder 
being thus applied, the book may be opened 
or closed, and the leaves thereof turned to 
open at any place. throughout the book with 
out interfering with'such leaf turning, said 
‘extensible link acting to support the entire 
weight of the holder and its contents upon 
the body of the book or round thereof. In 
‘opening and closing‘the book the pivotally 

1,821,42? 

connected holder-members are movable in 
tegrally with the respective covers of the. 
book. 

After the holder is in place upon the book 
A, the reference-pamphlet B is opened at a 
desired place and, thus regulated, the lower 
portion of the pamphlet is inserted between 
the clamping-plates 16 and heads 7 , at both 
sides of the holder as indicated in Fig. 1. 
At such position the lower edge of the 
pamphlet engages upon the tongues 21, 
which thus serve as stops for limiting the 
extent to which the leaves of the pamphlet 
may enter the clamps. _ 

’ Because of the ‘forward curvature of the 
heads 7 and the clamping plates 16, the 

- pamphlet B will be caused to incline slightly 
forwardly of the plane of the book A when 
the latter is held vertically; or, if the book 
is held horizontally, the pamphlet will be 
held in‘ a relatively upwardly inclined posi 
tion with respect to the book; and, in any 
case, when the book is held for the conveni 
ent reading thereof, the pamphlet is also 
held in a correspondingly convenient reada~ 
ble position. The adjustable screws 18, 
moreover, provide means to regulate the ef 
fective power of the springs 19 whereby the 
springs will regulate the clamping plates 
16 to cause the pamphlet B to be held at a 
selected forwardly angular relation with re 
spect to the book A. : 

The pamphlet clamping members are pro 
portioned to accommodate at ‘either side of 
the holder one or all the leaves of a pam 
phlet, so that the latter may be held securely 
at any place, selectively, at which it is de_ 
sired to be opened. 

The pamphlet is removed from the holder 
when it is desired to turn the leaves thereof, 
and may bereinserted within the holder af~ 
ter being opened at the desired place. To 
prevent the holder being accidentally disen 
gaged from the book A when pulling the 
pamphlet, from the ‘clamp-‘parts, there is 
provided on each of the heads 7 a rear 
wardly extending lug 22, shown in Fig. 5, 
said lugs being so positioned that either 
may be conveniently held with a ?nger of a 
person’s hand grasping the book, while the - 
pamphlet is being withdrawn with his other 
hand from the pamphlet clamping devices 
of the holder. 
The invention and the manner of using the 

same will, it is thought, he understood from 
the foregoing description of the illustrated 
embodiment of the invention now preferred 
by me; While I have illustrated and de~ 
scribed a preferred embodiment of the in 
vention, I do not wish to be understood as ' 
con?ning myself speci?cally thereto except 
as I may be limited by the following claims. 
What I claim, is,—— 
1. In a book supported reference pam 

70 

75 

80 

85 

90 

95 

00 

05 

10 

15 

pl 20 

125 

130 



10 

15 

20 

25 

30 

35 

40 

45 

50 

55 

65 

phlet holder, a pair of plate members each 
provided with a head portion and two 
spaced apart book engaging ?ngers depend 
ing therefrom, clamping plates cooperating 
with the respective members for clamping 
a pamphlet to the holder, springs for actu 
ating said clamping plates, screw devices 
engaging said members, for regulating the 
effective power of said springs, and an ex 
tensible link hingedly connected to the head 
portions of the respective members for re 
taining the latter in selected spaced apart 
relation. 

2. In a book supported reference pam 
phlet holder, a pair of plate members each 
provided with a head portion and two 
spaced apart book engaging ?ngers depend 
ing therefrom, clamping plates'cooperating 
with the respective members for clamping 
a pamphlet to the holder, springs for actu 
ating said clamping plates, screw devices for 
regulating the effective power of said 
springs, and an extensible link hingedly 
connected to the head portions of the re 
spective members for retaining the latter in 
selected spaced apart relation. 

3. In a book supported reference pam 
phlet holder, a pair of plate members each 
provided with a head portion and two 
spaced apart book engaging ?ngers depend 
ing therefrom, clamping plates cooperating 
with the respective members for clamping a 
pamphlet to the holder, springs for actuat 
ing said'clamping plates, screw devices en 
gaging said members for regulating the ef 
fective power of said springs, and a link 
hingedly connected to the head portions of 
the respective members for retaining the 
latter in spaced apart relation. 

4. In a book supported reference pam 
phlet holder, a pair of plate members each 
provided with a head portion and two 
spaced apart book engaging ?ngers depend 
ing therefrom, clamping plates cooperating 
with the respective members for clamping 
a pamphlet to the holder, springs for actu 
ating said clamping plates, ‘screw devices 
engaging said members ‘for regulating the 
effective power ofsaid springs, and a link 
hingedly connected to the head portions of 
the respective members for retaining the 
latter in spaced apart relation. 

5. A pamphlet holder comprising a pair 
of plate members each having a head-por 
tion and depending spaced ?ngers adapted 
to straddle leaves of a book, an extensible 
link having the ends thereof hingedly con 
nected to the head-portions of said members 
to adapt the same for movement with the 
covers of a book, and clanip~parts pivotally 
and yieldably’mounted upon the head-por~ 
tions of said members and adapted to en— 
gage leaves of a pamphlet with the holder. 

6. In a holder of the class described, a 
pair of horizontally spaced apart, holding 

members each comprising a head-portion, a. ‘ 
clampeplate yieldably mounted thereon, and 
dependent spaced apart and relatively offset 
?ngers integral with the respective head 
portions, and an extensible link pivotally 
connected to the head-portions of the re 
spective members. ‘ 

Signed at Seattle, Washington, this 17th 
day of March, 1928. ‘ ' 
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