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This invention appertains to new and use 
ful improvements in miners’ caps and more 
particularly to a cap which has as its princi 
pal object the provision of means for protect 
ing the scull of the wearer. ' 
Another important object of the invention 

is to provide a miner’s cap provided ‘with 
means whereby the cap may be adjusted to 
the head of the wearer. ' ‘ 

Another important object of the invention 
is to provide a cap provided with ‘ socket 
means for accommodating lamps of various 
types. I .7 , 

These and other important objects and ad 
vantages of the invention will become appar- - 
ent to the reader of the following ‘speci?ca 
tion and claim. . 
In the drawings :—-— , ~ ' 

Figure 1 represents a side elevational view 
of the cap. 

Fig. 2 represents a top plan view of the cap. 
Fig. 3 represents a front elevational view 

of the cap. - I 

Fig. 4 represnets a crosssectional view of 
the protective crown. 

Fig. 5 represents a perspective view of the 
lamp retaining spring. ' 

Fig. 6 represents a fragmentary detailed~ 
sectional view of the cap. 

Fig. 7 represents a‘fragmentary perspec 
tive view lookingv at the‘inside of the lamp 
supporting frame. ‘ - 

Fig. 8 represents a perspective view of the 
socket unit. ‘ . 

Referring to the drawings wherein like 
numerals designate like parts, it can be seen 
that numeral 5 represents the metallic crown 
which is provided with reinforcing ribs 6, and‘ 
a depending ?ange 7 to which the split'apron 
8 is secured and from which the same de 
pends. The ends of the apron 8 are secured 
together by suitable lacings 9, and through 
the agency of this means, the cap may be ad 
justed to various sized heads. A plate 10 is 
secured to the rear portion of the crown 5 and 
is provided with a hook 11 or some other suit 
able means whereby the cap can be supported 
when not in use. ' . 

Numeral 12 represents the peak of the cap 
and numeral 13 represents the Z-shaped 

frame:- for. suporting'railamp (not shown‘). 
The frame l3e-may'formapart of the crown 5 
and the-lower, end "thereof is- secured ’ to ‘.the 
peak 12 as at lét.v The intermediate portion 

' ofv this ‘frame 13“ is providedxwith . a circular 
shapedopening 1-5 f'roin'which-the- slot 16-ex-. 
tends’,v ‘merging ~with the, u elongated ~ open-1 

inglgzx» . “ s . ".1, ' v A: spring 18 islprovided for supporting the 

us‘ua'lminer’s'flamp, thatrisretaining the same 
against the». frame .i-Thisisp’ring 18 is‘ se-' 
curedtoila vertical member‘l9. which is fass 
vtened ‘to- apair of. transversely extending 
pieces 20, one of whichengageswith the outer 
side :of; the frame, while the otherxengages 
the. inner side. : 'A pivotalunemb'er-21 is also 

.7 provided on the lvertical ‘member 19 andis 
providediwith -. a . ?nger vextension R 22 . at one 
end wherebythe-same'can be swung to permit 

. detachment of the spring fromvthe frame 13.‘ ‘ ‘ 
, Numeral- .213“represents;v a pin container 
which has .itsilowe'r end supported within the 
socket 211. The upper end is ‘engaged within 
the socket 25, which is provided with a 
threaded extension 26 disposedv through a 
substantially triangular shaped slot 27 in the 
frame 13. winged nut 28 is engageable on 
this extension 26 and ‘by alining this nut with 
the large part of the slot 27 the socket 25 can 
be lifted so that the container 23 can be de 
tached from the frame. 
adapted to hold pins or needles used for clean 
ing the burner tips of the lamp. 
As is clearly shown in Fig. 2, the top por 

tion of the frame 13 is provided with the 
elongated slot 29 and the round opening 30. 
This slot and opening accommodates the sock— 
et unit generally referred to by numeral 31. 
(See Fig. 8.) This socket unit is constructed 
of a single piece of sheet metal, the same 
being ?rst formed to provide the barrel 32 
which can accommodate the type of lamp 
employing the usual hook for engaging 
through the customary opening in the top of 
the lamp frame. This portion of the socket . 
unit engages into the opening 30 of the frame 
13 and from this barrel 32, the sheet is dis 
posed laterally and backwardly to provide 
the elongated socket 33 for receiving the usual 
blade type of detent found on some types of N 
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lamps. The unit is further formed with the 
wings 34 which are to be secured to the top 
side of the frame 13, and with the wings 
35-35 and 36—36, which are secured to the 
intermediate portion of the frame. 

Obviously, a miner’s cap constructed accordance withthe foregoing invention, will 
not only have an universal utility, but will 
also be protective,’ adjustable, and durable 
without materially increasing the cost there 
0 . , 

While the foregoing speci?cation sets forth I 
the invention in speci?c terms, it is to‘b'e un 
derstood that numerous changes in the shape, * 
size and materials may be resorted to without 
departing from the spirit: and scope of the 
invention as claimed hereinafter. ' 
Having thus described my invention, what 

I claim as new is :-—: 1' ‘ ' 

A‘lamp supporting means for a miner’s. cap 
comprising aframe including upright por 
tion having a‘ vertically arranged elongated 
opening therein, a Vertically arranged bar 
located in the lower part‘ of the opening, a 
transverse :bar connected toeach face of the 
‘vertical bar at the lower end.- thereofrfor en 
gaging the inner and outer faces of the up 
right part of ‘the frame, ‘a clamp connected 
with the front'?ace of the vertical bar and 

> a bar pivotally connected with the upper end 
of the vertical bar for engaging the rear 
faceof the upright part :of the frame when 
said pivoted bar is turned into horizontal po 
sition to .detachably hold lamp carrying 
barin position. - ‘ Y ' V 

- In testimonywhereof I a?ix my signature. 
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