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My invention relates to receptacles, and 
particularly to receptacles for paint, and the 
principal object of my invention is to pro 
vide a new and improved receptacle of this 

In the drawings accompanying this specl 
?cation and forming a part of this applica 
tion I have shown, for purposes of illustra 
tion, one form which my invention may as 

10 sume. In these drawings ,1 
Figure 1 is a side elevation of a receptacle _ 

embodying my invention, 
Figure 2 is a section on theline 2——2 of 

Figure 1, while 
Figures 3 through 5 are somewhat dia 

grammatic sections illustrating the use of 
this particular embodiment of my invention. 
The embodiment of my invention herein 

shown and described comprises a receptacle 
26‘ 11 having a cylindrical body 12vterminating 

at its upper end in an integral annular upper 
end member 13 provided with an annular 
groove 14 for the reception of an annular 
tongue 15 formed on a top cover 16 and ar 

26 ranged to hold the top cover 16 in posltlon 
on the body 12 by the frictional engagement 
of the annular tongue 15 with the walls of 
the annular groove 14, and terminating at 
its lower end in an annular lower end mem 

30 her 17 provided with an annular groove 18 
arranged to receive'an annular tongue 19 
formed on a bottom cover 20 and effective 
to hold the bottom cover 20 assembled on the 
body 12 by the frictional engagement of the 
annular tongue 19 with the walls of the an 
nular groove 18. ' 
Mounted within the receptacle thus formed 

is a strain-er means herein shown as a wire 
mesh 21 resting upon the rib 22 formed in 
producing the annular groove 18 in the lower 
annular end member 17 . 
The receptacle 11 may be transported by 

means of the usual handle 23 secured to the 
receptacle by insertion of. the ends 24' in the 

45 projections 25 secured to the body 12 in any 
, suitable manner, as by soldering, or by weld 
mm 7 

zlt‘will be obvious to those skilled in the 
art that by disregarding the removability of 

50 the bottom cover 20 the receptacle above de~' 
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scribed may be employed by merely displac- 
ing the top cover 16 and removing the con 
tents through' the opening in the upper an 
nular v‘member 13, all in the usual manner, 
and in a manner which in no way solves the 
troubleconstantly experienced in'the ‘use of 
ready-mixed paint because of the separation 
of the constituents of the paint occurring to 
someextent in all cases and to an increasingly 
troublesome extent, ‘with increase in the 
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00 
length of time elapsing between the prepara- > 
tion of the paintgand the use thereof. 
On the other hand, the receptacle above de 

scribed may alsobe used to overcome this 
di?iculty this use being illlustrated more or 
less diagrammatically in Figures 3 through 5, 
Figure 3 showing the receptacle 11 inverted 
with the top cover 16 in place and the'bottom 
cover, 20 removed and the receptacle 11 sur 
mounted by an inverted receptacle 26 having 
its open to) in registration with the open 
bottom of the receptacle 11, Figure 4 show~ 
ing the assembly of Figure 3 inverted to place 
the receptacles 11 and 26 both right-side up 
withthe receptacle 11 above the receptacles 26, 
and Figure 5 showing the receptacles in the 
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samelposition' but with the top cover 16 re- I 
Vmoved from the receptacle 11 to permit the 
operation within the receptacle 11 of an in 
strument, such as the paddle 27, suitable to 
work the contents of the receptacle llthrough 
the strainer means 21 into the receptacle 26 
thoroughly mixed ready for use. 7 v 
From the above description it will be obvi 

ous to those skilled in the art that the recep 
tacle herein shown and described may be em 
ployed not only in the usual manner but also 
in an additional new manner which over 
comes the dif?culty heretofore encountered 
and presents a paint thoroughly mixed ready 
for use. i ‘ , 

Under these circumstances those skilled in 
the art will readily appreciate that the recep 
tacle herein shown and described embodies ad 
vantages heretofore unknown in the art. At . 
the same time those skilled in the art will also 
realize that the particular embodiment of my 
invention herein shown and described ma 
be variously changed and modi?ed without 
departing from the spirit of my invention or 
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sacri?cing the advantages thereof and it will 
therefore be understood that the disclosure 
herein is illustrative only and that my inven 
tion is not limited thereto. 

I claim: 
1. A shipping container forready mixed‘ 

paint having in combination, a body provid 
ed with an opening at each end, each open- . 
ing having a width substantially equal to the 
width of the body a removable closure for 
each of said openings tightly closing the open 
ing, and a strainer of relatively ?ne reticula- > 
tions suitable for the straining of paint locat 
ed within the body of the container adjacent 
one end of said container and extending across 
the opening therein, whereby substantially 
the entire contents of said container is dis 
posed normally above said strainer in position 
to be strained therethrough when said bottom 
closure is removed. ' V 

2. A shipping container for ready mixed 
paint having in combination, a body provided 
with an opening at the upper end and with 
an opening at the lower end thereof surround 
ed‘ by an inwardly extending ?ange forming 
a friction seat, each opening having ‘a width 
substantially equal to the width ofthe body, , 
‘a: removable closure'for said upper opening, 
aremovable closure for said lower opening 
adapted to frictionally engage said seat, and 
a strainer of relatively ?ne reticulations suit 
able for the straining of paint located within 
the body of the container in engagement with 
said ?ange and extending across theopening 
therein whereby substantially the entire con 
tents of said container is disposed normally 
above said strainer inv position to be strained 
therethrough when said bottom closure is re 
moved. 
In testimony whereof I‘hereunto a?ix my 

signature. 
CHARLES E.-DANIEL. 
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