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This invention relates‘ to a device by which 
the endsof shoe laces may be grasped‘ to 
keep the same in place,'and at-the same time, 
the device serves as an ornamentlfor a shoe. 
The device can be readily applied and de 
tached; is securely held in ‘place, and is sim 
ple'to construct and operate sovthat, repairs 
or replacements are not apt to beneeded. 
The device serves not only as an ornament 
for the shoe, but also enables the Shoelaces 
to be kept'in place, thus eliminating the ne? 
cessity of ‘tying the: same.» The invention 
will be understood from the descriptionin 
connection with the accompanying drawings, 
in'which F i-g. 1 is a perspective view showing 
the device in place on ,a shoe upper; Fig. 2 
is aplan view‘of an embodiment of the'in 
vention; F ig- 3 is a section along the line 3-3 
of Fig. 2; Fig. 4: is aside View of they device; 
‘Fig. 5'ispappe'rspective View of one of the 
details; Fig. 6 isv aside view of a modi?ca 
tion; Fig. 7 is a section similar to F 1g.‘ Ll 
vthrough another modi?cation; and Fig. 8 is 
a plan view of one of the details broken 
away; -, ' I f “ a ' 

In the drawings, reference character 10 
indicates a base-that is preferably made of 
metal. A spring 11 is attached to one end 
of the base 10 or made integral therewith, in 
such a manner that the tendency is for a por 
tion of-the sides of the spring and base to 
rest against each other with ?rm contact. 
.The base 10 may be. widened near the end 
where the spring is attached, as, shown at 12, 
and the widened portion provided with a 
hole or holes through which the vshoe lace 
may be passed to retain the device in position 
on the shoe, or- the base may be fastened to 
the shoe upper or tongue by rivets. _Up 
standing lugs 13 that maybe integral with 

r the base 10 are .provided'on each side thereof 
1 between which lugs the spring 11 moves. 
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These lugs also limit the’ distance the shoe 
laces pass between thebase and spring‘ which 
will be more clearly understoodv as the. de 
scription proceeds. _~The'_spring 11 lis'pro 
vided at its end opposite that atwhich it 
is attached. tojthe base vl0, with» a reverse 
bend portion 14.. ‘The bend portion, 14 has. 
a shoulder '15 near the end that. is bent down 

wardly, ‘shown'at 126., The ‘portion 17 (I ofv ' 
,thespring 11 is made narrower than the re 
verse bend 14 so thatshoulders 18vare left' 
on each side of. the portion 17 to operate as 
stops for a spring operating tongue‘ to be 
described below. 'Theportion 17 is pref 
erablyv rounded on its lower side to v?ta cor 

. respondingly shaped channel in the tongue. 
The base 10 and'spring 11 constitute a some 
what. U-shaped member, andithe free end. of 
the spring extends, slightly .farther voutward 
,lyr'than the free end of thefba'se 10; ‘.The free ' 
end of the base 10 is bifurcated‘ andiprovided 
with a pair of upwardly extending lugs 19 to 
serve as fulcrums vor'pivots for {a spring- op 
erating member. 1' , . i, a I ' I 

A‘ U-shaped pivot member or'springoper 
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ating member withrhooks 20 ‘is ‘pivoted upon I 
the lugs 19 and the front face 21 thereof is ‘ 1 
somewhat ovalin?shape,‘ having a concave 
vunderside and 1a- :conver; outside. ' The front 
face 21 of the pivot‘ member mayjbe decorated 
or ornamented in’ any appropriate ‘manner 
toenhance the appearance ofvthearticle, and 
1s provided with a Wide longitudinal open- _, 
ing 22, through which the reverse bend 1410f ‘ 
the spring lljprojects when the device is in 
the closed position, as indicated most clearly 
in Fig. 3. A tongue 24, constituting one leg 
of the U-shaped pivot member is ‘located be 
tween the hooks 20 and a space 25 is left be- ‘ 
tween the tongue 24 vand the front face 21w 
accommodate theshoe laces. ~The upper, end 
of the tongue 24:1SPI‘OVlClQCl with spaced pro 
jections 26, between» which the‘ narrow p0r— ; 
vtion 17"of-the spring 11 passes; The'side of 5' 
the tongue 24: is provided witha channel‘ in 
which the rounded part of the portion 1730f ‘ 
thes'pring ?ts'whenthe device is inv the closed 
‘position. Lugs 27 are provided upon oppo-. 
site sides of the tongue 24; near the upper end " 
thereofp I ' j 

he operation is as follows: The base-.710‘ 
vis attached to the shoelace 28' by threading ' 
the lace through‘ the holes'in the portion 12,1 
as indicated most clearly infFigs. land 2,‘ 

so ' 

or the device may be slipped ‘into the space , 
between the shoe lace and thetongu-e'of the 
shoe ‘before the lace iszfastened, or may ‘be 

90.. 

. riveted to the‘shoeupperor tongues Thede- 10o 
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2 
vice is put in place in the open position, as 
shown in Fig. 4, and the loose ends of the lace 
are laid in the space 25 with folds, if desired, 
to simulate a bow knot, and the pivot member 
is turned anticlockwise by pressing on the 
face 21 thereof, so as to cause the same to 
assume the closed position, as shown in Fig. 
3. The upper end of the tongue 24L slides 

spring 11, being guided'by the extensions 
26, and the spring 11 causes the pivot mem 
ber to snap downwardly after the dead cen 
ter has been passed. At the same time, the 
portions of the shoe laces in the space 25 are 
carried into the space between the ends of the 
spring 11 and the base 10, and are securely 
clamped and ‘held therebetween’when the de 
vice closes. -The lugs 27 on the tongue 24 
contacting with the edges of the lugs 13 on 
the base 10, prevent the pivot member from 
becoming accidentally displaced, and also 
prevent the shoe laces from being carried 
too far inward. The pivot member can, how 
ever, be taken. off and a different one substi~ 
tuted _ merely by pulling the ends of the 
spring and base member away from each 
other. ‘When it is desired to unfasten the 
shoe, it is only necessary to pull upwardly 
upon the end of the face member 21 where 
upon the tongue 24: will lift the spring and 
release the shoe lace. The device is kept in 
the open position when the lugs 26 on the 
tongue 24 rest against ‘the shoulders 18 on 
the spring 11. 

Instead of placing the ends of the shoe 
‘laces in the space 25, as just described, the 
ends may simply be laid across the reverse 
bend portion 14 and folded, if desired, after 
which the pivot member is turned to the 
closed position and the laces are thereby kept 
in place. The slot 22 is made slightly wider 
than the portion 14:, so that the pivot mem 
ber-can be turned to the closed position even 
with the shoe laces resting on the reverse 
bend portion 14. 
In vthe modi?cation shown in Fig. 6, the 

same parts are designated by the same ref 
erence characters with primes, so that it will 
not be necessary to describe the same again. 
In this modi?cation, the spring 11’ is at 
tached to the base 10’ by soldering, or the 
like, instead of being made integral there 
with. The base 10’ is provided at opposite 
ends thereof with hooks 31 ‘and 32, respec~ 

' tively, which enables the device to be hooked 
onto the transverse portions of a shoe lace ' 
extending between the eyelets, and the ends 
of the shoe lace can be kept in position, with 
out requiring the same to be tied, as above 
described in connection with the other em 
bodiment of the invention. 

' In the modification shown in Figs. 7 and 
8, the parts similar to those already described 
are referred to by the same reference char 
acters with double'primes. In this modi? 

a-long the lower side of the portion 17 of the - 

cation, the portion 17” is made with depend 
ing ?anges 35 along its edges, thereby mak 
ing a trough or groove in which the upper 
end of the tongue 24k” slides. The ends of 
the flanges 35 are turned inwardly a slight 
distance, as shown at 36, to limit the travel 
of the end of the tongue 24". The end of the 
tongue 2a” is rounded, as indicated, so that 
the cooperation of the ?anges 35 and the 
rounded end of the tongue 24:” will keep the 
shoe laces from getting caught when the de~ 
vice is vopened fo ' removing the laces. The 
tongue of the pivot member may be provided 
with pins ‘or projections 87 that may be made 
by striking up the metal to stick into the 
shoe laces, thus preventing the same from 
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slipping when the device is closed. Instead ' 
of having shoulders upon the tongues to con 
tact with-lugs on the base, the base 10" may 
be provided with projections 38, with which 
the hooks 20” contact in the closed position 
to prevent the pivot aiece from moving lon 
gitudinally with respect to the base when 
the device is closed. ‘ 

IVe‘claim: . 
1. A shoe buckle comprising a base mem 

ber, a spring portion connected to said base 
member, and means comprising two substan 
tially parallel extensions pivoted on said .base 
member and cooperating with said spring 
portion to open the same. 

'2. A shoe buckle comprising a base member 
provided with means to enable it to be re 
tained in place by shoe laces, a spring portion 
connected to sald base member,.-and means 
‘pivoted on said base member and cooperating 
with said spring portion toopen the same. 

3. A shoe buckle comprising a base member 
having ‘a spring portion, and means pivoted 
on said base member and cooperating with 
said spring portion to open the same, said 
base member being provided with holes for 
the passage of shoe laces therethrough. 

4. A shoe buckle comprising a base member 
having a spring portion, and means pivoted 
on said base member and cooperating with 
said- spring portion to open the same, said 
meansextending over said spring portion in 
its closed position. ' 

5. A shoe buckle comprising a base member 
having a spring portion with a reverse bend, 
and means pivoted on said base member and 
cooperating with said spring portion to open 
the same and beinglimited in its opening po 
sition by said reverse bend. 

6. A shoe buckle comprising a base member 
having a spring'portion with a stop on said 
spring portion, and means pivoted on said 
base member and} cooperating with said 
spring portion to open the same and adapted 
to contact with said stop to limit its opening 
position. . ' 

7. A shoe buckle ‘comprising a base mem 
ber having a’ spring portion, and means hav 
ing two spaced parts pivoted on said base 
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member at a point on said base member be 
yond which said spring portion extends and - 
cooperating with said spring portion to open 
the same. 

8. In a shoe fastener, a U-shaped member, 
and a U-shaped operating member having 
substantially parallel legs, for said ?rst 
named member, said operating member being 
pivoted to one of the legs of the ?rst men 
tioned member near the end of said leg, one 
of the legs of said U-shaped operating mem 
ber lying entirely between the legs of said 
?rst named U-shaped member. _ 

9. In a shoe fastener, a U-shaped member, 
and a U~shaped operating member for said 
?rst~named member having substantially 
parallel legs, said operating member being 
pivoted to one of the legs of the ?rst men 
tioned member near. the end of said le , one 
of the legs of said operating member eing, 
located between the legs of said U-shaped 
member. 7 , 

10. In a shoe fastener, a U-shaped member, 
and a U~shaped operating member for said 
?rst-named member, said operating member 
being pivoted to one of the legs of the ?rst 
‘mentioned member near the end of said leg, ‘I 
one of the legs of said operating member be 
ing located between the legs of said U-sha ed 
member and the other overlapping the egs 
of said U-shaped member in the closed po- . 
sition. , 

11. A shoe buckle comprising a base and a 
spring portion adapted to grip a shoe lace 
between said base and spring portion, means 
connected to said base and spring portion for 
introducing a shoe lace between said base and 
spring portion, and means to prevent said 
shoe lace from getting caught while said 
buckle is being opened. 

12. A clasp comprising in combination, a 
base member, an intermediate member se 
cured adjacent one end to said base member ‘ 
whereby a solid material may be entered be 
tween said members‘, at least one of said mem 
bers being resilient and having tension to 
wards the other, and a third member piv-l 
otally connected to one of said‘ members at a 
shorter distance from the point where said 
intermediate member is secured to said base ' 
member than the length of said intermediate 
member and having means for prying apart 
the two ?rst-named members for insertion 
or removal of the material to be clamped. 
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