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This invention relates to a novel stand 
for use by archers during target practice, and 
has as its general object to provide a stand, 
the use of which will effect a very consider 

5 able economy in the'cost of replacement of 
arrows and bows. . 

It is a well known fact that it is the general 
custom of archers on an out-door range, to 
lay their arrows, which are not in use, on the 

10 ground and to even lay their bow or bows on 
the ground, when temporarily not being used, 
with the result that they are liable to be 
stepped upon and bent or broken, therefore, 
the present invention has as a further object 

15 to provide a stand by the use of which a 
bow may be supported in horizontal position, 
and a considerable number of arrows may be 
supported in upright position so that the 
stand constitutes a means whereby both the 

20 bow and arrows may be supported in‘ such 
position as to be available for use with out the 
necessity of stooping to pick them from the 
ground. . 

Another object of the invention is to pro 
25 vide an arrow stand so constructed that the 

standor upright thereof may constitute also 
a holder or container .for the part of the de 
vice which is to support the arrows in upright 
position, so that the device may be compactly 

' arranged with its parts inknocked-down as 
sembly and carried in the arrow case ordi 
narily employed and taking up less room than 
one of the arrows 
Another object of the invention is to pro 

vide a bow stand in which the bow supporting 
member may be removed from the stand and 
folded so that the two parts, when not- in use, 
and stored away, will occupy but little space. 
‘This invention also consists in certain other 

features of construction and in the combina 
tion and arrangement of the several parts to 
be hereinafter fully described, illustrated in 
the accompanying drawings and speci?cally 
pointed out in the appended claims. 

'" . In describing my invention in detail, refer 
ence will be had to the accompanying draw 
ings wherein like characters denote like or 
corresponding parts throughout the several 
views, and in which :—' 
Figure l is a View in elevation of a com 

40 

bined bow and arrow stand embodying the 
invention. 
Figure 2 is a horizontal sectional view on 

the line 2—2 of Figure 1 looking in the di 
rection indicated by ‘the arrows. 
Figure 3 is a detail vertical sectional View 

through the standard of the device, the arrow 
supporting means being housed therein. 
Figure 4 is a. detail view in elevation, illus 

trating one form of how support embodying 
the invention, the bow supporting unit be 
ing shown in full lines in position for use and 
in dotted lines in .folded position. 

Figure 5 is a vertical sectional View on the 
line 5——5 of Figure 4 looking in the direction 
indicated by the arrows. 
Figure 6 is a plan view illustrating a modi 

?ed form of bow holder. ' 
Figure 7 is a view in side elevation of the 

holder shown in Figure 6. 
The stand embodying the invention com 

prises a standard which is indicated by the 
numeral 1, and which is preferably of hollow 
formation except atv its lower end which is 
pointed or tapered as at 2- to adapt the same to 
be readily inserted or driven into the ground 
a sufficient distance to support the standard 
in upright position. For a purpose to be 
presently explained, the standard is formed, 
in its upper end, with diametrically opposite 
ly located slots 3, and a cap member which is 
indicated by the numeral 4, is ?tted over this 
end of the standard and is likewise formed 
with diametrically oppositely located slots 
indicated by the numeral 5. 
One portion of the device is intended for 

the support of arrows, and the other for the 
supportof a bow and, referring ?rstto the 
arrow support, the same comprises a leaf 
spring which is indicated by the numeral 6, 
and which is provided at one end with a 
knurled ?nger knob’? which is of a diameter 
to adapt it to ?t within the cap 4. In utiliz 
ing the arrow holder, the spring 5 is bowed 
to substantially annular form as shown in 
Figure 2 and with its end portions, over 
lapped in the manner shown in this ?gure, the 
cap member 4 having been removed from the 
standard 1, and the overlapped portions of 
the spring are therefore readily insertible in 
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the slots 3. The cap it is then ?tted to the 
upper end of the standard and, if necessary, 
rotated so as to bring its slots 5 into registra~ ' 
tion with the upper ends of the slots 8, and 
the cap member is then shifted downwardly 
so that overlapped portions of the spring will 
then beengaged likewise in the slots 5, and 
inasmuch asathe cap & will be held frictionl 
ally in place, it will be evident that the bowed 
spring constitutes a very effective means for 
supporting the arrows: in" upright position) 
with their pointed ends or tips disposed upon 
the ground and their upper portions engaged 
within the bounds of the spring.‘ 
The standard 1 is, as before stated, of'liol 

low form: and-the spring 6 will beformedof a 
width slightly less than the interior diameter 
of- the: standard, so’ that the spring,» when 
separatedlfrom-the standard, may he slid into 
the standard, and the capmember d then ap-~ 
plied to-the-upper end of the standard so as 
to close this end and’ likewise: anchor the?nger 
piece’?- of‘ the» said spring. 

'llhe bow holder, inthe embodiment shown 
in Figures 1, 2, d» and 50f the-drawingswomp 
prises a collar, 8 which is preferably of- rec 
tangular form and: provided with a bore; 9’ 
whereby it may berslidablyi ?tted upon the, 
standard. 1, a set screw 1(1- being, threaded 
throughithe rear side ofthe collar and. adjust~ 
able to bind against the standard‘ to hold, the 
collar- in, its positions . of- vertical adjustment. 
An arm 11 is ?tted to the?at side of the collar 
8v which is opposite the: side at whichthe set 
screw 10 is located, and, a pin 12 is ?tted‘ 
through the; inner‘ end. of this arm, and into 
the collar and a, rivet 13 is secured through 
an opening; formed centrally in an can 14 
formed integral with the. said inner end- of 
the arm. 11, and this rivet: extends through 
the inner end of another arm. which. is indi 
cated by the numeral 15., and. which is re 
cessed as at 16, at its inner end,,to- accommo-~ 
date the ear 111,. the arm 15’ being adapted 

1' to- he swung. about the pivot 13 to assume 
the folded position shown in dotted lines: in 
Figure 4 of- the drawings. The arms 11 and" 
115 areprovidedi att-hei-r outer ends with right 
angularly forwardly extending supporting 
portions indicated respectivel-y'by the numer 
ale-17 and 18, and, each of these portions has 
its uaper edge of arcuate form, or in. other 
wor s, curved- downwardly from end to end, 
as, indicated, by the numeral 19, so that the 

' bow may be disposed to rest upon these mem 
bers-.717 and 18in the concave upper sides 
thereof with its: string extending beneath the 
said members 1.7 and 18, the said how being 
indicated by the reference letter B and, as 

" illustrated in Figure 2, the bow supporting 
unit is located at that side of the upright 1 
opposite the side at which the arrow support 
ing unit is located, so that there will be no 
interference with either unit on the part of 
the other. 
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Figures 6 and 7 of the drawings illustrate a 
modification of the invention, and in this em~ 
bodiment a preferably rectangular or cubical 
collar 20, corresponding to the collar 8 of the 
previously described form, is ?tted to the up’ 
right or standard which is indicated by the 
numeral 21, and held in place by a set screw 
22 corresponding to the set screw 10, a rec 
tangular frame of relatively heavy resilient 
wire, indicated by the numeral 23 has its end 
members 24ébent tolcurved form so as to prop 
erly seat the bow and in the same manner as 
the‘concave‘upperedges 19 of the supporting 
members 17 and 18 of the previously described 
embodiment‘, the front member of the frame 
23iisintegral, but the rear member is divided 
between its ends and has its extremities 
turned rearwardly at right- angles as indi 
cated-by the 1ll~ll11€1'dl'.25,?1ld weldedror other 
wise secured to the collar 20, or these extrem 
ities may be ?tted in sockets in the said, collar 
so as to. enable the frame and collar to be 
separated from eachother. 
‘What I claim is :— a 
1.. An; arrow stand. comprising a standard 

having- a diametrical slot in, its upper end, 
a cap member removably ?tted to the said 
end of the standard and. also provided with 
a diamctric, slot, and an arrow supporting 
member comprising a leaf springto be bowed 
and; ?tted, at. its overlapped ends in the slots 
inthe standard‘ and cap membcn. 

2. An arrow stand comprising a standard 
having a diametric slot. in its upper, end, a 
capmember removably ?tted to the said end 
of the standard and also provided with a di 
ametric slot, and; an arrow‘ supportingmem 
ber comprising a leaf spring to be bowed and 
?tted atits overlapped‘ ends in the slots: in 
the-standardand cap member,‘ the said stand~ _=. ' 
ard being hollow and open at, its upper end 
and closed and pointed atits lower end, and 
the said, spring being of a width less than the 
diameter of. the bore of the standard, whereby 
the spring may be stored within, the standard, 
when not in use. 

3.‘ An arrow stand comprising a standard 
having a diametric slot in its upper end, a 
cap member removably ?tted to the said end 
of the standard and also provided. with a 
diametric slot, and an arrow supporting 
member comprising a leaf spring to be bowed 
and ?tted at its overlapping ends in the slots 
in the standard and cap member, the said 
spring being provided at one end with a head. 

4.. A bow support comprising a standard, a 
collar adjustably mounted upon the stand 
ard, means for holding the collar in its posi 
tions of adjustment, an arm extending from 
the collar at one side thereof, an arm extend 
ing from the collar at the other side there 
of, the ?rst mentioned arm being ?xed with 
respect to the collar, means pivotally con 
necting the second mentioned arm with the 
collar whereby to provide for folding of 
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the second mentioned arm to position over 
lying the ?rst mentioned arm, and extensions 
at the outer ends of the arms having concave 
upright sides for seating a bow disposed 

5 thereon. 
5. A combined arrow and bow stand com 

prising a standard, an annular arrow support 
mounted upon the standard at the upper end 
thereof for supporting the arrows in an up 

10 right position, said annular arrow support 
extending horizontally through the standard 
at one side thereof, a member frictionally en 
gaging the upper end of said standard for 
retaining the arrow support thereon, and a 

15 bow supporting member at the other side of 
the standard having a concaved bow support 
ing portion to seat a bow disposed thereon 
and support the same in horizontal position. 
In testimony whereof I a?‘ix my signature. 

20 HAROLD J. SLATER. 
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