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My invention relates to a curtain hook or 
traveler, particularly, though not exclusive 
ly, adapted for hanging curtains ina hospital 
screen system. ‘ ‘ 

Curtain hooks for use in a system of the 
above type should not only be relatively 
silent in operation, but must be sturdy, to 
withstand hard usage and even abuse. Cur 
tains used in hospitals must frequently be re 

subsequent rehanging must be rendered rel 
atively easy, and yet‘ the curtains must be so 
secured that, with rough handling, suchras 
jerking of the curtain with posible turning 

15 of the hooks upside down, thecurtain will 
not readily become disengaged. .7 . 

It is the general object of the present in 
vention to provide an improved curtain hook, 
whlch will be of sturdy, servlceable construc 

ac tion, not likely to become disengaged from 

25 will become apparent. 

so in place on a 

the track and from which a curtain is not 
likely to become accidentally disengaged. 

Other minor objects and features of the 
invention will be hereinafter pointed out or 

In the drawings which‘ show, for illus 
trative purposes only, a preferred form of 
the invention-— 7 

Fig. 1 is a side view of'an improved hook 
tubular track and showing a 

curtain hanging therefrom in normal po 
sition; ' ' 

Fig. 2 is a View in elevation of parts shown 
in Fig. 1, but viewed at right angles thereto; 

Fig. 3 is is a View similar to Fig.1, but 
illustrating a hook turned upside down with 
the curtain hanging from the right side ; 

Fig. 4c is a view similar to Fig. 3, but il 
lustrating a curtainhanging from the left 

‘ side of the hook. V , ~ 

In said drawings, 5 indicates a track 
which, in the form‘ shown, is a tubular rod. 
The traveler illustrated is a hook in the form 
of a single piece of wire bent into an upper 

- hook portion to embrace the track 5 and into 
an open eye portion at the bottom. The hook 
is preferably of such a size that the opening, 
as from the free end 6 to the curved part 7, 
is slightly less than the diameter of the track 
5, so that, in order to put the hook on, the 

wire must be sprung. . The hook is thus pre 
vented from becoming accidentally disen 
gaged from the track; 
"In the preferred form the, hook carries a 

pair of rollers 8—8,'which may be formed of 
non-metallic material, such as felt, when it is ' 
desired to have a quiet running hook. The 
wire preferably has straight-portions form~ 
ing an axle 9 for each roller, so that the same 
mayrun true and freely. The rollers may be 
held. on in any suitablemanner, as by stamp 
ing the metal at 10-10 at opposite sides of 
the roller, so as to form enlargements act! 
ing as abu'tments‘for the rollers. As shown, 
the rollers extend at an angle to each other, 
so as to have a substantially ?at bearing on 
the track5. ' ' ~ » l 

The wire beyond the rollers extends down 
wardly, as indicated at 11, and is then curved 
at the back of the hook, as indicated at 12, 
andthen extends downwardly and forwardly 
about to the point 7. ' 
The open eye at thebottom of the hook is 

formed by bending the wire downwardly and 
rearwardly at 13, then downwardly and for 
wardly at 14, and then generally upwardly 
and rearwardly, as indicated at 15, leaving 
an open space 16 sufficient to .permit the in 
sertion of the grommet 17, carried by the 
curtain 18. - Thepart 15 of the eye is prefer 
ably so bent that a line drawn from the eye 
to” the forward-‘part of the hook, as the end 
6, ‘will extend 
the part:15, so that, if'the hook should be 
turned upside. down, as indicated in Fig. 3, 

at substantially right angles .to' 
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the curtain 18 will rest against the end 6 v‘ 
of the hook and thereis no tendency for the 
grommet 17 to‘ slide along the portion 15 of 
the eye and-thus become disengaged.‘ The 
part‘ 13 on theeye is likewise bent, so that a 
line drawn from theeye to the back 12 of 
the'hoo'k will beat substantiallyright angles 
to the part 
be on the left of the hook and the latter 
turned upside down, as indicated inFig. 41, \ 
therejwill- be no-tendency for the grommet 
17'to. slidealong the‘back of'the hook and 
possibly'jam next to the track. The parts 13 
and 15 may be'bent' even more than as shown, 
so as to prevent accidental disengagement of i’ 

13, so that, if the curtain should I 
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the grommet, but having those parts extend- 7 
ing at substantially right angles to lines 
from the eye to both the. front and back of 
the hook will serve to prevent accidental dis 
engagement. 
When it is desired to take the curtain down 

from the hooks, it is a. simple matter to push 
the curtain between the eye and the end 6 with 
the ?ngers, was to cause the grommet to slip 
off the end 15 of the eye. 

It will be seen that I have provided a hook 
of very simple construction, which may be 
cheaply manufactured and which will be 
sturdy and serviceable in use. Thehook part 
may be proportioned for any speci?c track, 
so that it is not likelyto become accidentally 
disengaged, since it must be sprung in order 
to be put on. Due to the peculiar con?gura 
tion of the eye for the curtain grommet, the 
hooks may even be turned upside down with 
out any substantial tendency for the grom 
mets to become disengaged, and yet the grom 
mets may. be consciously disengaged ‘ very 
readily when it is desired to take down the 
curtains for laundering, rforrexample. 7 
While the particular shape of the hook 

may be changed and the eye, for example, 
be turned oppositely to the position 

shown, I have found the hook of the par 
. ticular con?guration shown to be highly 
satisfactory in use. The nonsmetallic rollers 
are of great service in insuring quiet opera 
tion‘. } ' 

Various minor changes and‘ modifications 
' may be made within the scope of the inven 

tion as defined invthe appended claims. 7 
I claim: - - 

1. A curtain hook for use on a curtain rod, 
said hook comprising a single piece of wire 
formed into a hook portion at the top and 
anopen eye portion at the bottom, theopen 
ing of said hook. portion being. slightly 
smaller than the" diameter of the r0d,where 
by said hook portion may be sprung over 
said trod, said hook portion having a pair 
of spaced apart straight axle portions, rollers 
on said axle portions, the wire adjacent said 

' 7 'axl-e port-ions being deformed to produce 
abutments for holding said rollers in place, 

‘ said open eye below said hook portion having 
at substantially right‘ sides respectively 

angles to lines drawn from said eye portion 
tothe free end of said hook and to the back 
of said hook, for'the' purpose described. 

2. In a suspension traveler for curtains, 
said traveler comprising ‘a single piece of 
wire to extend about a. track and having 
spaced'apart rollers extending at an angle 
to each other, said wire being formed into 
an open eye at the lower end for receiving 
a, curtain grommet, said eye having sides at 
substantially right angles to lines drawn from 

‘ said eye to the outer front and rear surfaces 

scribed. 
of said hook portion, forthe purpose de~ 
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3. A curtain hook, comprising a single 
piece of wire bent into a hook part to extend 
about a track member, said hook part having 
two spaced apart substantially straight axle 
portions extending at an angle to each other, 
a non-metallic roller on each said straight 
axle portion, and an open eye below said hook 
portion, comprising part of said wire bent 
rearwardly and downwardly, then down 
wardly and forwardly, and then upwardly 
and rearwardly, said upwardly and rear 
wardly extending part and said downwardly 

_ and rearwardly extending part extending at 
angles so- as. to prevent a curtain grommet 
from becoming disengaged from said eye 
when said hook is turned upside down. 

4:. A curtain hook, comprising a single 
piece of wire having a pair of angularly bent 
portions at the top forming straight axle 
portions, felt rollers on said axle portions, 
said wire being bent angularly downwardly 
and then angularly forwardly, and then hav 
ing an open eye at the bottom thereof formed 
by again bending the wire downwardly and 
rearwardly, then downwardly and forwardly, 
and then upwardly and rearwardly, said eye 
being formed to prevent accidental disen 
gagement of ‘a curtain grommet when said 
hook is turned upside down. 
'5. A curtain hook, comprising a single 

piece of wire ‘bent into a hook portion to 
extend about a track and having an eye at 
the bottom,"said'eye beingopen tov permit 
ready attachment of a curtain‘ grommet and 
having portions at substantially right angles 
to lines drawn from said eye to the outer 

' front and rear surfaces of said hook portion 
so as to prevent accidental disengagement 
of said grommet when said hook is turned 
upside down. ~ 

6. A curtain hook, comprising a hook por 
tion to embrace a rod‘ and having an open side 
smaller than the rod so as to prevent disen 
gagement of the hook therefrom, and an open 
eye on said hook to receive a grommet, said 
open eye having a part adjacent the open 
side of said eye substantially normal to‘ a 
line extending from said part to the adjacent 
side of said hook, whereby a grommet will 
be held in said eye when the hook is turned 
upside down. ‘ ' 

7. A suspension traveler for curtains, com 
prising a member havinga part to embrace a 
rod,-and an open eye to receive a grommet, 
said open eye having a part adjacent the‘ 
open side of said eye substantially normal 
to a line extending from said part to the ad 
jacent side of said hook, whereby a grommet 
will be held in said eye when the hook is 
turned upside down. 

' ROBERT D. W. VROOM. 

70 

75 

85 

90 

95 

100 

105 

110 

115 

120 

125 

130 


