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IN-A-DOOR BATHBOOI 

Application ?led ‘June so, 

My invention. relates to compact bath 
rooms or cabinets and their toilet facilities, 

. particularly for employment in connection 
with‘ rooms occupied by one person and ap 

5 propriate for installation in hotels, rooming 
houses, residences, hospitals, clubs, steam 
ships, etc;, especially where space is at ‘a 
premium. ' _ a 

The principal aim or salient object is to 
19 provide a new and useful bath-room struc 

ture or unit of this character which will oc 
cupy but small space, which may be manu 
factured in units, which has built-in, self-con 
tained plumbing, and which can be used with 

1 satisfaction and convenience. 
To enable those skilled'in this art to fully 

understand the invention; both from struc 
tural and functional standpoints, in the ac 
companying drawings, forming a part of this 
speci?cation and to which reference should be 
had in connection with the following detailed 
description, I have illustrated a present, pre 
ferred embodiment ‘of the invention, and, for 
simplicity, like reference numerals have been 
used throughout the views to designate the 
same parts. ' > 

In these drawings :—- I v - 

Figure 1 is a front elevation of the cabinet 
‘containing the bath-room ?xtures, with the 

0 door omitted _ ~ , 

Figure 2 is a horizontal section taken on 
line 2-2 of Figure 1, the parts being viewed 
in the direction indicated by the arrows; 

Figure 3 is a similar, horizontal section 
taken on line 3-3- of Figure 1, the parts be 
ing viewed in the direction designated by the 
arrows; ~ ‘ : , ' . 

Figure 4 is "a horizontal section onv the 
broken line 4-4 of Figural, with the door in 
open position, the toilet seat or closet being 

' shown swung within the cabinetv in full lines, 

25 

and in operative position extended outwardly. ' 
through the doorway in dotted lines; 
‘Figure 5 is an enlarged, fragmentary, hori 

- zontal section on line 5‘-'-5 of Figure 1, show 
ing the upper, adjustable support. or bearing 

1 for the closet; ' 

Figure 6 is a front elevation of the struc- . 
'50 ture with the door open and with the plat 
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form and curtain in operative positions for 
shower-bath purposes; . ‘ 

Figure 7 is a vertical cross-section'with the ' 
door open and the shower-bath structure in 
operative position, the hinged platform on the 55 
door being indicated in dotted lines in its 
folded-up relation. 
Figure 8 is a vertical, central section 

through the lower closet bearing, depicting 
its connection with the soil-pipe; 60 

Figure 9 is a more or ,less diagrammatic 
view indicating how the cabinets or compart 
ments may be made in standard sections or 
units, installed 'in tiers, the self-contained 
plumbing connected between ?oors, and em- 65 
ployed in association with the walls of rooms 
of different heights; _ . . 

Figure 10 is va fragmentary cross~section 
through the cabinet showing in side eleva 
tion, the drain and vent unit, as viewed from 70 
the direction in which the discharge pipes en 
ter the unit; 
Figure 11 is a rear elevation of such drain 

and vent unit viewed at right angles ‘tothat 
of Figure 10; ‘ 
Figure 12 is a vertical, sectional view on 

the broken line 12——12 of Fi re 13 with the 
soil-pipe omitted, the parts eing viewed as , 
indicated by the arrows; ‘ 
Figure 13 is a plan view 

drain and vent unit; and t 
Figure 14 is a horizontal section on line 

14-14 of Figure 10. . ‘ ' 

- By reference to these drawings, it will be 
perceived that the improved and novel struc-' 35 
ture includes a cabinet or compartment pref 
erably made of sheet-metal, having a. back 
vwall 11, opposite end-walls 12, 12, a top 13, a 
?oor or drainage sump 14, and a front wall 
15 having a‘doorway equipped with anout- - 
wardly-opening, hinged door 16. r ' _ p 

, ‘Extended vertically. through such cabinet ' 
or compartment, which, if desired, may be , 
built into the wall of the room with which'it, a 
is- associated, are ?ve main seryice pipes. ‘_ 
‘On one'side there is an air duct or ventila 

tion-pipe 17 and‘ neighboring hot and cold 
water mains {18' and .19, respectively. I 
on the opposite side of the compartment ’ 
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1 or perforated at desired places, and it may _ 
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' basin, the shower-spray and the ?ush-tank‘ 

25. 

30 

35 

40 

60 

65 

connected to external piping 

2| 
a main soil-pipe 51 and a main vent-pipe 49 
are placed. 

All ?ve of these “service pipes” extend 
through the top and bottom of the cabinet for 
connection at one or both ends with the cor 
responding service pipes of similar cabinet" 
sections. 
These ?ve service pipes or mains serve all 

the ?xtures within the cabinet, taking care 
of all their requirements in operation, and, 
in addition, the cabinet may, of course, be 
wired for the electric ?xtures, such as lights. 
Pipe 17 is a ventilating air-pipe apertured 

be connected to a fan or blower in any ap 
proved ventilating system. 

Pipe 18 is the hot-water main and serves 
the wash basin or lavatory and the shower 
spray. 
The cold-water main 19 supplies the wash 

or valve. 
Soil-pipe 51 receives the discharge from 

the wash-basin, closet, and bottom sump. 
Pipe 49 is the main vent and co-operates 

with the three traps 46, 7 S and that of the 
closet. . ' . ' 

Such ?ve mains 17, 18, 19, 51 and 49 make 
it unnecessary to run piping in the walls or 
partitions of the buildings, but such cabinets 
can be built without self-contained plumb 
ing, and, in that case, the ?xtures would be 

positioned in 
the walls in the usual way. 
By means of pipes 21 and 22 equipped with 

control-valves 23 and 24, respectively, hot 
and cold water'in desired ratio is fed from 
the main pipes 18 and 19 to a mixing chain 
ber or connection 25 from which the water is 
carried through a pipe 26 to a shower-bath 
pipe 27 pivotally mounted, at 28 on the under 
side of the top 13 for horizontal swinging 
action, such pipe being ?tted at its end with 
an adjustable spray-nozzle 29, the construc 
tion being such that the pipe and its delivery 
nozzle may be swung into inoperative posi 
tion, as shown in Figure 1, within the cabinet, 
or may be- swung outwardly through the 
doorway into operative position, as'indicat 
ed in Figure 7. 

_ The back wall of the compartment carries 
a medicine cabinet 31 at proper height and 
supplied with a mirror, as is usual, in its door. 
For especial ‘convenience during shaving, 

adjustable electric lights are provided, such 
as a horizontally-swinging electric-lamp 32 
and a companion, vertically-swinging elec 
tric lamp 33', but a less costly design would 
be, to mount both lamps on ?xed brackets. 
The electric switches are» shown at 120 on 

the front wall of the cabinet. ' : 
. Below the medicine cabinet, the back wall 

is supplied with two shelves 34 and 35 for 
the serviceable accommodation of toilet ar 
ticles or the like. 

- the brackets for the wash-basin 
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Below the shelves, I provide a lavatory ?x 
ture comprising a back 36 ?xedly mounted on 
the rear wall of‘the cabinet and to which the 
wash-basin proper 37 is hinged at 38. 
When tilted upwardly, the basin 37 sur~ 

rounds the front part of the stand 36, but 
toilet articles upon this ?xed member 36 are 
not disturbed by the swinging up or down of 
the basin itself. 
Hot and cold water-pipes 40 and 39 con 

nect the main'water-pipes 18 and 19 with 
valves 41 and 42 associated with a common, 
swinging faucet 43 through which the con 
trolled, mixed water of desired temperature 
may be delivered into the basin when the 
latter is in its lowered or operative posi 
tion, such basin havingra drain '44 which, 
when opened, delivers the contents of the 
bowl into a discharge-pipe 45 supplied with 
a trap 46 and connected to a pipe 47 of the 
plumbing unit. ' 
Whether basin 37 is tilted up or lowered, 

the drainage or drip will be into the funnel 
located at the top of the trap 46. 
As is clearly indicated in the drawings, 

pipe 45 delivers its contents into the pipe 47 
vwhich, through the-connection 48, is directly 
joined to the vent pipe 49, the contents of 
pipe 47 ?owing down into the box or con~ 
nection 50 directly connected with the soil 
pipe 51. ' 
The hinged basin 37 is maintained in cor 

rect lowered position in any approved 
fashion, and, as shown here, the front edge 
of the standard 36 projects downwardly in 
side of the basin and engages the rear, upper 
edge of the same, or, if preferred, stops or 
lugs may be used to accomplish the same 
result. A ?ush-tank 53, provided in the location 
indicated in the drawings, is connected to 
the cold water pipe 19 by an extension 54 to 
pipe 39,‘the delivery pipe 55 of the tank 
being connected through a stu?ing box 56 to 
the top portion of a toilet seat or closet 57. 
In place of the ?ush-tank 53 here shown, 

a ?ush-valve could be substituted, such valve 
requiring less space, and, in some cases, might 
be preferred, but either of the indicated 
means can be readily installed. 
The upper part of closet 57 is pivotally 

mounted in a [ring bearing 58 adjustably 
held in corregtmgosition by a pair of turn 
buckle members 9 and 61, one joined to the 
adjacent end wall 12 of the cabinet and the 
other connected to an angle bar 62 welded or 
otherwise mounted on the front of the back 
wall 11 of the compartment, and on which 

may be 

bolted. 
The closet swings horizontally about a 

vertical axis, which is concentric with the 
upper, water supply pipe 55 and the lower, 
discharge pipe 66. 
The bottom part of the closet is mounted 
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in and carried by a bearingsring 63, the 
, lower, annular, ?at surface 64 of whichv rests 

10 

15 

20 

25 

30 

6: ca 

40 

CI) 

upon a bearing surface 65 of a metal base 
member or pipe section 66 having a ?ange 67 
bolted to the sump or floor of the cabinet, the 
lower end of the member 66 ?tting into an 
elbow 68 directly connected with the box 50, 
and, therefore, delivering into the soil 
pipe 51. “ 
Member 66 has a. pair of spaced, concentric, 

upstanding sleeves 71 and 72 encasing the 
lower part of the bearing-ring 63 and afford 
ing an annular chamber between them ?lled 
with oil, which liquid may be drained off, 
if required, through drilled passages 73 and 
74 ?tted with removable screw-threaded 
plugs 75 and 76, a guard-ring 77 being pro 
vided to cover or close-the top part of the 
speci?ed oil chamber to keep dirt or water 
from getting into the oil. 
From what precedes, it will be clear that 

the bearing surface runs in oil which forms 
a gas-tight seal. ' . 

Packingr is provided between ring 63 and 
the closet outlet 57, which discharges its 
contents below the oil seal and bearing’ into I 
member 66, which is larger in diameter than 
the exit of closet 57. ' ' 
The speci?ed construction permits the 

closet to be swung horizontally into the cabi~ 
net, as shown in full lines in Figure 4, or to 
be swung outwardly through the open door 
way into the room. for use, as depicted in 
dotted lines in the same ?gure. v ‘ 

The closet bowl, of'cou-rse, contains the 
usual trap which is not affected by the posi 
tion of the closet, and the latter can be 
?ushed while it is in any position. 
The floor is protected, for if the trap be 

comes clogged and the bowl runs over it can 
overflow inside of the cabinet, where addi 
tional drainage already exists. 
As is clearly-illustrated in Figure 1, the 

floor 14'slopes toward an opening connected 
' through a trap 78 and pipe 79 to the in 
terior of the box 50, whereby any water on 
the ?oor of the compartment will be drained 
elf to the soil-pipe.- “ - _ 

The drain and vent plumbing unit 1n 
stalled in the cabinet is illustrated in de 
tail in Figures 10 to 14, inclusive, and the 
closet 57, basin 37, and bottomsump 14 all" 
drain into and are vented in such‘ assembly. 
Box 50 lies’ below the ?oor 14 of the cabi 

' net and may be considered as a large,’ side 
extension of the soil-pipe 51. 
Pipe 47 extends upwardly from box 50 a 

substantial distance above the floor, for eX 
ample, three feet, to enter the connection 48, 
and approximately half way of-its length 
it receives the outlet of pipe 45 from the 
lavatory, whereby pipe 47 drains and vents 
the lavatoryu. ~ , ' I 

A vent pipe 52 also parallels pipe 47 and 
enters connection 48, as is clearly shown in 
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Figurev 10, such pipe 52 venting the box 50, 
into which the closet empties through/,the 
pipe 68 and the sump delivers into box 50 
through pipe 79. 
Pipe 47- amounts to an additional vent for 

the member 50. 
Both pipes 47 and 52 terminate in the fit 

ting 48 to which the main vent pipe 49 is at 
tached both above and below, as is fully de 
picted in Figure 12. 

Special means for joining the member of 
this unit or assembly may he used to reduce 
the dimensions of joints and to allow such 
plumbing unit to be installed in asmall place. 
Most of such unit would be assembled out 

side of the cabinet and installedas one ?x 
ture on supports 7 0, 70. _ 
Door 16 on its inner side has a pair of ver 

tically aligned bearings 81 and 82, which piv 
otally support an upright 83 of a frame com 
posed additionally of an upper curtain rod 
‘85, another upright 86 ‘and a plurality of 
towel-rack bars 87,87, this rectangular frame 
constituting a combined towel-rack and cur 
tain support. 
A rod 88 is hinged at 89-to the free end of 

bar 85 and its other end is turned down at 
90 so that it may engage in an eye 91 fas 
tened to the front wall of the cabinet or to 
a corresponding eye 92 on the bar 85. 
A water-proof curtain 93 is hung on rods 

or bars 85 and 88 by hooks 94, in the usual 
manner, and another portion of the curtain 
is "hung in a loop or eye 95, mounted on the 
upper portion of the soil-pipe 51, the free 
end of the curtain being taken acrossthe cabi 
net and held by a hook engaging an eye 96 
on the inner face of the end-wall l2. _ - 
When the curtain enclosure is to be col 

lapsed, the hooks are released from the eyes 
95 and 96 ‘and that portion of the curtain 
is folded back and hung by hooks on the 

, bar 88, whereupon the latter, with the dou~ 
ble-thickness of curtain carried thereon, is 
released from the eye 91 and swung over to 
engage eye 92, whereupon the associated mem 
bers 85,88 and the triple-thickness of curtain, 
are swung back against the inner side of the 
oor. 

To provide a suitable platform on which 
the person taking a shower-bath may stand 
and to supply proper means for drainage of 

' the showered water intothe bottom of the 
cabinet from which it will pass oif to the soil 
pipe, a platform 101 with upstanding ?anges 
102, 103, and 104 around its three edges is 
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hinged at 105 to the inside'of- the door near ~ 
its‘ lower end, and the hinges are slightly 
tilted so that when the. platform is swung 
‘down into operative position it will slope 
downwardly toward the compartment for ef 
fective drainage purposes, as presented in 
Figure 7, the inner edge of the platform be 
ing channeled at 106 to ?t over, the curb 107 
of the cabinet front wall. ' - ~ - . 
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This channel 106 contains a rubber or simi 
lar strip of.material to equalize the strain 
in supporting the inner edge of the plat 
form. - 

To support the fourth corner of the plat 
form, the latter at that location is ?tted with r 
a hinged foot 108 provided with a cushio1i~ 
base 109 adapted to rest on the room floor or 
carpet. 
From the foregoing, it will be clear that 

this platform is supported along one edge 
by the hinges on the door and along another 
edge by resting on the curb 107, and that 
it is sustained at the free corner by the foot 

" 108. 

In order to prevent the shower water from 
leaking between the door and the platform, 
~the former is provided with a drip shield or 
guard 111 overlying the hinges and thus cov 
ering and protecting the gap or space re 
ferred to. ‘ " i 

' To assure that the curtain will be held in 
proper position, the ?anges of the platform 
may have any appropriate number of hooks 
112 to engage eyelets along the lower edge 
of the curtain, thils retaining the curtains 
lower portion positively inside of the plat 
form ?anges.‘ . ‘ 

lVhen the platform is not in use, it is swung 
up against the door, as shown in dotted lines 
in Figure 7, and is held‘in that position by 
a pair of turn-buttons or catches 113, 113, 
and, when the platform is thus in elevated re 
lation, the foot 108‘ automatically swings 
down against it and rests within. the space 
limits of the platform itself. 
To afford ventilation, the door 16 is pro 

vided with openings 114 at its top and bot~ 
tom, and the pipe 17 assures additional ven 
tilation, as previously described. 

‘ Figure 9 illustrates how the in-a-door bath > 
cabinets may be used in rooms of different 
heights, the space above ‘the cabinet to the 
ceiling being provided with a closure 115 or 
116 of different heights to conform to the 
spaces referred to, in which are accommo— 
dated the connections between the ?ve,_main 
service pipes. ' , 

That is to say, the protruding ends of such 
pipes at the top of any cabinet are united 
with the lower ends of the corresponding‘ 
pipes of the cabinet next above by approved 
pipe connections 117 concealed behind the re 
movable covers 115 and 116 so that ready 
access may be had thereto, if occasion re 
quires. . - d I . . 

These covers or extension tops 115, 116 are 
- bolted to the cabinet- top at 118, 118 and are 
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quickly and easily demounted. 
_ From the "description and illustration, it’ 

will be clear that when the Various elements 
are swung into the compartment and into 
their inoperative positions, the door may be 
closed in the usual way, ' 
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When such door is opened, the medicine 
cabinet, its mirror and associated lights, as 
well as the shelvesbeneath, are readily avail 
able for their ordinary purposes. 
To use the wash basin or lavatory, this of 

course, must be tilted down, in which posi 
tion it is in proper relation to the faucet for 
the reception of water therefrom, and the 
used water in the basin may be drained by 
opening its delivery aperture so that the wa 
ter discharged may flow off through the as 
sociated drain-pipe and the soil-pipe. 
To take a shower bath, the door is opened, 

the buttons 113 are turned to free ‘the plat 
form 101, and this is swung down into the op 
erative position indicated in Figure 7, there 
by holding the door in its proper, open posi— 
tion, the supporting foot 108 automatically 
swinging downwardly to support that part 
of the platform to which it is attached. 
The frame 83, 85, 86, 87 is swung out at 

right angles to the door, the rod 88 is de~ 
tached from the eye 92 and applied to the eye 
91, thereby completely enclosing the shower 
platform with the. door on one sideand the 
curtain on two sides, the remaining free 
length of the curtain being booked at 95 and 
96, thus protecting the cabinet interior and 
its contents from the shower-spray.' 
The lower portion of the curtain may be 

attached to the several hooks 112, as before 
described, for the purpose indicated. ‘ 
The pipe 27 and its adjustable nozzle 29 

are swung out into the operative position 
shown in Figure 7, and the person can take 
a shower bath at the proper temperature by 
regulation of the valves 23 and 24, which 
project through a slot in the curtain 93. 

If desired, the light 32 can be swung over 
the curtain, as it does not interfere with the 
operation of pipe 27. . 
The bath having been completed, the vari 

ous parts of- the appliance are foldedback 
into their original positions and then the 
door of the cabinet may be closed. 
For use of the closet 57, the door is opened, 

the toilet‘ seator closet swung out into usable 
position, and the curtain may be enclosed 
around the seat, affording privacy, as in the 
case of the shower bath, but, of course, it is 
not necessary to lower the hinged platform 
under these circumstances. 
Thus it will be apparent that a very com 

pact construction-has been provided, a?'o'rd 
ing all of the usual toilet and bath facilities, 
and that some of these are used while ex 
tended out through thedoorway into the 
room, but the user may be concealed by rea 
son of the presence of the appropriate cur 
tain. ‘ ' ~ . 

Those acquainted with this art will readily 
understand that these in-a-door bath-rooms 
or compartments may be manufactured as 
complete units and, shipped as such to the 
point of use, where they maybe readily and 
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economically coupled up with the proper 
piping, and that these cabinets may be used 
for a series of rooms one above another and 
operatively joined together in an extremely 
economical manner by merely uniting the 
?ve service pipes between ?oors with appro 
priate connections. ‘ ' - ‘ 

These cabinets may be manufactured as,“ 
“rights” and “lefts”; that is, the door open 
ing to the right or left, and if the door were 
hinged to the right-hand casing, then‘ all 
piping and contained ?xtures would be re 
versed from the positions herein depicted. 
Such cabinets could be of value in the 

modernizing of old structures, providing 
great conveniences, at the expense of little 
space. , 

If structures are remodeled and partitions 
re-located, these cabinets may be shifted to 
a new place in the building, the built-in 
plumbing, of course, accompanying them. 

- New soil-pipe in the basement and vents in 
the roof practically complete the task of re 
locating such cabinets. _ 
Those skilled in this are will appreciate that 

the invention, as de?ned by the appended 
claims, is not limited and restricted‘to vthe 
precise and exact details of construction illus 
trated and described, and that these may be 
modi?ed within comparatively wide limits 
without departure from the substance and 
essence of the invention and without the loss 
or sacri?ce of any of its material bene?ts or 
advantages. 
I claim: _ 

1. The combination of a cabinet having a 
doorway, a door therefor, a platform hinged 
to the inner side of said door and adapted 
to_ be swung down into operative position or 
to be swung up against the door into inopera 
tive position, and a shower-bath nozzle and‘ 
piplng designed for use by an occupant on 
said platform when the later is down in its 
operative position. ' V ._ 

2. The combination of a cabinet having a 
doorway, a hinged door therefor, a drain pipe 
for the ?oor of said cabinet, a platform hinged 
to the inner side of said door and adapted 
in the openv position of the door to be swung 
down into operative position or to be swung 
up against the door into inoperative position, 
a shower-bath nozzle pivotally mounted in 
said cabinetvand adapted to be swung out 
through said doorway for use by a bather} 
on said lowered platform‘ or to be swung 
back into said cabinet, and piping and valve 
control means for said nozzle, said platform 
in its lowered position sloping toward and 
discharging its water‘ into said cabinet to 
‘?ow out through said drain pipe. . 

The combination of‘ a cabinet having 
a doorway, a hinged door therefor, a drain 
pipe for the ?oor of said cabinet, a platform ' 
hinged to the inner side of said door and 

.adapted to be swung down into operative po 
sition or to be swung. up against the door into 

. inoperative position, said platform in its low 
ered position sloping toward and discharg_ 
ing its water into said cabinet to?ow out 
through said drain pipe, a shower-bath noz 
zle and piping designed for use by an occu 
pant on said platform when the latter is down 
in operative position, a curtain support 
hinged to the inner side of said door, a cur 
tain rod hinged vto the free end of said sup 
port, means on said cabinet to engage the-free 
end of said‘ rod, and a curtain carried by said 
support and rod, whereby the bather on said 
platform is concealed by ‘said door'and cur 
tain and said curtain-supporting rod may be 
folded back against the door when not re 
quired. - < ' I - 

4. The combination of a cabinet having a 
doorway, a hinged door therefor, a drain 
pipe for the ?oor of said cabinet, a platform 
hinged to the inner side of said door and 
adapted in- the open position of the latter to 
be swung down into operative position or to 
be swung up against the door into inoperative 
position, a shower-bath nozzle .pivotally 
mounted in said cabinet and adapted to be 
swung out through said doorway for use by 
a‘ bather on said lowered platform or to be 
swung back into said cabinet, piping and 
valve control means for said nozzle in said 
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cabinet, a towel-rack hinged to the inner side - 
of said door, a curtain-rod hinged to the free 
end of said towel-rack, means on said cabinet 
to engage the free end of said rod, and a cur 
tain carried by said towel-rack and rod, 
whereby the bather on the platform is con 
cealed by the door and curtain, and the towel 
rack, rod and curtain may .be folded back 
against the door when not re uired. 

5. The combination of a ca inet having a 
doorway, a'hinged door. therefor, a drain 
pipe for the ?oor of said cabinet, a latform 
hinged to the inner side of said oor' and 
adapted in the open position of the door to 
be swung down into operative position or to 
be swung up against the door into inopera 
tive position,'a shower-bath nozzle pivotally 
mounted in said cabinet and adapted to be 
swung outthrough said doorway for use by a 
bather on said lowered platform or to be 
swung back into said cabinet, piping and 
valve control means for said nozzle in said ‘ 
cabinet, and a drip-shield on‘said door cover 
ing the joint between the hinged ed of said 
platform and door, said cabinet avin a 
front curbing below said doorway, said p at 
form having an upstanding ?ange around all 
edges except that adjacent 'to'the cabinet in 
the lowered position of the platform, said 
platform in its lowered bperative position 
extending over said front curbing, said plat 
form in its lowered-“position sloping toward 
and discharging its water over said front 
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curbing into said cabinet to flow out through 
said drain-pipe. 

6. A. self-contained unitary toiletv struc 
ture including, in combination, a cabinet hav 
ing a doorway, a hinged door for said door 
way, a platform hinged to the inner side of 
said door and adapted to be swung down 
into operative position or to be swung up 
against‘the door into inoperative position, 
toilet appliances in said cabinet, a rod hinged 
to the inner side of said door, a rod hinged to 

v the free end of said rod, means on the cabinet 

15 

20 

to support the free end of said second rod, 
and a curtain adapted to be hung on sald 
rods, whereby the user of any of said toilet _ 
appliances may be enclosed by said door and 
curtain. 

.7. The combination of a cabinet having a' 
doorway, a door for said doorway, a platform 
hinged to the inner side of. said door and 
adapted to be swung down into operative 

_ position or to be rocked up against the door 
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into inoperative position, toilet appliances in 
said cabinet, :1 combined towel-rack and cur 
tain-rod vertically pivoted to the inner side 
of said door, and a curtain supported on said 
curtain-rod, said curtain-rod permitting said 
curtain always to hang ?at vertically, thus 
allowing the curtain to drip, dry out and be 
adequately ventilated. . 

In witnesswhereof I have hereunto set my 
hand. ‘ v- , 

.DAVVID F. ZOOK. 
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