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This invention relates to certain new and 
useful improvements in ornaments and the 
primary object of this invention is to pro— 
vide an ornament for decorative purposes 

5 comprising a body having a plurality of elon 
gated cones or points projecting therefrom 
in different planes. 
A primary object of the present invention 

is to provide an ornament of the character 
10 above mentioned wherein the body portion 

comprises a plurality of sections, so comple 
nientarily constructed and arranged, as to 
utilize certain of the points or cones for se 
curing the sections of the body portion in as 

15 sembled relation. 
A still further object of the invention is 

to provide an ornament of the character 
above mentioned wherein the body sections 
cooperate to provide a chamber or casing 

20 adapted to accommodate an illuminating ele 
ment such as an incandescent bulb. 
A still further object of the invention is in 

the provision of such an ornament wherein 
the parts of the ornament being ?attened to 

25 provide a neat compass preparatory to ship 
ment from one place to the other, or for stor 
ing purposes. 
Further objects and advantages of the in 

vention will become apparent from a study 
80 of the following description, taken in connec 

tion with the accompanying drawings 
wherein: 
Figure 1 is a side elevational view of an 

ornament constructed in accordance with the 
35 present invention. 

Figure 2 is a perspective view of the an 
nular connecting member or section forming 
part of the body. 
Figure 3 is a vertical sectional view taken 

40 through the ornament. 
Figure 4 is a perspective view of one of 

the cone sections of the body of the ornament. 
Referring more in detail to the drawings, 

5 and 6 indicates the upper and lower sec 
45‘ tions of the body, 7 the annular intermediate 

or connecting section of the body, and 8 the 
cone or point. The body section, and the 
cone are all preferably made of the same ma 
terial, either of metal, paper or any other 

50 'rsuitable material. 

' Each of the sections 5 and 6 is frustoj 
conical and provided with series of stag 
gered openings 8, 9 provided in the periph 
ery thereof and openings 10 and 11 in the 
truncated apex thereof. 
The annular intermediate or connector sec— 

tion 7 is provided with a plurality of circum— 
ferentially spaced openings 12, which open 
ings are arranged in pairs. 
Connected to the upper and lower edges 60 

of the sections or connectors 7 between ad 
jacent pairs of openings 12, and through the 
medium of webs 13 are rings 14, 15. 
In assembling the parts referred to, the 

upper and lower sections 5 and v6 have their 65 
largest end in confronting relation, and be 
tween said ends is arranged the annulus or 
intermediate section 7. Rings 14 aline with 
certain of the openings 8 in the top section 
5, and certain of the cones 16 have their larg- 70 
est ends passed inwardly of the section 5 
through the said openings 8 registering with 
the rings 14 thus providing means for secur 
ing sections 5 and 7 in assembled relation. 
Other of the cones 16 projecting from sec- 75 
tion 5 have their largest ends extending in 
wardly ofthe section 5 through the remaining 
one of the openings 8. 
In like manner'lower section 6 is secured 

or coupled with section 7, certain of the cones 80 
17 projecting from section 6 having their 
largest ends passing inwardly of the section 
through openings 9 and rings 15 registering 
therewith while the remainder of the cones 
16 projecting from section 6 merely extend 85 
inwardly of the section at their largest end 
through the remainder of the openings 9. 
For each opening 12 there is also provided’ 

a cone 16, the largest end of which extends 
radially inwardly of the annulus 7 through 90 
its opening 12. ' 
Thus it will be seen that certain of the 

cones 16 project upwardly and outwardly 
from the top of the body structure, other of 
the cones 16 project downwardly and out- 95 
wardly from the bottom of the body of the de 
vice while still others of the cones 16 pro 
vide an annular series of cones projecting 
radially from an intermediate portion of the 
body of the device. ' ' 

55 

m 



15 

204 

25. 

30. 

35 

40 

45. 

50. 

55. 

60. 

5.5: 

2 

Finally, a single cone 16 has its largest end 
extending inwardly of the top section 5 
through the opening 10 provided in the trun 
cated apex of the section 5. The opening 11 
in the truncated apex of the lower section 6 
accommodates an illuminating element such 
as an incandescent bulb shown in broken lines 
in Figure 3 and designated by the reference 
character 17. 
Between the openings 12 of each pair of 

openings, the upper and lower edges of the 
annulus or intermediate section 7 are notched 
as at 18 to provide ventilating openings for 
the body of the device. I y , 
Even though I have herein shown and de 

scribed the preferred embodiment of the in 
vention, it is to be understood that the same 
is susceptible of changes, modifications and 
improvements coming within~thescope of the 
appended claims. 
Having thus described my invention, what 

I claim as new is: p 
1. An ornamental device comprising a plu 

rality of body sections, a plurality of cones, 
means for detachably securing said cones to 
said body sections, said means including 
means for utilizing certain of said cones for 
securing said body section in assembled rela 
tion. ‘ 

2. An ornamental device comprising up 
per and lower body sections, an intermediate 
body section, a plurality of cones, means for 
securing said cones to said. body section,'said 
means including means for utilizing certain 
of said cones for detachably connecting said 
upper and lower sections with saidintermedi 
ate section. 

3. As a new article of manufacture con— 
sisting of an ornamental form comprising 
identical upper and lower sections, an inter 
mediate section, a plurality of cones radiat-y 
ing from each of said sections, means forv'de 
tachably securing said cones to said sections, 
andv means for retaining said sections and 
said cone in assembled relation. ' 

4. An ornament comprising a cone section 
and an annular section, each of said sections 
provided with apertured portions, certain of 
the apertures of one section registering with 
certain of the apertures of the other section, 
a plurality of cones, each of which extends 
through a pair of registering apertures for 
securing the cone and section in assembled 
relation. ‘ I 

5. An ornamental device of the character 
described comprising an upper section, a 
lower section, an intermediate section, said 
upper and lower sections being apertured, a. 
series of rings secured to said intermediate 
sections for registry with certainof the aper 
tures of said upper section, a second series of 
rings secured to said intermediate section for 
registry with certain of the apertures of said 
lower section, and a plurality of cones ex 
tending through the apertures - of said up 
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per and lower sections and the rings register‘ 
ing with said apertures for retaining the sec 
tions and cones in assembled relation. 

6. An ornamental device of the character 
described comprising an upper section, a 
lower section, an intermediate section, said 
upper and lower sections being apertured, a 
series of rings secured to said intermediate 
sections for registry with certain of the aper 
tures of said upper section, a second series of 
rings secured to said intermediate section for 
registry with certain of the apertures of said 
lower section, and a plurality of cones ex 
tending throughv the apertures of said upper 
and lower sections and the rings registering 
with said apertures for retaining the sections 
and cones in assembled relation, and addi 
tional cones projecting from each of said sec 
tions. , ~ 

_ 7. An ornamental vform comprising two 
sections one of which is provided with a cir 
cular series of apertures and the other of 
which is provided with a circular series of 
rings registering with said apertures and ele 
ments extending through the apertures and 
said rings for securing said sections in as 
sembled relation. ' 

8. An ornamental form comprising a coni 
cal section, an annular section, a plurality of 
elements projecting radiallywithrespect to 
the conical section, and means carried by the 
annular section engaging said elementsv for 
securing said sections in assembled relation. 
In testimony whereof I a?iX my signature. 

JOHN A. LOBING. 

70 

75 

80 

100 

105 

110 


