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This invention appertains to. improve- as cork, paper, ?ber or any'other suitable 
ments in imitation wall structures and more sheet material. The composition is now 
particularly to a structure which can be mul- allowed to set, for a certain length of time, 
tiplied, to imitate stone or brick wall. after which dry powdered marble dust is 
The principal object of this invention is to placed upon the composition surface and '50 

provide imitation wall building'units capable subsequently a wood trowel is employed to 
of being assembled in a realistic manner. smooth the surface, so that the grains of 

Still another important object is to pro- sand will be brought to the surface or will 
vide an imitation wall structure of durable predominate on the surface of the composi 

1'.) construction and capable of being construct- tion material. It will of course be under- 55 
ed at low cost. _ . . stood that the marble dust is applied while 
In reading the followin speci?cation, it the ?rst coating is still soft enough to cause 

will be observed that othero jects and advan- the dust to adhere to the surface. - 
tages are prevalent. It will of course be understood that when 

‘.5 In the drawings :-— _ ~ . paint or lacquer is to be used as the binding 60 
Figure 1 represents a fragmetary front ele- agent, such paint will color the same, that is, 

vational view of a canvas sheet partly coated if the paint is colored. If the binding agent 
with the surfacing material. is colorless, then a suitable coloring agent can 

Fig. 2represents one of the blocks out from be added with the sand and binder being 
30 the Sheet- " ‘ mixed together, and it is desired to have these 

Fig. 3 represents ,a front elevational view compositions colored. 
of a portion of a Wall constructed with the As is shown in Fig. 1, the completed Sheet 
blocks shown in Fig- 2- _ ~ _ can be cut on the dotted line into blocks, the 

Fig. fl represents a front elevational View shape such as is shown in Fig. 2 or in any 
15 of a wall constructed with the parts shown “other suitable or desirable shape. 79 

in Figs.,2 and 3, and further showing the It can now be seen that the individual 
manner in which different colored blocks ccan blocks which are generally referred to by 
be aFranged- ’ ~ numeralx7, can be applied by some suitable 

Flg- 5 represents a fragmentary Vertical adhesive to wall boarding or any other wall. 
sectional view through a wall constructed in surface 8 in the manner shown in Fig. 3 or '5 
accordance with this invention. . in Fig, ‘Land as will be seen from these 

Fig. 6 represents a perspective View Of the ?gures, the exposed portion of the wall sur 
blOek Shown in Fig- 2 Coated With marble face will represent mortar placed between 
dust- _ _ - _ _ the bricks or blocks, so that the surface has . 

Referl‘lng t0 the drawlngs Wherelll llke 1111- the appearance of a wall constructed of brick 8“ ' 
merals designate like parts, it can be seen that and mortar, While Figs. 3 and 4 represent 
numeral 5 represents. a Strip of canvas of any brick work, it is to be understood that the ele- _ 
desired length and breadth-_ _ . ments generally referred to by numeral 7 can 
Numeral 6 represents a coating applled'to be of other shapes Without departing from 

the canvas 5, and this coating is made up Of the spirit and scope of this invention. 
a composition of quarry sand with paint, While the foregoing speci?cation sets 
lacquer 01‘ glue as a binding agent At this forth the invention in speci?c terms, it is to ‘ 
POiIlt, it is to be HIIdGI‘StOOd that the afore- be understood that, numerous changes can be . 
mentioned strip 5 which is preferably of resorted to in the shape, size and materials 

5 canvas, can be of any suitable material such involved. ~ 

O 
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Having thus described my invention, what 
I claim as new is :— “ 
The herein described method of coating a 

?exible sheet which is to be cut into pieces to 
5 form an imitation brick wall comprising 

applying a mixture of sand and paint ma 
terial to a surface of the ?exible sheet, then 
coating the surface, after the same has dried 

' to a certain extent, with stone dust, and then 
0 trowelling the surface to cause some of the 
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sand to appear through the dust. 
In testimony whereof I a?ix my signature. 

' ANDREW JASINSKI. 


