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To all whom it may concern; 
Be it known that I, HERMAN D. OSGOOD, 

of Somerville, in the county of Middlesex and 
State of Massachusetts, have invented a new 
and useful Improvement in Window-Screens, 
which improvement is fully set forth in the 
following speci?cation and accompanying 
drawing, in which 
Figure l is a front view (or view looking 

from Within the room) of a window-screen 
embodying my invention. Fig. 2 is a vertical 
section of the same. Fig. 3 is a plan of cer 
tain parts of my invention, broken in some 
places in order to better represent it in de 
tail. Fig.» 4 is a horizontal section of the 
moldings attached to one side of the window 
frame. Fig. 5 is a horizontal section of the 
moldings attached to the other side of the 
window-frame, and also a section of a portion 
of the screen. . 

Similar letters of reference indicate corre 
sponding parts. ' ' ' 

The object of my invention is to furnish a 
window-screen which will thoroughly accom 
plish its object, and which can be operated in 
a manner similar___to the operation of a cur 
tain. “‘ ~ 

In the drawings, a represents a roller (a’ 
being the spindle) similar to the ordinary 
spring-rollers used for curtains. This roller 
a is placed inside the window, usually in 
front of the curtain, if there be one, and is 
attached to the‘ window frame or casing 17. 
c is the screen, usually made of ‘ordinary 
netting. Upon each side of the screen a 
double cloth, 0’, is sewed, and in each piece 
0' a seam is made, forming a pocket, 0”’, ex 
tending the entire length of the cloth 0’. In 
each of these pockets'c’” is a cord, d, extend 
ing the length of the curtain. , 

It will be noticed that, in order to prevent 
the cords and pockets from “bunching” when 
the screen is rolled up, the roller a is made a 
tri?e short, so as to. leave space for the accu 
mulating cords. ‘ 

d’ is a tube, placed in the pocket 0'”, and 
around the cord (itv at the lower end of the cur 
tain, This tube is necessarily short, usually 
metallic, and is intended to give stiffness and 

shape to the curtain. By means of its shape 
it ?ts into the groove formed by the mold 
ings, and allows the cord to pass through it 
and be attached to the lower pocket or stick. 
It is not absolutely necessary to the inven 
tion, and I propose to use it or leave it out, 
as desired. 

0” is the lower pocket of the screen con 
taining the “stick.” It may be provided with 
a knob or handle, or with a catch, to hold it 
down, 800. e e are moldings, two being upon 
each side, made in the shape shown in the 
drawing, so that a space, tube-shaped, is pro 
vided for the edge of the screen holding the 
cord d and tube d’ to run in. By thus keep 
ing the edges of the screen con?ned in the 
grooved moldings e e the screen is kept smooth 
and in shape. The moldings may be screwed 
directly to the wood-work, or they may be at 
tached to a plate, f, Fig. 4, and the plate 
fastened to the wood-work. This latter method 
facilitates applying the moldings to the win 
dow. 
By making the two moldings upon each 

side in such a manner that the interior of each 
pair of moldings is in the shape of a tube, a 
space for the pocket and cord is provided; 
and as the two moldings on each side do not 
quite touch at the edges nearest the center 
of the window, a space is provided for the 
screen to run in. 
g and h are pieces attached to the wood 

work in front and behind the screen, intended 
to leave just space enough for the screen, 
without giving an opportunity for the entrance 
of insects. These pieces or bars 9 and h may 
he of wood or other material, or they may be 
made of wire-netting, as deemed most prac 
ticable. 

It will thus be seen that the operation of 
both sashes of the window is left unimpeded, 
and the screen held constantly smooth and in 
shape, whatever its position may be. A chain 
or similar article may be used instead of a 
cord, if desired. 
Having thus fully described my invention, 

what I claim, and desire to secure by Letters 
Patent, is 

1. The screen 0, provided with the cloth 0’ 



107,8“ 

upon each side, pockets 0"’, and cords d, sub 
stantially as and for the purpose herein set 
forth. 

2. The screen 0, provided with the cloth 
edges 0’, pockets 0”’, cords d, and tubes d’, 
substantially as and for the purpose above de 
scribed. 

3. In combination with the screen 0, pro 
vided with the pocket 0'” and cord d, the short 
roller a, made shorter than the width of the 
screen, for the purpose of giving space for 

the thick edges and cords, substantially as 
above speci?ed. 

4. In awindow-screen having screen a, pro 
vided with pockets 0”’ and cords-d, a pair of 
moldings, the interior of which forms a tube, 
having a space of sniiicient width to allow of 
the entrance of the said screen, substantially 
as and for the purpose above set forth. 

Witnesses: HERMAN D. OSGOOD. 
HENRY W. WILLIAMS, 
B. W. WILLIAMS. 


