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IND'ICATING‘ DEVICE 

to, 

This invention relates to improvements in 
indicators and has for one of its objects to 
provide an improved device of simple and 
practical construction whlch may be used in a 

5 household for the purpose of indicating the 
contents of a wash which is to be sent to a 
laundry so that the laundered contents may 
be checked for possible missing pieces when 
returned to the household. 

10 ' ' ' Another object is to provide an indicator in 
which each of a plurality of slides is associ 
ated with indicia representing different ar~ 
ticles of clothing and the like and wherein 
each slide is adjustable so as to indicate the 

15' number of articles that have been sent to the 
laundry. 
The above and other objects will appear 

more clearly from the following description 
-_.when taken in connection with the accom— 

20 p‘anying drawings which illustrate preferred 
embodiments of the inventive idea. 
In the drawings :— 
Figure 1 is a front elevation of one form 

-of indicator constructed in accordance with 
25 the invention. 

Figure 2 is a fragmentary horizontal sec 
tion therethrough. 
Figure 3 is a vertical section on the line 

..3.-—3 of Figure 1. , 
Figure 4 is a view similar to Figure 1, 

partly broken away, and showing a different 
form of the invention. , 
Figure 5 is a horizontal section through 

the indicator of Figure 4. 
35 ' Figure 6 is a fragmentary rear elevation. 

Figure 7 is a fragmentary vertical section 
through the device of Figure 4, and 

Figure 8 is a view similar to Figure 7 
showing another alternative construction. 
In the form of the invention shown in Fig 

ures 1 to 3 the indicator comprises a base 10 
made of heavy cardboard or other suitable 
material and upon which is mounted a front 
plate 11 of light metal or the like, the ends 

45 of the plate being bent as indicated at 12 to 
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engage the base 10 and maintain the same in 
cooperative relation with the plate. For a 
major portion of the length of the plate 11 
the'same is provided with a series of longi 
tudinally extending slots 13 and each two ad- ‘ 
jacent slots combine to form a strip 14 hav~ 
ing numerical indiciathereon preferably ar 
ranged progressively throughout the length 
of the strip. On the plate 11 at the left of 
the series of slots 13 the column of indicia 16 
is printed or otherwise applied, this column 
containing the names of various articles of 
clothing and the like and each name being 
disposed substantially opposite one of the 
strips 14 so as to beindividual thereto. A11 
indicating slide 17 is mounted upon each of 
the strips 1e and is grooved along its upper 
and lower edges as indicated at 18 to receive 
the edges of said strip whereby the slide is 
held in position thereon. A sight opening-is 
formed in each slide so that the numerals on 
the strip are visible as the slide is adjusted to 
register the opening therein with one of the 
numerals 15. A ?ngerpiece 20 extends later~ 
ally and forwardly from each slide 17 so as 
to afford a grip whereby the slide may be 
moved along its strip. Thus in assembling a 
wash to be sent away to laundry the slides 
corresponding to the various articles con- 
tained in the wash are adjusted‘along their 
respective strips to register the openings 19 
in the slides with the umerals on the strips, 
thus indicating the number of each of the. 
articles sent away so that when the contents 
are returned the same may be recounted for ’ 
the purpose of checking for possible missing 
articles. . . . 

In Figure 4 the device is shown as com 
prising a base 21 upon which is mounted the 
front plate 22 and a backing 23; the base and s‘ 2 
front plate being spaced slightly from each 
other. In the right hand portion of the 
base 21 the same is provided with a plurality 
of slots at and co-extensive with said slots 
and arranged adjacent thereto is another 90 
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series of slots 25 formed in the plate 22. 
Also formed in said plate at the left hand 
extremities of the slots 25 is a single elon 
gated opening 26 which extends transversely 

-‘;of said slots and the purpose of which will 
‘presently appear. A column of indicia 27 
similar to the column 16 is applied to the 
plate 22 at the left of the opening 26 and 
each word of said column is opposite the 
space between two adjacent slots 25. 

Associated with each of the slots 25 and 
mounted for sliding movement upon the base 
21 is an elongated slide 28 which is disposed 
in the space between the base and front plate. 
Each slide is provided adjacent one end and 
along its longitudinal edges with lateral 
?anges 29 which extend into adjacent slots 
'24 formed in the base 21 so as to support the 
slide for movement on said base. At the ex 

go tremity of the slide adjacent said ?anges the 
same is provided with a forwardly extend 
ing ?ngerpiece 30 which projects through the 
associated slot 25 so as to afford a means 
whereby the slide may be moved back and 

25 forth. Numerical indicia 31 are printed or 
otherwise applied to the front face of each 
slide 28 and after the latter is adjusted the 
numerals thereon will appear through the 
sight opening 26. Thus the slide individual ’ 

30 to any one of the articles indicated in the 

C) 
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column 27 may be adjusted to show through 
the opening 26 the number of such articles 
which have been sent to a laundry. 
In the form of the invention shown in 

Figure 8 the front plate 22 and the slides 28 
are of the same construction as described in 
connection with Figure 4. However, the 
base 21 and backing 23 of the latter embodi 
ment are dispensed with and in their places 
there is substituted a base plate 32 which is 
provided at intervals with longitudinally 
extending ribs ‘33' that engage the rear face 
of the plate 22 and thus cooperate therewith 
to form channels in which the various slides 

~ 28 are movable. 
What is claimed is : 
1. An indicator including a base having 

longitudinal slots therein, a front plate 
spaced from said base and also having longi 
tudinal slots adjacent the slots in said base, 
said front plate also having an opening con 
tiguous to the slots therein and extending 
transversely thereof, indicia on said plate 
substantially opposite said slots, and a plu 

" rality of slides disposed in the space between 
said base and plate and each having guide 
?anges engageable in adjacent slots in said 
base, each slide being provided with indicia 
visible through said opening and with a 
?ngerpiece projecting through a slot in said 
plate. 7 

2. An indicator including a base having 
spaced longitudinal slots formed therein, a 
backing secured to one side of said base and 
'closing said slots onsaid side, a front plate 
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on the other side of said base and also having 
slots adjacent the slots in said base, indicia 
on said plate substantially opposite said slots, 
and a slide mounted in each of the slots in 
said base and having indicia thereon, said 
plate having means adjacent the slots there 
in through which the indicia on each slide is 
visible as the latter is moved in its slot in 
the base. 
In testimony whereof we have a?ixed our 

signatures. 
MAX HEIDECOR-N. 
CHARLES J. MILLER. 
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