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The present invention consists of a. luggage 
carrier which is especially adapted for use by 
women and has for an object the provision of 
a multi-compartment carrier which will hold, 
in an Y accessible position, wearing apparel, 
toilet articles, and other miscellaneous items 
forming a part of the luggage or baggage to 
be transported in the carrier. ‘ 
Another object of the invention is to pro 

vide a carrier, the body and lid of which are 
equipped with a series of pockets ‘to conven 
iently hold articles of various miscellany, the 
pockets being so arranged that ample space is 
provided for the packing of larger articles, 
especially the wearing apparel, compactly 

’ and'in a facile manner. 
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A further object of the invention is to pro 
vide a lady’s luggage carrier formed to pro 
vide suitable compartments for wearing ap 
parel, toilet articles, etc, and includes a pock 
et carrying leaf hinged in the carrier lid, 
which in itself is adapted for certain uses 
hereina?er set forth and which is also pro 
vided with a series of pockets; 
Other objects of the invention will be ap 

parent from the following description ofthe 
present preferred form of the invention, 
taken in connection with the accompanying, 
drawings, wherein 

Fig. 1 is a perspective view of a luggage 
carrier, constructed in accordance with the 
present invention, shown in an pen posié 
tion; ‘ ‘ 

Fig. 2, is a vertical sectional view of the 
luggage carrier in a closed position; 

Fig. 3 is a detail, fragmentary plan view 
of the body of the luggage carrier, con 
structed in accordance with the present in 
vention; 

Fig. 4 is a perspective view of the dress 
carrying packet, constructed in accordance 
with the present invention; . 

Fig. 5 is ‘an end elevational view of the 
same; and, ' 

Fig. 6 is an vend elevational view of the 
luggage carrier lid, showing the interior 
structure thereof opened out. 
The luggage carrier constructed inaccord 

ance with the present invention includes a 
body portion '7 and a lid 8, the latter being 
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hinged to the body in a manner well known 
in the art. ‘In the present instance the car 
rier is shown to be of oblong con?guration, 
although it is to be understood that it may 
be of any other desired contour and may be 55., 
made of leather or other suitable material. 
The body 7 of the carrier is provided with 

a marginal'row of pockets, which are of a 
depth co-extensive with the width of the‘ 
body. The pockets at the sides and ends 6,0 
of the body, designated 9, are each formed‘ 
by stitching or otherwise securing the-ter 
minals of a strip or sheet of fabric to the in 
ner face of a wall of the carrier body, as 
indicated at 10, and by stitching or other 
wise securing the inner terminal of the strip 
or sheet to the inner face of the bottom wall 
of the carrier, as indicated at 11. It will be 
noted upon reference to Fig. 2 of the draw 
ings, that by securing the lower margin of 73 
each of said strips to the inner wall or bottom 
of the carrier, when the carrier is in an 

_ open position, as illustrated in Fig. 1 of the 
drawings, a straight pocket is provided 
which is of substantially uniform breadth 7‘? 
through its length. By making the pockets 
straight, not only are they adapted to ac 
commodate a greater number of articles, but 
in addition, the articles may be retained on 
end in the pocket to render them readily 30 
accessible. I , ' 

The pockets at one end of the carrier are 
especially: adapted for the reception of spe 
cial‘articles. One of'the pockets is adapted 
to receive shoes 12, which are preferably 85 
packed, in a horizontal position. Another of 
said pockets is formed to be adaptable for 
the reception of a toilet vcase 13. The toilet 
case may be used on a common carrier, such as 
a railroad train, for carrying articles to the 90 
dressing-room to avoid the necessity of tak 
ing the more cumbersome luggage carrier. 
It is preferred thatrthe pocket which is 
formed at the top of the carrier, when the 
latter is in theposition shown in Fig. 2 of 95 
the drawings, extend from one terminal row 
of pockets to the other, to provide ample 
storage space for the reception of hats, des 
ignated 14. Consequently, when the carrier 
is being carried by the handle. 15a, or is in 1'39 
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an upstanding position, as shown in Fig. 2, 
the contents of the carrier will gravitate 
away from the hats to prevent crushing of 
the latter. 
The lid 8 of the carrier is equipped with a 

hinged panel or leaf 15, which lies com 
pletely within the plane of the lid and by 
reason of the construction of the hinge em 
ployed for engaging the leaf with the lid, is 
appreciably spaced from the latter. In this 
way a storage space is provided for the ac 
commodation of miscellaneous articles, which 
are desired to be retained in their relatively 
?at position, such as photographs, drawings, 
etc. The panel 15 is equiped with sub-panels 
16, each of which latter is hingedly mounted 
on the panel 15 and is provided with a series 
of pockets 17, which are of various sizes and 
are adapted for use in carrying ?at articles. 
The free ends of the sub-panels are con 
nected to the panel 15, by ?exible strips 18, 
which may be made of elastic, if desired. As 
shown to advantage in Fig. 6, the strips 18 
limit the extent of movement of the sub 
anels away from the main panel. The space 
hind the sub-panels 16 may be used to ac 

commodate coat hangers or like articles. 
The upper of the sub-panels is equipped 
witha pin-receiving tab 19, adapted to carry 
pins, especially safety-pins, in a readily 
accessible position. 
The pockets 17 are stitched or otherwise 

secured to the sub-panels and it will be noted, 
especially upon reference to Fig. 2 of the 
drawings, that the lower row of the pockets 
is spaced from the hinged margin of the sub 
panel which carries the same, so that the 
contents of these pockets will not come in 
contact with the contents of the carrier body. 
It has been found that article-containing 
pockets which are mounted on the lid of a 
luggage carried are inconvenient or unde 
sirable because the contents thereof gravi 
tate to the bottom of the pocket, while the 
carrier is being packed, with the result that 
the contents of said pockets must be ad 
justed before the lid can be closed on the 
body. The present arrangement eliminates 
the necessity of adjusting the contents of the 
pockets. It will be noted that the panel and 
subspanel may be secured from displacement 
in the lid by snap-fasteners 20, which are 
carried by the lid and are engageable with 
complemental fastening elements which are 
carried by the outer or upper of the sub 
panels, as shown in Figs. 1 and 2. 

In order to limit the relative movement. of 
the lid 8 with respect to the body 7 of the 
carrier, ?exible straps 21 are provided one 
end of each of which is anchored on the body 
7 and the opposite end anchored on the lid 
8,as illustrated to'advantage in Fig. 1. These 
straps are of more or less conventional de 
sign, but provision is made to flex or fold the 
same inwardly in the carrier when theilid is 

‘will parallel the longitudinal 
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closed on the body, to prevent the straps from 
being exposed between the meeting edges of 
the body and lid. The means employed for 
folding the straps inwardly consists of elas 
tic means, generally designated 22, which is 
secured to the straps 21 and to the body 7. 
The particular elastic means illustrated in 
Fig. 1 of the drawings consists of a. strip of 
elastic equipped with pins 23, in the ter 
minals thereof, which may be engaged with 
the straps 21 approximately midway the ends 
of the latter. An intermediate portion of the 
strip carries pins 24, which are secured to 
the inner wall of the body 7. Consequently, 
when the lid is closed on the body, the straps 
21 are automatically urged inwardly in the 
carrier. It is, of course, to be understood 
that the elastic strip 22 is shown for pur 
pose of illustration only, since various means 
may be employed to fold or ?ex the straps 21 
inwardly, in accordance with the teaching of 
the present invention. 
As is apparent from Fig. 1 of the drawings, 

the provision of a marginal row of pockets 
in the body of the carrier provides a central 
space 25, which is especially adapted for the 
reception of a dress packet, generally desig 
nated 26, constructed in accordance with the 
present invention. The packet, as illus 
trated to advantage in Figs. 4 and 5 of the 
drawings, consists of a base sheet 27 which is 
made of any suitable ?exible material and 
has superimposed thereon a ?exible clothes~ 
press 28, which is especially adapted to re 
ceive dresses and to retain the same in a pre 
determined folded or pressed condition. The 
clothes-press consists of an integral sheet 
which is folded along its longitudinal center 
and is stitched or otherwise ?xedly secured 
to the base sheet 27 along a. line parallel to the 
longitudinal axis of said sheet. .Consequcnb 
ly, when the press is in a folded or closed po 
sition, as more fully hereinafter set forth, it 

7 axis of the base 

sheet. The ends of the press are spaced equi 
distantly from the terminals of the base sheet 
to permit said terminals to be folded in over 
the terminals of the clothes-press preparatory 
to rolling the packet into a bundle which com 
plements the space 25 of the body of the car 
rier and is insertable therein. In using the 
packet, it will be found that one or more. 
dresses, as indicated at 29, may be inserted 
between the lower ?ap of the clothes-press 
and the upper face of the base sheet 26. while 
space for the accommodation of one or more 
dresses is provided between the upper face of 
the lower flap and the lower or inner face of 
the upper flap of the clothes-press. The 
lower or inner ?ap of the clothes—press is 
equipped with a series of fastening elements 
30, which complement and are adapted for 
engagement with fasteners on the face sheet 
27 . correspondingly, fasteners 31 are pro 
vided on the outer or upper ?a p of the clothes- _ 

80 

86 

90 

95 

m3 

110 

115 

120 

125 



15 

25 

30 

35 

40 

45 

50 

55 

69 

65 

‘gained to some particular article. 

1,884,402 

press which are adapted for engagement with 
corresponding fastening elements on the 
lower or inner ?ap of the clothes-press. It 
is the purport of the present packet to receive 
dresses which have been folded longitudi 
nally to preserve the crease~lines made by 
pressing, to maintain plaits in proper posi 
tion, etc. After the dresses so folded have 
been engaged between the clothes-press, the 
lateral margins of the base sheet 27 are folded 
over into superimposec relation to the 
clothes-press, following which the terminals 
of the sheet between the clothes-press are 
folded into engagement with the latter. The 
packet may then be rolled and inserted in the 
space 25, or, if desired, articles of apparel 
which are to be laundered, or miscellaneous 
articles, such as slippers, shoes, etc, may be 
enveloped in a- fabric sheet and mounted on 
the packet and the latter rolled, thereby pro 
viding a core 32 to prevent the helices of the 
rolled packet from collapsing and eliminat 
ing the possibility of the dresses being 
wrinkled. Although the packet is especially 
adapted for use with the carrier of the pres 
ent invention, it is nevertheless to be under 
stood that the packet may be used apart from 
the carrier to retain dresses folded, especially 
where space is not provided to suspend the 
same on hangers, or for extra dresses not 
needed enroute when hangers'are used. 
A luggage carrier provided in accordance 

with the teaching of the present invention 
provides ample space to contain the many 
articles necessary to be taken by a woman on 
a journey of any appreciable duration. The 
articles are so segregated and retained in the 
carrier that access may be gained thereto ex 
peditiously and in a facile manner, eliminat~ 
ing the necessity of removing a number of 
articles from the carrier before access can be 

Further 
more, the provision of the dress packet and 
particular manner of mounting the same in 
the luggage carrier of the present invention 
permits removal of the packet and use of the 
dresses contained therein without pressing, 
for reasons already set out herein. Hats may 
be carried conveniently and safely in a man~ ‘ 
her already herein set out. The present in 
vention therefore, makes provision for carry 
ing all articles in one carrier to eliminate the 
necessity of carrying more than one piece of 
baggage to transport various articles of wear? 
ing apparel and toilet, which are customarily 
required by women. 

It is of course to be understood that various 
changes may be made in this invention, es 
pecially in the details of construction, propor 
tion and arrangement, within the scope of the 
claims hereto appended. 
What is claimed is: 
1. In a suitcase, a body, a lid hinged to said 

body, a main panel in said lid hingedly 
mounted along its edge adjacent the hinge 

3 

connection of the lid, sub-panels hinged to 
the main panel in spaced relation to the 
hinged edge thereof for movement into posi 
tion adjacent the main panel, and pockets 
carried by the outer faces of the sub-panels. 

2. In a suitcase, a body, a lid hinged to said 
body, a main panel in said lid hingedly 
mounted along its edge adjacent the hinge 
connection of the lid, sub-panels hinged to the 
main panel in spaced relation to the hinged 
edge thereof for movement into position ad 
j acent the main panel, means yieldably resist 
ing movement of the sub-panels away from 
the main panel, and pockets carried by the 
outer faces of the sub-panels. 
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