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'l`he invention relates to jewelry and metal 
personal' wear embodying gems, stones and 
ornamental settings. 
The invention relates more particularly tov 

the setting, whereby the gem and ornament 
are retained in place. In the embodiment il 
lustrated a ring is shown. However, it is to 
be understood that the invention is designed 
for jewelry and articles of every variety pro 
vided with settingsand ornaments, as will be 
obvious from the following description, ref 
erence being had to the accompanying draw 
a 

mg, in which: 
Figurel is a perspective view of a ring' il- - 

lnstrative of an adaptation of the invention. 
w li'ig. 2 is a central circumferential sectional 

view thereof on the line 2-2 of lFig. 3. 
- Fiig, 3 is a transverse sectional view on the 

line 3-8 of lFig. 2. ' 
H ig. f: is a detail'perspective view, the ps 

separated and disposed in relative or 
er., a 

Corresponding and e parts are referred 
to in the following description d designated 

the several views of the drag by like 
reference characters. ~ ` - 

The numeral f designates a body to which 
the invention is a plied., As shown, the body 
ÍL is of annufar oation and constitutes a 
ring which is widened ata point in its cir 
cumferential length, as illnstrated at 2., a The 
widened portion 2'has a dat face 2' which rs 
cnt away, as at 3, › ` 

1h ?ffttme 4|: lS W the face 2,; Of the'wld an ?nwaräly ledge having Pápßs Sep_ 
ened portion and is soldered or otherwise se 
cured thereto. The frame d iaformed with 
an inwardly disposed ledge 5 which constr 
tutee a rest for a gem 6 or other form of orna 
ment, stone or the like. A bezel 7 projects 
outwardly from the frame 4 and engages the 
edges of the gem 6 and is adapted to be bent 
thereagainst. Notches 8 are formed at oppo 
site points in the ledge 5 of the frame 4. ¬ 

_ A metal ornament 9 is placed against the 
gem 6 and is formed with tongues 10 which 

¬ project rearwardly andare bent inwardly as 
at 10' around the bottom of the gem 6, and 
rest in the notches 8 and bear upon the face 
2'. When the ornament 9 has been applied to 

'the gem 6 the latter is pressed into the 'frame 
4 and engages the ledge or seat 5 and obtains 
a snug ?t within the- bezel or projecting 
part 7. 
After the gem 6 with the attached orna-y 

ment 9 has been ?tted to the frame 4 the orna- , 
_ment 9 is further secured by soldering the 
tongues 10to the bezel 7 of the frame et; 
While the invention is particularly de 

signed for ?nger rings, it is to be understood 
that it may be readily adapted to metal per 
sonal wear and articles of every description 
provided with jeweled settings. 
VV hat is claimed is: 
l. The combination with a body provided 

with a cut away portion, a frame mounted ' 
upon the body in line with the cut away por 
_tion thereof, said frame having notches 
opposite points, a gem seated within the 
frame, and an ornament applied to the face i? 
of the gem. and provided at opposite points 
with tongues which are bent about the gsm 
and are received the notches of the frame 
and secured to the frame. 

2. 'l`he combination with a y having a 
p portion cut away, of a frame secured to the 
body oposite the cut away portion and pro 
vided with notches, a gem seated within the 
frame, and an ornament on the gem inserted I 
into the said frame and provided with 
tongues which enëge the notches of the 
frame. f ~ - > 

3. l?n combination, a frame provided with 

arated, said frame having an outwardly pro 
-Jiecting portion, a gem seated upon the in 
wardly disposed ledge and within _the ont 
wardly projecting part of the frame, .and an 
ornament disposed upon the gem and at 
tached to the outwardly vprojecting par-'t of 
the frame and formed With tongues-which are 
accommodated in the spaces formed between 
the separated parts of the said inwardly dis 
posed ledge. 

lit) 

4. The combination with a body having a l 
portion cut away, a frame secured to the body 
opposite the cut away port-ion and comprising 

. an inwardly disposed ledge having portions 
cut away and including an outwardly dis '100 
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posed beze1,›a gem seated within the frame 
upon the ledge thereof, and an ornament 
placed against the gem and having tongues 
accommodated in the cut away portions of 

5 the frame and secured to the latter. 
In testimony Whereof I have hereunto set 

my hand. 
EDWARD J. SCHNARR. 


