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The invention described , herein may be 
manufactured and used by or for the Gov 
ernmentJ for governmental purposes, without 
the payment to me of any royalty thereon. 

5 The present invention relates generally to 
wearing apparel and more particularly to im 
provements in body garments of the type 
worn by aviators which are best adapted to 
retain the warmth of the body and contribute 

1o to the convenience and protection of kthe 
aviator. 

It is an object of the present invention to 
provide a flyin suit which shall incorporate 
>improvements esigned to overcome in a most 

15 satisfactory manner the diverse conditions 
with which an, aviator comes in contact when 
flying, inasmuch as the body is generally ex 
posed not only to the ,penetrating atmos-> 
pheres but also to the high wind velocity. 
A further object of the present invention 

is to provide in a flying suit having separable 
portions forming openings, continuous inter 
locking fastening means secured to the meet 
ing edges of said portions to intimately unite 

23 said portions, thereby effecting a continuous 
closure of said openings throughout the en 
tire length thereof and to provide additional 

y means for effectively sealing said openings 
against the i`ngressof air. . 

33 A further object of the present invention 
is to provide a body garment having arm 
and leg portions and means secured‘ad1acent 
the exposed ends of said respective portions 
adapted to cooperate withv separate means 

33 secured adjacent the open end of an unat 
tached protecting element, such as the gloves ` 
or boots, to effectively seal said aforemen 
tioned portions against the ingress of air. 
A further object of the present invention 

43 is to provide a flying suit of this character 
and having means for effectively sealing the 
exposed ends of the arm and leg portions 
against the admission of air by the provision 
of strips of pile material, such as cloth or 

45 fur adjacent the open ends of said arm and 
leg portions and adjacent the open ends of 
the unattached protective elements, said por 
tions, and elements adapted to be prolon ed 
past one another to form broadly overlappmg 

50 sections with the fibers of said material c.ose 

» descr 

1y intermeshed throughout the entire len h 
of said section to form a continuous unbro en 
air seal. „ . 

«A further object of the present invention 
is to provide a flying suit~of the character 55 

i ed, the collar portion of which when 
inraised position cooperates with the helmet 
of the wearer to e form an air _seal which 
prevents air penetrating through said collar 
opening, said collar kbeing provided with 60 
means to maintain the same in raised position 
and under tension against the helmet of the 
aviator. 
With the above and other objects in view, 

the invention resides in the combination and 55 
arrangement of parts and in the details of 
construction hereinafter described and 
claimed, it being understood that changes in 
the precise embodiment of the invention here~ 
in described may be made within the scope of 70 
what is claimed without departing from the 
spirit of the invention. ' 
In the accompanying drawings: 
Fig. lis a view showing the improved suit 

with the various Darts turned back in the 75 
interest of clearness tov disclose the coopera 
tive relation between the suitper se and the 
unattached protective elements. ` . 

Fig. 2. is a sectiontaken on the line'2-2 

of Fig. 1.` , v ` , ' d Fig. 3is a modified form of suit, having the 

air seal construction in accordance with the 
principles of the invention. . 
Fig 4 isa detail view of the collar arrange- ‘ 

ment of the suit shown in raised position.  85 
Figs. 5 to 9 inclusive illustrate in detail ’ 

modified forms of construction of a section 
simil'ar to that shown in Fig. 2 and of-the 
various ways in which the sealing feature, 
in accordance with the rinciples of the in- 90 
vention, may be al'ipliedpthereto.l p 
Referring more particularly to the draw 

ings, wherein corresponding vparts arel desig 
nated by like numerals throughout the several 
views thereof, the garment in the preferred 96 
embodiment of my invention herein illustrat 
ed comprises generally a body portion 10, . 
arm portions 11 and leg‘portions 12. The 
body portion 10 is open down the> front, but 

80 

is adapted tol be quickly and conveniently- 100„ . 



2 . 

closed by a- single movement ofthe .slider 13 
of thefj hooklessseparable fastenin elements 
14 and15, now known commercia ly, which 
are ca'rried on strips 16 and 17 respectively 
and secured to the meeting edges 18 and 19 
of the opening of the garment to thus in 

A timately unite the separable portions and 

10 

15 

eil’ect a continuous closing of the front open-A 
ing throughout its entire length. A flap 20 
attached to the one side 21 ofthe _ 
portion of the garment and secure along the 
meetin edge 18 of the opening, as shown in 
Fig. 2, 1s so arranged as to be prolonged past 
the opposite edge of the opening as indicated 
to thus form with the opposite portion 22 

' broadly overlapping parts .23 and 24 respec 
tively. The garment, as illustrated, may be 
lined with any well-known pile material, such 

Y as fabric, fur, or the like, having inclined and 
projectin hair-like fibers vforming soft sur 
faces asil ustrated.- The pile material, which 
may form a lining for the garment, may be 
secured to the inner edge of the ílap and 
adapted to extend around the outer edge 25 
and to be folded over and secured to the o  
posite face 26 of the flap. The -lining of t e 
opposite portion 22 is adapted to` extend be 
yond the outer edge 25 as shown. As a re 
sult, therefore, of this construction, it will be 
'apparent as Yclearly illustrated in Figi. 2, that 
the fibers ofthe pile material of t e over 
lapïd parts 23 and 24 will be closely inter 
mes ed to effectively seal the s ace between 
such parts against the ingress ofp 
etrating atmosphere. - 

Y In a like manner, the leg and arm portions 
which maybe of the open type, having hook 
less separable fastening elements for closing 
the said opening, j are completely sealed 
>against the lngressgof air. The construction 
of the openingsfor the arm and leg portions 
is similar to that described for the> opening in 
'the front ofthe b'ody portion of the garment 
and for that reason the description of the one 
will suilice' for lall. ^ ' 
Tofurther seal the open ends 27 and of 

' the arm aiid leg portions against the ‘ingress 

55 

of air, the inner lining 29 of they arm portion» 
11 'as illustrated, is adaptedyto be overlapped 
'around the outer end of the arm portion, as 
illustrated in Fig. 1A, for a considerableßis 
tance. In a like manner the cutis of the 
gloves are adapted yto extend beyond the outer 
ends of the arm portion, the lining 30 of which 
is adapted to be yintermeshed with the over 
lapped part of the arm portion’to thus eii'ec- , 

, Atively seal the arm portion against the ingress 
of air. . 
As will be’ noted, the reverse order will 

serve the purpose equally as well, as indicated 
in Fig. 1 wherein the boots are provided adja 
cent their outery ends with strips of pile mate 
rial similar to the lining ofthe garment and 
adapted to be overlapped with the inner lin 

‘the opening. 

iâpper body'v 

air or a pen~ 
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ing of the leg portion and thus effectively seal 

As shown in Fig. 4, the neck portion 31 of 
the arment is provided with a lined collar, 
whic when in raised- position as indicated, 
is adapted to closely hug the'helmet of the 
wearer. To maintain the \collar snugly 
against the head there is provided thereon 
an adjustable strip 32\which may be of elastic 
material sewed to each side of the collar as 
illustrated,'which can be raised and passed 
over the head of the _wearer to thereby hold 
the collar close _to the neck and prevent its 
sagging when turned up. 
As shown in Fig. 5, t e inner face 33 ofthe 

flap only may be ' rovided with pile material, 
which is adapte to cooperate with the op 
posed face of the portion 23 to effect a seal 
ing medium. Conversely the fibers of the 
>lined side of;` the portion 23, as shown in Fig. 
6, may be utilized to effect a sealing of the 
spaces between the 'aforementioned over 
lapped parts. i - ` 

In Figs. 7, 8 and 9, the separable portions 
of the garment 10 may ~themselves be over 
lapped with the pile material'arran ed in the 
manner heretofore described and i lustrated 
in connection with Figs. 2, 5 and 6. 
My invention, as applied to a two-piece 

garment as illustrated in Fig. 3, is similar to 
that described with respect to the one-piece 
garment shown in Fig. 1. This garment 
comprises an upper openlbody portion 34 and 
a separate lower body portion 36, the lower 
and u per edge portions of the separate por 
tions ing disposed in yoverlapped relation, 
the upper portion having sleeves 35 attached 
thereto and the lower portion being provided 
with leg portions 37 and 38. The lower body 
portion is also formed with a depending flap 
portion 39 adapted for covering the crotch 
and the center lower front portion of the body 
of the wearer. The íiap -portion 39 is of suit 
able width to give proper fullness at the 
crotch and is of such length as _to extend for 
ward and upward to the up r edge of the 
lower body portion. The s1 e edges 40 and 
41 of the flap portion are integral With the 
meetin inner edges 42 and 43 of the leg por~ 
tions 3 and 38 and cooperate. respectively 
with the outer edges 44 of the body portion 
36 to form continuous meeting edges that 
converge towards the crotch in conformity 
with the inner outline of the leg portion and 
lextend in parallel _relationship throughout 
the remaining portions of their lengths. 
The side edges .40 and 41 of the flap por 

tion and the inner edges 42 and 43 of >each 
leg portion respectively have secured thereto 
a continuous flap 50 of fiexible material, such 
as leather _or the like, which is adapted to eX 
tend laterally-in overlapping relation with 
the outer edges of the lower body portion 36, 
as illustrated in Fig. 2.. The garment may 
have an inner layer or lining of any well-v 
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known pipe material, such as fabric, fur or 
the like, aving projecting hairlike fibres. 
The ile material, which may form a lining 
for tiie garment, may be secured to the inner 
and outer faces of t 
therefore, of this construction it will be ap 
parent, as clearly illustrated in F ig. 2, that 
the fibres of the pile material disposed on the 
overlapped ortions will be closely inter 
meshed to e ectively seal the meeting edges 
of the garment against the admission of air. 
Shoulder straps 51 may be attached to the 
upper edge of the lower body portion as illus 
trated. ' 

Suitable separable vfastening elements are 
provided for readily securing or attaching 
the lower body portion to the wearer and to 
this end two sets of continuous, substantially 
straight meeting edges 46 and 47 extending 
from the lower end of the leg portions 
through the upper end of the lower body por 
tion are obtained and the use of hookless sep 
arable fasteners 48 and 49 similar to those de 
scribed for the one-piece garment shown in 

‘ Fig. 1 is made possible. In view of this ar 
rangement it will be apparent that in joining 
the meeting edges of the garment the over 
lapped portions are adapted to bear toward 
one another with the fibres of the pile mate 
rial closely intermeshed throughout the en 
tire length of the overlapped portions and 
thereby provide an air seal for the meeting 
edges of the garment». 
The meeting edges of the upper garment 35 

are secured together in the manner described 
in connection with Fig. 1 and a descgription of 
one should suffice for both. As will be noted, 
the upper body portion has secured adjacent 
its one side edge a fiap 52 corresponding to 
the fiap shown in Fig. 1 and adapted to coop 
erate with the other side edge of the upper 
~body garment 35 in the manner pointed out 
heretofore. , - 

An outer layer of pile material 53 is secured 
along the upper edge of the lower body por 
tion. When in use the upper edge of the 
lower body portion is adapted to extend be 
yond the lower edge of the upper body por 
tion to form therewith broadly overlapping 
portions with the fibres of the pile material 53 
closely intermeshed with the fibres of the lin 
ing of the upper body portion. To secure a 
close fit when the garment is in use a belt _55 is 
provided on the lower edge of the upper body 
portion and in this manner an intermeshing 
relation of the fibres of the pile material will 
be obtained throughout the length of the 
overlapped portions to obtain an effective air 
seal. ’ 

' Broadly the invention consists in the plac 
ing of fur or other pile material face to face 
between the pockets and on-the pocket flaps, 
between the under and front flap, on the out 
side or inner sides of the body, the 'inner or 
outer leg portions of the garment, the inner 

e fiap 50. -As a result, - 

3 

or outer arm portions, at the wrists, the in 
ner or outer sides of the gloves or other over 
lapping detached protecting elements, or all 
overlapping parts of the coat. 

It will, of course, be understood that vari 
ous changes may be made in the form, details 
and arrangements of the various parts with 
out departing from the scope of applicant’s 
invention. ' 

What I claim is z _ 
1. In a garment, separable sections having 

meeting edges, continuous separable fasten 
ing means for securing said meeting edges 
together throughout their entire length, a 
flap secured to one of' said sections ad]acent 
its edge and extending beyond the edge of 
the other section to form therewith over 
lapping portions, and pile material inter 
posed between said overlapped portions and 
so disposed with respect to said meeting edges 
such that when in use, a continuous air seal 
for the meeting edges of said separable sec~ 
tions throughout the length of said flaps is 
obtained. 

2. In a garment, separable sections, con 
tinuous separable fastening means for secur 
ing the edges >of said sections together 
throughout their entire length, a. flap coex 
tensive with one of said sections and secured 
adjacent the edge thereof, said flap extend 
ing beyond the edge of the other' section to 
form therewith overlapping portions, and 
pile material interposed bet-Ween said over 
lapped portions and secured to one of said 
portions adjacent said fastening means such 
that in joining the meeting edges of said 
sections a continuous air seal for said sepa» 
rable sections is obtained. ` 

3. In a garment, an outer layer of flexible 
material having meeting edges, an inner layer  ï‘ 
of pile material secured adjacent each of the 
meeting edges and along their >entire length, 
one of said inner layers extending beyond 
the edge of its outer layer and adapted to 
overlap the other inner layer with the fibres 
of the pile material in intermeshed relation 
and continuous separable fastening means 
for securing the meeting edges of the outer 
layers together and for maintaining said 
intermeshed relation of said pile material to 
veffect an air seal. 

4. In a garment, an outer layer of flexible 
material having meeting edges, continuous 
separable fastening means for securing said 
meeting edges together, a fiap secured adja 
cent one of said meeting edges along its` 
entire length and extending beyond said edge 
in overlapped relationship therewith, an 
inner layer of pile material secured adjacent 
the other meeting edge, an inner layer of 
pile material secured to said flap, said layers 
of pile material being so disposed with re 
spect to one another as to cause t-he fibres 
of said material to be disposed in intermeshed 
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relation to provide a continuous air seal for 
the meeting edges of said outer layer. 

5. In a bifurcated garment, an open body 
portion, open leg portions united with said 
body portion, a iiap portion depending from 
the crotch of said body portion intermediate 
of said leg portions and adapted to be ex 
tended upwardly to constitute a front por 
tion of said garment, said i'lap portion having 
its side edges forming continuous, substan 
tially straight edges with the inner edges of 
each leg portion, said body portion having its 
side edges forming continuous, substantially 
straight edges with the outer edges of each 
leg portion and adapted when in use. to be 
joined with said first-mentioned continuous 
edges respectively, a iiap having pile mate 
rial secured adjacent the one continuous edge 
of each joint and adapted to overlap the other 
edge with the pile material interposed there 
between and separable fastening means eX 
tending continuously along the outer edge of 
the body portion and each leg portion and 
the inner edges of cach leg portion and the 
side edges of said iiap portion for securing 
the edges of the body portion to the edges 
ot' the flap portion and the edges of each leg 
portion to each other and for maintaining 
said pile material on said flap in continuous 
contact with said other overlapping portion 
to thereby effect an air seal. 

6. In a bifurcated garment, an open body 
portion, open leg portions united with said 
body portion, a flap portion depending from 
the crotch of said body portion intermediate 
of said leg portions and adapted to be eX 
tended upwardly to constitute a front por 
tion of sai-d garment, said Hap portion' hav 
ing its side edges formin continuous, sub 
stantially straight edges with the inner edges 
of each leg portion, said body portion hav 
ing its side edges forming continuous, sub 
stantially straight edges with the outer edges 
of each leg portion and adapted when in use 

` to be joined with said first-mentionedcon 
tinuous edges respectively, .a Íiap secured 
to the one,_continuous edge of each joint 
and adapted to extend beyond the other con 
tinuous edge to form therewith overlapping 
portions, pile material interposed between 
said overlapping portions adjacent said edges 
and separable fastening means extending 
continuously along the outer edge of the 
body portion and each leg portion and the 
inner edge lof each leg portion and the side 
edges of said flap portion for securing the 
edges of the body portion to the edges of the 
flap portionand the edges of each leg por 
tion of each other and for maintaining the 
pile material in continuous contact with said 
overlapping portions'to thereby effect an a1r 
seal. 

7 . In a bifurcated garment, an open body 
portion, open leg portions united with said 
body portion, a flap portion depending from 
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the crotch of said body portion intermediate 
ot said leg portions and adapted to be ex 
tended upwardly to constitute a front por 
tion of said garment, said fiap portion hav 
ing its side edges forming continuous, sub 
stantially straight edges with the inner 
edges of each leg portion, said body portion 
having its side edges forming continuous, 
substantially straight edges with the outer 
edges of each leg ortion and adapted when 
in use to be joinedhvith said first-mentioned 
continuous edges respectively, an inner strip 
of íiexible material secured adjacent the one 
continuous edge of each joint and adapted 
to extend beyond its other continuous edge 
to form therewith overlapping portions, pile 
material secured to one of said overlapping 
portions and> separable fastening means eX 
tendiner continuously along the outer edge 
ofthe Body portion and each leg portion and 
the inner edges of each leg portion and side 
edges of said flap portion for securing the 
edges of the body portion to the edges of the 

70 
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flap portion and the edges of each leg portion ' 
to each other and for maintaining said pile 
material in continuous contact with the other 
overlapping portion to thereby effect an air 
seal. 

8. In a bifurcated garment, an open body 
portion, open leg portions united with said 
body portion, a íiap portion depending from 
the crotch of said body portion intermediate 
of said leg portions and adapted to be eX 
ten-ded upwardly to constitute a front por 
tion of said garment, said flap portion hav 
ing its side edges forming continuous, sub 
stantially straight edges with the inner edges 
of each leg portion, said body portion having 
its side edges forming continuous, substan 
tially straight edges with the outer edges of 
each leg portion and adapted when in use 
to be joined with said first-mentioned con 
tinuous edges respectively, an inner strip of 
fiexible material secured adjacent the one 
continuous edge of each joint and adapted to 
extend beyond its,4 other continuous edge to 
form therewith overlapping portions, pile 
material secured to one of said overlapping 
portions, and separable fastening means ex 
tending continuously along the outer edge ot 
the body portion and each leg portion and 
the inner edges of each leg portion and side 
edges of said flap portion for securing the 
vedges of the body porti-on to the edges of the 
ilap portion and the edges of each leg por 
'tion to each other, said separable fastening 
means being so disposed with respect to said 
overlapping portions such that in joining the 
edges of said garment the overlapping por- 
tionsl are caused to bear against said pile ma 
terial continuously throughout the length of 
said edges to thereby effect an air seal there 
for. ’ . 

9. In a bifurcated garment, an open body 
portion, open leg portions united with said 
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body portion, a ñap portion depending from 
the crotch of said body portion intermediate 
of said leg portions and adapted to be extend 
ed upwardly to constitute a front portion of 
said garment, said flap portion having its side 
edges forming continuous, substantially 
straight edges with the inner edges of each 
leg portion, said body portion having its side 
edges forming continuous, substantially 
straight edges with the outer edges of each 
le portion and adapted when in use to be 
joined with said first-mentioned continuous 
edges respectively, an inner strip of ñexible 
material secured adjacent each of said first 
mentioned continuous edges and adapted 
when in use to extend beyond each of said 
last-mentioned continuous edges to form> 
therewith overlapping portions, pile material 
secured to each of said strips and so disposed 
as to be interposed between said overlapping 
portions, and separable fastening means eX 
tending continuously along the outer edge of 
the body portion and each leg portion and 
the inner edges of each leg portion and side 
edges of said Íiap portion for securing the 
edges of the body portion to the edges of the 
fiap portion and tlie edges of each leg portion 
to each other and for maintaining said pile 
material in continuous contact with said over 
lappin portions tothereby effect an air seal. 

10. n a bifurcated garment, an open body 
portion, open le portions united with said 
body portion, a ap portion depending from 
the crotch of said body portion intermediate 
of said leg portions and adapted to be ex 
tended upwardly to constitute a front portion 
of said garment2 said Íiap portion having its 
side edges forming continuous, substantially 
straight edges with the inner edges of each 
leg portion, said body portion having its side 
edges forming continuous, substantially 
straight edges with the outer edges of each 
leg portion and adapted when in use to be 
joined with said first-mentioned continuous 

5 

formed with separable sections having meet 
ing ed s, continuous separable fastening 
means or securing the meeting edges of each 
of said respective portions together, sealing 
means adjacent the meeting edges of said por 
tions adapted to cooperate lwith said fasten 
ing means in such manner that when joined 
together a continuous air seal of said meeting 
edges is obtained, the upper body portion 
being adapted when in use to form broadly I 
overlapping portions having opposed faces, 
layers of pile material secured to the opposed 
faces of said overlapped portions, and a belt 
secured to the lower end of said upper body 
portion adapted for maintaining the fibres of 
the pile 'material in intermediate relation 
throughout the entire length of said over 
lapped portion to effect a continuous air seal 
therebetween. 

12. In a garment of the type set forth in 
claim l, said garment being characterized by 
having a fur-lined collarl portion, and resil 
ient means on said collar portion adapted for 
yieldably maintaining said collar portion 
snugly against the head of the wearer when 
in a turned-up position to provide an air seal 
therefor. 

13. In a (garment of tlie type set forth in 
claim 1, sai arment being characterized by 
including a ur-lined collar portion, and a 
band of flexible material disposed on said 
collar portion in such a manner as to be read 
ily positioned over the head of the wearer 
to yieldably maintain said collar portion 
snugly against the head of the wearer when 
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in a turned-up position to provide an air 
seal around said collar portion. 
In testimony whereof I aíïix m signature.' 

FRANK G. NSON. 

edges respectively, an inner strip of flexible Y 
material secured adjacent each of said ñrst 
mentioned continuous edges and adapted 
when in use to extend beyond each of said 

’ last-mentioned continuous edges to form 
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therewith overlappin portions having op 
posed faces, layers o pile material secured 
to the opposed, faces of each of said overlap 
ping portions, and separablefastening means 
extendin continuously along the outer edge 
of the b y portion and each leg portion and 
the inner edges of each leg ortion and side 
edges of said flap portion or securing the 
edges of the body portion to the edges of the 
Hap portion and the edges of each leg portion 
to each other and for maintaining said pile 
material in continuous contact with said over 
lappin portions to therebyefl'ect an air seal. 

11. n an outer garment, an upper body 
ortion, a separate lower bifurcated o en 

body portion, each of said portions being 
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