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’l‘his invention relates to a dispenser and 
more particularly to a device for dispensing 
folded articles, such as napkins, toilet paper, 
towels, and the like. 
" The more common type of dispensers for 
folded paper napkins for use in restaurants, 
and the like, is a cabinet which is adapted to 
be placed upon the top-of a table or counter. 
A dispenser of the cabinet type, while in gen 
eral satisfactory, is often unsightly in ap 
pearance and is subject to the disadvantage 
that it may be _easily moved from its normal 
position or even knocked off from the sup 
porting table or bench onto the floor. 

It is therefore an object of this invention 
to provide a dispensing device of the built-  
in type that may be inconspicuously mounted 
in the front wall of a table, counter, bench, 
or the like, in a place convenient to the user. 

It isa further important object of this ~ 
invention to provide a dispenser for folded 
articles and more particularly paper nap 

. kins wherein the container for the folded ar# 
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ticles may be bodily removed from the sup 
porting frame of the dispenser by releasing 
a normally concealed catch or lock. I Í . 

It is a. further important object of this in 
vention to provide in a dispenser a drawer 
that is readily removable therefrom and that 
is in the shape of a scoop to facilitate the re 
filling of the drawer. 

Other andfurther important objects 0f 
this invention'will become apparent from 
the disclosures in the specification and the 
accompanying drawing. 
This invention (in a preferred form) is 

illustrated in the drawing and hereinafter 
more fully described. ‘ 
On the drawing: 
Figure 1 isa fragmentary front elevation 

al view of a table, bench, counter, or the like, 
showing a. dispenser embodying the princi 
ples of my invention mounted in the front 
wall thereof. `  - 

Figure 2 is a top plan View of the dis 
penser as a separate unit. 
Figure 3 is an enlarged sectional view 

taken substantially on line III-,III of Fig 
ure 2, witlr- the drawer partially removed to 
show its operation. ` 

Figure 4 is a view similar to Figure 2, 
showing the dispensing drawer in 4normal 
position and filled with folded napkins. 

Figure 5 is an enlarged detail view of the 
concealed locking means. 
lAs shown onvthe draw-ing: 
The reference numeral 10` indicates a 

table, counter, bench, or the like, in the front 
wall 11 of which is _adapted to be mounted 
a dispenser, indicated as a whole by the ref 
erence numeral 12 and embodying thel prin 
ciples of my'¿invention. The dispenser 12 
is built into> the table 10 so that the front 
wall of the dispenser is substantially flush' 
with the wall 11 of the table and the articles 
to be dispensed, in this case folded napkins 
13, may be readily removed through a dis 
pensing window 14 
pose. ' ‘ 

The dispenser 12 comprises a casing l5 
and a drawer 16 normally positioned within 
said casing 15 but removable outwardly 
therefrom through a front opening 17 in 
said casing 15.. The casing 15 is of gen 
erally rectangular cross section and is suit 
ablyk formed from stamped sheet metal. 
The body portion of the casing 15 may suit 
ably be formed of a single sheet bent to pro 
vide a bottom wall 18, side walls 19 and 20, 
and relatively narrow flanges 21 and> 22 ex 
tending inwardly from the top of said sidey 
.walls 19 and 20, respectively. A rear Wall 
23 is riveted or otherwise secured to the 

provided for the pur-~ 
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body of the casing. The bottom wall 18 is , 
provided with a downwardly extending 
flange 24 and the flanges 21 and 22 are simi 
larly provided with upwardly extending 
flanges 25 yand 26, all lying> inthe same 
plane and adapted to be secured to a plate 
27 that forms the ornamental front of the 
casing. When positioned in place, the 
front wall 27 of the casing is adapted to 
lie against the front wall l1 of the support 
ing table or other structure. 4 
The drawer lö-is of such shape and size 

as to be slidable within the casing 15. Said 
drawer 16 is further preferably made in the 
form of a scoop, open at its top and back 
end. A front wall 28 is brazedor other~ 
wise secured to the body portion of the 
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its forward end as 

2 
drawer 16, said wall 28 being provided with 
a dispensing window 29 through which the 
articles, in this case napkins, may be read 
ily withdrawn. Outwardly curved flanges 
3() and 31 are provided along the top and 
bottom marginal edges of said window 29 
to facilitate the withdrawal of the folded 
napkins without causing them to catch or 
tear. Although the napkins 13 here illus 
trated are rectangular in shape and provid 
ed with rectangular shaped tabs or ends 32 
for grasping by the user, it will be under 
stood that other forms of folded napkins 
may be used and that the shape and design 
of the dispensing window 29 may be varied 
accordingly. 
An expansible means, indicated as a 

whole by the reference numeral 33, is pro 
vided within the casing 15 for urging the 
napkins 13 toward the front end of the 
drawer 16. ' Said expansible means 33 com 
prise a pair of springs 34 and 35 each 
formed from separate bands of spring met 
al joined together at their ends as at 36 in 
zigzag fashion, the rear end of the springs 
being secured as at 37 and 38 to the rear 
wall 23 of the casing 15. The front ends 
of the springs 34 and 35 are secured to a 
plate 39 of substantially the same dimen 
sions as the inner dimensions of the drawer 
16. It is thus apparent that the normal 
tendency of the springs 34 and 35 is to push 
the plate 39 against the stack of napkins 13 
to urge the napkins toward the'front end 
of the dispenser. In order to prevent the 
plate 39 from being forced out of the open 
end of the casing 15 when the drawer 16 is 
removed, a chain 40 is secured thereto, as at 
41 and 42 and to the rear wall 23 of the 
casing 15 as at 43. The length of the chain 
40 is such thatÀit prevents forward move 
ment of the plate 39 beyond the end of the 
casing 15.. v i 
Means are provided for releasably retain 

ing the drawer 16 within the casing 15 and 
these means suitably take the form of co 
operative members 45 and 44 secured _to the 
inside ofthe front wall 28 of the drawer 16 
and to a plate 46 extending across the top of 
the casing 15, respectively. The member 45 
comprises an angle piece secured as at 47 
to the wall 28 on the inside thereof and 
provided with an upturned íiange 48. The 
member 44 comprises a plate loosely secured 
to the plate 46 by means of rivets 49 and 
provided with a downturned flanged edge 
50 for engaging the upturned flanged edge 
48 of the member 45. The rivets, or headed 
members 49 extend through enlarged open 
ings 51 (Figure 5) in the member 44 to per 
mit said member 44 to be tilted upwardly at 

shown in dott-ed lines. 
In operation, the drawer 
pulled outwardly aft-er ñrst releasing the 
cooperating locking members 44 and 45 by 

16 may thus be`~ 
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inserting a finger inside the dispensing win 
dow 29 and raising the member 44 until the 
cooperating flanges 48 and 50 are disen 
gaged. ,  
One of the principal advantages of a. dis 

penser of the type described is that it can 4 
be conveniently located in a position read 
ily accessible to the user of the articles to 
be dispensed while at the same time being 
Ninconspicuous and out of the way. It 1s 
also an advantage to be able to remove the 
drawer completely from the casing and use 
it as a scoop to refill the dispenser. The 
normally concealed locking device prevents 
unauthorized tampering with the dispenser. 

I am aware that many changes may be 
made and numerous details of construction 
may be varied through a wide range with 
out departing from the principles of this 
invention, and I„therefore, do not purpose 
limiting the patent granted hereon other 
wise than necessitated by the prior art. Y 

I claim as my invention: l 
In a dispenser, a casing having a rear 

wall, a follower plate, spring means to» urge 
said plate towards the front of said casing, 
and means to limit forward movement of 
said plate, said limiting’means comprising 
a chain anchored at the middle thereof on a 
hook centrally positioned on- said rear plate 
and having the two, ends thereof secured, 
respectively, to points adjacent thel upper 
end lower margins of said plate. 
In testimony whereof I have hereunto 

subscribed my name at Chicago, Cook 
County, Illinois. V 

~ v > PAUL I'I. I-IORWITT. 
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