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This invention relates to improvements 
in book-binding and methods of construct 
ing the same, and aims to provide novel 
and improved means for binding amphlets 

of uncovered books consist~ 
ing of two or more sheets of paper secured 
together but not bound with in?exible cover 
boards. ‘ 

Referring to the accompanying drawing, 
a preferred form 

of embodiment of my invention,—~ ‘ _ 
Figure 1 is a perspective ‘plan view of 

the binder in open position, showing an il 
lustrative type of pamphlet or book in 
serted in operative position therein but be 
fore permanent attachment to the binder; 

Fig. 2, a detail cross-sectional view on the 
line 2~2 of Fig. 1, showing the method of 
securing the pamphlet to the binder, the 
type of pamphlet shown in Figs. land 2 
being of relatively small size and readily ac 
commodated in the space between the attach 
ing strips without severing the stitching 
normally uniting these strips together along 
a median line; 7 

Fig. 3, a view similar to Fig. 2, illustrat 
ing the method of binding a pamphlet of 
greater thickness and requiring the severin 
of the stitching normally uniting the attach 
ing strips, and 

Fig. 4,, an enlarged detail top view of one 
end of the pamphlet binder before the in 
sertion of the pamphlet, the covers being 
cut away at their outer edges and laid open 
to present an interior view. 
In the selected embodiment of my inven 

tion herein shown the two cover boards or 
portions 10, 10 may be made of any material 
suitable for the purpose, such, for example, 
as ?berboard or pasteboard, and are secured 
together in the ?rst instance by the binder. 
strips 11, 11, which are of substantially like 
shape and dimensions and united face to face 
before attachment to the cover boards pref 
erably by a single line of stitching 12 ar 
ranged along a median line longitudinally 
of the strips and substantially coextensive 
with the full length thereof. By this ar 
rangement each of the strips 11 comprises 
an upper portion 13 above the stitching, 
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adapted'for attachment to one side of the 
pamphlet 14, and a-lower portion 15 below 
the stitching, adapted for attachment ex 
teriorly to the adjacent outer margin of the 
corresponding cover portion. 
Before securing this lower portion 15 of 

each strip to the respective cover portion, 
the two cover portions are preferably laid 
?at on a suitable supportingsurface so as to 
lie in the same plane, the two adjacent in 
nerv edges being su'liiciently spaced apart to 
allow an ample uniform clearance for the 
thickness of the pamphlet. Both the upper 
and lower portions of each strip are pref 
erably attached to their'respective objects 
by means of a suitable adhesive,'the inner 
face of the upper portion being thus secured 
to the adjacent side of the pamphlet along 
the margin of its bound edge, while the 
outer‘face of the lower portion, now upper- ~ 
most, is adhered or attached in the same 
manner to the outer side of the adjacent 
cover portion. l/Vhen a pamphlet, such as 
the pamphlet 16 illustrated in Fig. 3, is of 
such proportions'in respect to thickness as 
to approximate the entire space separating 
the two cover portions 10, thus reducingthe 
available attachable surface > of the upper 
portion of each strip to such extent as to 
impair the requisite gripping strength, then 
the stitching 12 may be entirely severed to 
permit the two binder strips to, be separated 
to admit the pamphlet, as shown in Fig. 3. 
I further provide an outer protective cov 

ering 17 of ?exible material in one piece, il 
lustrated in each of the views of the draw 
ing, which extends from one cover portion 
to the other and completely . overlies and 
conceals the lower portion of eachstrip 11 
which would otherwise be exposed on the 
outer sides of the cover portions 10. This 
covering 17 is preferably secured to the cover 
portions by ‘a suitable adhesive, its object 
primarily being to provide a supplementary 
cover binder and to protect the binder strips, 
the lower portions of which would otherwise 
be subjected to undue ‘wear and liable to be 
come detached at their exposed margins, as 
is usual in other known forms of pamphlet 
binders. Interposed between this outer cov_~ 
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ering 17 and the inner margins of the lower 
strip portions 15, I provide a stiffening and 
spacing member in the form of a strip 18, 
constructed preferably of in?exible material, 
which is adhered to and supported on the 
outer covering 17 and supplies a rigid rein 
forcement for the covering 17 substantially 
coextensive with the clearance between the 
cover portions 10. This sti?ening and 
spacing member 18 provides a convenient 
surface portion of sufficient dimensions for 
attachment of pamphlet-identifying marks 
or labels which may be observed Without 
handling or removing the pamphlet, and its 
binder, as is usually necessary with other 
known forms of binders. The protective 
covering 17 is provided at each end with an 
extension portion 19, which is adapted to be 
folded over the adjacent edges of the cover 
portions and lapped onto the inner faces of 
the latter, being secured in this position by 
suitable adhesive and thereby protecting it 
self and the enclosed parts against detach 
ment. 

It should be understood that I do not 
limit my invention to the precise form of 
embodiment, or method of constructing the 
same, herein disclosed. 

1. The combination, in a binder for pam 
phlets and the like, of a pair of cover boards 
having two corresponding edges arranged 
in adjacent spaced relation, each of sai 
boards having a flexible strip secured to its 
outer surface and extended laterally to form 
a free flap between the cover boards when in 
the closedposition, said ?aps being stitched 
or otherwise severably connected together 
lengthwise along a median line, a covering 
member connected to the outer faces of the 
cover boards and concealing the exposed 
portions of said strips, and a spacing an 
stiffening member interposed between sai 
covering member and the extension portions 
of said strips and providing in association 
with said covering member. a level posting 
surface. 

2. A binder for pamphlets and the like 
including, in combination with a pair of cov 
er boards arranged in uniformly spaced re 
lation with respect to two opposing edges 
and adapted to be ?exibly connected to 
gether, pamphlet securing means including 
a pair of longitudinally extended strips of 
flexible material normally stitched or other 
wise secured together along a median longi 
tudinal line and susceptible of detachment 
from each other for accommodating pam 
phlets of relatively thick proportions, the 
portions of said strips above the stitching be 
ing secured to opposite faces of the pamphlet 
and. the portion of 
stitching being respectively secured to the 
outer face of the cover board which is on the 
same side of the pamphlet as the correspond 
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ing upper portion, stiffening means adapted 
to maintain the original spacing between the 
cover board-s When said stitching is severed, 
and means for covering the exposed lower 
portions of the pamphlet securing strips, 
said covering means being adapted to sup 
port said stiffening means and cooperating 
therewith to provide a laterally extended 
level surface portion. 7 

3. The method of constructing a binder 
for pamphlets and the like, consisting of de 
tachably securing together longitudinally 
extended strips along a median line by 
stitching or other severable securing means, 
then adhering or otherwise securing the por 
tions of the strips below the stitching to the 
outer faces of a pair of cover boards ar 
ranged in adjacent relation to each other 
and uniformly spaced with respect to two 
opposing edges, that portion of each strip 
which is secured to the respective cover 
board being a part of the same strip which 
is adapted to be attached to the correspond 
ing side of the pamphlet to be bound, then 
applying a covering of fabric or other flex 
ible material in one piece having extended 
end portions to the margin of the outer faces 
supporting said strips to overlie and cover 
the same and extend across the clearance 
space between the cover boards, said cover 
ing having secured to its inner face along a 
longitudinal median line before application 
to the cover boards a stiffening strip of card 
board or other 
approximately 
the cover boards, and then lapping the ex 
tended end portions of said covering around 
the adjacent portions of the edges of the 
cover boards and adhering 
inner faces of the cover boards. 
In testimony whereof 1 hereto a?ix my 

signature. BASIL B. WOOD. 
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