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The present invention relates to a window 
display unit which is particularly intended 
for use in stores and has for its primary ob 
ject to provide, in a manner as hereinafter 

5 set forth, a display unit embodying a novel 
construction, combination and arrangement 
of parts through the medium of which a 
large number of highly attractive displays 
may be attained without the exercise of any 
particular skill. 
Another important object of the invention 

is to provide an apparatus of the aforemen 
tioned character which includes a novel con 
struction of stand for displaying merchan 
dise in an attractive manner. ' 
Other objects of the invention are to pro» 

vide a window display. unit which will be 

10 

simple in construction, strong, durable, com- ' 
pact, light in weight and which may be man 
ufactured at low cost. 

All of the foregoing and still further ob 
jects and advantages of the invention will 
become apparent from a study of the fol 

25 lowing speci?cation, taken in connection 
with the accompanying drawings wherein 
like characters of reference designate corre 
sponding parts throughout the several views, 

. and wherein :— 
Figure 1 is a perspective view of one em 

bodiment of a window display unit con 
structed in accordance with the present in 
vention. 
Figure 2 is a view in top plan thereof. 
Figure 3 is a group perspective view, show 

ing the elements comprised in the display 
stand. 
Figure 4 is a perspective View of one of 

the bases and background panels, showing 
40 the same separated. 

Figure 5 is a perspective view, showing a 
means for elevating the background panels. 

Figure 6 is a detail view in perspective 
of one of the panel elevators. ' I 

45 Figure 7 is a detail view in perspective of 
a slightly modi?ed form of panel elevator. 
Referring now to the drawings in detail, it 

will be seen that the embodiment of the in 
' vention which has been illustrated comprises 
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50 a plurality of bases 1 which may be of any 

suitable size, shape and material, said bases 
having any desired number of s aced, paral 
lel grooves 2 in the tops thereo . Any suit 
able number of the bases 1 ma be used in a 
display and arranged as desire as, for exam- 55 
ple, is seen in Figure 2 of the drawings. 
The grooves 2 in the bases 1 are for the 

reception of removable, slidably adjustable 
background panels 3v of any suitable size, 
shape and material. The background panels 6° 
3 possess su?icient rigidity or stiffness to 
maintain themselves in an upright position 
when mounted in the grooves 2 or in the ele 
vating members to be resently described. 
Further, the background) panels 3 are to be “5 
suitably ornamented onboth sides for per 
mitting said panels to be reversed. 
Should it be desired to elevate the back 

ground panels 3 to heighten the display, this 
may be accomplished through the medium of 70 
supports which are designated generally by 
the reference numeral 4. Two or more of the 

~ supports 4 are preferably used for elevating 
each panel as illustrated to advantage in Fig 
ure 5 of the drawings. The supports 4 are 5 
preferably of wood but the same ma of 
course, be- of any suitable material. hlach 
support 4 comprises a post 5 having a slot 6 
in its upper end portion for the reception of 
the anel to be elevated. On the lower end so 
of t post 5 is a substantially ?at, compara 
tively wide foot 7 which is slidably engage 
able in the grooves 2 of the bases 1. It will 
thus be seen that the supports 4 may be ex 
peditiously mounted on the bases 1 and ad- 85 
.justed as desired. 

The reference numeral 8 designates gen 
erally a knock-down display stand to be 
mounted forwardly of the base or bases 1. o 
The elements constituting the display stand 8 
may be of any suitable material and dimen 
sions. 
The display stand 8 includes a pair of 

stepped supporting members 9 having slots 95 
10 extending thereinto from the stepped 
edges thereof. The lower walls of the slots 
10 are ?ush with the steps and, in fact, con 
stitute continuations thereof. The slots 10 y 
are for the reception of comparatively large 100 
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and small segmental shelves 11 and 12, respec 
tively, having slots 13 extending theremto 
from their inner or straight edges for the re 

' ception of the supporting members 9. As 
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will be apparent, the shelves 11 and 12, rest 
on the steps of the supporting members 9. 
The comparatively large lower shelf 11 has 
formed therein an opening it for the pas 
sage of a vertical extension 15 which rises 
from a support 16 upon which said shelf 
11 rests. The extension 15 is engaged be 
neath the upper shelf 12 for supporting the 
outer portion thereof. 
The opposed inner sides of the supporting 

members 9 have formed therein vertical 
grooves 17 for the reception of suitably col 
ored glasses or re?ectors (not shown). One 
of the supporting members 9 is further pro 
vided with an opening 18 for the passage of a 
conductor cord in order that an electric lamp 
may be mounted between said supporting 
members and the colored glasses or re?ectors 
for illuminating and thereby enhancing the 
attractiveness of the display. Of course, the 
merchandise to be displayed on the stand 8 
is mounted on the shelves 11 and 12. ' 

It .Will thus be seen that a display unit 
has been provided which may be rapidly 
erected in various windows without the exer 
cise of unusual skill. Various colors and com 
binations of colors may be used on the back 
ground panels 3 and said panels may, of 
course, be arranged as desired. Further, the 
background panels 3 may be used to bridge 
or connect the adjacent bases 1, as best seen 
in Figure 2 of the drawings. 

v lln Figure 7 of the drawings, there is illus 
trated a slightly modi?ed form of panel ele 
vating support wherein the post is provided 
with a reduced lower end portion or tongue 
19 which is slidably engageable in the ooves 
2 of the bases 1. In other respects, t e sup 

neravea 

port illustrated in Figure 7 is similar to that 
shown in Figure 6 of the drawings. It may 
be well to here mention that the post portions 
of both forms of panel elevating supports 
which have been illustrated engage or rest 
on the bases 1 at their lower ends, the grooves 
2 being su?iciently deep to prevent the feet 
7 or the tongues or extensions 19 from touch 
ing the bottoms of said grooves. 

lit is believed that the many advantages Y5 
of a window display unit constructed in ac~ 
cordance with the present invent-ion will be 
readily understood, and although the pre 
ferred embodiments are as illustrated and 
described, it is to be ‘understood that further 
changes in the details of construction and in 
the combination and arrangement of parts 
may be resorted to which will fall within the 
scope of the invention as claimed. 
What is claimed is :— 
1. A window display unit comprising a 

base having a groove therein, vertical sup- _ 
ports slidably mounted in the groove, and a 
background panel mounted on the supports, 
each support including a post- resting on the 90 
base and having a slot in its upper end por 
tion for the reception of the panel, and a 
comparatively wide, ?at foot on the lower 
end portion of the post engageable in the _ 
groove. ‘5* 

2. A window display unit comprising a 
base having a groove therein, a vertical sup 
port slidably mounted in the groove, and 
background panels removably mounted on 
the support, said support including a post 
having a slot in its upper end portion for the 
reception of the background panel and a re 
duced extension on its lower end slidably en 
gageable in the groove. , a 
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