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This invention relates to attachments for 
vacuum cleaners and has for its primary 
object to provide an improved attachment 
for polishing ?oors. ’ 
With the above and other objects in view, 

as will hereinafter appear, the invention 
comprises the devices, combinations, and ar 
rangements of partshereinafter set forth 
and illustrated in the accompanying draw 
ing of a preferred embodiment of the in 
vention, from which the‘ several features of 
the invention and the advantages attained 
thereby will be readily understood by those 
skilled in the art. . ’ 
The preferred embodiment of the inven 

tion will be understood by reference to the 
accompanying drawing, in‘ which: 

Fig. 1 shows a side elevation of a portable 
type vacuum cleaner with my vimproved-v 
?oor polishing attachment 'removably se-. 
cured thereto. 

Fig. 2 is a front elevation of the vacuum 
cleaner with the attachment secured thereto. 

Fig. 3 is an end elevation of the floor pol 
ishing attachment. 

Fig. 4 is‘ a vertlcal section taken substan 
tially along the line 4.——1l of Fig. 3. 
' In the embodiment of this invention se 
lected for illustration 1 designates the ordi 
nary portable vacuum cleaner having the 
usual handle 2, motor 3 and suction nozzle 4 
terminating in a rib 5. 
My improved ?oor polishing attachment 

comprises a thick ?at rectangular metallic 
plate 6 to the under side of which is ‘se 
cured by the rivets 7 a felt pad 8. Mounted 
on the upper side of the plate 6 are lugs 10 
apd 11 having depending headed extensions 
9 and 9’ extending through suitable aper~ 
tures in the plate 6. Pivotally secured to 
the lugs 10 and 11 by the pivot bolts 12 
and 12' are the ears 13’ of the spring-clips 
l3 and 14 having upstanding arms 15 which 
grip or embrace the rib 5 of the suction 
nozzle 4 along the front and rear sides there 
of. The pivotal connection between the pol 
ishing plate 6 and the springs clips 13 and 
14 permits the plate to rest ?at upon the 
floor with the vacuum cleaner nozzle tilted 
upwardly su?iciently to admit the polishing 
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plate and also permits the polishing plate 
to accommodate itself to irregularities in the ' 

From the foregoing description it will be 
obvious that the elements employed are sus 
ceptlble of material variations; The privi 
lege is therefore reserved of resorting to all 
such legitimate changes therein as may be 
falrly embodied within the spirit and scope 
of the appended claims. 
. Having thus set forth the nature of the 
invention, what I claim herein is :—~ 

1. A ?oor polishing attachment for a 
portable vacuum cleaner having a suction 
nozzle, comprising a plate, a polishing pad 
secured to the under side of said plate,‘ 
spring-clips adapted to embrace said suc 
tion nozzle for attaching said plate to said 
nozzle, and means for pivotally connecting 
and plate to‘ said spring-clips. 

2. A ?oor polishing attachment for vacu 
um cleaners having a suction nozzle, com 

' prising a plate formed with upstanding lugs 
.on the upper side thereof and a polishing 
pad secured to the under side thereof, clips 
havlng spring-arms which are adapted to 
embrace‘ and detachably secure said plate 
to the nozzle of said vacuum cleaner, and 
means for pivot-ally connecting said clips 
to the upstanding lugs on said plate. 

3. A polishing attachment for a vacuum 
cleaner having a suction nozzle formed with - 
ribs, comprising a plate formed with up 
standing lugs and having a polishing pad 
secured to ‘the under side thereof, a pair of 
clips having upstanding spring-arms adapt 
ed to embrace and engage the ribs on said 
nozzle for detachably securing said plate 
thereto and depending ears extending over 
and pivotally connected to the upstanding 
lugs onsaid plate. ‘ i 
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