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This invention relates to bowling ball recep 
tacles, and has among itsobjects the provision of 
an improved device of the; character described 
having improved means for‘ enclosing the bowl 
ing ball, and for supporting the same, all asso 

’ ciated in a simple unitary device. ' . 
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Another object of the invention is to provide a 
bowling ball receptacle ‘which can be readily 
opened and into which th heavy bowling ball can 
be conveniently rolled art/dropped and the cover 
then drawn snug around the ball, the device be 
ing so arranged that the bowling 'ball can be re 

' liably carried about or'rested on the ?oor without 

15 

.20 

30 

deteriorating by impact. v 
Another object of the invention is the provision 

of I a device having fewan‘d simple parts, and 
which is inexpensive to manufacture and highly‘ 
e?icient in use. ' - ~ 

‘Other objects and advantages-10f the invention 
will become apparent as the speci?cation pro 
ceeds. . > ' e 

. With theraforesaid objects in view, the inven 
tion consists in the novel combinations and ar 
rangementsof parts hereinafter described in their 
preferred embodiments, pointed out in the sub 
.ioined claims, and illustrated on the annexed 
drawing, wherein like parts are designated by the‘ 
same reference characters throughout the several 

' views. > ’ - ' 

In the drawing: ~ ' 

"- Figure 1 is a view in elevation 
embodying the invention. ‘ 

Fig. 2 is a vertical sectional view of the same. 
The advantages-of the invention as here out 

showing a device 

» instrumentalities are combined in one and the 
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same structure, but, useful devices .may be pro 
duced embodying less than the whole. . 

It will be obvious to those skilled in the artt 
which this. invention appertains, that the same 
'may be incorporated in several different construc 
tions. The accompanying drawing, therefore, is 
submitted merely as. showing-the preferred ex 
empli?ca-tion of the invention. . - 

Referring in detail to the drawing, 10 denotes 
~a device embodying the invention. The same in 
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eludes a cover 11 for enclosing a bowling ball 12, 
and a suitable base structure 13 for supporting 
the ball inassociation with the cover. The latter 
preferably is arranged to closely conform to the 
shape of ‘ the bowling ball,- and is adapted to be 
su?lciently opened totconveniently receive the 
ball. Thus the cover may be made of a pliable 
material, such as fabric, and may be split in a 

lined are best realizedpwhen all of its features and ' 

suitable direction, as along a central vertical 
plane at 14 along. the top and sides of the ‘cover ' 
down to the base. In this manner side portions 
15 are provided which are- adapted to be moved 
or collapsed away from each other to afford a 
large opening for receiving the bowling ball. _ For 
releasably interconnecting the portions 15 a re‘-' 
leasable fastening means may be provided, as, for 
instance; a slide fastener 16 or equivalent means. 
for providing a uniform engagement along, said 
split. 
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At its lower portion, the cover has suitable con- ' 
nection with the basestructure which may take 
widely different forms. , It iswrdinarily su?lcient 
that the base shall be of such ‘character as to pre 
vent rolling of the bowling ball, or to relieve the 
receptacle of impact if the device is'rested on the, 
?oor, or to distribute the stresses on the cover, 
or to reduce wear on the cover, and any or all 
of these‘ objects may be accomplished, as in the 

_ construction shown. 

The base structure 13 may include a circular 
or recessed means which may act as‘ a concave 
device for receiving a lower part of the bowling 
ball. Preferably a cup shaped element l'Lmay be 
used, made of any feasible material,‘such as 
pressed ‘?ber. This element may have a bottom 
portion 18 and an annular upright ?ange 19 
cylindrical to any desired degree. Said element 
may be associated in .diiferent ways with the 
cover, as by being disposed inside of the cover,. 
and secured thereto in a suitable manner, pref-~ 
erably, by means of studs 20_passed through the 
bottom wall 21 of the cover and connected with 
said cup element. The side‘ walls of the cover 
may extend along substantially straight lines at 
21a into the bottom 21 forming a downward pro 
jecting circular portion of tubular .or recessed 
construction. - ’ 

For carrying the device 10, suitable means may 

70 

be utilized such as a plurality of handles‘ 22, each - 
of which may be' secured to a side portion 15.0! 
the cover as at 22a to equallydistribute the stress 
thereon. In order that the cover itself may. be I 
well adaptedto carry the considerable weight of 
the bowling ball, said cover may be made of elon 
gated strips such as 23 extending in the upright 
direction and interconnected by seams at 24 which 
aid in reenforcingthe cover. ‘ 
In operation, to insert a bowling ball into the 

receptacle, the slide fastener is opened and the 
side portions 15 fully collapsed away from each 
other. Then the ball is placed into the receptacle 
with a slight lift so as to rest on the cup element 
1’! which immediately holdsthe ball against roll 
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ing. Next ‘the slide fastener is shut, and 
the device is ready to be carried by means of the 
handles 22. 
The bowling ball may rest on the bottom wall 

18 and the ?ange 19 operates as a retaining 
means. The wall 18 maybe suitably supported on 
the ground by a sufilcient number of the suitably - 
spaced studs 20; or an equivalent means to pre 
vent wear on the receptacle. ' An easily con 
structed,‘ durable device is ailforded. - 

' It will be apreciated that various changes and 
modi?cations may be made in the device as shown 
,in the drawing, and that the same is submitted in 
an illustrative and not in a limiting sense‘, the 
scope of the invention being de?ned in the follow 

-I claim: 
l.~ A bowling ball receptacle including an elastic 

shallow cup element, a bag of pliabie'fabric, said 
elastic element being located at the bottom of 
said bag, said bag, having an opening extending 
intov proximity to the upper edge of said elastic 
element, so that the portions of the bag at the 

_ sidesv of said opening can be collapsed down to 
said elastic element, means for releasably inter 
connecting said portions, and a plurality of spaced 
stud members secured to said elastic element and 
projecting below the bag to afford a support for 
the elastic element. . 

2. A bowling ball receptacle including an ele 
ment having a bottom wall and a relatively thin 
upstanding circular side wall integral. therewith, 
said element affording a seat for a bowling ball, 
a ?exible bag having a lower/ cup shaped por 
tion in which the element is positioned in sub 
stantially snug ?tting relation with the said bot 
tom wall and a portion of the side wall thereof, 
and the cup element constituting. aframe-mem- . 
her for the adjacent parts of the bag, the latter 
extending upwardly from the element into gen 
eralLy spheroidal shape to receive‘ the bowling 
ball. and said'bag havinga substantially cen 
tral elongated opening extending substantially 
down to said element at opposite sides of the 
bag, whereby the walls'oi’ the bag on opposite 

' sides of said opening can be completely down 
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wardly collapsed for reception of the bowling 
ball, ‘and means. as‘ detachably closing ‘said 

8. A bowling ball receptacle including a bot 
tom wall and an upstanding circular side wall 
or sheet material to afford a ‘compact cup for 
seating a bowling. ball, a‘spheroidal ?exible bag 
having its lower portion snugly ?tted around the 
lower portion of the said element, said bag being 
?exibly connected‘ to said element; said bag be 
ing of substantiallylarger diameter than the 
element and having an elongatedv opening ex 
tending substantially down to said element on 
opposite sides thereof. so that 'a- plurality of con 
cave walls ‘are provided that can be collapsed 
apart in orderthat the bowling ball can be rolled 
onto said element, releasable fastening means 
for said opening, said element reenforcing the 
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lower partof the bag, and supporting means . I 
on- the outside of the bag secured to said element 
adjacent to the bottom wall thereof. - ‘ 

4. A bowling ball receptacle including “a shal 
low substantially cylindrical cup element of sheet 

' material‘ for seating a bowling ball,’ a generally‘ 
spheroidalbag for the bowling ball, said bag hav 
ing a lower downward projecting circular. por 
tion circularly connected to the cup element, with 
the latter reenforcing said portion, supporting 
means at the outside of the bag below the same 
.and secured to‘the cup element, the bag being 
of substantially larger diameter than the ele 
ment and having an elongated opening extend 
ing down to the cup element on opposite sides 
thereof, said. bag being pliable throughoutand 
?exibly connected to said element, so as to pro 
vide sidewall portions for the bag collapsible 
down to said element, and releasable fastening 
means for the opening. » p I ' - 

5. Abowlingball receptacle including an ‘ele 
ment having a bottom'wall and‘ a surrounding 
upstanding wall to provide a shallow cup for 
‘seating a bowling ball, a, generally spheroidal 
bag for a bowling ball, said bagvhavlng a recess 
mats lower portion for receiving said element, 
said bag having an elongated opening extend 
ing down to said element on opposite sides there-' 
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of, said bag being pliable and ‘?exibly connected " 
to said bottom wall and being free of the sur 
rounding wall so that the portions of the bag 
on opposite sides’ of said opening ‘- can be col 
lapsed downward to said element. 4 . , ‘ 

6. A bowling ball receptacle including an ele 
ment having a bottom wall,‘and'a substantially. 
cylindrical upstanding side wall to provide 'a cup 
for seating a bowling ball, a bag; for a bowling 
ball having its lower portion recessed for re 
ceiving the ‘element, said bag having ‘a central 
opening extending, substantially down to said 
element on opposite sides thereof, the bag being 

110 ' 

pliable and having its lower portion ?exibly en- . 
gaged to said bottom wall near the outer edge 
thereof, said lower portion of the bag being free 
of and outwardly spaced from said ‘cylindrical 

‘wall, whereby the side portions of the bag on 
opposite sides 01' said opening can be ?exed down 
to said element. 
. 7. Abowling ball receptacle including a bag 
pliable throughout and having a downwardly re 
ceased lower portion, a cup shaped element at 
the lower portion of the bag and coincident 
therewith for seating a-bowling ball positioned 
in the» bag, the lower portion of the bag being 
.?exibly connected to the cup element, the bag, 
having an‘ opening extending substantially down . 
vtoithe element on opposite sides thereotyand 
releasable fastening means _'for said opening, 
whereby. the portions of the bag on opposite ‘ 
sidu of the opening can be collapsed down to 
saldelementsothatabowlingballcanberolled 
'thereinto into seating position without causing 
unduestrainonthelower-part o'fthebag; ' <' _ 
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