
Nov. 7, 1933. , M. BRAZELTON 1,933,538 

LIP STICK APPARATUS 

Filed June 27. 1932 

MM INVENTOR 
' E'Y W 



5 

10 

15 

20 

V25 

30 

35 

40 

45 

50 

55 

Patented Nov. 7, 1933‘ 

UNITED STATES 

1,933,538 

PATENT OFFICE 1v 
1,933,538 

LIP‘ STICK ‘APPARATUS 
Madeline Brazelton, Kansas City, . Mo. 

Application June 27, 1932. Serial No. 619,435 

5 Claims. 

My invention relates to improvements in lip 
stick apparatus. 
One of the objects of my invention is tovpro 

vide novel means for connecting and holding 
together side by side two lip sticks, so that they 
may be applied as a unit to the lips. 
A further object is to provide a novel lip-stick 

apparatus which is simple, cheap, strong, durable, 
not likely to get out of order, and which is at 
tractive in appearance and e?icient in its opera 
tion. 
The novel features of my invention are here 

inafter fully described and claimed. 
In the accompanying drawing illustrative of 

my invention, ' 
Fig. 1 is a. side elevation of one form of my 

improved lip stick apparatus, showing two in-' 
tegrally connected lip sticks mounted in and 
shown, in solid lines, projecting from the case. 

Fig. 2 is a similar view of a modi?ed form in 
which the lip sticks are separate from each other 
but held in a slidable, holder common to both. 

Fig. 3 is an elevation of the two lip sticks shown 
in Fig. 1, shown mounted in the holder and re 
moved from the case. 

Fig. 4 is a view similar to Fig. 3, of the two lip 
sticks shown in Fig. 2 shown mounted in the 
holder and removed from the case. 

Fig. 5 is a top view of what is shown in Fig. 3. 
Fig. 6 is a top view of what is shown in Fig. 4. 
Fig. '7 is a section, enlarged, on the line 7—-7 of 

Fig. 1. 
Fig. 8 is a section, enlarged, on the line 8—-8 of 

Fig. 2. , 
Fig. 9 is a perspective of the holder used with 

both forms of my invention. 
Similar characters of reference designate simi— 

lar parts in the different views. 
1 designates a case having an open top and 

closed bottom, having, preferably, the form of two 
tubes disposed side by side and interiorly com 
municating at their adjacent sides. 2 designates 
a member comprising a lip stick holder slidably 
?tted in the case 1 and provided at one side with 
a fingerhold 3 which extends through and is slid 
able in a longitudinal slot 4 provided through the 
case 1. . 
The holder member 2 is provided with two 

arcuate recesses 5 adapted to respectively hold 
and support the lower ends of two lip sticks 6, 
Figs. 1, 3, 5 and '7 and to lift the same from a 
lower position, shown in dotted lines in Fig. 1, 
in which the lip sticks 6 are concealed in the 
case 1, to an upper position protruding from the 
top of the case 1, as shown in solid lines in Fig. 1. 

(Cl. 132--1) 

The lip sticks 6 are integrally connected member '7 of material like thatvof which the“ lip 
sticks are composed, and which extends length: 
wise between the sticks 6 from below the upper 

‘ - . 60 

ends thereof. _ , , I 

The, recesses 5 are connected by a groove ‘8‘in 
which the connecting member or portion '7 is 
disposed. ‘ I , . y 

The member '7 securely, holds the lip sticks 6, 
from lateral tipping relatively to each other in 
the 'holder 2. As the lip sticks wear away in use, 
so does the portion '7, when the sticks have be 
come worn down to said portion. 
In the form shown in Figs. 2, 4, 6 and 8, the 

lip sticks 6’ are separate from each other and 
are separately mounted in the recesses 5 of the 
holder 2. In other respects, the two forms are 
alike. 
As shown in the drawing, Figs. 5, '7 and 9, the 

?ngerhold 3 is threaded at its inner end, and is 
?tted in a threaded hole in the holder 2, so that 
it may be removed, when it is desired to remove 
the holder, or to insert it. 

In the operation of both forms of my inven 
tion, the holder '2 forms with the lip sticks an 
integral structure, which when the screw ?nger 
hold 3 is removed, can be inserted into or re 
moved from the case 1 as a unit, and with which 
both lip sticks can be raised as a unit to the same 
height for application simultaneously to the lips. 
When the apparatus is to be used, the ?nger 

hold '3 is employed to lift the holder 2 to the 
upper operative position in which the lip sticks, 
6 or 6’, as the case may be, protrude from the 
upper end of the case 1 to the same horizontal 
plane transverse to their lengths. which are alike. 
The two lip sticks can then be applied simultane 
ously to the lips. after which the holder is low 
ered in the case. thus carrying the lip sticks to 
the lower position concealed in the case 1. 
In each of the two forms of my invention 

shown respectively in Figs. 1 and 2, each pair of 
lip sticks 6 and 6' comprise two portions of like 
lip stick material and are disposed longitudi 
nally side by side and at their outer ends termi 
nating in the same transverse plane, said two 
portions at each of two opposite sides forming 
between them a longitudinal slot the sides of 
which outwardly diverge in convex arcs; By 
reason of this divergence in the walls of the slot 
or channel between the lip stick portions. when 
the lip stick portions are applied with either of 
the slotted sides disposed centrally against the 
upper lip and are then drawn downwardly there 
upon, a layer of lip stick material will, in one 
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operation, be deposited in the form of a cupid's 
bow on the upper lip. 
The term “slot” as Just above used, is em 

ployed in its broad sense designating an elon 
gated depression or perforation. - 

I do not limit my invention to the structures 
shown and described, as other modi?cations, 
within the scope of the appended claims, may 
be made without departing from'the spirit of 
my invention. 
What I claim is: 
1; In av lip stick apparatus, two lip stick por 

tions of like material disposed longitudinally 
side by side and having their upper ends termi 
nating in the same plane transverse to their 
length and at one side forming between them a 
longitudinal slot the sides of which outwardly 
diverge, and a connecting member of like ma 
terial connecting said portions and forming 
therewith an integral structure. 

2. In a lip stick apparatus, a case having an 
open top, two lip sticks of like material and dis 
posed longitudinally side by side and forming 
between them at one side a longitudinal slot the 
sides of which diverge outwardly, means of ma 
terial like that of which the lip sticks are com 
posed integrally connecting them, and a mem 
ber supporting said lip sticks and movable in said 
case from a position‘in which said lip sticks _will 

1,988,538 
be concealed in the case to aposition?pgotmding 
therefrom. .. I» _ 

3. In a lip stick apparatus, aggc-aseljiavingwan - 
open top, two lip sticks, mear'fsof the same mate 
rial as the lip sticks connecting them, anda 
holder having two recesses inwhich are respec 
tively ?tted said lip sticks, said holder having a 
groove connecting said recesses in which said 
connecting means is disposed, said holder being 
slidable in said case from a lower position in 
which said lip sticks are concealed within said 
case to an upper position in which said lip sticks 
will protrude from the top of said case. 

4. In a lip stick apparatus, two lip stick por 
tions of like material disposed longitudinally side 
by side and terminating at one set of ends in the 
same transverse plane, and at one side forming 
between them a longitudinal slot the sides of 
which outwardly diverge in convex arcs, and 
means for holding said portions in said relative 
disposition. 

5., In a lip stick apparatus, two‘lip stick por 
tions of like material disposed longitudinally side 
by side and terminating at one set of .ends in the 
same transverse plane, and at one side forming 
between them a longitudinal slot the sides of 
which outwardly diverge, and means for holding 
said portions in said relative disposition. 

MADELINE BRAZELTON. 
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