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To all whom it may concern: ' . 
Be it known that 1, WILLIAM HORNER 

CLARK, of Austin, county of Lander and State‘ 
of Nevada, have invented an Improved Spring 
Floor; and I do hereby declare the follow 
ing to be a full, clear, and exact description 
thereof, reference being bad to the accompa 
nying drawings. " . 

My invention relates to a spring'?oor which 
‘ can be formed on a solid foundation in such a 
manner as not to affect the standing walls of 

I a building; and it consists of a supplemental 
?oor placed over either an ordinary ?oor or 
the beams upon which ?oors arensually se 
cured, having springs beneath the supple 
mental ?oor, which are so arranged that an 
even elasticity will be given to all parts of 
the ?oor, all as hereinafter described. 

Referring to the accompanying drawings, 
Figure 1 is a section of my elastic ?oor. Fig. 
2 is a perspective view of the same. 

Let A A A represent the joists upon which 
an- ordinary solid ?oor is made; and B B B 
are ?oor joists, upon which the supplemental' 
?oor is secured. 0n the upper side of the 
joists A, I ?rmly secure upright pins 0 O G 
at desired distances'apart. Each of these 
pins extends up through an elastic buffer, D, 

‘ and enters a hole in one of the upper ?oor 
joists B, said hole being lined with an anti 
friction metal. Upon the bearing - faces of 
the buffer D, I place a metal cap, E E‘, to pre 
vent it from being pressed out of shape. 
To prevent the ?oor from rebounding be 

yond any desired height, I place metal strips 
F upon one side of the ?oor‘joists B, having a 
slot in their lower ends, which ?t over guide 
pins, and are thereby held in place in such a 
manner as to allow the supplemental ?oor to 
be pressed down, but prevent it from passing 
beyond the usual height. . 
At the‘ ends, and sides of my ?oor I place 

guides G G, tov keep the ?oor in its proper 
position and prevent any side or end move 
ment. These guides may be made in any de 
sired manner; but in the present case I have 
shown them as being made of two plates, each 

plate having a longitudinal groove in its cen 
ter, and one plate being secured to the side 
or end wall and the other to the supplemental 
?oor in such a manner as to match with each ‘ 

other. 
Some of the buffers D are not as high as 

the others, being made ‘of a smaller size, so 
that when an. extraordinary strain is brought 
upon the ?oor the shorter springs will receive 
the pressure, thereby causing the ?oor to re 
tain its elasticity equally for a light or heavy 
weight. . 
By this construction I ‘am able to form a 

spring-?oor that is safe and durable, and will 
not affect the standing walls of the building. 
If desired, this spring-?oor may cover only a 
portion of a room, a stationary platform being 
built up even with it, so that a level surface 
will be presented, the stationary portion being 
used for seats, music-stand, or any desired. 
purpose. 
At convenient places I leave openings H 

for ventilation. When the ?oor is pressed 
down it forces the air through these ventilat 
ors, and prevents any damage occurring from 
the air being compressed beneath the ?oor. 
Having thus described my invention, what I 

claim, and desire to secure by Letters Patent, - 

1. In combination with the spring-?oor sup’ 
ported on the rubber buffers D, the metal caps 
E E and upright pins 0, substantially as and 
for the purpose described. 

2. In constructing a spring-?oor, the metal 
strips F for preventing the ?oor from rebound 
ing above desired height, and guides G for 
keeping the ?oor in its proper position, and 
also the ventilators H at desired parts of the 
?oor, all arranged and operating substantially 
as and for the purpose above described. 

In witness whereof I have hereunto set my 
hand and seal. 

WILLIAM HORNER CLARK. [L. 8.] 
Witnesses: 

WILLIAM GIBsoN, 
. ALFRED E. SHANNON. 


