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This invention relates to improvements in 
marking or identifying devices and pertains par 
ticularly to a marking device designed for use 
upon graves. 
The primary object of the present invention is 

to provide a grave marker or a marker for any 
location which is exposed to the weather, which 
is designed to maintain a permanent record of a 
desired character over a long period of time, the 
marker being particularly designed to withstand 
the effects of the elements. 
Another object of the invention is to provide 

a marker for the above described purpose which 
is designed to receive a printed or written record 
and to retain the same on display but effectively 
shielded from the elements so that the record 
will remain inde?nitely. 
Other objects and advantages of the invention 

will become apparent as the description of the 
same proceeds and the invention will be best un 
derstood from a consideration of the following 
detailed description taken in connection with the 
accompanying drawing forming part of this spe 
ci?cation, with the understanding, however, that 
the invention is not con?ned to any strict con 
formity with the showing of the drawing but 
may be changed or modi?ed so long as such 
changes or modi?cations mark no material de 
parture from the salient features of the inven 
tion as expressed in the appended claims. 
In the drawing:— 
Figure 1 is a view in transverse section of the 

head portion of the device embodying the present 
invention, the supporting structure therefor be 

' ing shown in elevation; 
Figure 2 is a view in plan of the device; 
Figure 3 is a detail sectional view through 

a portion of the head unit showing details of con 
struction. 
Referring now more particularly to the drawing 

wherein like numerals of reference indicate cor 
responding parts throughout the several views, 
the numeral 1 indicates a standard formed of a 
suitable rust resisting material, the lower end of 
which is pointed as indicated at 2 to facilitate its 
ready extension into the ground. The upper end 
of the standard is preferably bent as indicated at 
3 so that an upper portion 4 will extend obliquely 
of the lower portion which is designed to be ver 

. tically disposed in the ground. 
Upon the upper end portion 4 of the standard 

are ?xed arms 5 each of which has a right angu 
‘larly turned outer end portion 6 which terminates 
in the inturned ?nger 7. 
Each of the arms 5 has threaded therethrough 

(Cl. 40—124.5) 

a screw 8 which is provided with a head 9 which 
may be in the form of a pair of Wings or a circular 
knurled head or any other shape which will fa 
cilitate the convenient grasping and turning of 
the screw.. - 

Disposed against the arms 5 and located be 
tween the opposed turned portions 6 is a body 
which is indicated as a whole by the numeral 10 
and which is formed of glass and in the two 
portions 11 and 12. This body 10 is preferably 65 
in the form of a disk and the outer face of the 
top portion 11 is convexed as illustrated and may 
be provided with recesses 13 adjacent its periph 
ery in which the finger portions 7 atgthe ends of 
the arms may engage. 
The confronting surfaces of the portions of the 

body 10 are formed to inter?t. Thetopfaceof 
the lower portion is formed to provide the two 
annular shoulders 14 which as shown are one 
within the other and on different planes. The 75 
shoulder of smaller circumference is set in from 
the outer shoulder and the inner face of the 
upper portion 11' is provided with the central 
recess 15, the wall of which is offset throughout 
along one line to form the shoulder 16_ which, go 
when the two bodies are together, contacts the 
inner one of the two shoulders 14. The inner 
face 17 of the portion 11 immediately adjacent 
the periphery thereof engages the outer one of 
the shoulders 14. . 

When the bodies 11 and 12 are in assembled 
relation a gasket is disposed between the inner 
one of the shoulders 14 and the shoulder 16 so 
that a water and dust-tight joint is formed and 
nothing can enter between the top surface 18 90 
of the lower portion 12 and the inner wall of 
the recess 15. ' 

The top surface 18 of the lower portion 12 is 
provided'with a recess 19 for the reception of a 
card or any other article which it is desired to 95 
preserve on display. _ _ ' 

After the article to be displayed has been lo 
cated between the bodies 11 and 12 the entire 
body or unit 10 is inserted between the portion 
6 of the arms 5 so as to engage the ?nger ends 100 
'7 thereof in the recesses or notches 13 and the 
screws 8 are then threaded inwardly to abut 
the bottom of the portion 12 and thus bind the 
body 10 ?rmly in place against the inturned 
ends of the arm portions 6. 
While there has been illustrated a supporting 

standard in which the upper end is turned at an 
angle so that the card. or other article in the 
recess 19 may be easily viewed by a person stand- ' 
ing in front of the marker, it is to be understood 11° 
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that the invention is not to be limited to this 
speci?c construction as it will be readily ap 
parent that the standard 1 may be made straight 
throughout so that the unit 10 will lie upon a 
horizontal plane or a plane perpendicular to the 
standard. 
From the foregoing it will be readily apparent 

that a card or other object placed between the 
two portions of the glass body ‘10 will be pro 
tected from the effects of dust and water after 
the two parts have been ?rmly clamped together 
and thus the article on display will remain in 
its original condition over a long period of time 
and can be readily seen at any time through 
the glass body in which it is housed. 
Having thus described the invention, what is 

claimed is: 
1. A marker of the character described, com 

prising a body formed in two portions and hav 
ing the confronting faces thereof formed for the 
‘entrance-of a portion of one into the other,.means 
‘for locating an object between said confronting 
faces, ‘one of the portions of said body being 
transparent, means for preventing the entrance 
of moisture between the confronting faces of the 
body portions, and means for clamping said por 
tions together. . 

2. A marker of the character described, com 
prising a body formed in two portions, one of 
said portions being of transparent material, 
means for positioning an object between said 
portions for display through the transparent one 
thereof, and means for securing the said por 
itions together comprising a supporting element 
for the body, a pair of members extending across 
the edge of the body portion and engaging the 
top surface of one thereof and elements carried 
by the supporting body for exerting pressure 
against the outer face of the other of the por 
tions. 

3. A marker of the character described, com 
prising a body formed of two plate-like portions 
one disposed upon the other, one of said portions 
being of transparent material and having its 
outer face convexed, one of the confronting faces 
of the two portions being formed to provide a 
recess and the confronting face of the other 
portion having a peripheral channel forming a 
surrounding shoulder and an upstanding central 
portion adapted to enter said recess, the top 
surface of the said upstanding central portion 
being recessed to receive an object to be displayed 
through the transparent portion, means inter 
lposed between the said shoulder and the abutting 
face of the other portion for preventing the en 
trance of moisture between the portions, means 
for clamping the two portions together, and sup 
porting means for the body. 

4. A ‘marker of the ‘character described, com 
prising 'a body formed of two plate-like portions 
one disposed upon the other, one of said ‘portions 
being of transparent material and having its 
outer face convexed, one of the confronting faces 
‘of the two portions being formed to provide a 
recess and the confronting face of the other por 
tion having a peripheral channel forming a sur 
rounding shoulder and an upstanding central 
‘portion adapted to enter-said recess, the top sur 
face of the said upstanding central portion being 
recessed to receive an object to be displayed 
through the transparent portion, means inter 
:posed between the said ‘shoulder and the abut 
ting face of the other portion for preventing 
the entrance of moisture between the'portion's, 
1a supporting standard for the body, a pair of 
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arms carried by the standard and having the 
body mounted thereon with the convex surface 
directed outwardly therefrom, laterally extending 
terminals for said arms each extending across 
the edges of the body portions and each termi 
nating in an inturned ?nger engaging the said 
outwardly directed surface, and means carried 
by the arms for exerting pressure against the 
under side of the body to force the portions to 
gether against said ?ngers. 

5. A marker of the character described, com 
prising a body formed in two portions and hav 
ing the confronting faces thereof formed for the 
entrance of a portion of one into the other where 
by the portions are held against relative sliding 
movement, with the surfaces perpendicular to 
the confronting faces flush with one another, 
means for positioning an object between said 
confronting faces, one of the portions of said 
body being transparent, and means for clamp 
ing said portions together. , 

6. A marker of the character described, com 
prising two members disposed one upon the other, 
one of said members being transparent and con 
stituting the top member of the marker, means 
for positioning a body between the members, a 
body disposed across the under face of the bot 
tom member and having end portions extending 
across the edges of the vmembersand engaging 
the top member, and means carried by said body 
and engaging the bottom member for effecting 
the clamping of the members together. 

7. A marker of the character described, com 
prising two members disposed one upon the other, 
one of said members being transparent and con 
stituting the top member of the marker, means 
for positioning a body between the members, a 
body disposed across the under face of the bot 
tom member and having end portions extending 
across the edges of the members and engaging the 115 
top member, means carried by said body and-en 
gaging the bottom 'member for effecting the 
clamping of the members together, and a ground 
penetrating element carried by said body. 

8. A marker, comprising two superimposed 13o 
bodies, one being transparent, between which an 
other body may be placed, a support, means 1con’ 
meeting the support with one of the bodies, and 
means carried by the ?rst means and engaging 
the other body to effect the ?rm‘ connection of 125 
the bodies together. , 

9. A marker, comprising two superimposed 
bodies between which another body may-be placed, 
one of the ?rst bodies being transparent, ‘a sup— 
port, a pair of arms carried by the. support and 130 
extending from one side of one of the two bodies 
across the plane of the opposed faces thereof to 
and engaging the other one of thetwo bodies, 
and means carried by said arms exerting areact 
ing force between the same and the said one "side .136 
of the body across which the arms extend to se 
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cure the two bodies together. ' 
'10. A marker comprising two superimposed‘ 

bodies of equal overall circumferential extent, 
one of the two opposing sides of said bodies being ‘.140 
recessed, the other of the two said sides having 
a forward standing portion entering said recess, 
one of said bodies being transparent whereby ‘ma 
terial between the ‘bodies may be viewed there 
through, and means for securing the bodies 'to- 1115 
gether. 

11. A marker comprising two superimposed 
bodies, one of the ‘two ‘opposing sides of said 
bodies being recessed, the other of the ‘two Tsaid 
sides having a forward standing portion enter-1150 
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ing said recess, one of said bodies being transpar 
ent whereby material between the bodies may be 
viewed therethrough,v a ground penetrating sup 
port, and means carried by the support for se 
curing the bodies together. 

12. A marker, comprising two superimposed 
bodies, one of the two opposing sides of said 
bodies being recessed, the other of the two said 

3, 
sides having a forward standing portion enter 
ing said recess, one of said bodies being transpar 
ent whereby material between the bodies may be 
viewed therethrough, a sealing ring outside the 
forward standing portion and interposed between 
the bodies, means for securing the bodies together, 
and means for supporting the bodies. . 

HARRY F. POTTER. 
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