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l Claim. 

My invention relates to display fixtures and 
refers particularly to display stands capable of 
additive trays or commodity holders. 
in counter displays it is frequently desirable to 

5 display a plurality of different commodities in 
separate trays, or containers, in order that they 

not be commingled, or inter-mixed, and it 
is further desirable that a minimum of counter 
area be employed for this purpose. 

10 r¿These requirements have resulted in the con 
struction or“ devices consisting of a plurality or" 
trays, or containers, superimposed. above each 
other and separated from each other by sup 
ports ñxedly attached to the said trays, or con 

15 tainers. 
Devices oi this character are objectionable in 

that they fre 'uently contain more trays than are 
desirable iîor a particular display, and furthe', 
because they do not allow of an artistic arrange 

20 ment ci stands having a varying number of 
trays, unless numerous stands having a diiîer 
ent number of trays are maintained in stock. 
A further disadvantage of the described dis 

play stands is the diiiiculty experienced in clean 
25 Íing them and in keeping them in a highly polished 

condition if made or" metal. ' ' 

A further objectionable feature of these stands 
is their liability to become broken because of their 
size and shape and the additional fact that if one 

30 of the trays becomes cracked, chipped or injured 
the entire stand is useless. 
The device of my invention overcomes the 

above mentioned, and other, objectionable fea 
tures oi the present employed one-piece display 

35 vstands and presents a device in which the num 
ber, arrangement and size or" the trays may be 
varied as desired, in which the several supports 
and trays may be readily cleansed and polished 
and in which injury to a support or tray does not 
affect the usefulness of any portion of my de 
vice other than the particular portion injured. 

It will thus be seen that the separable display 
stand of my invention possesses artisticness, use 
fulness and economic features not incident to 

45 one-piece devices of this character. 
In the accompanying drawing, illustrating one 

form of the device of my invention, similar parts 
are designated by similar numerals. 
Figure 1 is a side view of one form of a three 

tray display stand of my invention. 
Figure 2 is a top View of the device of Figure 1. 
Figure 3 is an enlarged vertical cross-section 

of the lower portion of the device of Figure 1. 
55  Figure e is an enlarged vertical sectional View 

40 

50 

(Cl. 2lb-133) 

of a portion of the device of Figure l, with the 
several elements separated from each other. 
The particular form of the device of my inven 

tion shown in the accompanying drawing con 
sists of a base-'support member comprising an 60 
annular base l0 capable oi placement upon a 
counter, or table, an annular upright support 11 
ñxedly attached to the base 10 and an annular 
outwardly flared tray support 12 ñXedly at 
tached to the upright support 11, the upper face 65 
13 of the tray support l2 having an annular open 
ing 14_ therein. In order to give stability to the 
device, a lead, or other heavy, element 15 is oar 
ried by the base 10. i  v l ' 

The central portion of the tray 16, which may 7 0 
be of metal, glass or other desirable material, 
is depressed forming the shoulder 17 and the 
downwardly extended wall 18, these elements 
being formed to allow the shoulder 17 to rest upon 
the shoulder 13 and the wall 18 to pass through 75 
the opening 14, preferably forming a frictional 
contact between the outer face of the wall 18 and 
the inner edge of the member 13. It is evident, 
therefore, that the tray 16 may be placed upon 
the base-support in a‘comparatively permanent 80 
position. 
The trays 19 and 20 are similarly constructed 

but are of different diameters from each other 
and from tray 16. 

I have a plurality of tray supports and as these 85 
are similar to each other, it is necessary to de 
scribe but one of them. , 
Each tray support consists of a base 21, the 

lower face 22 of the tray support being such that 
it exactly litsy within the recess of a tray 16 90 
and rests upon the upper face of the shoulder 17, 
it being preferable that there be frictional con 
tact between the lower edge of the base 21 and the 
inner face of the depressed portion of the tray 16. 
A shaft support 23 is fixedly attached to the 95 
base 21 and carries a tray support 24, which is 
similar to the tray support 12 and has an upper 
face 25 having a central opening 26, capable of 
receiving a tray 19 which is similar to tray 16. 
A similar tray support having the base 27, the 100 

shaft support 28 and the tray support 29 sup 
ports the tray 20. ' 

It will thus be seen that the trays 16 and 19 
are maintained in stable position by both lower 
and upper supporting means and that the addi- 105! 
tion of further supports and trays increases this 
stability. 
The trays and the base member of the sup 

ports may be round, square or of other forms, the 
only requirement being that the contact between 110.y 
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the supports and the trays be such as to allow 
of the placement of commodities upon the trays 
Without disengagement of the various elements. 

It is evident, therefore, that by means of my 
separable display stands, the number and ar 
rangement of trays can be varied, without main 
taining a large stock of inseparable devices, that 
injury to one of my elements will not affect an 
entire unity construction; and because the parts 
are separable, they may be readily cleaned and 
polished. 

I do not limit myself to the particular size, 
shape, number, arrangement or material of parts 
as speciñcally shown and described, as these are 
given simply as a means for clearly describing 
my invention. 
What I claim is:- Y v 

A display stand comprising a vertical series of 
similar equidistantly vertically spaced freelyV 
separable trays, each of said trays having a 
shallow dish-like depression centrally in its 
upper side and having on its lower side an ex 
tension directly below and complemental in shape 
to said depression, such depression being of 
greater diameter than depth, said depression and 
extension being deñned by a bottom wall and a 
surrounding wall, an oñset in the surrounding 
wall of said depression and extensionl forming an 
inner shoulder and anV outer shoulder directly 
below the inner shoulder, a freely separable ver 
tical standard interposed in each instance respec 
tively between each two adjacent said trays and 
forming spacers which support said trays one 
above another successively, all of said standards 
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being interchangeable duplicates and each of said 
standards having its opposite end portions of 
duplicated construction providing for reversibility 
or" such standard, each of said standards compris 
ing an intermediate shaft portion and enlarged 
opposite end portions which respectively taper 
towards the shaft portion in conical form, any 
said enlarged end portion being so dimensioned 
and proportioned as to be adapted to have a tele 
scopic ñt within the surrounding wall of any said 
tray depression above and be supported upon the 
top of said inner shoulder therein with such end 
portion then at the lower end of said standard, 
each enlarged end portion of each of said stand 
ards having an opening therein so dimensioned 
and proportioned as to be adapted to receive 
therein the surrounding wall of any said tray 
extension with a> telescopic ñt below its said outer 
shoulderwith the latter supported upon the top 
of the end portion of said standard with this 
end portion then at the upper end of said vstand- 
ard, and a freely separable supporting base mem 
ber comprising an upright portion and an en 
larged lower end portion adapted to form a sup 
porting foot and the upper end portion of its up` 
right portion having an opening therein adapted 
to receive within it the surrounding wall ’of the 
tray extension on the tray next above said stand 
ard in said series with a telescopic ̀ fit below its 
outer shoulder> with the latter supported upon 
the A¿op of the upper end of the upright portion of 
said base member. 

CLAUDE W. KRESS. 
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