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3 Claims. 

The invention relates to an improved tobacco 
pipe. 
Tobacco pipes are known with a divided insert 

serving for the reception of the tobacco, which 
pipes consist of an upper part which can be 
screwed into the pipe bowl and a porous lower 
part. 

According to the present invention the bottom 
insert piece is recessed in step form and almost 
?lls the bottom of the shell of the pipe bowl, 
leaving a narrow annular channel for receiving 
the smoke while the skirt of the top insert piece 
projects into the recessed portion of the bottom 
insert piece, the top insert piece being screwed 
into .the shell of the pipe bowl. A joint is formed 
between the bottom of the skirt of the top insert 
piece and the ledge at the base of the recessed 
portion of the bottom insert piece, and this joint 
is accordingly protected from the action of heat, 
while comparatively small axial displacements of 
the two parts are permitted. Compensation for 
any inaccuracies or" manufacture is also made 
possible. 
The invention is illustrated in the accompany 

ing drawing in which Figure l is a longitudinal 
section of the pipe; Figure 2 is a vertical section 
through the bottom insert piece; Figure 3 is a 
plan of the bottom insert piece. 

a is the shell of the pipe bowl, I) the top insert 
piece which forms the upper part of the bowl 
proper, and is screwed into the shell a; c is the 
bottom insert piece forming the lower part of 
the bowl and which acts as a ?lter. d is the 
mouthpiece of the pipe. The bottom insert piece 
0 is recessed in step form, and the skirt of the 
top insert piece b projects into the recessed por 
tion. A joint is formed between the bottom of 
the skirt and the ledge at the base of the bottom 
insert piece, and packing rings 9 are preferably 
inserted in the joint. 
The bottom insert piece 0 has a central hole 2 

which opens into a recess e from which radial 

(Cl. 131-12) 

channels 1‘ lead to an annular channel h which 
is left between the bore of the shell a and the 
outer wall of the insert pieces b and 0 whose 
external diameter is smaller than the bore of the 
shell. 
What I claim is: 
1. In a bowl assembly for a tobacco pipe, a bowl 

shell, a porous bottom insert piece recessed in its 
upper portion, of smaller diameter than the bore 
of the shell, whereby an annular passage is left 
between the bowl shell and the bottom insert 
piece, and a top insert piece screwed into the shell 
and having a skirt which projects into the re 
cessed upper portion of the bottom insert piece. 

2. In a bowl assembly for a tobacco pipe, a bowl 
shell, a porous bottom insert piece recessed in its 
upper portion, of smaller diameter than the bore 
of the shell, whereby an annular passage is left 
between the bowl shell and the bottom insert 
piece, a top insert piece screwed into the shell 
and having a skirt which projects into the re 
cessed upper portion of the'bottom insert piece 
which terminates in a ledge, and a packing inter 
posed between the base of the skirt and the ledge 
at the base of the recessed portion of the bottom 
insert piece. 

3. In a bowl assembly for a tobacco pipe, a bowl 
shell, a porous bottom insert piece recessed in its 
upper portion, of smaller diameter than the bore 
of the shell, whereby an annular passage is left 
between the bowl shell and the bottom insert 
piece, said bottom insert piece being also recessed 
in its lower portion so as to form in conjunction 
with the lower part of the bowl shell a chamber, 
and having radial passages connecting said 
chamber with said annular passage, and having 
an axial passage connecting said chamber with 
the upper surface of said bottom insert piece, and 
a top insert piece screwed into the shell and 
having a skirt which projects into the recessed. 
upper portion of the bottom insert piece. 
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