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This invention has reference ‘to an article of 
manufacture which comprises a wire fabric and 
a paper backing forming a composite structure 
useful as a reenforcement for stucco, plaster and 

The invention has for one of its objects to pro 
vide a reenforcing fabric comprising a wire fab 
ric and a paper backing therefor, and a fasten 
ing means for attaching the fabric to the paper 
backing which comprises a stapling means over 
lying portions of the fabric and clinched through 
the paper and reenforcing elements disposedin 
juxtaposed position against the rear face of the 
paper. 
A further object of the invention is to pro 

vide a reenforcing fabric comprising a wire fab 
ric made of longitudinal and transverse wires 
welded at their intersections and backed by a 
suitable paper backing, the two being secured 
into a composite structure by clinching staples 
applied diagonally across predetermined joints 
of the wires and employing a washer of suitable 
material disposed coincidental with these staples 
against the rear face of the paper, and clinching 
the staples through the paper and washers and 
with the ends of the staples disappearing within 
such washers. 
That the invention may be more fully under 

stood, reference is had to the accompanying 
drawing forming part of this description, illus 
trating a preferred embodiment of the invention, 
in which: 

Fig. 1 is a face view of an article of manufac 
ture embodying my invention, showing a corner 
of the article disclosing two of its selvage edges 
with portions of the body of the article broken 
away, and the preferred arrangement and loca 
tion of the means for uniting together the ele 
ments constituting the article; ~ 

Fig. 2 is a cross-section as the same would 
appear on the line 2—2 Fig. 1; 

Fig. 3 is a detail sectional view as the same 
would appear on the line 3—,—3 Fig. 1. 

Like characters of reference denote corre 
sponding parts throughout the ?gures. 
In the drawing the wire fabric is composed of 

cross-wires 1 and 2, the former being vdesignated 
as longitudinal wires and the latter being desig 
nated as transverse wires, the same‘beingunited' 
or secured at their intersections by being prefer 
ably welded together. 'In the form shown the 
wire fabric is made to present a “square mesh” 
fabric, being the preferred form, although the 
invention is not necessarily limited to this dis; 
closure. Also the gauge of the wires and the 
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sizes of the meshes may be varied-asoccasion or 
practice-may require or be deemed desirable. 
The backing ‘for'the wire fabric is preferably 

a sheet of paper 3 ‘which shouldber’slightly less 
in dimensional area than the dimensions of ‘the 
wire fabric,‘v vfor purposes well understood {by 
those skilled in the art. This ‘paper backing ‘is 
imperforate in its original state’ and remains 
so when the composite structure is‘ completed. _ 
By this I mean there‘ a’re'no openings or perfora- 5Q 

- tions made or left in the paper through which 
‘it is possible for plaster or-the like to leakand 
thereby cause unnecessary waste when-thev arti 
cle is used as a reenforcing. ' 
In the present form of the invention the paper '39 

backing 3 is securely fastened to the wire fabric, 
by employing against the rear face of the paper 
and at predetermined points, washers 4 of suit 
able contour and of a size in which may be 
clinched staples 5. The location of the washers 7-5 
is preferably at predeterminately spaced points 
coincidental with certain of the intersections 
of the united cross-wires, and they are prefer-v 
ably ?atland shallow in thickness. The staples 
are applied to the intersections of the cross- "5!‘ 
wires by being caused to overlie these intersec 
tions diagonal to the cross arrangement of such 
wires; arcuate bends of the staples bearing 
against the intersections of the wires and the 
legs of the staples passing through the paper <35 
and washers and their ends clinched so as to 
substantially disappear within the washers 
somewhat in the manner shown in Fig. 3. The 
legs of the staples pass cleanly through the 
paper backing so that no exposed openings are '90 
left in the paper whereby the paper is left sub 
stantially imperforate, meaning there are no 
openings in the paper through which plaster 
or the like may leak and cause unnecessary 
waste of material. The washers 4 may be ini- r95 
tially secured to the paper backing by fasten 
ing the same thereto by a suitable adhesive 6. 
The adhesive being of such a nature that it will 
be insoluble in water andnot affected by mois 
ture or the elements and will thereby not be- :100 
come loosened. These washers may be of wood 
or any other suitable material. 
What I claim is:— 
1. An article of manufacture of the charac 

ter described, comprising a wire fabric composed 11.05 
of crosséwires welded at their intersections and ' 
a paper backing therefor, a series of reenforc 
ing elements disposed next adjacent the rear 
face of the paper one each located at a pre 
determined Iwelded intersection of the fabric, i110 
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and a series of clinching staples onereach dis 
posed coincidental with a reenforcing element 
and overlying a welded intersection and engag 
ing through the paper backing and a reenforcing 
element and clinched within the latter. 

2. An article of manufacture of the charac 
ter described‘, comprising a wire fabric com 
posed of cross-wires welded at their intersec- 
tions and a paper backing therefor, a series of 
reenforcing elements disposed next adjacent the 
rear face of the paper one each located ;at a 
predetermined welded intersection of the fabric 
and fastened to the paper by a suitable adhe 
sive, and a series of clinching staples one each 
disposed coincidental with a reenforcing'ele 
ment and overlying a welded intersection and " 
engaging through the paper backing and a’ re 
enforcing element and clinched within‘ the lat 
ter. 

described comprisingva wire fabric and, a paper 
backing, therefor, a series of washer-like reen 
~forcing~ elements,>means to ?xedly secure each 
element to a face of the paper at predetermined 
points thereon, and a series of clinching staples 
engaged with the fabric and with the paper and 
‘with the reenforcing elements for holding all 

> of the last three recited parts in ?xed assem 
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blage, there being one element for each staple. 
v 4. An article of manufacture of the character 

dscribed comprising a wire fabric and a paper 
backing therefor, a series of reenforcing ele 
ments, means to ?xedly secure each element to 
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a face of the paper at predetermined points 
thereon, and a series of clinching staples en 
gaged with the fabric and with the paper and 
with the reenforcing elements for holding all 
of the last three recited parts in a ?xed assem 
blage, there beingcone element for each staple 
and each element being of a size but compara 
tively slightly greaterthan the width of the 
staple whereby to permit the article to be folded 
longitudinally or laterally of the article. 

5;‘An article of manufacture of the charac 
"ter described, comprising wire fabric and a 
paper backing therefor engaged on one side face 
vthereof by the fabric, a series of washer-like 
reenforcing elements engaged with the paper on 
theside face thereof opposite to that engaged by 

I the fabric, means to ?xedly secure each element 
to the paper at predetermined points thereon, 

, » andva series of clinching staples straddling por 
3. An article of manufacture of the character ‘ tions of the fabric and engaged through the 

paper‘. and having, their free ends clinched 
against the reenforcing elements. _ _. 

6i Anarticle of. manufacture of the charac 
ter described, comprising wire fabric and a paper 
backing therefor, a series of relatively small 
spacing elements with a face of the 
paper, means to rigidly affix the elements to 
the paper, at predetermined points thereon, and 
clinching staples engaged with the fabric, the 
paper and the elements to hold all of said last 
three recited elements in fixed assemblage, there 
being one element for each staple. 

CHARLES F. BAILEY. 

80 

85 

90 

95 

‘100 

105 

‘1 10 

"115 

120 

125 

1130 

~ 135 

t 140 

145 

‘ 150 


