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My invention particularly relates to improve 
ments in a carrier for flat keys and the object 
of my improvement is to provide a simpler and 
more convenient carrier than the former de 

5 vices for this purpose. 
I attain this object by the device illustrated 

in the accompanying drawing in which 
Figure 1 is a view of the device from its large 

end with keys assembled; Figure 2 is a longi 
10 tudinal section of the device with keys assem 

bled; Figure 3 is a side view of the device; and 
Figure 4 is a view of the device from its small 
end. ‘ - 

This device consists of rubber or elastic ma 
15 terial and has a connecting portion b and two 

enlarged portions (1 and c as shown in the ac 
companying drawing. The smaller enlarged end 
a is shaped so as to adapt it to be drawn through 
the holes in the keys and is so shaped that’ 

20 when it has passed through the holes in the 
keys it expands and holds the assembled keys 
together. 

I have shown this device assembled with keys. 
only. However _a plate, which may be used for 

25 the purpose of identi?cation or advertising or 
for other purposes, may be assembled with the 

30 
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keys on this carrier without departing froniv the 
purpose of this device. 
What I claim is: 
1. A key carrier consisting of an elastic de 

vice having two enlarged ends and an inter- 60 
mediate connecting portion integral with said 
enlarged ends, one end, being so shaped that'it 
may be grasped and drawn through the holes 
in the keys and so shaped that when it has 
passed through the holes in the keys it ex- 65 
pands and secures the keys in assemblage, sub 
stantially as set forth. _ _ 

2. A key carrier of elastic material having 
two enlarged ends and an intermediate con— 
necting portion integral with said enlarged ends 70 
and capable of longitudinal extension and con 
traction in this intermediate portion for the 
accommodation of a greater or less number of 
keys and of holding them together under spring 
tension, one end of said enlarged portion being 75 
provided with a reduced extension which may 
be freely passed through the hole in the key 
and grasped to draw the enlarged portion 
through the hole. 
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