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2 Claims. 

'I'his invention relates to puffs, and more par 
ticularly to puiïs generally used as powder puffs. 
The objects of the invention are to provide an 

improved puiî having protective means; to pro 
vide protective means as an integral part of the 
puiî; to enable the protective means to also be 
utilized for holding purposes when using the puff; 
to employ minimum parts and operations in 
manufacture; to secure simplicity of construction 
and use; and to obtain other advantages and re 
sults as may be brought out in the following de 
scription. 

Referring to the accompanying drawing in 
which like numerals of reference indicate similar 
parts throughout the several views; 

Figure 1 is a perspective view of a puiï embody 
ing my invention; 

Figure 2 is a sectional view on line 2-2 of Fig. 
1, showing the protective means in place over the 
applicator; and 
Figure 3 is a similar sectional view showing the 

protective means removed from over the applica 
tor and in position as a holding means. 
In the specific embodiment of the invention il 

lustrated in said drawing, the reference numeral 
1 indicates the applicator, such as wool upon a 
section of hide, the hide being cut circular and 
the wool caused to spread laterally at the periph 
ery of the piece of hide. This applicator may 
conveniently be held centrally with respect to a 
somewhat larger piecel of backing material 2. 
Where the applicator is circular, the backing ma 
terial is likewise preferably circular with a mar 
gin projecting beyond the applicator peripherally 
thereof. Furthermore, the backing material may 
conveniently be rubberized or suitably water 
proofed. 
Upon the margin of the backing material ,_2 are 

sewn sections 3, 4 of the covering means, these 
sections being cut on the same radius as the back 
ing material and each being somewhat more than 
a semi-circle thereby each having a chordal edge 
5. These chordal edges 5 are arranged parallel 
to each other as there will be a diametric portion 
of the two sections that overlap entirely across 
the puff. Except where the overlapping portions 
are sewn at the periphery of the puff, said edges 
are free. 
As here shown, the sections of the covering 

means are applied to the wool side of the applica 
tor flatwise of the margin, and a binding 6 is ap 
plied around the common periphery of the back 
ing material and covering means. In this man 
ner a ñnished edge is provided with a single row 
of stitches 7 through opposed edges of the bind 
ing and through the backing material and cov 
ering means. In this normal position of parts the 
covering means unites with the backing material 
to completely enclose the applicator. By prefer 
ence the covering means is rubber or other 

(Cl. 132-785) 

weatherproof material having desired flexibility 
and possibly resilience or stretch. It is preferred 
that in this normal position the covering means 
be quite tight so as to maintain the overlapping 
portions closed ñatwise together preventing entry 
of moisture as well as discharge of powder or the 
like from the applicator. 
When desired to use the applicator, the sec 

tions of the covering means are turned back in 
dividually, so as to each be upon the formerly 
outer side of the backing material, as shown in 
Figure 3. At such time the user may insert sev 
eral ñngers into the pocket formed by one section 
of the covering means and use it as a holding 
means with a proper spreading of the fingers. 
This holding of the puff is aided by virtue ofthe 
iiexibility and stretch of the covering and holding 
means. After the applicator is used, the cover 
ing means is readily turned back to its initial w 
covering position. 

Obviously detail changes and modifications 
may be made in the construction and use of my 
improved puff without departing from the spirit 
or scope of the invention, and I do not wish to be 
understood as limiting myself to the exact con 
struction shown or described except as set forth 
in the following claims when construed in the 
light of the prior art. 
Having thus described my invention, I claim: 
1. A puff comprising an applicator having a Y 

backing and a powder retaining surface on one 
face of the backing, and covering means for said 
applicator, said covering means providing one 
portion in surface engagement with said backing 
and providing another portion which may alter 
nately be applied across the powder retaining 
face of the applicator for covering the same and 
may be inverted to lie behind the first said por 
tion and uncover the powder retaining portion. 

2. A puff comprising an applicator having a 
backing and a powder retaining surface on one 
face of the backing, and covering means for said 
applicator, said covering means providing one 
portion in surface engagement with said backing 
and providing another portion which may alter 
nately be applied across the powder retaining 
face of the applicator for covering the same and 
may be inverted to lie behind the first said por 
tion and uncover the powder retaining portion, 
the said portions of the covering being circumfer 
entially stitched together beyond the circumfer 
ential edge of the applicator whereby backward 
curling of the applicator is avoided while the 
covering is removed from the powder retaining . 
surface thereof. 
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