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This invention relatesto hand luggage and 
more particularly to the constructionof a Glad 
stone :bag having. a wardrobe section therein. 

It is an object of ‘ the invention‘to produce 
5 a bag of theGladstone ‘type having one com 
partment therein solely :for shirts, ties and other 
articles of apparel and‘ another compartment 
which will accommodate a limited ‘number of ‘the 
latter articles and in addition have a‘ hanger 
for a man’s suit to keep thesuit'in‘ press without 
wrinkling. 
Another object of this inventionzis to pro 

vide means for‘ carrying a man’s'suit or" similar 
garment neatly foldedv within a semi-?exiblebag 
of the. Gladstone‘ type in such a' manner‘ that 
the garment is protected‘from'contact‘with the 
side walls of the bag or articles carried-inthe' 
bag which might, upon contact with the gar 
ment, crush or wrinkle'the same. 

It is a further object of the invention to are 
rangethe hanger in such‘ a‘manner that the 
bag may be spread out ?at and the hangervplaced 
above either compartment. 
In previous wardrobe suitcases utilizing-a re‘ 

. taining board, the retaining board has been sup 
ported at only two points. This'practice has led 
to warping and deformation of the board, .and 
necessitated frequent renewals. 

It is, therefore, an object of the present inven 
0 tion to provide a garment receiving frame having 

a retaining board supported at allfour corners 
thereof, without the necessity of having more 
than two locking members. 
With these and other objects in view, the na 

ture of which will appear as'the description pro. 
ceeds, there. hasv been provided the following 
preferred form illustratedin' the drawings, in 
which: 

Figure 1 is a perspective view showing a bag 
40 of the'Gladstone type with the wardrobe attach 

ment in place; ‘ 
Figure 2 is a perspective view partly, in cross 

section, showing details of the/bag; 
Figure 3 is a cross sectional view taken through 

the ‘center of'the bag ;, 
Figure 4‘shows'a detailof the retaining board 

and they carrying frame in perspective; 
Referring to the drawings in which like nu~ 

merals indicate like parts throughout the several 
50 views, the bag comprises a pair of article receiv 

ing sections 10 and 11' hinged as'shown at‘ 12 
and provided‘with a lock 13 on the ‘side opposite 
the'hinge'. A‘ separator generally designated 14 
is attached‘adjacent'the‘hinge 12and‘is adapt 
ed‘to seat’ on inwardly “projecting ridgesl?‘ and 
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17 which project into the sections-10 and 11 
respectively. ‘ 

The. separator 14:‘ is" herein shown provided 
with a semi-rigid ‘compartment 20 which projects 
into the article compartment 11 when the bag 
is closed and has two sections therein 21 and 22, 
and a cover 23 covering both sections. 
The cover 23 is fastened to the member 20 by 

means of a lock 24. The section 21 may be used 
conveniently for neckties, handkerchiefs or other 
small articles while the section 22 may accommo 
date shirts etc. 
The wardrobe feature of the‘ suit case is con 

tained in the compartment 10 opposite to the 
semierigidicompartment 20 and comprises a gar 
ment carrying frame generally designated 28, 
which has a pair of parallel side arms 29. The 
arms 29 are turned upwardly towards ‘the center 
of the bag as shown at 30 in Figures 3 and 4 and 
have brackets 33 ?xed thereto, the brackets are 
rigidly connected by a transverse garment receiv 
ing rod 31 and have'outwardly extending lugs 34 
adapted to rest on the projections 16 at the 0p 
posite sides of the bag so as to space the rod 31 
inwardly from the projection 16. The opposite 
end of the arms are turned upwardly as shown 
at 36, Figures 1 and 3, and pivotally connected at 
37 to an anchoring member 38. 
The length of the upwardly turned portions 30 

and 36 and the bracket 33—34 is such that the 
arms 29 are substantially parallel to the ridges 
l6 and the rod 31 is approximately centrally lo 
catedbetween the line of the arms 29 and the 
ridges 16. 
The anchoring member 38 to which the arm 

29 is pivotally connected is herein shown as slid 
ably and removably mounted in a retaining mem 
ber 38’ to enable the garment carrying frame to 
be removed when it is desired to use the bag with 
out the wardrobe feature. 

Strips ,39 provided with hooked ends 4:0 are 
rigidly attached to the arms 29 at the angular 
portion 36. The arm 29 has attached thereto, a 
second strip 43 having a rectangular aperture 44 
therein, which strip cooperates with the hooked 
end ‘l0 to support a retaining board 46. 
The retaining board 46 comprises a rectangu 

lar board preferably made of light wood or fiber 
extending between the two arms 29 from the 
hooked portion 40 to a point adjacent the angu 
lar portion 30. The strip is bound on the parallel 
edges contacting the arms 29 with a metallic 
angle bar 47 having a rectangular aperture 48 
therein, positioned to fit over the edge of the 
strip 43 attached to the arm 29. The angle bar 47 
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has the short leg thereof spaced from and paral 
lel to the edge along which it fits as shown at 49 
to receive the arm 29 therebetween. 
The board is attached to the arms 29 by plac 

ing one end thereof underneath the hooked por 
tion 40, and fastening the strip 43 within the slot 
48 by means of the tongue 51, thus supporting the 
retaining board adjacent the four corners there 
of. This construction givessupport for the re 
taining board at the four corners thereof with but 
two locks to be manipulated. 
A clothes hanger 54 is rigidly connected to a 

strip 55 having a pivotal connection with a second 
strip 56. The strip 56 is slidably mounted in a re 
taining member 57 attached to the side of the 
container 10 adjacent the hinged edge of the 
container. , g 

A spring lock 50 is ?xed to the board 46 and has 
a tongue 51 which passes through the apertures 
44 to support that end of the retaining board 
from the arms 29. 

It will be noted at this point, that the end of 
the coat hanger may readily be moved longitudi 
nally in the member 5'7 (transversely of the com 
partment 10) but is restrained from moving in 
any other direction. 
The suit is packed in the usual way in the ward 

robe section, that is, the trousers are hung over a 
bar 59, while the coat shown in dash and dot lines 
at 60, is hung over the top of the hanger. The 
coat and trousers are then folded back over the 
bar 31 and pressed against the top part of the 
garments by fastening the retaining board 46 in 
place. The remaining articles may be packed as 
convenient‘in the bag and the separator 14 fas 
tened on top of the suit by means of clips 61 
which cooperate with corresponding means on the 
separator 14. 

It is to be noted that inasmuch as the gar 
ments are con?ned between the separator and 
the retaining board when the case is packed and 
are thereby spaced from the'outer ?exible walls 
of the case, they will be protected against being 
crushed or wrinkled either by contact with ar 
ticles carried in the compartment 10 or by in 
ward deflection of the ?exible outer walls. 

It is customary in Gladstone bags to open the 
bag out ?at in the position shown in Figure 1. 
Since articles besides the suit are packed in both 
compartments 10 and 11, it is desirable to have 
the suit so that it may be readily swung to one 
side or the other. 
When it is desired to remove articles which are 

packed in the bottom of the container 10, the en 
tire wardrobe element may be swung over into the 
position shown in dot and dash lines at 62 to rest 
on the top of the separator 14 and give access to 
the bottom of the compartment 10. 
In swinging the garment hanger over to a 

position on top of container 11, the angular por 
tion 36 of the arm 29 and the shelf 34 cooperate to 
give the suit the same relative position it occupied 
in closed position and the sliding joint/5'7 allows 
the hanger to move upwardly so that the entire 
wardrobe carrier may occupy the same relative 
position regardless of the angular position of the 
garment carrying frame. 

It is realized that this invention is susceptible 
to various changes in modi?cations and is not to 
be con?ned alone to the particular type herein 
described or limited to a Gladstone bag, but it is 
to be limited only by the scope of the appended 
claims. 
What is claimed as new and desired to secure by 
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1. In a device of the character described, a gar 

ment carrying frame including a pair of spaced 
arms, a hook member adjacent one end of each 
of said arms, a retaining board supported at one 
end thereof on said hooks, and means on said 
board cooperating with means on said arms to a 
support said board from said arms at the opposite 
end of the board from said hooks. . 

2. In a device of the character described, a 
support, a garment carrying frame including a 
pair of spaced arms hinged at one end thereof to 
said support, a bracket for supporting the oppo 
site ends of said arms, a hook member on each of 
said arms adjacent said hinge, a retaining board 
supported at one end thereof on said hooks, and 
means on said board cooperating with means on 
said arms to support the end of said board re 
mote from said hooks from said arms. 

3. In a device of the character described, a gar 
ment carrying frame including a pair of spaced 
arms, a hook member adjacent one end of each 
of said arms, and a retaining board between said 
arms and partly supported on said hooks, said 
board comprising a thin board section having two 
opposite edges thereof reinforced with an angle 
having a short leg thereof parallel to and spaced 
from the edge of said board and means on said 
board cooperating with means on said arms and 
with said hooks for supporting the retaining 
board from said arms. 

4. In a hand bag of the type described, includ 
ing a rectangular compartment having an inset 
peripheral shoulder spaced inwardly from and 
parallel to the top edge of said compartment, a 
garment carrying frame hingedly mounted adja 
cent said shoulder, a shelf on the end of said 
frame remote from the hinged mounting thereof 
and adapted to rest on said shoulder to support 
said frame, a major portion of said frame being 
spaced inwardly in said compartment from said 
shelf and substantially parallel thereto. 

5. In a wardrobe case of the character de 
scribed comprising two complementary sections 
hinged together along one edge of their open 
sides to be movable from a closed position in 
which the open sides of the sections engage to an 
open position with both sections in substantially 
?at alignment, a garment supporting frame com 
prising spaced arms connected at their outer ends 
by a garment‘ supporting bar, means hingedly 
mounting the opposite ends of the spaced arms in 
one of the sections adjacent the hinged connec 
tion of the sections, a garment hanger about 
which garments are draped preparatory to being 
folded over the garment supporting bar of the 
frame, and means adjacent said hinged connec 
tion to mount the garment hanger from a wall of 
the section in which the garment supporting 
frame is mounted, the garment supporting frame 
being offset near its hinged mounting and the 
mounting means for the garment hanger being 
slidable whereby the garment supporting frame 
and hanger with a garment draped thereover are 
movable from a position in parallel alignment 
with the section in which the garment hanger and 
frame are mounted to a position disposed ?atwise 
over the open side of the other section when the 
case is open and the sections are in flat align 
ment. 

6. In a wardrobe case of the character de 
scribed comprising two hingedly connected sec 
tions adapted to be moved from a closed posi 
tion engaging their open sides to an open posi 
tion in which their open sides are substantially 
in a common plane, a separator hingedly mounted 
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adjacent the hinged connection of the sec 
tions to be movable to and from a position over 
lying the open side of either section when the 
case is open, a garment carrying frame compris 
ing spaced arms connected at their outer ends 
by a garment supporting bar, means engaging the 
opposite ends of the arms to hingedly mount the 
frame in one section adjacent the hinged con 
nection of the sections, a supporting bracket at 
the outer end of the frame, a garment hanger 
adapted to receive a garment preparatory to be 
ing folded over the garment supporting bar of 
the frame, means to mount the garment hanger 
in said section in which the frame is mounted 
and adjacent the hinged connection of the sec 
tions, and said spaced arms of the frame being 
offset near their hinged mounting and the mount 
ing for the garment hanger being slidable so as 
to enable the frame and hanger with a garment 
thereon to be swung from a position disposed en 
tirely within the section in which the frame and 
hanger are mounted to a position overlying the 
separator in its position closing the open side 
of the other section when the case is open, said 
bracket on the frame engaging the separator to 
space the frame from the separator. 

'7. In combination with a hand wardrobe case 
of the character described comprising two com 
plementary semi-rigid sections hinged together 
along one edge of their open sides, a garment 
carrying frame pivotally mounted adjacent the 
hinged connection of the sections and having 
a garment supporting bar at its outer free end, 
a garment hanger mounted adjacent the hinged 
connection of the sections and on which a gar 
ment to be carried may be draped to be folded 
over the garment supporting bar, and rigid walls 
juxtapose the opposite sides of the garment car 
rying frame and hanger to protect the garments 
carried thereby against contact with articles car 
ried in the case and inward deflection of its 
flexible side walls. 

8. In a hand wardrobe case of the Gladstone 
type comprising two complementary sections 
having ?exible side walls and hinged together 
along one edge of their open sides, means to carry 
a man’s suit or similar garment neatly folded 
within the case comprising, a pivotally mounted 
frame having spaced side arms hingedly, mounted 
at one end to swing about an am's near the hinge 
axis of the case sections and having a garment 
supporting member connecting their outer free 
end portions, a garment hanger mounted within 

3 
said spaced side arms for swinging movement on 
an axis also near said hinge axis and on which a 
garment to be carried may be draped to be folded 
over the garment supporting member of the 
frame, and means to hold said garment support 
ing frame and garment hanger spaced a substan 
tial distance from each of the ?exible side walls 
of the case when the same is closed with the gar 
ment supporting member of the frame upper 
most when the case is in carrying position so 
that the garments carried hang from the garment 
supporting member and are spaced considerably 
from the ?exible side walls of the case. 

9. In combination with a hand wardrobe case 
of the Gladstone type comprising two comple 
mentary sections hinged together along one edge 
of their open sides and having a separator hing 
edly mounted adjacent the hinged connection of 
the sections to overlie either section when the 
case is open, a garment supporting frame mount 
ed to swing about an axis adjacent the hinged 
mounting of the separator and having a gar 
ment supporting member at its outer free end, a 
garment hanger adjacent the hinged mounting 
of the separator and on which a garment may 
be draped to be folded over the supporting mem 
ber of the frame, the separator providing a pro 
tecting covering for one side of the garment, and 
a retaining board carried by the frame to cover 
and protect the opposite side of the garment. 

10. In a hand wardrobe case of the Gladstone 
type including hingedly connected complemen 
tary sections and having a separator medially dis 
posed between said sections, means to support 
a man’s suit or similar garment in the case, said 
means being mounted adjacent the separator so 
that the separator covers one side of the gar 
ment to protect the same but being entirely in 
dependent of the separator, and a sti? retain~ 
ingv board to cover and protect the other side 
of the garment. 

11. In combination with a hand wardrobe case 
of the character described having ?exible side 
walls, means to carry a man’s suit or similar gar 
ment neatly folded within the case, and rigid 
inner walls engageable with the opposite sides of 
the garment to protect the same against contact 
with articles in the case or inward deflection of 
the ?exible side walls of the case, one of said 
rigid inner walls being carried by the garment ' 
carrying means and the other being mounted 
separately of the garment carrying means. 

GEORGE HENRY WHEARY. 
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