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8 Claims. 

vMy present invention relates to the art of de 
odorant devices and more particularly to a. Vola 
tile deodorant heater. , 

It has been quite common practice to burn in 
`5 cense, perfume and other volatile deodorants in 

30 

40 

order to overcome unwanted odors. When used 
in this manner, however, usually an excess of 
the deodorant is given off and then there will 
be long periods before the average housewife feels 
that she can economically burn more of the de 
odorant. In my present device I provide means 
whereby the heat of an incandescent Vlamp may 
be employed to gradually vaporize a deodorant 
such as cake or powder incense or perfume in 
either powder or liquid form. Therefore: 
The principal object of my invention is to pro 

vide convenient means for placing and holding 
a deodorant in close contact with an incandescent 
lamp. 
A further object is the provision of means 

whereby powdered deodorants may be used in 
the manner indicated. k . ' 

A still further object is to provide means where 
by liquid deodorants or perfumes may be slowly 
vaporized. 

i ^ Other'and more specific objects will be apparent 
from the following description taken» in connec 
tion with the accompanying drawings, wherein 

. Figure 1 is a side elevation of an incandescent 
light with my device secured thereto.` 

Figure ̀ 2 is a _sectional view taken along the 
line 2-2 of Figure ~1. ~ 

, Figure 3 is _a sectional view taken along the 
line 3-3 of Figure 2. Y 

Figure 4 is a cross sectional view taken along 
the line`44 of Figure 2. ¿ 

Figure 5 is an exploded perspective view show 
in_g the lvarious parts making up my device. 

Figure 6 is a’sectional view similar to Figure 
2, showing the means employed for using liquid 
deodorants. 

Figure 7 is a vertical cross sectional view 
through one of the more popular screen lamps 
showing my device in use with an inverted light 
globe. , 

Referring to the drawings, throughout which 
like reference characters indicate like parts, nu 
meral 10 designates the main body portion or 
receptacle of my device. This I prefer to form 
by pressing it out of sheet metal, of relatively 
high heat conductivity, such as copper, for in 
stance. To more easily form a close contact 
with the light globe, G, I prefer to curve the 
inner contacting surface as 12 and further, in 
order to permit free circulation of air through 

the device to the end that the vaporized deodor 
ant will be carried away, I provide a plurality 
of openings 14. On opposite sides of member 10 
I prefer to form, sometimes as part of the ma 
terial removed from the central openings, the 
supporting lugs 16. Adapted to pivotably engage 
lugs 16 are two spring members 18 and 20. I 
have found it most convenient to have this point 
of attachment disposed near the center, longi 
tudinally, of body 10 after the showing of Figure 
2. In this way the springs 18 and 20, by exerting 
inward pressure, can cause both ends of body 10 
to ñt snugly against the light globe, G. It will 
be apparent, I believe, that a single centrally dis 
posed resilient member might be used to sup 
port the body but it has been found that two 
members as shown form a more rugged mount 
lng. 
The springs 18 and 20 are secured, by conven 

ient means, to a non-inflammable, noncon 
ductor supporting ring 22. This ring I prefer to 
form with a conical counterbore 24 so that it may 
more easily engage the base of the light globe. 
I have further found it desirable to employ two 
resilient members as springs 26 and 28 to counter 
balance the inward pressure of springs 18 and 
20 and thus tend to bring ring 22 to an even 
bearing. I believe it will be apparent that with 
the springs equally spaced about ring 20 and 
subject to any reasonable deflection, that one 
such unit as I have described can be used on 
any shaped light globe normally used in a home. 
Disposed within body l0 is a screen member 

30. This member need not necessarily be used 
when cake incense as 32 is used. However, even 
this material disintegrates after continued heat 
ing and the wire screen prevents its sifting out 
through the openings 14. The chief purpose, 
however, of screen 30 is to accommodate incense, 
sachet, and perfume in powdered form. 
Adapted to engage body 10 is a cover member 

34. This may be secured to body 10 in any de 
sirable manner. However, I have found it very 
convenient to use one or more lugs as 36 which 
are adapted to engage the opening 14 and to have 
further, a spring lug member 38 which is adapted 
to engage one or more openings 14 on the oppo 
site end of body 10. This member should prefer 
ably be provided with a linger engaging lip as 40. 
This makes the removal of the cover very con 
venient. 
There are times when it is desirable to use 

liquid perfumes or deodorants. This is accom 
plished by employing a pad as 42 made of suit 
able ñbrous material. Asbestos matting has 
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2> 
been found very satisfactory. In this case it is 
only necessary to soak the mat in the liquid de 
odorant or perfume, or more particularly in the 
case of perfumes, to place a drop or two on the 
mat and then place it Within body l0, secure it in 
place by cover 34 and allow the heat of the globe 
to vaporize the deodorant. The plurality of 
openings 14 permit the vapor to escape and con 
vectional currents created by `the' heated light 
globe carry the vapor away vand. allow the en 
trance of fresh air, through openings 14, for 
treatment. Y ` 

The foregoing description and the accompany 
ing drawings are believed to clearly disclose a 
preferred embodiment of my invention but it will 
be understood that this disclosure is merely illus 
trative and that such changes in the invention 
may be made as fairly within the scope and 
spirit of the following claims. 
What I claim is: ` 

~ 1.' .Aldeodorant heater consisting of means in 
cluding a receptacle having one side curved to» fit 
an electric light globe; and a plurality of open 
ings therein; >means including a cover member 
adapted to ̀ enclose 'said receptacle; lugs >secured to 
said coverfmemher adapted to engage the open 
ings infthe receptacle and hold the cover in po 
sition; a screen lining for said receptacle; means 
including. a supporting ring having .a conical 
counterbore adapted to iit around the base of an 
electric light; means including springs adapted to 
connect said receptacle and said ring and urge 
the receptacle against a light globe; and addi 
tional springs `oppositely disposed substantially 
parallel to .the axis of the light globe ina manner 
to ` counterbalance the receptacle supporting 
springs and adapted to hold said ring normal to 
the axis of a light globe. 

'2; A deodorant heater consisting of means in 
cluding a receptacle having one side ̀ curved to flt 
an electric light globe, and a plurality of openings 
therein; means including a cover member adapt 
ed to enclose said receptacle; lugs secured to said 
cover member adapted to engage the openings in 
the receptacle and hold the cover in position; a 
screen lining for said receptacle; means including 
a supporting ring having a conical counterbore 
adapted to ñt around the base of an electric light; 
and including resilient means adapted to connect 
said receptacle and said ring, in a manner to sup 
port and position said receptacle. 

3. Adeodorant heaterconsisting of means in 
cluding a receptacle having one side curved to fit 
an electric light globe and a plurality of openings 
therein; means including a cover member adapt 
ed to enclose said receptacle; lugs secured to said 
covermember adapted to engage the openings in 
the receptacle and hold the cover in position; 
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means including a supporting ring having a coni 
cal counterbore adapted to fit around the base of 
an electric light; and including resilient means 
adapted to connect said receptacle and said ring, 
in a manner to support and position said recep 
tacle. 

4. A deodorant heater consisting of means in 
cluding a receptacle having one side curved to ñt 
an electric light globe; means' including a cover 
member .adapted to enclose said receptacle; a 
screen lining for said receptacle; means including 

;a >supporting ring having a conical counterbore 
adapted to fit around the base of an electric light; 
and ̀including lresilient means adapted to connect 

y _saidjreceptacle and said ring, in a manner to sup 
port andrposition said receptacle. 
SLA deodorant heater consisting of means in 

cluding 4a receptacle adapted to fit against an 
-electricçlight globe; means including a cover 
member adapted to enclose said receptacle; 
means including a non-inflammable supporting 
ring kadapted to iit around the base of an electric 
light; and including resilient means adapted ̀ to 
connect said receptacle and said ring in a manner 
to support and position said receptacle. Y 

' 6` A deodorant heater consisting of means in 
cluding a receptacle having one side curved to fit 
an electric light globe; means including a cover 
member adapted to enclose said receptacle; 
means including a supporting ring having a coni 
cal counterbore adapted >to fit around the base of 
an electric light; and including resilient means 
adapted to connect said receptacle and said ring 
in a manner to >support and position said recep 
tacle. ` 

7. A deodorant heater consisting of means in 
cluding a receptacle adapted to ñt an electric 
light globe; means including a cover member 
adapted to enclose said receptacle; means includ? 
ing a screen lining for said body; means including 
a supporting ring adapted to fit around the base 
of an electric light; and including resilient means 
adapted to connect said receptacle and said ring, 
in a manner to support and position said recep 
tacle. y ` ~ ` 

8. A deodorant heater consisting of means in 
cluding a’receptacle adaptedfto fit an electric 
light globe, and a plurality of openings therein; 
means including a cover member adapted to en 
close said receptacle; lugs secured to said cover 
member adapted to engage the openings in the 
receptacle and hold the cover in position; a screen 
lining for said body; means including a support, 
ing ring adapted to ñt around thebase ofan elec 
tric light; Vand resilient means adapted to connect 
said body portion and said ring in a manner to 
support and position said receptaclaY 
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