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My invention relates to a shoe, and has par 
ticular reference to a shoe in which preferably 
the outer sole and the counter forming the sides 
of the heel portion of the shoe are formed inte 

5 grally, preferably of fairly heavy sole leather 
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pressed to proper shape to form the outer sole 
and to form the counters at the sides and rear 
of the heel portion, and thereby-better support 
both the transverse and longitudinal arches of 
the foot. 
Another object of my invention is the provi 

sion of a shoe in which the outer sole portion and 
the counters are integrally formed, thereby pro 
ducing a shoe whichis much more strong and 
serviceable than the types of shoes which are now 
in common use, and also in which the counter 
portions are so formed that support is afforded 
at the sides thereof to the wearer of the shoe in 
a better manner than is now accorded through 
the present type of counter used in shoes. 
Another and further object of my invention is 

the provision of-a shoe having an outer sole and 
counter portion integrally formed so that better 
support is provided for the heel of the foot than 
where the counters are formed as separate 1112111 

- bers, as is common practice in building up shoes 
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at the present time. 
Another and further object of my invention is 

the provision of a shoe having an instep sup 
porting member which can'easily be built into the 
shoe between the inner and outer soles or can be 
inserted between these soles’ after the shoe is 
built, thereby providing a better support for the 
longitudinal and transverse arches of the foot 
than is common in shoes of present manufacture. 
Another and further object of my invention is. 

the provision of a shoe having an outer rear por 
tion which is ?tted around the counters and rear 
portion of the foot and extends forward under the 
instep portion of the foot and laced or otherwise 
secured in position at the upper part of thelfoot, 
thereby providing a stronger and better support 
for the longitudinal arch and heel portions of the 
foot and reinforces the rear portion of the shoe, 
the heel being secured to the shoe over this rein 
forcing member. 
In referring to the longitudinal and transverse 

arches of the foot, it will be understood that the 
longitudinal arch extends lengthwise of the foot 
and is supported by the heel. at the rear and by 
the transverse arch at the front, which is formed 
by the ball of the foot on the inner side and the 
outer side of the foot‘just behind the small toe. 
At the juncture of these arches a dome-like struc 
ture .is formed, and from this point some of the 

weight of the body is distributed._ In my im 
proved structure I provide ashoe which normally 
supports the longitudinal arch and into which a 
support for the transverse arch may either be 
built or ?tted after the shoe is built, if desired. 
These and other objects of my invention will 

be more fully and'better understood by reference 
to the accompanying sheets of drawings, in 
which- . 

Figure 1 is a top elevational view of a shoe in 
sole; , 

Figure 2 is a side elevational view of the insole 
shown in Figure 1; _, ‘ 

Figure 3 is a top view of the longitudinal and 
transverse arch supporting member; I p ' 

Figure 4 is a bottom view of the arch support 
ing member: shown in Figure 3, showing a member 
attached thereto for slightly elevating this mem 
ber under the transverse arch; ' ' 

Figure5 is a side elevational view of the mem 
ber shown in Figure 3; 

Figure 6 is atop plan view of my combined 
outer sole and counter; , 

Figure 7 is a side elevational viewof the sole 
and counter shown in Figure 6, , 
Figure 8 is a rear end view of the counter as 

shown in Figures 6 and '7; 
Figure 9 is a top view of the outer covering 

placed over the rear end of the combined counter‘ 
and outer sole and extending under the rear 
portion of the shoe; ‘ 
-Figure 10 is a side elevational view of the rear 

cover shown in Figure 9; 
Figure 11 is a side elevational view of the shoe 

embodying my improved invention; 
Figure 12 is a sectional view of the shoe shown 

in Figure 11; and 
Figure 13 is a cross sectional view on'lines' 

13—13 of Figure 12. 1 , 
Referring now to the drawings ,in which like 

reference characters refer to like parts through 
out, an insole 20 is provided, preferably of fairly 
heavy leather or the like, having an integrally 
formed side portion 21 adapted to normally sup 
port the longitudinal arch of thefoot, and being 
shaped to conform to the contour of the bottom 
of the- foot. ,A longitudinal , arch supporting 
member 22 is'provided made of sole leather, metal 
or the like, and which is shaped to correspond 
to the heel and foot under the longitudinal arch, 
and preferably is long‘ enough so that it extends 
under the transverse arch portion of the'foot, 
and is preferably placed between the inner sole 
20 and the outer sole hereinafter described, al 
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i though it may be made of varying lengths is de 
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sired. .- ' . . 

The member 22 has a side portion'23 formed 
‘thereon which supports the portion 21 of the in 
sole 20, the member 22 also serving to support 
the insole 20 at the rear thereof and as an ad 
ditional'support for the longitudinal arch of the 

’ foot. Attached to the central portion of the mem-, 
ber 23 at the forward end thereof, is a small tri-_ 
angular shaped‘ member 24 which is provided for 
the purpose of elevating ‘the central part of the 
front end of the member 23 aslight distance, 
with a second member 25 being secured to‘the, 
said member 24 if desired and providing ‘addi-v 
tional means for lifting the central portion of 
the member 23, thereby providing a support for 
the transverse archlof the wearer, if such a form 
of device may be desired. , r - . 

A combined outer sole'and counter 26 is shown 
having a sole portion 27 with counter portions 28 
and 29 respectively formed at the rear of the 
member 26 and, extending upward therefrom, 
the forward portions of the edges 28 and 29 curv 
ing backward and being divided at the rear por 
tions with an opening 30' which is formed when 
the combined, sole member and counter 26 is 
formed} Preferably the member 26 .is formed. 
from sole leather of fairly‘heavy thickness, de 
pending upon the weight of the shoe, by cutting 
a piece of leather in ?at form of approximately 
the proper outline for this member, and there 
afterpressing it to shape so that the sole portion 
27 is made to conform to the outline of the foot, 
and‘the side portions 28 and 29 are turned up 
ward at right angles to the heel portion 31, with 
curved sides and to 
heel. . ‘ - , 

' A rear outside member 32 isprovided which is 
adapted to be ?tted over the‘ counter portions 
28 and 29 and preferably passes underneath the 
heel portion'31 of the member 26, this member 
having a pair of diagonally extending ‘edges 33 
and 34 at the forward side thereof to which a 
front outer member or vamp portion of the shoe 
'35'is secured along the line 36. Appropriate se 
curing meansQsuch as eyelets 3741 or the like, 
may be secured to the member 32 adjacent the 
edges 37 and 38 through which laces pass and 
which, when secured together, draw‘ the member 
‘33 tight along the sides of the‘foot forming the 
longitudinal arch, and with the side portion 33 
also serves to support the ankle of the wearer. 
This portion of the member being separated'aiso 
allows the shoe to be put 
the foot. .I v 

The forward toe, or vamp, portion of the shoe 
is made in the usual manner, with its lower ‘free 
edges ?tted in between the inner sole 20 and the 
outer'sole 26 of the shoe and stitched in place 
or secured by nails, tacks, or the like, in the same 
manner as-is now practised in‘the manufacture 
of shoes. An insert of the usual form is ?tted 

' into the opening 30 at the rear of the counters 
28 and 29, as desired, for the particular kind of 
shoe being manufactured. ’ ' 

In building up the shoe, the insole 20 is placed 
upon a last, the vamp portion, having the usual 
lining therefor, placed therein and secured to the 
insole 20 in' the usual manner. The combined 

. outer sole and counter 26 is thereupon placed 
‘ over the insole 20 and the free edges of the vamp 

35‘ and stitched or nailedtherethrough along its 
marginal edges, with the'rear or heel portion- of 

‘ the insole beinglleft free for the purpose of in 

conform to the shape of the ~ ‘ 
I ~ ' > I built into the shoev when it is made, or may be 

on or removed from, 

1,996,506 
serting the member 22 if desired. The member 
32 is thereupon placed over the rearportion of 
the shoe around the rear, portion 31 ‘of the com 
bined outer soleand counter 26,'inc1uding each 
of the counters 28 and 29. ‘I The forward free 
edges 33 and 34 are stitched to the rear free edge ' 
of the vamp p0rti0n135 along the line 36, and 
to the lining for the’ vamp portion, if one is used. ' 

A‘ rear lining may also be used which ‘will con 
form in shape generally to the, member 32 but will 
be placed inside of the counters 28 and29 a‘n'd’be 
secured at its forward‘edgealong the line 36 by 
the same stitching which secures’ the vamp 35 and 
the member 32 togethenvthe lining being placed 
under the rear portion. of the insole 20. I , 
Fastening means, such as hooks or eyelets, are 

’ placed adjacent the edges 37 and 38' by means of 
which the shoe is secured upon the foot of the 
wearer. 
» ‘ The shoe may be built 'inaccordance with stand-v ‘ 
ard practice, with‘ theouterrear portion of the 
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shoe omitted‘ and the member 32 substituted in ' 
its ‘place-if desired, thereby securing the bene?t of 

,- a supporting member which passes under theheel 
and instep portions of - the shoe. ‘ v I 

Thereafter a heel 39, .of the usual form, is ‘at 
taehed to the portion 31 of the member 26 in the 
usual manner by being nailed-thereto, orjother 

' wise secured, as may be desired. - 
The'rarch support member 22 is placed in_ the 

shoe immediately underneath the insole-20, and 
upon the combined counter and sole 26, and is 
made of sole leather, metal or the like, and can be 
secured‘in position by‘ being nailed through the 
outer sole to the heel so that it is held securely 
in position.’ If desired this member 22 may be 
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inserted into’ the shoe after it is made, by lifting , ' 
the rear end of the insole 20. and slipping the 
member 22 in between theinner sole 20 andthe 

_~ combined counter and outer sole 2']. The inner 
sole is left free at its central and'rear portions so 
this member can be inserted ‘under it, or is at 
tached to the rear portion 31 of the member 26 
by a small amount of glue or a single nail or screw 
whichcan be easily removed. The arch support 
member 22 is placed into the shoe in such position 
that the member 24 is underneath the central 
portion of the transverse arch. ‘The members 24 
and 25 may be dispensed with and the forward 
end-of the member 22 arched upward to provide 
a proper support for this arch if desired. 
' The relation of the inner sole 20 and the‘ outer 
sole 26 may be changed if desired in building up 
“the shoe, although I prefer the form as shown in 
‘the drawings. ' 

While I have described morev or less precisely 
the details of construction, I. do not wish to'be 

template changes in form and the proportion of 
parts and the substitution of equivalents as cir 
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understood as limiting myself thereto, as I con- ' 

cumstances may suggest or render expedient~ ' 
without departing from the spirit or scope of my 
invention, as set forth in the appended claims. ‘ 

1. A shoe havingan inner and an outer sole, 8. 
front upper body with marginal edges extending 
between said soles, and a rear outer counter cover 
extending around the counter'and- across under 
the rearsole'portion to the forward edge of the 

said front portion, with cooperating upper edges 
for receiving'fastening means for securing the 
shoe upon the wearer’s foot. - I 

2. A- shoe having an inner sole, an outer sole 76 

70 I. 
instep portion of the shoe and being secured to - -' 
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having counter portions formed integrally there 
with, a vamp portion, a rear outer counter cover 
adapted to extend around ‘the counter portions, 
and under the outen'soleforward to the instep 
portion thereof, and a combined longitudinal 
and transverse arch supporting member. 

3. A shoe having an inner sole, an outer sole 
having counter portions 'formed integrally there 
with, a vamp portion, a rear outer portion adapted 
to extend around the counter portions and under 
the instep portion of the outer sole, and a. com 
bined longitudinal'and transverse arch support 

ing member adapted to be inserted under the 
inner sole, theinner sole being left free at its rear 
end “(hereby the said arch supporting member 
may be inserted thereunder. 

4. A shoe having an inner sole, anrouter sole 
having counter portions formed integrally there 
with, a. vamp portion; a rear portion adapted to 
cover the counter portions and extending across 
under the rear portion of said outer sole to the 
forward edgetot the instep portion thereof, and 10 
a heel. 

JOHN M. GUY. 


