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SYSTEM AND METHOD FOR ON-LINE, REAL 
TIME, DATA MIGRATION 

CROSS-REFERENCE TO RELATED 
APPLICATION 

[0001] This is a continuation-in-part of co-pending appli 
cation for US. Pat. Ser. No. 08/522,903 ?led Sep. 1, 1995 
for a System and Method for On-Line, Real Time, Data 
Migration. 

BACKGROUND OF THE INVENTION 

[0002] 1. Field of the Invention 

[0003] This invention relates to data storage systems and 
more particularly, to a system and method for on-line 
replacement of an existing data storage subsystem. 

[0004] 2. Description of Related Art 

[0005] Data processing centers of businesses and organi 
Zations such as banks, airlines and insurance companies, for 
example, rely almost exclusively on their ability to access 
and process large amounts of data stored on a data storage 
device. Data and other information Which is typically stored 
on one or more data storage devices Which form part of a 
larger data storage system is commonly referred to as a 
database. 

[0006] Databases are nearly alWays “open” and constantly 
“in use” and being accessed by a coupled data processing 
system, central processing unit (CPU) or host mainframe 
computer. The inability to access data is disastrous if not a 
crisis for such business and organiZations and Will typically 
result in the business or organiZation being forced to tem 
porarily cease operation. 

[0007] During the course of normal operations, these 
businesses and organiZations must upgrade their data storage 
devices and data storage systems. Although such upgrading 
sometimes includes only the addition of data storage capac 
ity to their existing physical systems, more often than not 
upgrading requires the addition of a completely separate and 
neW data storage system. In such cases, the existing data on 
the existing data storage system or device must be backed up 
on a separate device such as a tape drive, the neW system 
installed and connected to the data processing unit, and the 
data copied from the back-up device to the neW data storage 
system. Such activity typically takes at least tWo days to 
accomplish. If the conversion takes more than tWo days or 
if the business or organiZation cannot Withstand tWo days of 
inoperability, the need and desire to upgrade their data 
storage system may oppose an insurmountable problem. 

[0008] Some prior art data copying methods and systems 
have proposed alloWing tWo data storage systems of the 
same type, a ?rst system and a second system, to be coupled 
to one another, and alloWing the data storage systems 
themselves to control data copying from the ?rst to the 
second system Without intervention from or interference 
With the host data processing system. See for example, the 
data storage system described in US. patent application No. 
08/052,039 entitled REMOTE DATA MIRRORING, fully 
incorporated herein by reference, Which describes one such 
remote data copying facility feature Which can be imple 
mented on a Symmetrix 5500 data storage system available 
from EMC Corporation, Hopkinton, Mass. 
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[0009] Although such a system and method for data copy 
ing is possible, in most instances, the ?rst and second data 
storage systems are not of the same type, or of a type Which 
alloW such a “background” data migration to take place 
betWeen the tWo data storage systems, unassisted by the host 
and While the database is open. Additionally, even on such 
prior art data storage systems, migrating data as a “back 
ground” task While the database is “open” does not take into 
account the fact that the data is constantly changing as it is 
accessed by the host or central processing unit and accord 
ingly, if the old system is left connected to the host, there 
Will alWays be a disparity betWeen the data Which is stored 
on the old data storage system and the data Which has been 
migrated onto the neW data storage system. In such cases, 
the neW data storage system may never fully “catch up” and 
be able to be completely synchroniZed to the old data storage 
system. 

[0010] Accordingly, What is needed is a system and 
method for alloWing data migration betWeen a ?rst data 
storage system and a second data storage system While the 
database is open and in real-time, completely transparent to 
the host or data processing unit. 

SUMMARY 

[0011] This invention features a system and method for 
providing on-line, real-time, transparent data migration 
betWeen tWo data storage devices. The system includes a 
?rst data storage device Which Was previously coupled to an 
external source of data including a data processing device 
such as a host computer, or a netWork Which may be 
connected to a number of data processing devices such as a 
number of host computers. The data processing device such 
as a host computer reads data from and Writes data to the 
data storage device. The ?rst data storage device initially 
includes a plurality of data elements currently being 
accessed by the data processing device. 

[0012] At least one second data storage device is provided 
Which is coupled to the ?rst data storage device and to the 
data processing device, for storing data elements to be 
accessed by the data processing device. The second data 
storage device preferably includes a data element map 
including at least an indication of Whether or not a particular 
data element is stored on the second data storage system. 

[0013] In one embodiment, the second data storage system 
independently migrates data from the ?rst to the second data 
storage system independent of the source. In another 
embodiment, the second data storage system is responsive to 
the external source, for migrating data from the ?rst to the 
second data storage system. 

[0014] In yet another embodiment, the data processing 
device issues a data read request (in the case of a read data 
operation), or a data Write command (in the case of a Write 
operation). The request is received by the second data 
storage device. In the case of a read operation, second data 
storage device examines the data map or table to determine 
Whether or not the data has been migrated to and is stored on 
the second data storage device. If it is determined that the 
data is stored on the second data storage device, the data is 
made available to the requesting device. 

[0015] If the data is not stored on the second data storage 
device, the second data storage device issues a data request, 
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in the form of a read data command, to the ?rst data storage 
device, obtains the data and makes the data available to the 
requesting device. The data received from the ?rst data 
storage device is also Written to the second data storage 
device and the data map updated. 

[0016] In the case of a Write operation, one embodiment 
contemplates that if the data received from the data process 
ing device is destined for a location on the data storage 
system that has not yet been copied or ‘migrated’ from the 
older or ?rst data storage device (a data storage location 
marked in the data map as ‘need to migrate’), and the data 
is not a full or complete data element (for example, not a 
‘full track’ of data) the Write operation is suspended, the 
“complete” data element from the corresponding location (a 
‘full track” for example) on the ?rst data storage device is 
read into the cache memory on the second data storage 
device, the in-cache ?ag or bit set, the data storage location 
marked or identi?ed as ‘Write pending’, and the Write 
operation resumed meaning that the data Will be ‘Written’ to 
and over the ‘full track’ of data noW stored in the cache 
memory of the second data storage system. In other embodi 
ments, the older data may not be retrieved from the ?rst or 
older data processing device if the neW data to be Written is 
knoWn to be a complete data element (a ‘full track’ for 
example). 

[0017] When the second data storage device is not busy 
handling data read or Write requests from a coupled data 
processing device, such as a host computer, the second data 
storage system examines its data map/table to determine 
Which data elements are resident on the ?rst data storage 
device and are not stored on the second data storage device. 
The second data storage device then issues read requests to 
the ?rst data storage device requesting one or more of those 
data elements, receives the data, Writes the data to the second 
data storage device and updates the data map/table to 
indicate that the data is noW stored on the second data 
storage device. 

[0018] In this manner, there is no need to perform time 
consuming off-line data migration betWeen ?rst and second 
data storage devices but rather, the data copying or migration 
can occur in real-time, While the data storage devices are 
on-line and available to the host or other requesting device, 
and completely transparent to the coupled data processing 
device. 

[0019] In the preferred embodiment, the second data stor 
age device further includes or is coupled to a data storage 
device system con?guration device, such as a computer, 
Which provides con?guration data to the data element map 
or table on the second data storage device, alloWing the 
second data storage device to be at least partially con?gured 
in a manner Which is generally similar or identical to the ?rst 
data storage device. 

[0020] Additionally, the preferred embodiment contem 
plates that the second and ?rst data storage devices are 
coupled by a high speed communication link, such as a ?ber 
optic link employing the “ESCON” communication proto 
col. The preferred embodiment also contemplates that the 
data storage device includes a plurality of data storage 
devices, such as disk drives. In this case, data elements may 
include one or more of a disk drive volume, track or record. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0021] The appended claims particularly point out and 
distinctly claim the subject matter of this invention. The 
various objects, advantages and novel features of this inven 
tion Will be more fully apparent from a reading of the 
folloWing detailed description in conjunction With the 
accompanying draWings in Which like reference numerals 
refer to like parts, and in Which: 

[0022] FIG. 1 is a schematic diagram of an exemplary 
data processing and data storage system on Which the system 
and method for providing on-line, data transparent data 
migration betWeen ?rst and second data storage systems in 
accordance With the present invention may be accomplished; 

[0023] FIG. 2 is a schematic illustration of a data element 
map or table; 

[0024] FIG. 3 is a ?oWchart outlining the steps of pro 
viding on-line, transparent data migration betWeen ?rst and 
second data storage systems according to the method of the 
present invention; 

[0025] FIG. 4 is a ?oWchart illustrating the steps for 
providing data migration betWeen ?rst and second data 
storage systems Without data storage device or host system 
intervention When the second data storage device is not busy 
handling data requests from the host or data processing 
device; 
[0026] FIG. 5 is a schematic diagram of another embodi 
ment of a data processing and data storage system on Which 
the system and method for providing on-line, data transpar 
ent data migration betWeen ?rst and second data storage 
systems in accordance With the present invention may be 
accomplished; 

[0027] FIG. 6 is a ?oWchart illustrating the steps for 
connecting the second data storage system Without inter 
rupting the operation of the data processing system; 

[0028] FIG. 7 is a detailed ?oWchart illustrating the steps 
of a procedure of FIG. 6; 

[0029] FIG. 8 is a schematic diagram of another embodi 
ment of a data processing and data storage system incorpo 
rating this invention; 

[0030] FIG. 9 is a ?oWchart illustrating the steps for 
shadoWing the operation of the circuit in FIG. 8; 

[0031] FIG. 10 depicts a set of registers that are useful in 
accordance With another aspect of this invention; 

[0032] FIG. 11 is a How chart of the steps for a copy block 
program operating in accordance With this other aspect of 
this invention; 

[0033] FIG. 12 is a How chart of a program that controls 
an operating mode for the copy block program of FIG. 11; 
and 

[0034] FIG. 13 graphically depicts the advantages of the 
implementation of FIGS. 10 through 12. 

DESCRIPTION OF ILLUSTRATIVE 
EMBODIMENTS 

[0035] The present invention features a system and 
method for providing on-line, real-time, transparent data 
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migration between tWo data storage systems, at least one of 
Which is coupled to a data processing device such as a host 
computer. 

[0036] An exemplary system 10, FIG. 1 on Which the 
present invention may be performed and implemented 
includes a host computer, central processing unit or other 
similar data processing device 12. The data processing 
device 12 is initially coupled to a ?rst data storage system 
14. In most instances, the ?rst data storage system 14 is an 
older data storage system Which is either not large enough to 
handle the needs of the data processing device 12, or for 
some other reason is going to be completely or partially 
replaced or augmented by the addition of a second data 
storage system 16. 

[0037] The ?rst data storage system 14 is initially coupled 
to the data processing device 12 by means of a data 
communication link 19. The second data storage system 16 
is coupled to the ?rst data storage system 14 by means of one 
or more data communication paths 20a, and/or 20b. 
Examples of data communication paths 20a-20b include an 
IBM “bus and tag” connection Well knoWn to those skilled 
in the art, and higher speed ?ber optic connections such as 
an ESCON data connection. 

[0038] If the ?rst and second data storage systems 14, 16 
have an incompatible data communication protocol or inter 
face, a protocol converter 22 may be provided on one or 
more of the data communication links 20a, 20b as required, 
and as is Well knoWn in the art. 

[0039] The second data storage system 16 includes a data 
map or table 24 of data elements Which are stored on at least 
the second data storage system 16. The data map or table is 
established during the set-up or con?guration of the second 
data storage system 16 and is dependent on the particular 
con?guration of the second data storage system 16. 

[0040] Preferably, the data map/table 24 also includes 
information about data elements Which are stored in the ?rst 
data storage system 14, the use of such a data map/table Will 
be explained in greater detail beloW. 

[0041] The second data storage system 16 is typically and 
preferably coupled to a data storage system con?guration 
device 26 such as a computer, Which alloWs the user to 
con?gure the second data storage system 16 and the data 
map/table 24 as desired by the user. In the preferred embodi 
ment, the second data storage system 16 is at least partially 
con?gured exactly as the ?rst data storage system 14 is 
con?gured in terms of the number of logical devices, storage 
siZe, storage system type (3380/3390, for example) etc. 

[0042] In the preferred embodiment, the data storage sys 
tem con?guration device 26 alloWs the user to con?gure at 
least a portion of the data storage area on second data storage 
system 16 to include data element storage locations or 
addresses Which correspond to data element storage 
addresses on the ?rst data storage system 14. 

[0043] In the preferred embodiment, the second data stor 
age system 16 is a disk drive data storage system employing 
a large number of ?xed block architecture (FBA) formatted 
disk drives 17a-17n, and adapted for storing large amounts 
of data to be accessed by a host computer or other data 
processing device 12. The exemplary second data storage 
system 16 also typically includes a cache memory 18 Which 
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serves to hold or buffer data read and Write requests betWeen 
the second data storage system 16 and the host or other data 
processing device 12. Such data storage systems are Well 
knoWn to those skilled in the art and include, for example, 
the Symmetrix 5500 series data storage system available 
from EMC Corporation, Hopkinton, Mass., a description of 
Which is incorporated herein by reference. 

[0044] Initially, the second or neW data storage system 16 
is ?rst coupled to the ?rst data storage system 14 by means 
of one or more data communication links or paths 20a, 20b. 
After the second data storage system 16 has been con?gured 
using a system con?guration device 26 or other similar or 
equivalent device, or by the host 12, the second data storage 
system 16 is coupled to the host computer 12 or other data 
processing device by means of a data communication path 
28. 

[0045] Preferably, data communication path 28 is a high 
speed communication path such as a ?ber optic “ESCON” 
communication path, although any and all other communi 
cation paths are considered to be Within the scope of the 
present invention. Immediately before connecting data com 
munication path 28 betWeen the host or other data process 
ing unit 12 in the second data storage system 16, the 
previously existing data communication path 18 betWeen the 
host 12 and the ?rst data storage system 14 is disconnected 
or severed as illustrated at arroW 30. 

[0046] Thus, in contrast With the prior art Whereby the host 
or other data processing system 12 must be taken off line for 
a number of days in order to alloW for backing up of data on 
the ?rst data storage system 14 folloWed by the replacement 
of the ?rst data storage system 14 With a second data storage 
system 16 and subsequent copying of all of the data onto the 
neW data storage system 16, or a host Which remains coupled 
to the original ‘?rst’ data storage system 14, the present 
invention only requires the host computer or other data 
processing device 12 to be off line or service interrupted for 
a relatively short period of time (the procedure typically 
takes approximately 10 minutes or less), While the ?rst data 
signal path 19 is severed or disconnected and the second data 
signal path 28 is established betWeen the second or neW data 
storage system 16 and the host computer or other data 
processing device 12. 

[0047] Accordingly, after the second data storage system 
16 has been connected to the host or other data processing 
unit 12, Whenever the host or data processing unit 12 issues 
a request to read data from or Write data to “its” data storage 
system, the request is received by the second data storage 
system 16. Using a bit or ?ag from the data map/table 24 
previously established and con?gured, the second data stor 
age system 16, by scanning data map/table 24, determines 
Whether or not the data requested (in the case of a read 
operation) is stored on the ?rst data storage system 14 or on 
the second data storage system 16. 

[0048] Such a hierarchical data map/table 24 is further 
explained and exempli?ed herein as Well as in US. Pat. Nos. 
5,206,939 and 5,381,539 assigned to the assignee of the 
present invention and both fully incorporated herein by 
reference. 

[0049] If the data is already stored in the second data 
storage system 16, the second data storage 16 retrieves the 
data (perhaps temporarily storing the data in cache memory 
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18) as is Well known in the art, and makes the data available 
to the host or other requesting data processing device 12. 

[0050] If the requested data is not on the second data 
storage system 16, channel or real-time data handling pro 
cess 25 of the second data storage system 16 issues a read 
data request to the ?rst data storage system 14 in the manner 
and format native or knoWn to the ?rst data storage system 
14 (for example, standard IBM data read commands). Chan 
nel or real-time data handling process 25 is, in the preferred 
embodiment, a softWare program comprising a series of 
commands or instructions Which receives one or more 

commands from the second data storage system interface to 
the host or CPU (typically called a “channel”), interprets 
those commands, and issues one or more corresponding 
commands Which can be acted upon by the ?rst data storage 
system. Such an ‘interpreter’ type of softWare is Well knoWn 
to those skilled in the art. 

[0051] The ?rst data storage system 14 then retrieves the 
requested data and provides it to the second data storage 
system 16. The second data storage system 16 then makes 
the data available to the host or other data processing unit 12 
Which has requested the data. 

[0052] Since the second data storage system noW has a 
copy of the data, the data Will be Written to the second data 
storage system 16 and the appropriate data map/table 24 
?ags or bits updated to indicate that the data has been 
migrated to the second data storage system 16 so that next 
time the same data element is requested, the second data 
storage system 16 Will have the data already stored on the 
system and Will not have to request it from the ?rst data 
storage system. 

[0053] Further, as Will be explained in greater detail 
beloW, the second data storage system 16 can perform a 
“background” data migration procedure or process 27. The 
“background” data migration procedure of process 27 is, in 
the preferred embodiment, a softWare program including a 
series on instructions Which coordinate, monitor and control 
data migration Whereby Whenever the second data storage 
system is not busy handling data input/output requests from 
the host or other data processing device 12, the migrate 
process 27 of the second data storage system 16 determines 
Which data on the ?rst data storage system has not been 
copied by reading a speci?ed ?ag or bit in its data table/map 
24, and copies or “migrates” the data from the ?rst data 
storage system 14 to the second data storage system 16 
completely transparent to the host 12, and often in parallel 
With the channel process 25 Which may be retrieving data 
from the ?rst data storage system 14 in response to requests 
from the host or CPU 12, While maintaining full accessibility 
to the data by the host or other data processing device 12. 

[0054] An exemplary data element map/table 24 is shoWn 
in greater detail in FIG. 2. In the preferred embodiment, the 
data map/table 24 is organiZed in a hierarchical fashion. For 
example, for the preferred embodiment Wherein the data 
storage system includes a plurality of longer term data 
storage devices such as disk drives 17a-17n, and Wherein 
each disk drive is partitioned into one or more logical 
“volumes” and each volume comprises a number of disk 
drive tracks, the data map/table 24 Will ?rst have an entry 50 
for each physical and/or logical device such as a disk drive. 

[0055] The device entry 50 Will be folloWed by an entry 52 
for a ?rst logical volume, folloWed by one or more entries 
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54a-54c for each track of the device Which comprises the 
logical volume 52. The entries 52, 54a-54c for the ?rst 
logical Will be folloWed by entry line 56 for the second 
logical volume con?gured on the physical device indicated 
by the entry at line 50. 

[0056] All information about the data storage system and 
each device in the data storage system With the exception of 
the “data in cache” indication ?ag or bit 58 is stored in 
hierarchical format in the data map/table 24. Thus, Whenever 
the second data storage system 16 desires or needs to obtain 
information about a particular data element (be it an indi 
vidual data record, track or volume), the data storage system 
16 scans the data map/table 24 beginning at the device level 
50 to determine Whether or not the desired criterion or 
characteristic has been established for any track or volume 
of a device. 

[0057] There Will be a ‘?ag’ or other similar indicator bit 
set, or other indication of the desired characteristic in the 
device entry 50, in the volume entry 52 and in the appro 
priate track entry 54 if the desired characteristic is found in 
that portion of the data storage device represented by the 
data map/table 24. 

[0058] For example, the preferred embodiment of a data 
map/table 24 includes a Write pending ?ag or bit 61 Which 
is set if a particular data element is presently stored in cache 
18 of the second data storage system 16 and must be Written 
to longer term storage such as a disk drive 17a-17n. For 
exemplary purposes, assuming that track 2 of volume 1 is in 
cache 18 in the second data storage system 16 and Write 
pending, the Write pending ?ag or bit 61 and the in cache bit 
58 at line entry 54b (for track tWo) Will be set, as Will the 
Write pending bit 61 of volume 1 at line 52 of the data 
map/table 24, as Will the Write pending bit 61 of the device 
at line 50. 

[0059] Thus, if the second data storage system 16 Wishes 
to determine Whether or not a particular track or record 
Which has been requested is Write-pending or has been 
migrated to the second system or of the status of some other 
attribute or characteristic, the data storage system 16 ?rst 
determines Which device or disk drive 17a-17n the data 
element is stored on and then checks the appropriate indi 
cator ?ag bit for that device. If the particular indicator ?ag 
bit is not set for that device, then the second data storage 
system 16 knoWs immediately that no loWer level storage 
unit or location such as a volume or track in that device has 
that attribute. If any loWer data storage element in the 
hierarchical structure such as a track or volume includes the 
attribute, than the attribute or ?ag bit for the device Will be 
set. 

[0060] Similarly, if a particular data storage location such 
as a record or track Which is part of a logical volume has the 
requested attribute, then the corresponding attribute or ?ag 
bit for the volume Will be set. The data storage system 16 can 
thereby quickly determine Whether any data storage location 
having a loWer level than the volume or other similar logical 
or physical partition being examined has the particular 
attribute, Without scanning or searching each and every 
loWer level data storage location. 

[0061] The “in-cache” ?ag or bit is an exception to the 
hierarchical structure in that since each line or entry 50-56 
of the data map/table 24 is directly addressable, the second 
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data storage system directly addresses the table entry line for 
a particular data element When it must inquire or “look-up” 
Whether that particular data element is presently “in-cache”. 
It is understood, hoWever, that this ?ag or bit could be 
managed in a hierarchical fashion Without departing from 
the scope of this invention. 

[0062] In addition to the in-cache bit or ?ag 58 and the 
Write pending ?ag or bit 61, the data map/table 24 Which is 
one feature of the present invention includes, in the preferred 
embodiment, other ?ag bits 62 such as an invalid track 
format ?ag or bit, and an indication of Whether or not data 
on a particular device, volume or track needs migration or 
has been migrated from the ?rst to the second data storage 
system 14/16 respectively, as shoWn generally by ?ag or 
indicator bit 60. 

[0063] Data map/table 24 may further include a physical 
address 64 entry for each element in the map or table 24, 
Which identi?es the beginning data address 64 at Which the 
corresponding data element can be found on the disk drive 
17a-17n of the neW or second data storage system 16. 

[0064] The operation of the method according to the 
present invention Will be described in greater detail begin 
ning With step 100, FIG. 3, Wherein the second data storage 
system 16 receives a data element read or Write request from 
the host or other data processing device 12, step 100. The 
method neXt determines if the request or command is a read 
or a Write request, step 101. If the command is a read 
command, the channel handling process 25 of the second 
data storage system 16 neXt determines if the requested data 
is already stored in the second data storage system 16, step 
102, by reading its data table map/table 24. 

[0065] If the data is stored on the second data storage 
system, step 102, the second data storage system 16 Will 
make the data available to the host or other requesting data 
processing device 12, step 104, and return to step 100 to 
aWait receipt of a neW data read or Write request. 

[0066] If, hoWever, at step 102, the second data storage 
system 16 determines that the data is not presently stored on 
the second data storage system 16, the second data storage 
system 16 Will generate a request to the ?rst data storage 
system 14 to read the data, step 106. 

[0067] The command or request to read data from the ?rst 
data storage system 14 takes the same form as a read data 
command Which Would be issued from the host 12. Thus, for 
eXample, if the host 12 is an IBM or IBM compatible host 
or data processing device, the second data storage system 16 
Will issue an IBM compatible “read” command to the ?rst 
data storage system 14. The channel and migrate processes 
25,27 of the second data storage system 16 maintain a list of 
commands native to the ?rst data storage system 14 and can 
easily convert command types, if necessary, from a ?rst 
command type issued by the host 12 and understood by the 
second data processing system 16, to a second command 
type understood by the ?rst data storage system 14. 

[0068] Subsequently, the second data storage system 16 
receives the requested data from the ?rst data storage system 
14, step 108 and Writes the data to the cache memory 18 of 
the second data storage system 16 While updating the data 
element map/table 24, step 110. The second data storage 
system 16 then provides an indication to the host or data 
processing device 12 that the data is ready to be read, step 
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112. Subsequently, the second data storage system 16 Will 
Write the data from cache memory 18 to a more permanent 
storage location, such as a disk drive, on the second data 
storage system 16, step 114, folloWed by a ?nal update to 
one or more bits or ?ags of the data element map/table 24, 
step 116. 

[0069] Thus, in the case Where requested data is not yet 
stored on the second data storage system 16, the “read 
request” command from the host 12 results in the second 
data storage system 16“migrating’ the data from the ?rst data 
storage system 14 to the second data storage system 16. 

[0070] If the host or other data processing system 12 
issues a Write request or command, step 120, the channel 
process 25 of the second data storage system 16 determines 
if the data to be Written has been previously migrated from 
the ?rst to the second data storage system, step 122. If the 
data has been previously migrated, step 122, the second data 
storage system Writes the data to cache and updates any 
necessary ?ags or bits in the data map/table 24, step 110. 
Processing continues as previously described. 

[0071] If, hoWever, the data has not been previously 
migrated, step 122, the method of the present invention neXt 
determines, by the type of command or request issued by the 
host (for eXample in the case of IBM host commands), 
Whether or not the Write request is for a full or complete data 
element storage location, such as a full or complete “track” 
of data, step 124. If the Write request is for a full “track” or 
other similar type of data block or content, the second data 
storage system does not need to Worry about migrating the 
date from the ?rst data storage system 14 since all the “old” 
data is being replaced by the current command and there 
fore, processing continues to step 110 as previously 
described. 

[0072] If hoWever, the method determines that the Write 
request is for less then a full or complete data block or 
con?ne, such as a track, step 124, the method neXt tempo 
rarily suspends handling of the Write request, step 126 and 
issues a “read” command for the full or complete “track” to 
the ?rst data storage system 14, and reads a predetermined 
amount of data (a Whole track of data for example), step 128, 
and copies the full “track” of data to the cache memory 18 
of the second data storage system 16. The neW data to be 
Written is then Written into the proper memory location in 
cache memory 18 (the occurrence of the actual “Write” 
command), the data table/map 24 updated (for eXample, to 
indicate that the data is in cache memory 18[data in cache bit 
set], that a Write is pending on this data [Write pending bit 
set], and that the data elements have been migrated [data 
needs migration bits re-set]) and the host or other central 
processing unit 12 informed that the Write command is 
complete. 

[0073] At some later time, the data in cache memory 18 
Which has been ?agged as Write pending is copied to a more 
permanent storage location, such as a disk drive, and the 
Write pending bit reset. 

[0074] Typically, data Write requests are performed to 
update only a portion of the total or complete number of data 
elements stored in a predetermined data storage element or 
physical/logical con?ne (such as a disk drive track). The 
present invention, hoWever, also realiZes that in some cases, 
such as When the host or data processing unit 12 provides an 
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indication that both the data structure (format) as Well as the 
actual data contents are to be updated, reading old data from 
the ?rst data storage system 14 may be eliminated since all 
data and data format or structure Will be updated With the 
neW Write request. Such a data and format Write command 
is so infrequent, hoWever, that the preferred embodiment 
contemplates that each Write request Will cause a Write 
request to be read from the ?rst data storage system 14. 

[0075] The method of present invention also alloWs the 
second or neW data storage system 16 to provide transparent 
or “background” data migration betWeen the ?rst data stor 
age system 14 and the second data storage system 16 
irrespective of or in parallel With the data transfer or 
migration caused by the channel process Which is serving 
the “channel” betWeen the host 12 and the second data 
storage system 16. Since the goal of providing the second or 
neW data storage system 16 is to generally provide enhanced 
or increased capabilities to the host or other data processing 
system 12, it is therefore desirable to migrate the data as 
quickly yet as unobtrusively as possible from the ?rst to the 
second data storage system. 

[0076] Thus, With the background migrate or copy “task” 
or “process”27, the method of the present invention Which 
is a series of softWare instructions eXecuted by a central 
processing unit in the second data storage system 16 accord 
ing to the present invention (such hardWare and softWare as 
is Well knoWn in the art, see for eXample the EMC Sym 
metriX series 5500 data storage systems), the present method 
?rst determines Whether the second data storage system 16 
is completely busy servicing read or Write data requests from 
the host or other connected data processing system 12, step 
200, FIG. 4. If the second data storage system 16 is 
completely busy handling such requests to and from the host 
or data processing system 12 or completely busy handling 
other data input/output (I/O) operations in the second data 
storage system 16, further processing does not take place but 
instead the migrate process 27 aWaits a “no busy” or 
“available” indication from the operating system of the 
second data storage system 16. 

[0077] Once the second data storage system 16 is not busy 
handling internal input/output (I/O) requests or requests 
from the host or data processing device 12, the second data 
storage system 16 reads the data map/table 24, step 202 and 
determines Which data elements have not been copied from 
the ?rst data storage system 14 to the second data storage 
system 16, step 204. 

[0078] As previously mentioned, during initial con?gura 
tion of the second data storage system 16, before the second 
data storage system comes “on line”, the user or system 
engineer Will utiliZe a system con?guration device 26, such 
as a personal computer or other input device, to con?gure at 
least a portion of the data storage locations 17a-17n in the 
second data storage system 16 to exactly emulate (ie have 
the same memory addresses) the data storage system con 
?guration of the ?rst or older data storage system 14. 
Generally, the neW or second data storage system 16 Will 
have a greater storage capacity than the ?rst or “old” data 
storage system 14 and therefore, additional storage areas or 
locations Will become available. Therefore, if the ?rst data 
storage system 14 includes a predetermined number of 
drives or volumes, each drive or volume having a certain 
number of tracks or records, the second data storage system 
Will be con?gured to imitate such a con?guration. 
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[0079] Once the second data storage system 16 has deter 
mined that least one data element (such as a track) has not 
been copied from the old or ?rst data storage system 14, the 
second data storage system 16 issues a request to the ?rst 
data storage system 14 for the data element, step 206. Once 
received, the second data storage system 16 stores the data 
on the second data storage system 16 (typically in cache 
memory 18), step 208, updates the second data storage 
system data map/table 24, step 210, and returns to step 200 
to determine Whether or not there is a pending data read or 
Write request from the host or other data processing system 
12. 

[0080] In one embodiment, the present invention contem 
plates that it may be desirable to “prefetch” data from the 
?rst data storage system 14 to the second data storage system 
16. For eXample, the migrate or copy process 27 may, using 
commands native to the ?rst data storage system 14, issue a 
prefetch or “sequential” data access request or command to 
the ?rst data storage system 14, to cause the ?rst data storage 
system 14 to continue to fetch or ‘prefetch’ a certain number 
of data elements to the cache memory 18 of the second data 
storage system 16. Such prefetching can signi?cantly speed 
up the transfer of data betWeen the ?rst and second data 
storage systems 14,16 by greatly reducing the number of 
“read” commands Which must be passed betWeen the data 
storage systems. 

[0081] In another embodiment, the migration process 27 
may determine that one or more read requests from the host 
12 are part of a sequence of such read requests. In such an 
instance, the channel process 27 may take the current 
address of data being requested by the host 12 and increase 
it by a predetermined number. For eXample, if the host 12 is 
currently requesting data from an address ‘411’, the channel 
process 25 Will issue a read request to the ?rst data storage 
system 14 for the data at address 411. Generally simulta 
neously, the channel process Will pass an indication to the 
migrate process 27 to begin prefetching or migrating data 
from address ‘413’. Thus, the migrate process 27 Will be 
used to insure that the second data storage system 16 gets 
‘ahead’ of the channel process 25 and the actual data 
requests from the ?rst data storage system 14. The channel 
process 25 Will handle requests from the host 12 for data at 
addresses 411 and 412. Subsequent requests Will already be 
in cache in the second data storage system 16 and quickly 
handled by the second data storage system 16. 

[0082] The foregoing description presents one embodi 
ment of a unique data storage system and method that alloWs 
a neW or second data storage system to be connected to an 
eXisting host or other data processing device With essentially 
no time lost in accessing the data stored on a ?rst or donor 
data storage system. During the process there is real time, 
on-line availability of the data to the host or other connected 
data processing device, so normal operations of a data center 
can proceed. Data not involved With transfers to or from a 
host migrates to the neW data storage system concurrently 
With on-line operations. In essence, FIGS. 1 through 4 
depict one embodiment of a method and apparatus for 
connecting the neW or replacement storage device to the host 
system With its eXisting or donor storage device to form a 
composite storage device. One transfer path enables trans 
fers betWeen the host system and the composite storage 
device. Adata migration path migrates data from the existing 
storage device to the replacement storage device Within the 






















