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Correspondence Address: 
McGuire WOOdS An object of the present invention is to allow the miniatur 
Tysons Corner iZation of a mobile communication equipment and the 
Suite 1800 reduction of consumption power, and to improve the elec 
1750 Tysons Boulevard trical characteristics of a ?nal stage ampli?er. An inputted 
McLean’ VA 221024215 (Us) RF signal is ampli?ed to a speci?ed transmission output by 

_ a ?nal stage ampli?er, the output power and a re?ected wave 
(21) Appl' NO" 09/761’588 generated by mismatching between an output impedance of 

- _ the ?nal sta e am li?er and a load im edance connected to 
(22) Flled' Jan‘ 18’ 2001 an output siie of ItJhe ?nal stage ampliI?er are detected by a 
(30) Foreign Application Priority Data directional coupler. Two switches are selectively switched in 

a time division manner, a DC voltage corresponding to the 
Feb. 2, 2000 (JP) .................................... .. 2000-024616 re?ected Wave is Selected> a Comparator Compares a thresh 

old voltage with the DC voltage, a switch is switched by an 
Publication Classi?cation output of the comparator outputted in accordance with the 

comparison, and gate voltages are selectively applied to the 
(51) Int. Cl.7 ..................................................... .. H03F 1/52 ?nal stage ampli?er. 
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RADIO FREQUENCY TRANSMITTING CIRCUIT 

BACKGROUND OF THE INVENTION 

[0001] 1. Technical Field of the Invention 

[0002] This invention relates to a transmitting circuit for a 
mobile communication equipment having an automatic out 
put poWer control circuit (APC), and particularly relates to 
a transmitting circuit having a directional coupler capable of 
detecting poWer outputted from a ?nal stage ampli?er and a 
re?ected Wave generated by the mismatching betWeen the 
output impedance of the ?nal stage ampli?er and a load 
impedance connected to the output side of the ?nal stage 
ampli?er, and alloWing the gate voltage of the ?nal stage 
ampli?er to be sWitched depending on the amplitude of this 
re?ected Wave. 

[0003] 2. Description of the Prior Art 

[0004] As a radio frequency poWer ampli?er used in the 
transmitting circuit of a conventional transmitter, Japanese 
Patent Application Laid-Open No. 57-118412, for example, 
discloses a radio frequency poWer ampli?er Wherein 
re?ected poWer from the load of variable gain poWer ampli 
?cation means of Which gain varies With an external control 
voltage is detected by detection means. The re?ected output 
is converted by DC conversion means. Further, the highest 
voltage is selected from among the converted voltages by 
selection means. The selected voltage is inputted into a 
comparator Which determines the starting point of the gain 
control of the variable gain poWer ampli?cation means. The 
converted voltage is outputted to control means by sWitch 
means, When the converted voltage eXceeds a voltage set by 
the variable gain poWer ampli?cation means, and this con 
trol means controls the gain of the variable gain poWer 
ampli?cation means. 

[0005] Further, FIG. 5 is a block diagram shoWing the 
constitution of a transmitting circuit for a conventional 
mobile communication equipment or the like. 

[0006] In FIG. 5, a gate voltage 20 is applied to a gate of 
a ?nal stage ampli?er 21 amplifying a radio frequency signal 
and the output side of the ?nal stage ampli?er 21 is con 
nected to an antenna 24 through a directional coupler 22 and 
an isolator 23. 

[0007] Out of tWo detection outputs of the directional 
coupler 22, one detection output is grounded through a 
terminating resistor 25, While the other detection output 
inputs a detection voltage into the positive input terminal of 
a comparator 27 through a detection diode 26. 

[0008] The detection diode 26 detects the output or 
re?ected Wave of the ?nal stage ampli?er 21 obtained from 
the directional coupler 22 and converts the detected output 
or re?ected Wave into a DC voltage, and the comparator 27 
compares this DC voltage With a threshold voltage 28. 

[0009] This threshold voltage 28 is applied to the negative 
input terminal of the comparator 17. The threshold voltage 
28 is determined in advance by the characteristic of a load 
impedance connected to the output side of the ?nal stage 
ampli?er 21 and the re?ected Wave Which is converted into 
a DC voltage by the detection diode 26. 

[0010] The comparator 27 compares this threshold voltage 
28 With the DC voltage of the detection diode 26, outputs an 
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“H” level or an “L” level depending on Whether or not the 
DC voltage is higher than the threshold voltage 28, supplies 
the output to an APC (circuit 29 and alloWs the APC circuit 
29 to control the ?nal stage ampli?er 21. 

[0011] In such a conventional transmitting circuit, the 
isolator 23 is inserted into the output side of the ?nal stage 
ampli?er 21, Whereby the load impedance of the ?nal stage 
ampli?er 21 is intended to be stabiliZed and stable output 
distortion characteristic and consumption poWer are 
ensured. 

[0012] Due to this, there is no avoiding outputting trans 
mission poWer including the insertion loss of the isolator 
from the ?nal ampli?er so as to output speci?ed transmis 
sion poWer from the antenna. The conventional transmitting 
circuit is not, therefore, suited for the reduction of consump 
tion poWer. 

[0013] Furthermore, since the isolator is a large compo 
nent, the isolator is disadvantageously unsuited for minia 
turiZation. 

[0014] MeanWhile, the reduction of consumption poWer 
and the miniaturiZation of mobile communication equip 
ment are increasingly underWay in recent years. In these 
circumstances, it is demanded to secure the stable output 
distortion characteristics of a ?nal stage ampli?er and con 
sumption poWer and to realiZe loW poWer consumption and 
miniaturiZation. 

SUMMARY OF THE INVENTION 

[0015] An object of the present invention is to provide a 
transmitting circuit capable of making a mobile communi 
cation equipment small, capable of reducing consumption 
poWer and capable of being eXcellent in the electrical 
characteristics of a ?nal stage ampli?er. 

[0016] The transmitting circuit of the present invention is 
characteriZed by comprising: a ?nal stage ampli?er ampli 
fying an inputted radio frequency (RF) signal to a speci?ed 
transmission output, and capable of controlling consumption 
poWer and output distortion by a direct current voltage 
applied to a gate; a directional coupler having a terminal 
capable of detecting output poWer outputted from the ?nal 
stage ampli?er, and a terminal capable of detecting a 
re?ected Wave generated by mismatching betWeen an output 
impedance of the ?nal stage ampli?er and a load impedance 
connected to an output side of the ?nal stage ampli?er; tWo 
?rst sWitches appropriately selecting the terminals of the 
directional coupler in a time division manner; a terminating 
resistor provided to correspond to each of the ?rst sWitches, 
and terminating the terminal of the directional coupler 
unselected by the ?rst sWitches; a detection diode converting 
each of the output poWer and the re?ected Wave obtained by 
the directional coupler into a direct current voltage; a second 
sWitch selecting, sWitching and outputting one of the direct 
current voltage With respect to the output poWer and the 
direct current voltage With respect to the re?ected Wave 
obtained by the detection diode; and gate voltage control 
means for applying a gate voltage suited for the load 
impedance to the ?nal stage ampli?er in accordance With the 
direct current voltage With respect to the re?ected Wave 
selected by the second sWitch. 

[0017] The ?nal stage ampli?er ampli?es the inputted 
radio frequency signal to the speci?ed transmission output, 
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the output power of the ?nal stage ampli?er is detected by 
the directional coupler, and the re?ected Wave generated by 
the mismatching betWeen the output impedance of the ?nal 
stage ampli?er and the load impedance connected to the 
output side of the ?nal stage ampli?er is detected and 
supplied to the tWo ?rst sWitches. 

[0018] The ?rst sWitches are sWitched in a time division 
manner, the output poWer of the ?nal stage ampli?er and the 
re?ected Wave are selectively applied to the detection diode 
and detected by the detected diode. By doing so, the output 
poWer or the re?ected Wave is converted into a direct current 
voltage and applied to the second sWitch. 

[0019] If the second sWitch is sWitched in a time division 
manner to select the direct current voltage corresponding to 
the re?ected Wave, the gate voltage control means applies a 
gate voltage suited for the load impedance to the ?nal stage 
ampli?er in accordance With the direct current voltage 
corresponding to the re?ected Wave. Thus, it is possible to 
miniaturiZe a mobile communication equipment, reduce 
consumption poWer and make the ?nal stage ampli?er 
exhibit eXcellent electrical characteristics. 

[0020] As stated so far, according to this invention, the 
re?ected Wave generated by the mismatching betWeen the 
output impedance of the ?nal stage ampli?er and the load 
impedance connected to the output of the ?nal stage ampli 
?er is detected, and the gate voltage suited for the load 
impedance is applied to the gate of the ?nal stage ampli?er 
by the gate voltage control means. As a result, it is possible 
to dispense With an isolator Which is a large-siZed compo 
nent required conventionally, and according to that, speci 
?ed transmission poWer may be outputted from the ?nal 
stage ampli?er. Therefore, it is possible to miniaturiZe a 
mobile communication equipment small, to reduce con 
sumption poWer and to obtain the electrical characteristics of 
the ?nal stage ampli?er. 

BRIEF EXPLANATION OF THE DRAWINGS 

[0021] FIG. 1 is a block diagram shoWing the constitution 
of a ?rst embodiment of a transmitting circuit according to 
the present invention. 

[0022] FIG. 2 is a characteristic graph shoWing gate 
voltage applied to a ?nal stage ampli?er, vs. output distor 
tion characteristic so as to describe the operation of the 
transmitting circuit shoWn in FIG. 1. 

[0023] FIG. 3 is a characteristic graph of gate voltage 
applied to the ?nal stage ampli?er, vs. consumption poWer 
characteristics so as to describe the operation of the trans 
mitting circuit shoWn in FIG. 1. 

[0024] FIG. 4 is a block diagram shoWing the constitution 
of a second embodiment of a transmitting circuit according 
to the present invention. 

[0025] FIG. 5 is a block diagram shoWing the constitution 
of a conventional transmitting circuit. 

PREFERRED EMBODIMENT OF THE 
INVENTION 

[0026] FIG. 1 is a block diagram shoWing the constitution 
of a ?rst embodiment of a transmitting circuit according to 
this invention. In FIG. 1, a radio frequency signal is inputted 
into a ?nal stage ampli?er 1 mainly consisting of a transistor. 
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[0027] This radio frequency (RF) signal is ampli?ed by 
the ?nal stage ampli?er 1 to a speci?ed transmission output. 
Aplurality of optimum gate voltages are applied to the gate 
of the ?nal stage ampli?er 1. 

[0028] By being applied With the optimum gate voltages, 
the ?nal stage ampli?er 1 can function as a ampli?er capable 
of controlling consumption poWer and output distortion. 

[0029] The output terminal of the ?nal stage ampli?er 1 is 
connected to an antenna 2 through a directional coupler 3. 
The directional coupler 3 has a terminal capable of detecting 
output poWer outputted from the ?nal stage ampli?er 1 and 
a terminal capable of detecting a re?ected Wave generated 
by the mismatching betWeen the output impedance of the 
?nal stage ampli?er 1 and a load impedance connected to the 
output of the ?nal stage ampli?er 1. 

[0030] These tWo terminals of the directional coupler 3 are 
connected to the movable terminals C of tWo sWitches 4 and 
5 appropriately selecting the terminals in a time division 
manner, respectively. 

[0031] Each of the sWitches 4 and 5 has tWo ?Xed termi 
nalsA and B. The movable terminals C of the sWitches 4 and 
5 sWitch over the ?Xed terminals A and B in a time division 
manner by an APC/V S (Voltage Standing) detection sWitch 
signal. 

[0032] In FIG. 1, the respective sWitches used in this 
invention are represented as mechanical sWitches. Actually, 
hoWever, electronic sWitches are used. 

[0033] The ?Xed terminal A of the sWitch 4 and the ?Xed 
terminal B of the sWitch 5 are grounded through terminating 
resistors 7 and 8, respectively. 

[0034] The terminating resistors 7 and 8 are resistors 
terminating the corresponding terminals of the direction 
coupler 3 When the terminals are not selected. 

[0035] The ?Xed terminal B of the sWitch 4 and the ?Xed 
terminal A of the sWitch 5 are connected in common to the 
movable terminal C of a sWitch 9 by Way of a detection 
diode 6. 

[0036] The detection diode 6 is a diode detecting the 
output poWer and re?ected Wave of the ?nal stage ampli?er 
1 obtained by the directional coupler 3, and converts each of 
the detected output poWer and re?ected Wave into a DC 
voltage. 

[0037] The sWitch 9 has tWo ?Xed terminal A and B, as 
Well. The movable terminal C sWitches over the tWo ?Xed 
terminals A and B in a time division manner by the above 
stated APC/VS detection sWitch signal. 

[0038] If the movable terminal C of the sWitch 9 is 
sWitched to the ?Xed terminal B side, the DC voltage 
corresponding to the re?ected Wave is applied to the positive 
input terminal of a comparator 11. 

[0039] Further, if the movable terminal C of the sWitch 9 
is sWitched to the ?Xed terminal A side, the DC voltage 
corresponding to the output poWer is supplied from the ?Xed 
terminal A side to the APC Which is not shoWn in the ?gure. 

[0040] A threshold voltage 10 is applied to the negative 
input terminal of the comparator 11. This threshold voltage 
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10 is a voltage predetermined by the characteristics of the 
load impedance connected to the output of the terminal 
ampli?er 1. 

[0041] The comparator 11 compares the DC voltage cor 
responding to the re?ected Wave selected from the ?xed 
terminal B side of the sWitch 9 With this threshold voltage 
10. As a result of the comparison, if the DC voltage is higher 
than the threshold voltage 10, the comparator 11 outputs an 
“H” level. If the DC voltage is loWer than the threshold 
voltage, the comparator 11 outputs an “L” level. 

[0042] The output of the comparator 11 alloWs sWitch 
controlling the movable terminal C of a sWitch 14. 

[0043] The sWitch 14 has a movable terminal C and tWo 
?xed terminalsAand B, as Well. Gate voltages 12 and 13 for 
?nal stage ampli?cation, having different voltages are 
applied to the ?xed terminals A and B, respectively. 

[0044] If the movable terminal C of the sWitch 14 is 
sWitch-controlled by the output of the comparator 11, one of 
the ?xed terminals A and B is selected, and the gate voltage 
12 or 13 is selected and applied, as an optimum gate voltage, 
to the gate of the transistor constituting the ?nal stage 
ampli?er 1, Whereby the ?nal stage ampli?er 1 can output 
transmission poWer While being alWays free from output 
distortion and maintaining loW poWer consumption current 
characteristics. 

[0045] The ?rst embodiment exempli?es a case Where 
gate voltage control means 17 for controlling the gate 
voltage applied to the gate of the ?nal stage ampli?er 1 is 
constituted by the comparator 11 and the sWitch 14. 

[0046] Next, the operation of the ?rst embodiment accord 
ing to the present invention constituted as stated above Will 
be described. 

[0047] The ?nal stage ampli?er 1 into Which the radio 
frequency signal is inputted, ampli?es the radio frequency 
signal to speci?ed transmission poWer. The ampli?ed radio 
frequency signal passes through the directional coupler 3 
and is then outputted as a Wave from the antenna 2. 

[0048] Radio frequency sWitches 4 and 5 selecting an ON 
terminal by an APC/VS detection sWitch signal are con 
nected to the tWo terminals of the directional coupler 3, i.e., 
the terminal detecting the output poWer of the directional 
coupler 3 and that detecting the re?ected Wave, respectively. 

[0049] If the output poWer, i.e., the transmission poWer 
outputted from the ?nal stage ampli?er 1 is detected, then 
the ?xed terminal A sides of the sWitches 4 and 5 become 
ON terminals, the terminating resistor 7 is connected to the 
sWitch 4 and the detection diode 6 is connected to the sWitch 
5, thereby making it possible to obtain a transmission poWer 
value converted into a DC voltage by the detection diode 6. 

[0050] Further, if the re?ected Wave generated by the 
mismatching betWeen the output impedance of the ?nal 
stage ampli?er 1 and the load impedance connected to the 
output of the ?nal stage ampli?er 1 is detected, then the ?xed 
terminal B sides of the sWitches 4 and 5 become ON 
terminals, the detection diode 6 is connected to the sWitch 4 
and the terminating resistor 8 is connected to the sWitch 5, 
thereby making it possible to obtain the re?ected Wave 
converted into a DC voltage by the detection diode 6. 
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[0051] If the transmission poWer value is obtained, then 
the ?xed terminal A side of the sWitch 9 becomes the ON 
terminal, as Well, the DC voltage is inputted into the APC 
and Well-knoWn APC control is carried out. 

[0052] On the other hand, if the re?ected Wave is obtained, 
then the ?xed terminal B side of the sWitch 9 becomes the 
ON terminal and the DC voltage corresponding to the 
re?ected Wave is applied to the positive terminal of the 
comparator 11. 

[0053] The comparator 11 compares the DC voltage con 
verted from the re?ected Wave applied to the positive input 
terminal of the comparator 11 With the threshold voltage 10 
predetermined by the load impedance characteristics of the 
?nal stage ampli?er 1 and the re?ected Wave detection 
characteristics of the directional coupler 3. If the DC voltage 
is higher than the threshold voltage 10, the comparator 11 
outputs an “H” level. If the DC voltage is loWer than the 
threshold voltage 10, the comparator 11 outputs an “L” 
level. 

[0054] The movable terminal C of the sWitch 14 is 
sWitched to the ?xed terminal Aside or the ?xed terminal B 
side according to the output level of the comparator 11. 

[0055] If the terminal C is sWitched to the ?xed terminal 
Aside, the gate voltage 12 is selected and applied to the gate 
of the ?nal stage ampli?er 1. 

[0056] If the movable terminal C of the sWitch 14 is 
sWitched to the ?xed terminal B side, the gate voltage 13 is 
selected and applied to the gate of the ?nal stage ampli?er 
1. 

[0057] The gate voltage characteristics of the ?nal stage 
ampli?er 1 are shoWn in, for example, FIGS. 2 and 3. FIG. 
2 shoWs the gate voltage vs. output distortion characteristics, 
While the horiZontal axis denotes gate voltage (V) and the 
vertical axis denotes output distortion (dBc). 

[0058] Aset voltage 1 (e.g., the above-stated gate voltage 
12) indicated by the characteristic a of a solid line is VSWR 
(voltage to standing Wave ratio)=1.5, and a set voltage 2 
(e.g., the above-stated gate voltage 13) indicated by the 
characteristic b of a broken line is VSWR=3. 

[0059] Further, FIG. 3 shoWs gate voltage vs. consump 
tion current characteristics, While the horiZontal axis denotes 
gate voltage (V) and the vertical axis denotes consumption 
current 

[0060] In FIG. 3 as in the case of FIG. 2, a set voltage 1 
(e.g., the above-stated gate voltage 12) indicated by the 
characteristic a of a solid line is VSWR (voltage to standing 
Wave ratio)=1.5, and a set voltage 2 (e.g., the above-stated 
gate voltage 13) indicated by the characteristic b of a broken 
line is VSWR=3. 

[0061] The gate voltage 12 or gate voltage 13 predeter 
mined by such gate voltage characteristics is selected by 
sWitching the movable terminal C of the sWitch 14 in 
accordance With the output of the comparator 11, and 
applied to the gate of the ?nal stage ampli?er 1, Whereby the 
terminating ampli?er 1 applied With the optimum gate 
voltage can output transmission poWer Without alWays being 
free from output distortion and maintaining loW consump 
tion poWer characteristics. 
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[0062] By regularly switching the respective movable 
terminals C of the switches 4, 5 and 9 to the ?xed terminal 
A or the ?xed terminal B by the APC/VS detection signal, 
the sWitches 4, 5 and 9 appropriately repeat transmission 
poWer detection and re?ected Wave detection in a time 
division manner and secure constantly stable transmission 
poWer and an optimum gate voltage applied to the ?nal stage 
ampli?er 1. 

[0063] As can be seen from the above description, in the 
?rst embodiment, the re?ected Wave generated by the mis 
matching betWeen the output impedance of the ?nal stage 
ampli?er 1 and the load impedance connected to the output 
side of the ?nal stage ampli?er 1 can be detected, and the 
gate voltage suited for the load impedance can be set by the 
comparator 11 and the sWitch 14 Which serve as the gate 
voltage control means 17. Thus, it is possible to dispense 
With an isolator Which is a large-siZed component conven 
tionally necessary and to thereby miniaturiZe the mobile 
communication equipment. 

[0064] Moreover, if the isolator can be dispensed With, 
speci?ed transmission poWer may be outputted from the 
?nal stage ampli?er 1. It is, therefore, possible to reduce the 
consumption poWer of the ?nal stage ampli?er 1. 

[0065] Next, a second embodiment according to this 
invention Will be described. FIG. 4 is a block diagram 
shoWing the constitution of the second embodiment. 

[0066] In the description of the constitution With reference 
to FIG. 4, the same parts as those in FIG. 1 are denoted by 
the same reference symbols, repetitive description Will not 
be given and only the different parts from FIG. 1 Will be 
described hereinafter. 

[0067] In the second embodiment shoWn in FIG. 4, the 
constitution of gate voltage control means 17 differs from 
that in the ?rst embodiment. 

[0068] In FIG. 4, the gate voltage control means 17 is 
constituted by an A/D converter 15 and a D/A converter 16 
instead of the comparator 11 and the sWitch 14 stated above. 

[0069] That is to say, the ?xed terminal of the sWitch 9 is 
connected to the input terminal of the A/D converter 15. The 
output terminal of this A/D converter 15 is connected to the 
input terminal of the D/A converter 16 and a gate voltage is 
applied from the output terminal of the D/A converter 16 to 
the gate of the ?nal stage ampli?er 1. The remaining 
constitution is the same as that shoWn in FIG. 1. 

[0070] By constituting the gate voltage control means 17 
as stated above, a DC voltage corresponding to the re?ected 
Wave converted into the DC voltage is outputted from the 
?xed terminal B of the sWitch 9 if the directional coupler 3 
detects the re?ected Wave as already described above. 

[0071] The DC voltage outputted from the ?xed terminal 
B of the sWitch 9 is inputted into the A/D converter 15 and 
converted into digital data (e.g., 8-bit data). 

[0072] The converted data is inputted into the D/A con 
verter 16 preset so that an optimum gate voltage can be 
applied to the ?nal stage ampli?er 1 according to the 
magnitude of the re?ected Wave (=data), through a data bus. 

[0073] The D/A converter 16 applies the gate voltage 
Which is an analog voltage to the ?nal stage ampli?er 1. 
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[0074] In this Way, if not tWo types but the necessary 
number of gate voltages preset and applied to the gate of the 
?nal stage ampli?er 1 from the D/A converter 16 are 
prepared, it is possible to derive the more suitable electrical 
characteristics of the ?nal stage ampli?er 1. 

What is claimed is: 
1. A transmitting circuit Which comprises: 

a ?nal stage ampli?er amplifying an inputted radio fre 
quency (RF) signal up to a speci?ed transmission 
output, and capable of controlling consumption poWer 
and output distortion by a direct current (DC) voltage 
applied to a gate; 

a directional coupler having both a terminal capable of 
detecting output poWer outputted from said ?nal stage 
ampli?er and another terminal capable of detecting a 
re?ected Wave generated by mismatching betWeen an 
output impedance of said ?nal stage ampli?er and a 
load impedance connected to an output side of said 
?nal stage ampli?er; 

tWo ?rst sWitches selecting said terminals of said direc 
tional coupler in a time division manner; 

a terminating resistor provided to correspond to each of 
said ?rst sWitches, and terminating the terminal of said 
directional coupler unselected by said ?rst sWitches; 

a detection diode converting each of the output poWer and 
the re?ected Wave obtained by said directional coupler 
into a DC voltage; 

a second sWitch selecting, sWitching and outputting one of 
the DC voltage With respect to said output poWer and 
the DC voltage With respect to said re?ected Wave 
obtained by said detection diode; and 

gate voltage control means for applying a gate voltage 
suited for said load impedance to said ?nal stage 
ampli?er in accordance With the DC voltage With 
respect to said re?ected Wave selected by said second 
sWitch. 

2. The transmitting circuit according to claim 1, Wherein 
said gate voltage control means comprises: 

a comparator for comparing a threshold voltage predeter 
mined by characteristics of the load impedance con 
nected to the output side of said ?nal stage ampli?er 
With the DC voltage obtained by detecting said 
re?ected Wave outputted from said second sWitch by 
said detection diode, and for outputting an output of 
Which level changes according to Whether said DC 
voltage is higher or loWer than said threshold voltage; 
and 

a third sWitch selectively sWitching said plurality of gate 
voltages depending on an output of said comparator, 
and applying the sWitched gate voltage to said ?nal 
stage ampli?er. 

3. The transmitting circuit according to claim 1, Wherein 
said comparator outputs an “H” level or an “L” level 
depending on Whether said direct current voltage is higher or 
loWer than said threshold voltage. 

4. The transmitting circuit according to claim 2, Wherein 
tWo types of gate voltages having different voltage levels are 
provided as said gate voltages. 
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5. The transmitting circuit according to claim 1, Wherein 
said gate voltage control means comprises: 

an A/D converter for inputting the DC voltage obtained by 
detecting said re?ected Wave outputted from said sec 
ond sWitch by said detection diode, and for converting 
the inputted DC voltage into digital data; and 

a D/A converter for inputting said data converted by said 
A/D converter and for applying an optimum analog 
gate voltage to said ?nal stage ampli?er in accordance 
With a magnitude of said re?ected Wave in advance. 

6. The transmitting circuit according to claim 4, Wherein 
not less than tWo types of said gate voltages are selectively 
applied from said D/A converter to said ?nal stage ampli?er. 
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7. The transmitting circuit according to claim 1, Wherein 
said tWo ?rst sWitches are terminated by the terminating 
resistor When said directional coupler detects a transmission 
poWer value outputted from said ?nal stage ampli?er. 

8. The transmitting circuit according to claim 1, Wherein 
said second sWitch supplies a DC voltage of a transmission 
poWer value obtained by said detection diode to an auto 
matic output poWer control circuit to alloW the automatic 
output control circuit to conduct automatic output control 
over said ?nal stage ampli?er When said directional coupler 
detects the transmission poWer value outputted from said 
?nal ampli?er. 


