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(57) ABSTRACT 

A high-voltage device. A substrate has a ?rst conductive 
type. A ?rst Well region With the ?rst conductive type is 
located in the substrate. A second Well region With the 
second conductive type is located in the substrate but is 
isolated from the ?rst Well region. Several ?eld oxide layers 
are located on a surface of the second Well region. A shalloW 
trench isolation is located betWeen the ?eld oxide layers in 
the second Well region. A?rst doped region With the second 
conductive type is located beneath the ?eld oxide layers. A 
second doped region With the ?rst conductive type is located 
beneath the shalloW trench isolation in the second Well 
region. A third Well region With the ?rst conductive type is 
located in the ?rst Well region and expands from a surface 
of the ?rst Well region into the ?rst Well region. A gate 
structure is positioned on the substrate betWeen the ?rst and 
the second Well regions and covers a portion of the ?rst, the 
third Well regions and the ?eld oxide layers. A source region 
With the second conductive type and a drain region With the 
second conductive type are respectively located in the third 
and the second Well regions exposed by the gate structure 
and the ?eld oxide layers. 
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HIGH-VOLTAGE DEVICE AND METHOD FOR 
MANUFACTURING HIGH-VOLTAGE DEVICE 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of Invention 

[0002] The present invention relates to a semiconductor 
and a method for manufacturing a semiconductor. More 
particularly, the present invention relates to a high-voltage 
device and a method for manufacturing a high-voltage 
device. 

[0003] 2. Description of Related Art 

[0004] A high voltage device is one of the most important 
devices utiliZed in a highly integrated circuit. Erasable 
programmable read only memory (EPROM) and ?ash 
memory are tWo of the high-voltage devices most often used 
in computers and electronic products. 

[0005] Due to the increasing number of semiconductor 
devices incorporated in integrated circuits, the siZe of tran 
sistors needs to be decreased. Accordingly, as the channel 
length of the transistors is decreased, the operating speed is 
increased. HoWever, the short channel effect caused by the 
reduced channel length is becoming serious. If the voltage 
level is ?xed as the channel length is shortened, the strength 
of the electrical ?eld is increased according to the equation, 
electrical ?eld=electrical voltage/channel length. Thus, as 
the strength of the electrical ?eld increases, the energy of 
electrons increases and electrical breakdoWn is likely to 
occur. 

[0006] In the conventional high-voltage device, the for 
mation of an isolation layer is used for the purpose of 
increasing the channel length. Hence, the high-voltage 
device is able to Work normally at a high electrical voltage. 

[0007] FIG. 1 is a schematic, cross-sectional vieW of a 
conventional high-voltage device. As shoWn in FIG. 1, a 
?eld oXide layer 102 is located on a P-type substrate 100. A 
gate oXide layer 103 is located on the P-type silicon substrate 
100. A gate electrode 104 is located on the ?eld oXide layer 
102 and the gate oXide layer 103. A source region 106 and 
a drain region 108 are located in the P-type substrate 100. An 
N_-type doped region 112 is located in the substrate beneath 
the drain region 108, the ?eld oXide layer 102 and a portion 
of the gate electrode 104. A P-type doped region 114 is 
located under the source region 106 and a portion of the gate 
electrode 104. 

[0008] In order to increase the breakdoWn voltage of the 
high-voltage device, it is necessary to decrease the dopant 
concentration of the drift region, Which is the dopant con 
centration of the N_-type doped region 112. HoWever, the 
current-driving performance and the channel conductivity 
betWeen the source region 106 and the drain region 108 
under the gate electrode 104 in the substrate 100 are 
decreased. 

[0009] Additionally, When the manufacturing technique is 
promoted to a sub-quarter micron level, for eXample, a line 
Width of 0.18 microns or less, it is difficult to decrease the 
typical design rule of the high-voltage device. 

SUMMARY OF THE INVENTION 

[0010] The invention provides a high-voltage device con 
structed on a substrate having a ?rst conductive type. The 
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high-voltage device comprise a ?rst Well region With the ?rst 
conductive type, a second Well region With a second con 
ductive type, several ?eld oXide layers, several ?rst doped 
regions With the second conductive type, a shalloW trench 
isolation, a second doped region With the ?rst conductive 
type, a third Well region With the ?rst conductive type, a gate 
structure, a source region With the second conductive type 
and a drain region With the second conductive type. The ?rst 
Well region is located in the substrate and the second Well 
region is also located in the substrate but isolated from the 
?rst Well region. Several ?eld oXide layers are located on a 
surface of the second Well region. One of the ?eld oXide 
layers is positioned on the margin of the second Well region 
near the ?rst Well region. The shalloW trench isolation is 
located betWeen the ?eld oXide layers in the second Well 
region. The ?rst doped regions are located beneath the ?eld 
oXide layers. The second doped region is located beneath the 
shalloW trench isolation in the second Well region. The third 
Well region is located in the ?rst Well region and eXpands 
from a surface of the ?rst Well region into the ?rst Well 
region. The gate structure is positioned on the substrate 
betWeen the ?rst and the second Well regions and covers a 
portion of the ?rst, the third Well regions and the ?eld oXide 
layers. The source region the drain region are relatively 
located in the ?rst and the second Well regions eXposed by 
the gate structure and the ?eld oXide layers. 

[0011] The invention also provides a method for forming 
a high-voltage device. A substrate having a ?rst conductive 
type is provided. A ?rst Well region With the ?rst conductive 
type is formed in the substrate. A second Well region With a 
second conductive type is formed in the substrate. A pad 
oXide layer and a patterned silicon nitride layer are formed 
on the substrate in sequence. Several ?rst doped regions With 
the second conductive type are formed in the second Well 
region under portions of the pad oXide layer eXposed by the 
patterned silicon nitride layer. Several ?eld oXide layers are 
formed on the portions of the pad oXide layer above the ?rst 
doped regions. The patterned silicon nitride layer and the 
pad oXide layer are removed. A shalloW trench isolation is 
formed in the second Well region betWeen the ?eld oXide 
layers. A third Well region With the ?rst conductive type is 
formed in the ?rst Well region While a second doped region 
With the ?rst conductive type is formed in the second Well 
region beneath the shalloW trench isolation. A gate structure 
is formed on the substrate betWeen the ?rst and second Well 
regions and laterally eXpands to cover a portion of the ?rst 
and the third Well regions and the ?eld oXide layer. Asource 
With the second conductive type and a drain With the second 
conductive type are respectively formed in the third Well 
region and the second Well region eXposed by the gate 
structure and the ?eld oXide layer. 

[0012] In the method described above, When the ?rst 
conductive type is N-type, the second conductive type is 
P-type. Simultaneously, When the ?rst conductive type is 
P-type, the second conductive type is N-type. Incidentally, a 
dosage of the third Well region is higher than that of the ?rst 
Well region. 

[0013] In the invention, around the source region, the ?rst 
Well region contains the third Well region. Since the dosage 
of the third Well region is higher than that of the ?rst Well 
region, the depletion region eXisting betWeen the ?rst and 
the third Well regions is relatively small. According to the 
equation of electrical ?eld=electrical voltage/channel 
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length, the relatively small depletion region possesses a 
relatively high electric ?eld. Hence, the conductivity and the 
electric-?eld intensity of the high-voltage device are 
increased. Therefore, the current-driving performance is 
increased. 

[0014] Moreover, around the drain region, a depletion 
region exists betWeen the second doped region and the 
second Well region. Furthermore, the dosage of the second 
Well region is loWer than that of the conventional N_-type 
doped region 112. Therefore, it can provide a bulk break 
doWn around the drain region. 

[0015] It is to be understood that both the foregoing 
general description and the folloWing detailed description 
are exemplary, and are intended to provide further explana 
tion of the invention as claimed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0016] The accompanying draWings are included to pro 
vide a further understanding of the invention, and are 
incorporated in and constitute a part of this speci?cation. 
The draWings illustrate embodiments of the invention and, 
together With the description, serve to explain the principles 
of the invention. In the draWings, 

[0017] FIG. 1 is a schematic, cross-sectional vieW of a 
conventional high-voltage device; and 

[0018] FIGS. 2A through 2D are schematic, cross-sec 
tional vieWs of the process for manufacturing a high-voltage 
device in a preferred embodiment according to the inven 
tion. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0019] FIGS. 2A through 2D are schematic, cross-sec 
tional vieWs of the process for manufacturing a high-voltage 
device in a preferred embodiment according to the inven 
tion. 

[0020] As shoWn in FIG. 2A, a substrate 200a With a ?rst 
conductive type and a substrate 200b With a second con 
ductive type are provided. The substrate 200a can be a 
P-type substrate or a P-type Well and the substrate 200b can 
be an N-type substrate or an N-type Well, for example. In the 
manufacturing process for forming a CMOS, the combina 
tion betWeen the substrate 200a and the substrate 200b is 
either the combination of a P-type substrate With an N-type 
Well or the combination of a P-type Well With an N-type 
substrate. An ion implantation process is performed to form 
Well regions 202a and 202b With the ?rst conductive type 
respectively in the substrate 200a and the substrate 200b. 
Eachlzdosage of the Well regions 202a and 202b is about 
1x10 -1><1013 atoms/cm2. 

[0021] An ion implantation is performed to form Well 
regions 204a and 204b With the second conductive type 
respectively in the substrate 200a and the substrate 200b. 
The dosages of the Well regions 204a and 204b are each 
about 1><1012-1><1013 atoms/cm2. The dosages of the Well 
regions 204a and 202b are loWer than that of the conven 
tional N_-type doped region 112 (as shoWn in FIG. 1). 
Thereafter, a drive-in process is performed. A pad oxide 
layer 206 and a patterned silicon nitride layer 208 are formed 
in sequence over the substrates 200a and 200b. The pat 
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terned silicon nitride layer 208 exposes portions of the pad 
oxide layer 206 above the Well regions 204a and 202b. The 
exposed portions of the pad oxide layer 206 are used to form 
?eld oxide layer in the subsequent process. 

[0022] A doped region 210a With the second conductive 
type and a doped region 210b With the ?rst conductive type 
are respectively formed in the Well regions 204a and 202b 
under the exposed portions of the pad oxide layer 206. The 
dosages of the doped regions 210a and 210b are each about 
1><1012-1><1014 atoms/cm2. Field oxide layers 212a and 212b 
are respectively formed on the doped regions 210a and 
210b. One of the ?eld oxide layers 212a is located over the 
Well region 204a and near the margin of the Well region 
202a. Moreover, one of the ?eld oxide layers 210b is located 
over the Well region 202b and near the margin of the Well 
region 204b. 

[0023] As shoWn in FIG. 2B, the patterned silicon nitride 
layer 208 and the pad oxide layer 206 are removed in 
sequence. Trenches 215a and 215b are respectively formed 
in the substrate 200a betWeen the ?eld oxide layers 210a and 
in the substrate 200b betWeen the ?eld oxide layers 210b. An 
oxide layer 214 is formed over the substrates 200a and 200b. 
Portions of the oxide layer 214 respectively located in the 
trenches 215a and 215b are respectively denoted as linear 
layers 214a and 214b. The method for forming the oxide 
layer 214 can be thermal oxidation and the thickness of the 
oxide layer 214 is about 100-500 angstroms. 

[0024] Oxide layers 216a and 216b are formed in the 
trenches 215a and 215b and ?ll the trenches 215a and 215b. 
The oxide layers 216a and 216b are used as shalloW trench 
isolations. The method in the formation of the shalloW 
trench isolations 216a and 216b comprises the steps of 
forming an oxide layer (not shoWn) on the oxide layer 214 
With a thickness of about 5000-9000 angstroms by atmo 
spheric pressure chemical vapor deposition (APCVD), and 
then performing a densi?cation process to reinforce the 
compactness of the oxide layer in the trenches 215a and 
215b. The densi?cation process is performed at a tempera 
ture of about 1000 centigrade for 10-30 minutes. A chemi 
cal-mechanical polishing (CMP) is performed to remove a 
portion of the oxide layer, thereby to expose the surface of 
the oxide layer 214 and to form the oxide layers 216a and 
216b. 

[0025] As shoWn in FIG. 2C, a Well region 218a With the 
?rst conductive type is formed in the Well region 202a While 
a doped region 218b With the ?rst conductive type is formed 
in the Well region 204a under the shalloW trench isolation 
216a. The dosages of the Well region 218a and the doped 
region 218b are each about 1><1013-1><1014 atoms/cm2. Addi 
tionally, the Well region 218a expands from the surface of 
the Well region 202a into the Well region 202a and merges 
With a portion of the Well region 202a. In the invention, the 
dosage of the doped region 218a is higher than that of the 
Well region 202a. 

[0026] A Well region 220a With the second conductive 
type is formed in the Well region 204b While a doped region 
220b With the second conductive type is formed in the Well 
region 202b under the shalloW trench isolation 216b. The 
dosages of the Well region 220a and doped region 220b are 
each about 1><1013-1><1014 atoms/cm2. Additionally, the Well 
region 220a expands from the surface of the Well region 
204b into the Well region 204b and merges With a portion of 
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the Well region 204b. In the invention, the dosage of the 
doped region 220a is higher than that of the Well region 
204b. 

[0027] As shoWn in FIG. 2D, an oXide layer (not shoWn) 
and a conductive layer (not shoWn) are formed over the 
substrates 200a and 200b. The conductive layer, the oXide 
layer and the oXide layer 214 layer are patterned to form a 
gate electrode 222a and a gate oXide layer 214c on the 
substrate 200a and to form a gate electrode 222b and a gate 
oXide layer 214d on the substrate 200b. The patterned 
conductive layer is transformed into the gate electrodes 222a 
and 222b and the patterned oXide layer and the patterned 
oXide layer 214 together form the gate oXide layers 214c and 
214d. The gate structure constructed by the gate electrode 
222a and the gate oXide layer 214c is located on the 
substrate 200a betWeen the Well regions 202a and 204a and 
laterally eXpands over portions of the Well regions 202a, 
218a and the ?eld oXide layer 212a. The gate structure 
constructed by the gate electrode 222b and the gate oXide 
layer 214d are located on the substrate 200b betWeen the 
Well regions 202b and 204b and laterally eXpands over 
portions of the Well regions 204b, 220a and the ?eld oXide 
layer 212b. 

[0028] A source region 224a With the second conductive 
type and a drain region 224b With the second conductive 
type are respectively formed in the Well regions 218a and 
204a eXposed by the gate structure and the ?eld oXide layer 
212a. The dosages of the source region 224a and the drain 
region 224b are each about 1><1015 atorns/crn2-1><1016 
atorns/crn2. Each dosage of the source region 224a and the 
drain region 224b is higher than those of the Well regions 
202a and 204a. 

[0029] A source region 226a With the ?rst conductive type 
and a drain region 226b With the ?rst conductive type are 
respectively formed in the Well regions 220a and 202b 
eXposed by the gate structure and the ?eld oXide layer 212b. 
Therefore, the manufacturing process for forming the high 
voltage device is ?nished. The dosages of the source region 
226a and the drain region 226b are each about 1><1015 
atorns/crn2-1><1016 atorns/crn2. Each dosage of the source 
region 226a and the drain region 226b is higher than those 
of the Well regions 202b and 204b. 

[0030] Notably, When the ?rst conductive type is N-type, 
the second conductive type is P-type. Sirnultaneously, When 
the ?rst conductive type is P-type, the second conductive 
type is N-type. The method according to the invention not 
only can be applied in the formation of a single-type MOS, 
such as NMOS or PMOS, but also can be applied in the 
formation of a complementary rnetal-oXide serniconductor 

(CMOS). 
[0031] In the invention, the Well region 202a With the ?rst 
conductive type and the Well region 204a With the second 
conductive type isolated from the Well region 202a are 
located in the substrate 200a With the ?rst conductive type. 
Several ?eld oXide layers 212a are located on the surface of 
the Well region 204a and one of the ?eld oXide layer 212a 
is positioned on the margin of the Well region 204a near the 
Well region 202a. The shalloW trench isolation 216a is 
located betWeen the ?eld oXide layers 212a in the Well 
region 204a. The doped region 210a With the second con 
ductive type is located beneath the ?eld oXide layers 210a 
and the doped region 211% With the ?rst conductive type is 
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located beneath the shalloW trench isolation 216a in the Well 
region 204a. The Well region 218a With the ?rst conductive 
type located in the Well region 202a eXpands from the 
surface of the Well region 202a into the Well region 202a. 
The gate structure is positioned on the substrate 200a 
betWeen the Well regions 202a and 204a and covers over a 
portion of the Well regions 202a, 218a and the ?eld oXide 
layer 212a. Additionally, the source region 224a With the 
second conductive type and the drain region 224b With the 
second conductive type are respectively located in the Well 
regions 218a and 204a eXposed by the gate structure and the 
?eld oXide layer 212a. 

[0032] Around the source regions 224a and 226a, the Well 
regions 202a and 204b respectively contain the Well regions 
218a and 220a. Since the dosage of the Well region 218a is 
larger than that of the Well region 202a and the dosage of the 
Well region 220a is larger than that of the Well region 204b, 
the depletion regions eXisting respectively betWeen the Well 
regions 202a and 218a and betWeen the Well regions 204b 
and 220a are relatively small. According to the equation, 
electrical ?eld=electrical voltage/channel length, the rela 
tively srnall depletion region possesses a relatively high 
electric ?eld. Hence, the conductivity and the electric-?eld 
intensity of the high-voltage device are increased. Therefore, 
the current-driving performance is increased. 

[0033] Moreover, around the drain regions 224b and 226b, 
the depletion regions respectively eXist betWeen the doped 
region 218b and the Well region 204a and betWeen the doped 
region 220b and the Well region 202b. Furthermore, each 
dosage of the Well regions 204a and 202b is loWer than that 
of the conventional N_-type doped region 112. Therefore, it 
can provide a bulk breakdoWn around the drain regions 224b 
and 226b. 

[0034] It Will be apparent to those skilled in the art that 
various rnodi?cations and variations can be made to the 
structure of the present invention Without departing from the 
scope or spirit of the invention. In vieW of the foregoing, it 
is intended that the present invention cover rnodi?cations 
and variations of this invention provided they fall Within the 
scope of the following claims and their equivalents. 

What is claimed is: 
1. Ahigh-voltage device constructed on a substrate having 

a ?rst conductive type, the high-voltage device comprising: 

a ?rst Well region With the ?rst conductive type located in 
the substrate; 

a second Well region With the second conductive type 
located in the substrate and isolated from the ?rst Well 
region; 

a plurality of ?eld oXide layers located on a surface of the 
second Well region; 

a shalloW trench isolation located betWeen the ?eld oXide 
layers in the second Well region; 

a ?rst doped region With the second conductive type 
located beneath the ?eld oXide layers; 

a second doped region With the ?rst conductive type 
located beneath the shalloW trench isolation in the 
second Well region; 
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a third Well region With the ?rst conductive type located 
in the ?rst Well region, Wherein the third Well region 
expands from a surface of the ?rst Well region into the 
?rst Well region; 

a gate structure positioned on the substrate betWeen the 
?rst and the second Well regions, Wherein the gate 
structure covers a portion of the ?rst, the third Well 
regions and the ?eld oXide layers; 

a source region With the second conductive type located 
in the third Well region exposed by the gate structure; 
and 

a drain region With the second conductive type located in 
the second Well region eXposed by the gate structure 
and the ?eld oXide layers. 

2. The high-voltage device of claim 1, Wherein When the 
?rst conductive type is N-type, the second conductive type 
is P-type. 

3. The high-voltage device of claim 1, Wherein When the 
?rst conductive type is P-type, the second conductive type is 
N-type. 

4. The high-voltage device of claim 1, Wherein a dosage 
of the ?rst Well region is about 1><1012-1><1013 atorns/crn2. 

5. The high-voltage device of claim 1, Wherein a dosage 
of the second Well region is about 1><1012-1><1013 atorns/ 
crn2. 

6. The high-voltage device of claim 1, Wherein a dosage 
of the third Well region is about 1><1013-1><1014 atorns/crn2. 

7. The high-voltage device of claim 1, Wherein a dosage 
of the third Well region is higher than that of the ?rst Well 
region. 

8. The high-voltage device of claim 1, Wherein a dosage 
of the ?rst doped region is about 1><1012-1><1014 atorns/crn2. 

9. The high-voltage device of claim 1, Wherein a dosage 
of the second doped region is about 1><1013-1><1014 atorns/ 
crn2. 

10. A method for manufacturing a high-voltage device, 
comprising the steps of: 

providing a P-type substrate and an N-type substrate; 

forming a ?rst P-type Well region and a second P-type 
Well region respectively in the P-type substrate and the 
N-type substrate; 

forming a ?rst N-type Well region and a second N-type 
Well region respectively in the P-type substrate and the 
N-type substrate; 

forming a plurality of ?rst ?eld oXide layers and a 
plurality of second oXide layers respectively on the ?rst 
N-type Well region and the second P-type Well region, 
Wherein each of the ?rst ?eld oXide layers possesses a 
?rst N-type doped region beneath the ?rst ?eld oXide 
layer and each of the second ?eld oXide layers pos 
sesses a ?rst P-type doped region beneath the second 
?eld oXide layer; 

forming a ?rst and a second shalloW trench isolations 
respectively in the ?rst N-type Well region betWeen the 
?rst ?eld oXide layers and in the second P-type Well 
region betWeen the second ?eld oXide layers; 

forming a third P-type Well region in the ?rst P-type Well 
region While a second P-type doped region is formed in 
the ?rst N-type Well region beneath the ?rst shalloW 
trench isolation; 
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forming a third N-type Well region in the second N-type 
Well region While a second N-type doped region is 
formed in the second P-type Well region beneath sec 
ond the shalloW trench isolation; 

forming a ?rst and a second gate structures respectively 
on the P-type substrate betWeen the ?rst P-type and the 
?rst N-type regions and on the N-type substrate 
betWeen the second N-type and the second P-type Well 
regions, Wherein the ?rst gate structure laterally 
eXpands to cover a portion of the ?rst and the third 
P-type Well regions and the ?rst ?eld oXide layer and 
the second gate structure laterally eXpands to cover a 
portion of the second and the third N-type Well regions 
and the ?eld second oXide layer; 

forming an N-type source and an N-type drain respec 
tively in the third P-type Well region and the ?rst 
N-type Well region eXposed by the ?rst gate structure 
and the ?rst ?eld oXide layer; and 

forming a P-type source and a P-type drain respectively in 
the third N-type Well region and the second P-type Well 
region eXposed by the second gate structure and the 
second ?eld oXide layer. 

11. The method of claim 10, Wherein a dosage of the third 
P-type Well region is about 1><1013-1><1014atorns/crn2. 

12. The method of claim 10, Wherein a dosage of the third 
N-type Well region is about 1><1013-1><1014atorns/crn2. 

13. The method of claim 10, Wherein dosages of the ?rlst 
and the second P-type Well regions are each about 1><10 - 
1><1013 atorns/crn2. 

14. The method of claim 10, Wherein dosages of the ?rlst 
and the second N-type Well regions are each about 1><10 - 
1><1013 atorns/crn2. 

15. The method of claim 10, Wherein a dosage of the 
second P-type doped region is about 1><1013-1><1014 atorns/ 
crn2. 

16. The method of claim 10, Wherein a dosage of the 
second N-type Well region is about 1><1013-1><1014 atorns/ 
crn2. 

17. The method of claim 10, Wherein a dosage of the third 
P-type Well region is higher than that of the ?rst P-type Well 
region. 

18. The method of claim 10, Wherein a dosage of the third 
N-type Well region is higher than that of the second N-type 
Well region. 

19. The method of claim 10, Wherein a dosage of the ?rst 
N-type doped region is about 1><1012-1><1014 atorns/crn2. 

20. The method of claim 10, Wherein a dosage of the ?rst 
P-type doped region is about 1><1012-1><1014 atorns/crn2. 

21. A method for forming a high-voltage device, corn 
prising the steps of: 

providing a substrate having a ?rst conductive type; 

forming a ?rst Well region With the ?rst conductive type 
in the substrate; 

forming a second Well region With a second conductive 
type in the substrate; 

forming a pad oXide layer and a patterned silicon nitride 
layer on the substrate in sequence; 

forming a plurality of ?rst doped regions With the second 
conductive type respectively in the second Well region 
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under portions of the pad oxide layer exposed by the 
patterned silicon nitride layer; 

forming a plurality of ?eld oXide layers respectively on 
portions of the pad oXide layer above the ?rst doped 
regions; 

removing the patterned silicon nitride layer and the pad 
oXide layer; 

forming a shalloW trench isolation in the second Well 
region betWeen the ?eld oXide layers; 

forming a third Well region With the ?rst conductive type 
in the ?rst Well region While a second doped region 
With the ?rst conductive type is formed in the second 
Well region beneath the shalloW trench isolation; 

forming a gate structure on the substrate betWeen the ?rst 
and second Well regions, Wherein the gate structure 
laterally eXpands to cover a portion of the ?rst Well 
region, the third Well region, and the ?eld oXide layer; 
and 

forming a source With the second conductive type and a 
drain With the second conductive type respectively in 
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the third Well region and the second Well region 
eXposed by the gate structure and the ?eld oXide layer. 

22. The method of claim 1, Wherein When the ?rst 
conductive type is N-type, the second conductive type is 
P-type. 

23. The method of claim 1, Wherein When the ?rst 
conductive type is P-type, the second conductive type is 
N-type. 

24. The method of claim 1, Wherein a dosage of the ?rst 
Well region is about 1><1012-1><1013 atorns/crn2. 

25. The method of claim 1, Wherein a dosage of the 
second Well region is about 1><1012-1><1013 atorns/crn2. 

26. The method of claim 1, Wherein a dosage of the third 
Well region is about 1><1013-1><1014 atorns/crn2. 

27. The method of claim 1, Wherein a dosage of the third 
Well region is higher than that of the ?rst Well region. 

28. The method of claim 1, Wherein a dosage of the ?rst 
doped region is about 1><1012-1><1014 atorns/crn2. 

29. The method of claim 1, Wherein a dosage of the 
second doped region is about 1><1013-1><1014 atorns/crn2. 

* * * * * 


