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(57) ABSTRACT 

The improved image recording apparatus comprises a main 
scanning section; an auxiliary scanning section; and an 
upstream transport section; Wherein a light-sensitive mate 
rial, as it is transported in an auxiliary scanning direction 
after its position in a main scanning direction Was regulated 
by the upstream transport section, is illuminated With 
recording light beams, Whereby the light-sensitive material 
is scanned two-dimensionally With the recording light beams 
to record an image on the light-sensitive material. The 
apparatus further includes vibration damping members by 
Which the main scanning section, the auxiliary scanning 
section and the upstream transport section are coupled to 
other components of the image recording apparatus in such 
a Way as to insulate vibrations. During image recording on 
sheets of light-sensitive material With light beams, any 
adverse effects of internal and external vibrations are su?i 
ciently prevented, insulated or damped to prevent the occur 
rence of offsets in the position of the light-sensitive material, 
unevenness in its transport in the auxiliary scanning direc 
tion and other problems that Would otherWise cause uneven 
ness in image. 
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IMAGE RECORDING APPARATUS 

BACKGROUND OF THE INVENTION 

[0001] This invention relates to an image recording appa 
ratus that records an image by scanning With light beams 
modulated With digital image signals. 

[0002] In commonly employed photographic printing 
apparatus, an image is recorded on a photographic ?lm such 
as a negative or reversal ?lm and the light transmitted 
through the photographic ?lm is directly focused on an 
unreeled intermittently moving light-sensitive material such 
as photographic paper; by this areal exposure, the recorded 
image is continuously printed on the roll of light-sensitive 
material. 

[0003] In copiers capable of reproducing transmission 
type originals such as photographic ?lms, slit scanning light 
that has passed through the photographic ?lm moving rela 
tive to the light source is directly focused on a light-sensitive 
material, for example, one in a sheet form that is being 
transported concurrently in an auxiliary scanning direction 
Which is perpendicular to the slit length; by this slit scan 
exposure, the image on the photographic ?lm is printed onto 
the light-sensitive material. 

[0004] These are so-called “direct (analog) exposure” 
techniques in Which the projected light from the photo 
graphic ?lm is directly used to have the image on the 
photographic ?lm printed on the light-sensitive material. A 
neW technology has recently been proposed and this is a 
digital exposure system. Brie?y, the image on a photo 
graphic ?lm is read photoelectrically from the projected 
light and converted to digital image signals, Which are 
subjected to various image processing operations to produce 
recording image signals; light beams such as laser beams 
modulated in accordance With the recording image signals 
are scanned one-dimensionally (in a main scanning direc 
tion) such that a roll of light-sensitive material being trans 
ported in an auxiliary direction perpendicular to the main 
scanning direction is exposed by raster scanning. The Appli 
cant has put on the market a digital photoprinter that 
implements this digital exposure system. 

[0005] One major advantage of the digital photoprinter is 
that When the image on a photographic ?lm is reproduced by 
photographic printing on a light-sensitive material such as 
photographic paper, part or all of the image signals read 
from the photographic ?lm are subjected to color and/or 
tonal correction such that the quality of the reproduced 
image is improved by appropriate processing such as sharp 
ening or that the reproduced image on a ?lm having failures 
such as under-exposure or over-exposure that are problem 
atic in photographic printing or a ?lm having color failures 
from shooting With rear light or an electronic ?ash, espe 
cially the image reproduced on a failure negative ?lm is 
rendered to be in an appropriate condition or improved in 
quality. Another advantage is that on account of the use of 
digital image signals, a computer can be introduced for 
image generation or splitting or in order to perform editing 
jobs such as compositing and tiling more than one image, 
image segments, character images and so forth. If desired, 
the digital image signals may be loaded as a video ?le into 
various electronic image recording media so that they can be 
read, reproduced and edited on a computer and outputted on 
a hard copy Whenever it is necessary. 
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[0006] With the digital photoprinter in Which the roll of 
light-sensitive material being unreeled and transported in an 
auxiliary scanning direction is exposed by raster scanning 
With de?ected light beams, the image to be reproduced must 
be recorded on the unreeled light-sensitive material over the 
entire area in an appropriate Way by means of the de?ected 
light beams. HoWever, if vibrations from Within and/or from 
the outside of the recording apparatus are transmitted to the 
main scanning section Which issues the de?ected light 
beams or the auxiliary scanning section in Which the 
unreeled light-sensitive material is transported in the auxil 
iary scanning direction, displacements or jumps Will occur 
in the relative positions of the light beams and the light 
sensitive material, eventually causing unevenness in the 
reproduced image. 

[0007] To avoid this problem, the digital photoprinter 
Which relies upon the digital exposure system is adapted to 
form a loop of the unreeled light-sensitive material in both 
upstream and doWnstream of the auxiliary scanning section 
and, in addition, a unitary assembly of the main and auxil 
iary scanning sections is coupled to the other parts of the 
apparatus, in particular, its frame via rubber vibration insu 
lators so that both the main and auxiliary scanning sections 
are vibrationally insulated from the other parts, thereby 
preventing not only internal but also external vibrations 
from being transmitted to these scanning sections, thereby 
ensuring that no unevenness Will occur in the reproduced 
image. 

[0008] The digital photoprinter has an additional advan 
tage in that the position of the unreeled light-sensitive 
material, particularly in the main scanning direction can be 
easily regulated by the transport guide placed immediately 
upstream of the auxiliary scanning section. HoWever, if 
sheets of light-sensitive material are to be exposed by raster 
scanning With de?ected light beams as they are transported 
in the auxiliary scanning direction, recording must be done 
in such a Way that the image to be reproduced just ?ts Within 
the de?ned area of each sheet and to meet this need, the 
sheets of light-sensitive material have to be arranged With 
high precision in position, particularly in the position in the 
main scanning direction. The register section for meeting 
this requirement is more complex and of higher precision 
than in the case of processing the unreeled light-sensitive 
material and, hence, must be provided upstream of the 
auxiliary scanning section. Such being the case, the conven 
tional vibration damping and insulating system (mechanism) 
is incapable of insulating the internal or external vibrations 
so that they Will not adversely affect the exposure by raster 
scanning. 

[0009] Under the circumstances, it has been impossible to 
realiZe a high-performance loW-cost digital photoprinter that 
performs raster scan exposure on sheets of light-sensitive 
material, for example, those in a sheet form prepared by 
cutting the unreeled light-sensitive material into speci?ed 
lengths. 

SUMMARY OF THE INVENTION 

[0010] An object, therefore, of the present invention is to 
provide an image recording apparatus Which, When sheets of 
light-sensitive material being transported in an auxiliary 
scanning direction, such as those in a cut sheet form pre 
pared by cutting an unreeled light-sensitive material into 
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speci?ed lengths, are exposed by raster scanning With modu 
lated light beams either de?ected or arranged in the main 
scanning direction generally perpendicular to the auxiliary 
scanning direction, is capable of insulating, rejecting or 
preventing the adverse effects of both internal and eXternal 
vibrations so that they Will not cause any unevenness in 
images, thereby ensuring the production of uniform high 
quality images. 

[0011] The stated object of the invention can be attained 
by an image recording apparatus comprising: 

[0012] a main scanning section that performs main scan 
ning With issued recording light beams either de?ected or 
arranged one-dimensionally in a main scanning direction; 

[0013] an auXiliary scanning section by means of Which 
sheets of a light-sensitive material to be illuminated With 
said issued recording light beams from said main scanning 
section are transported in an auXiliary scanning direction 
perpendicular or generally perpendicular to said main scan 
ning direction; and 

[0014] an upstream transport section that is located 
upstream of said auXiliary scanning section in a transport 
direction of the light-sensitive material, that transports said 
light-sensitive material and Which has a register means by 
Which a position of said light-sensitive material in said main 
scanning direction before it is transported to said auXiliary 
scanning direction is brought into alignment With a pre 
scribed position; 

[0015] Wherein said light-sensitive material, as it is trans 
ported in said auXiliary scanning direction after its position 
in said main scanning direction Was regulated by said 
upstream transport section, is illuminated With said record 
ing light beams that performs main scanning in said main 
scanning direction, Whereby said light-sensitive material is 
scanned tWo-dimensionally With said recording light beams 
to record an image on said light-sensitive material, 

[0016] said apparatus further including vibration damping 
means by Which said main scanning section, said auXiliary 
scanning section and said upstream transport section are 
combined into a unitary assembly and coupled to other 
components of the image recording apparatus in such a Way 
as to insulate vibrations. 

[0017] Preferably, an optical ?at of said main scanning 
section, said auXiliary scanning section and said upstream 
transport section are connected and ?xed by connecting 
means to form the unitary assembly and the resulting unitary 
assembly of the optical ?at of said main scanning section, 
said auXiliary scanning section and said upstream transport 
section is coupled to a main frame of the image recording 
apparatus via said vibration damping means. 

[0018] In the ?rst embodiment of the invention, it is also 
preferred that the image recording apparatus further includes 
a light-sensitive material supply section comprising: 

[0019] a magaZine that is located upstream of said 
upstream transport section and Which contains a roll of said 
light-sensitive material; and 

[0020] a cutter by means of Which said light-sensitive 
material as unreeled from said magaZine is cut to a speci?ed 
length of sheet Which is determined by said image to be 
recorded. 
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[0021] In a preferred case of said image recording appa 
ratus, in addition to said main scanning section, said auXil 
iary scanning section and said upstream transport section, 
said light-sensitive material supply section is combined into 
a unitary assembly and coupled to other components of the 
image recording apparatus by said vibration damping means 
in such a Way as to insulate vibrations. 

[0022] More preferably, the optical ?at of said main scan 
ning section, said auXiliary scanning section, said upstream 
transport section and said light-sensitive material supply 
section are connected and ?Xed by said connecting means to 
form the unitary assembly and the resulting unitary assem 
bly of the optical ?at of said main scanning section, said 
auXiliary scanning section, said upstream transport section 
and said light-sensitive material supply section are coupled 
to the main frame of the image recording apparatus via said 
vibration damping means. 

[0023] In yet another preferred embodiment, a loop is 
formed of said unreeled light-sensitive material betWeen 
said cutter in said light-sensitive material supply section and 
said register means in said upstream transport section and 
said unreeled light-sensitive material to be subjected to main 
scanning in said main scanning section is cut to a speci?ed 
length of sheet by means of said cutter as it is transported in 
the auXiliary scanning direction through said auXiliary scan 
ning section. 

[0024] Alternatively, said register means in said upstream 
transport section is located just neXt to said cutter in said 
light-sensitive material supply section and said light-sensi 
tive material is transported by means of said upstream 
transport section as its position in said main scanning 
direction is aligned to the prescribed position by said register 
means. 

[0025] The object of the invention can also be attained by 
an image recording apparatus comprising: 

[0026] a main scanning section that performs main scan 
ning With issued recording light beams either de?ected or 
arranged one-dimensionally in a main scanning direction; 
and 

[0027] an auXiliary scanning section by means of Which 
sheets of a light-sensitive material to be illuminated With 
said issued recording light beams from said main scanning 
section are transported in an auXiliary scanning direction 
perpendicular or generally perpendicular to said main scan 
ning direction; 
[0028] Wherein said light-sensitive material as it is trans 
ported in said auXiliary scanning direction is illuminated 
With said recording light beams that performs main scanning 
in said main scanning direction, Whereby said light-sensitive 
material is scanned tWo-dimensionally With said recording 
light beams to record an image on said light-sensitive 
material, 

[0029] said apparatus further including vibration damping 
means by Which said main scanning section and said auX 
iliary scanning section are combined into a unitary assembly 
and coupled to other components of the image recording 
apparatus in such a Way as to insulate vibrations. 

[0030] Preferably, said auXiliary scanning section has a 
sensor for detecting positions in both said main and auXiliary 
scanning directions of said light-sensitive material being 
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transported in the auxiliary scanning direction and a means 
of adjusting a recording position in Which said image is to 
be recorded on said light-sensitive material With said record 
ing light beams. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0031] FIG. 1 is a schematic section of an embodiment of 
the image recording apparatus of the invention; 

[0032] FIG. 2 is a schematic front vieW of the transport 
guide used in the image recording apparatus shoWn in FIG. 
1; 
[0033] FIG. 3 is schematic section III-III of the transport 
guide shoWn in FIG. 2 according to one embodiment of its 
operation; 
[0034] FIG. 4 is a diagram illustrating hoW an example of 
the vibration insulator used in the image recording apparatus 
shoWn in FIG. 1 is mounted; 

[0035] FIGS. 5a and 5b are schematic diagrams shoWing 
tWo different cases of operation of another embodiment of 
the image recording apparatus of the invention; and 

[0036] FIG. 6 is a diagram illustrating yet another 
embodiment of the image recording apparatus of the inven 
tion. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0037] The image recording apparatus of the invention 
Will noW be described With reference to the preferred 
embodiments shoWn in the accompanying draWings. 

[0038] FIG. 1 shoWs schematically an embodiment of the 
image recording apparatus of the invention. The apparatus 
generally indicated by 10 in FIG. 1 is for recording an image 
(to be more exact, a latent image) on a sheet of light 
sensitive material A as it is exposed by raster scanning With 
light beams such as laser beams de?ected one-dimension 
ally, i.e., in the main scanning direction. The sheet A is 
transported in an auxiliary scanning direction generally 
perpendicular to the main scanning direction. The apparatus 
10 comprises a light-sensitive material supply section 12 for 
feeding cut sheets of light-sensitive material A (this section 
is hereinafter referred to as the “supply section”), a back 
printing section 14 for recording back print information on 
the back side of a supplied sheet of light-sensitive material 
A, a register section 16 Which regulates both the posture of 
the sheet A on Which the back print information has been 
recorded and its position in the main scanning direction such 
that it is correctly positioned for the main scanning direction 
(i.e., aligned), a main scanning section 20 for issuing laser 
beams de?ected in the main scanning direction, an auxiliary 
scanning section 18 that is provided doWnstream of the 
register section 16 and by means of Which the light-sensitive 
material A that has been aligned and Which is being exposed 
by raster scanning With the de?ected laser beams from the 
main scanning 20 is transported in the auxiliary scanning 
direction generally perpendicular to the main scanning 
direction, and a distributing section 22 for distributing 
individual sheets of the exposed light-sensitive material A 
into a plurality of roWs. 

[0039] The image recording apparatus 10 of the invention 
is of such a type that the exposed sheets of light-sensitive 
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material that have been distributed into multiple roWs in the 
distributing section 22 are ejected as such to emerge from an 
outlet 24 (to be described later) and enter a light-sensitive 
material processor 25 connected to the outlet 24. In the 
illustrated image recording apparatus 10, the back printing 
section 14 and the register section 16 combine to form the 
upstream transport unit of the invention. 

[0040] Needless to say, transport means such as transport 
roller pairs for transporting the light-sensitive material A to 
various locations, guides for transport of the light-sensitive 
material A, various sensors and other various members that 
are provided in ordinary recording apparatus are provided in 
the image recording apparatus 10 as required although they 
are omitted from FIG. 1 in order to clarify the basic 
construction of the apparatus. 

[0041] In the recording apparatus 10, the supply section 12 
comprises loaders 26a and 26b, WithdraWing roller pairs 28a 
and 28b, and cutters 30a and 30b. The loader 26a (or 26b) 
is a site at Which a magaZine 32 containing a roll of 
light-sensitive material A in a lightproof case, With the 
recording side (Where emulsion is coated) facing outWard, is 
loaded. The magaZines 32 to be loaded in the loaders 26a 
and 26b are usually adapted to contain different types of 
light-sensitive materialAWhich is characteriZed by their siZe 
(Width), surface gloss (silk-?nish, matte and so forth), speci 
?cations (e.g., thickness and base type), and so forth. 

[0042] The WithdraWing roller pair 28a or 28b in the 
supply section 12 is operated to unreel and WithdraW the 
light-sensitive material A from the magaZine 32 in the 
associated loader 26a or 26b, respectively, and transports it 
doWnstream toWard the back printing section 14. The trans 
port of the light-sensitive material A stops at the point of 
time When it has been transported doWnstream from the 
cutter 30a or 30b by a length corresponding to each of the 
prints to be produced. Subsequently, the cutter 30a or 30b 
turns on to cut the unreeled light-sensitive material A to 
individual sheets of a speci?ed length. The illustrated supply 
section 12 is adapted to be such that the roll of light-sensitive 
material A in the magaZine 32 is unreeled, cut to speci?ed 
lengths by means of the cutter 30a or 30b and supplied as cut 
sheets. This is not the sole case of the invention and a 
cassette containing a stack of sheets of light-sensitive mate 
rial A may be placed Within at least one of the loaders 26a 
and 26b such that the individual sheets are taken out one by 
one by means of a pickup roller (not shoWn) and transported 
toWard the back printing section 14. 

[0043] The back printing section 14 records on the back 
side (Where no emulsion is coated) of the light-sensitive 
material A a back print consisting of various pieces of 
information, such as the date When the image Was taken, the 
date of printing (exposure), frame number, ?lm identi?ca 
tion (ID) number (code), ID number of the camera used to 
take the image and ID number of the photoprinter. The back 
printing section 14 consists of a back printer 34 and a platen 
guide 35. The back printer 34 may be of any type that is 
capable of marking With a Water-insoluble ink or the like that 
Will not be erased even if the light-sensitive material A is 
subjected to Wet processing (as With the developing solution, 
bleach-?xing solution and rinsing Water) in the processor 25 
connected to the recording apparatus 10. Examples of the 
back printer 34 include a dot impact printer, a thermal 
transfer printer and an ink-jet printer. A particularly pre 
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ferred printer is an ink-jet printer that uses a heat-fusible ink 
that is Water-insoluble and Which is solid at ordinary tern 
peratures. 

[0044] In the illustrated back printing section 14, the 
light-sensitive material A cut to sheets of a speci?ed length 
are guided one by one through the platen guide 35 as the 
necessary back print information is recorded With the back 
printer 34. 

[0045] After back printing in the back printing section 14, 
the sheet of light-sensitive material A is transported to the 
register section 16. The register section 16 helps ensure 
correctness for the transport of the sheets of light-sensitive 
material Ain the auxiliary scanning direction in the auxiliary 
scanning section 18 and for the exposure by raster scanning 
in the main scanning section 20. To this end, the register 
section 16 regulates not only the posture of the sheet of 
light-sensitive material A before it is transported into the 
auxiliary scanning section 18 but also its position in the main 
scanning direction so that the light-sensitive material A is in 
agreement With the desired posture and position. Having this 
capability, the register section 16 comprises an upstream 
transport roller pair 36, a transport guide 38 and a down 
stream transport roller pair 40. 

[0046] The transport guide 38 may be of any type insofar 
as it functions as a Width guide that regulates the position of 
each sheet of light-sensitive material A at least in the main 
scanning direction, namely, in the Width direction perpen 
dicular to the transport of the light-sensitive material A, 
thereby regulating both the posture of the light-sensitive 
material Abefore it is transported into the auxiliary scanning 
section 18 and its position in the main scanning direction 
such that it is brought into agreement with the correct 
posture and position. A preferred example of the transport 
guide 38 to be used in the invention functions not only as a 
loop guide that guides the light-sensitive material A down 
stream and which forms a loop (slack portion) of the 
material A as required but also as an edge (Width) guide 
Which guides the light-sensitive material A in the direction 
of its Width so that its position in the Width direction is 
regulated and its posture is controlled. 

[0047] An example of the transport guide 38 that can be 
used in the invention has been proposed by the Applicant in 
Japanese Patent Application No. 182390/1997. An ernbodi 
rnent of the transport guide 38 is shown schematically in 
FIG. 2 (front vieW) and FIG. 3 (side vieW). The transport 
guide 38 shoWn in FIGS. 2 and 3 comprises a pair of 
U-shaped Width guides 42 and 44 that can approach or 
depart from each other in the main scanning direction 
indicated by arroW X and split transport roller pairs 50 (50a 
and 50b) that are provided in correspondence With recesses 
46 and 48 formed in the inner end faces of the upper and 
loWer sides 42a and 42b of the Width guide 42, as Well as the 
upper and loWer sides 44a and 44b of the Width guide 44 in 
areas part of the Way in the direction of arroW y. One of the 
opposed guide surfaces 42a and 42b of the Width guide 42 
and one of the opposed guide surfaces 44a and 44b of the 
Width guide 44, Which are 42a and 44a in the illustrated 
case, are used as pivotal guides 42c and 44c in those areas 
Which are upstream of the split transport roller pairs 50 and 
supported in such a Way that they can pivot outside the split 
transport roller pair 50a Whereas they are axially movable 
along the rotating shafts 50c and 50d betWeen the roller pairs 
50a and 50b. 
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[0048] Having this structure, the transport guide 38 is 
capable of forming a loop of the light-sensitive material Ain 
the area betWeen the upstream transport roller pair 36 and 
each of the split transport roller pairs 50 (see FIG. 3). At the 
same time, the inner sides 42d and 44d of the Width guides 
42 and 44 Which serve as surfaces that regulate the edges of 
the light-sensitive material A regulate both of its edges from 
opposite sides so that its posture is kept parallel to the 
direction of transport y Whereas its center position in the 
main scanning direction x is brought into registry With the 
speci?ed appropriate position. 
[0049] The transport guide 38 shoWn in FIGS. 2 and 3 is 
adapted to be such that irrespective of the Width of the 
light-sensitive material A, the U-shaped Width guides 42 and 
44 can either approach or depart from each other to ensure 
that the center position of the light-sensitive rnaterialAin the 
main scanning direction x is brought into agreement with the 
speci?ed appropriate position (i.e., center registry is 
attained). HoWever, this is not the sole case of the invention 
and only one of the U-shaped Width guides 42 and 44 may 
be adapted to be rnovable in the x direction and the position 
of one edge of the light-sensitive material A in the x 
direction is brought into agreement with the speci?ed appro 
priate position (i.e., side registry is attained). 
[0050] After its posture and its position in the main 
scanning direction have been correctly adjusted by means of 
the transport roller pair 36 and the transport guide 38 in the 
register section 16, the light-sensitive material A is trans 
ported to the auxiliary scanning section 18 by means of the 
downstream transport roller pair 40. The auxiliary scanning 
section 18 comprises tWo transport roller pairs 52 and 54 
located on opposite sides of the exposing position x (the 
main scanning line), an exposure guide 56 for holding the 
light-sensitive material A at the exposing position X in a 
more advantageous Way, and an edge detecting sensor 58 for 
detecting both the advancing and trailing edges of each sheet 
of light-sensitive material A. The light-sensitive material A 
as it is held ?at in the exposing position X by means of the 
exposure guide 56 is transported in the auxiliary scanning 
direction (to the right in FIG. 1) Which is perpendicular to 
the main scanning direction by means of the transport roller 
pairs 52 and 54 Which are driven to rotate in synchronisrn. 

[0051] The time of starting the exposure of the light 
sensitive material A With the light beams L issued from the 
main scanning section 20 is controlled by detection of the 
advancing edge of the light-sensitive material A With the 
edge detecting sensor 58. Brie?y, the exposure starts a 
speci?ed time after the issuance of the detection signal. 

[0052] As already mentioned, the light beams L from the 
main scanning section 20 are de?ected in the main scanning 
direction, so the light-sensitive material A in the main 
scanning section 20 is exposed by two-dimensional raster 
scanning With the light beams L modulated in accordance 
With the image to be recorded, Whereby a latent image is 
recorded. 

[0053] In the auxiliary scanning section 18, one of the 
loWer rollers in the tWo transport roller pairs 52 and 54 is 
connected to a drive source and these loWer rollers are 
connected together With a synchroniZing belt or transmission 
means such as gear Wheels so that they are capable of 
synchronous rotation. 
[0054] The upper rollers in the transport roller pairs 52 and 
54 are adapted to either approach or depart from the loWer 
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rollers independently of each other and the advancing edge 
of each sheet of light-sensitive material A is smoothly fed 
into and gripped by the respective roller pairs 52 and 54 and, 
at the same time, the trailing edge of the light-sensitive 
material A is smoothly released from the grip by those roller 
pairs and alloWed to emerge therefrom so that there Will be 
little or no unevenness and other troubles While the sheets of 
light-sensitive material A are transported in the auxiliary 
scanning direction by means of the transport roller pairs 52 
and 54. 

[0055] The mechanism of the auxiliary scanning section 
18 to be used in the invention is by no means limited to the 
above-described means of transport in the auxiliary scanning 
direction Which employs tWo transport roller pairs. Any 
other transport means can be employed insofar as it is 
capable of transport in the auxiliary scanning direction of 
various kinds of light-sensitive material in sheet form that 
are to be subjected to scan exposure, in particular, raster scan 
exposure. TWo examples of such alternative transport means 
are as folloWs: a means of transport in the auxiliary scanning 
direction Which uses an exposing drum that transports the 
light-sensitive material A as it is held in registry With the 
recording position X and tWo nip rollers that are placed on 
opposite sides of the recording position X and in contact 
With the exposing drum; a transport means Which transports 
the light-sensitive material A in the auxiliary scanning 
direction as it is placed on a conveyor belt. 

[0056] The main scanning section 20 is an optical unit for 
performing digital exposure using light beams L such as 
laser beams. Although not shoWn, the main scanning section 
20 comprises a light source assembly emitting light beams 
for performing exposure of the light-sensitive material A to 
red (R), green (G) and blue (B) lights, a modulating means 
such as AOM (acoustic optical modulator) that modulates 
the issued light beams in accordance With the recording 
digital image signals, an optical de?ector such as a polygo 
nal mirror that de?ects the modulated light beams in the 
main scanning direction (normal to the plane of FIG. 1), and 
an optical element such as an f0 (scanning) lens With Which 
the light beams L de?ected in the main scanning direction 
are focused to form a beam spot of a speci?ed diameter at 
a speci?ed point on the exposing position X (scanning line); 
these optical parts and elements are assembled on optical 
?ats and so forth that compose an enclosure. The main 
scanning section 20 to be used in the invention may be any 
optical beam scanner that is capable of modulating, pixel for 
pixel, the light beams for exposure to three primaries in 
accordance With the digital image signals for the respective 
colors, optionally combining the modulated trichromatic 
light beams, de?ecting the combined or uncombined light 
beams in the main scanning direction, and emitting the 
de?ected light beams L. As long as this requirement is met, 
any knoWn optical beam scanner may be employed. 

[0057] It should be noted that the main scanning section 
20 that can be used in the invention is in no Way limited to 
the above-mentioned optical beam scanner and it may be 
replaced by various kinds of exposing means based on 
digital image signals using various arrays of light-emitting 
devices and spatial modulating devices Which extend in the 
main scanning direction perpendicular to the transport of the 
light-sensitive materialAin the auxiliary scanning direction. 
Speci?c examples of such exposing means are raster expos 
ing means based on digital image signals using a PDP 
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(plasma display) array, an ELD (electroluminescent display) 
array, an LED (light-emitting diode) array, an LCD (liquid 
crystal display) array, a DMD (digital micromirror device) 
array, a laser array and so forth. 

[0058] After the exposing step, the light-sensitive material 
A is transported to the distributing section 22. The distrib 
uting section 22 distributes individual sheets of the light 
sensitive material A in the main scanning direction perpen 
dicular to its transport (Which direction is hereinafter 
referred to as the “lateral direction” for the sake of conve 
nience), as required by the siZe and other parameters of the 
light-sensitive material A. 

[0059] With common silver salt photographic materials 
Which are currently used in photography, development pro 
cessing is more time-consuming than exposure and, if expo 
sure is performed continuously, development processing 
cannot keep pace With the exposure but lags behind it and 
this introduces the need for storing temporarily the as 
exposed light-sensitive material in a reservoir, a stocker or 
the like. 

[0060] The distributing section 22 is provided With a vieW 
to eliminating this dif?culty and by distributing a single roW 
of sheets of the light-sensitive material A in the lateral 
direction perpendicular to their transport so that they are 
rearranged in a plurality of roWs in the direction of transport, 
the throughput of the developing machine 25 can be 
improved (almost doubled in tWo roWs and tripled in three 
roWs) and the time difference betWeen development pro 
cessing and exposure is satisfactorily cancelled. 

[0061] The distributor to be used in the distributing section 
22 is not limited to any particular type and various methods 
are available that receive individual sheets being supplied in 
a single roW and Which distribute them into a plurality of 
roWs. The folloWing examples may be given: a device that 
distributes the sheets using a circular turret capable of 
rotation about a shaft; a device in Which the means of 
transporting the light-sensitive material A is divided into a 
plurality of blocks, say, three blocks and the center block is 
moved in the lateral direction to distribute the incoming 
sheets into a plurality of roWs; a device in Which belt 
conveyors as transport means Which carries the individual 
sheets of light-sensitive material A and transports them 
doWnstream are combined With lift transport means Which 
lifts the sheets of light-sensitive material Ausing suckers or 
the like and transports them in the lateral direction such that 
When the sheets of light-sensitive material A have been 
transported by the upstream conveyors to a speci?ed posi 
tion, the lift transport means turns on to lift the sheets and 
transports them either in the lateral direction or in an oblique 
lateral (doWnstream) direction to be distributed in a plurality 
of roWs; and a device comprising a plurality of spaced belt 
conveyors as transport means that transports the light 
sensitive material A doWnstream and semicircular 
(D-shaped) roller pairs Which are provided betWeen adjacent 
belt conveyors to distribute individual sheets of the light 
sensitive materialAin the lateral direction to form a plurality 
of roWs. 

[0062] The individual sheets of light-sensitive material A 
Which have been distributed in the lateral direction into a 
plurality of roWs in the distributing section 22 are further 
transported by a roller pair 60 so that they emerge from the 
outlet 24 to be fed into the developing machine 25, Where 
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they are subjected to a speci?ed development and processing 
scheme that includes color development, bleach-?xing, rins 
ing and other steps that are determined by the type of the 
light-sensitive material A; as a result, the latent image on the 
light-sensitive material A is rendered visible and the thus 
processed sheets of light-sensitive material A are dried to 
yield ?nished prints, Which are rearranged in a single roW in 
the order they Were prepared (i.e., the exposure Was done) 
and subsequently ejected into a sorter or the like. 

[0063] In the image recording apparatus 10 of the inven 
tion, the frame of the register section 16 (Which combines 
With the back printing section 14 to make up the upstream 
transport unit), the frame of the auxiliary scanning section 
18 and the optical ?ats of the main scanning section 20 are 
connected (as indicated by an alternate long and short dash 
line 66 in FIG. 1) by connecting means such as plates or 
rods that may serve as stays and fastened into a unitary 
assembly by fastening means such as screWs or bolts and 
nuts. The unitary assembly of the frame of the upper 
transport unit including the register section 16, the frame of 
the auxiliary scanning section 18 and the optical ?ats of the 
main scanning section 20 is supported on the main frame 64 
of the housing 11 of the apparatus via rubber vibration 
insulators 62, one of Which is shoWn in FIG. 4. Reference 
numeral 66 in FIG. 4 shall denote either the frame of the 
register section 16 or the upstream transport section or the 
frame of the auxiliary scanning section 18 or the optical ?ats 
or enclosure frame of the main scanning section 20 or the 
frame of the unitary assembly constructed by connecting 
together these frames and optical ?ats by suitable connecting 
and fastening means. 

[0064] In the illustrated case, the rubber vibration insula 
tors 62 are used as vibration damping means to be interposed 
betWeen the frame 66 of the unitary assembly and the main 
frame 64. HoWever, this is not the sole case of the invention 
and any vibration damping element may be used insofar as 
it undergoes elastic deformation under compression or shear 
to absorb the energy of impact or vibration, thereby ensuring 
that the internal or external vibrations from the main frame 
64 are insulated or suf?ciently damped. Aside from rubber 
vibration insulators, various vibration damping elements 
may be employed, as exempli?ed by vibration damping 
cork, pneumatic spring, metal spring and other elastic mem 
bers that Will not cause self-excited oscillation but Which are 
capable of signi?cant energy absorption by the spring 
action; dynamic dampers using such elastic members may 
also be adopted. The vibration damping elements or mem 
bers described above may be used either singly or in 
combination; for example, rubber vibration insulators 62 
may be used in combination With springs (coil springs). 

[0065] In the case of the invention Which is illustrated in 
FIG. 1, the upstream transport unit (particularly the register 
section 16), the auxiliary scanning section 18 and the main 
scanning section 20 are combined into a unitary assembly 
and the frame of this unitary assembly is delineated by the 
alternate long and short dash dashed line 66. Aplurality of 
units of the rubber vibration insulator 62 (see FIG. 4), and 
six units in the illustrated case, are interposed betWeen the 
frame 66 and the main frame 64 supported on the housing 11 
of the apparatus 10 so as to achieve vibrational insulation 
betWeen the tWo frames, thereby ensuring that neither inter 
nal nor external vibrations Will be transmitted to the frame 
66 of the unitary assembly. As a result, offsets in the relative 
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positions of the register section 16, the auxiliary scanning 
section 18 and the main scanning section 20, offsets in the 
position of the light-sensitive material A, unevenness in its 
transport in the auxiliary scanning direction and other prob 
lems that Would otherWise occur from the internal or exter 
nal vibrations can be effectively prevented and, hence, 
high-quality and uniform images can at all times be recorded 
Without suffering from the problem of unevenness in image. 

[0066] In the case illustrated in FIG. 1, the register section 
16, the auxiliary scanning section 18 and the main scanning 
section 20 are supported on the main frame 64, With tWo 
rubber vibration insulators 62 being placed under each 
section and a total of six insulators for the frame 66 of the 
unitary assembly. This is not the sole case of the invention 
and the number of rubber vibration insulators 62 to be 
employed and the positions in Which the rubber vibration 
insulators 62 are to be interposed betWeen the main frame 64 
and the frame 66 of the unitary assembly may be adjusted as 
appropriate for the speci?c need. 

[0067] Described above is the basic construction of the 
image recording apparatus of the invention. 

[0068] In the above-described case of the image recording 
apparatus 10, the upstream transport unit including the 
register section 16, the auxiliary scanning section 18 and the 
main scanning section 20 are combined into a unitary 
assembly, Which is supported on the main frame 64 via a 
plurality of rubber vibration insulators 62. If desired, the 
Whole upstream transport unit including both the register 
section 16 and the back printing section 14 may be combined 
With the auxiliary scanning section 18 and the main scanning 
section 20. Alternatively, only the auxiliary scanning section 
18 and the main scanning section 20 may be combined into 
a unitary assembly as delineated by a dotted line in FIG. 1 
(the upstream transport unit including the register section 16 
is not a part of the unitary assembly), With the frame 68 of 
the unitary assembly being supported on the main frame 64 
via rubber vibration insulators 62. 

[0069] In this alternative case Where only the main scan 
ning section 20 and the auxiliary scanning section 18 are 
combined into a unitary assembly enclosed With the frame 
68, internal and external vibrations may cause positional 
offsets betWeen the register section 16 and the auxiliary 
scanning section 18 in both the main and auxiliary scanning 
directions, Whereupon the light-sensitive material A is posi 
tionally offset in both the main and auxiliary scanning 
directions. If the positional offset of the light-sensitive 
material A is in the auxiliary scanning direction, its leading 
edge is detected by the edge detecting sensor 58 in the 
auxiliary scanning section 18, so the time of starting image 
recording in the auxiliary scanning direction by means of the 
light beams L from the main scanning section 20 is appro 
priately controlled to eliminate the possibility for an offset to 
occur in the position on the light-sensitive material AWhere 
recording starts. 

[0070] On the other hand, if the positional offset of the 
light-sensitive material A is in the main scanning direction, 
the time of starting line-for-line image recording in the main 
scanning direction by means of the de?ected light beams L 
from the main scanning section 20, Which is controlled by 
the step of alignment in the register section 16, is unavoid 
ably offset, Whereupon there occurs an offset in the start of 
recording on the light-sensitive material A. In an extreme 
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case, some areas of the light-sensitive materialAWill remain 
blank (no image is recorded at all) or the image to be 
recorded fails to be formed on the light-sensitive material A. 

[0071] If this situation is expected, not only the edge 
detecting sensor 58 Which detects the leading and trailing 
edges (in the auxiliary scanning direction) of the light 
sensitive material A but also a position sensor (not shoWn) 
for detecting the position of the light-sensitive material Ain 
the main scanning direction, for example, an edge or edges 
thereof in the direction of Width (in the main scanning 
direction) has to be provided in the auxiliary scanning 
section 18 so that the detected position in the main scanning 
direction or its departure from the appropriate position is 
referenced to control the timing of starting the recording of 
an image in the main scanning direction With the light beams 
L from the main scanning section 20. In this Way, the 
recording of an image on the light-sensitive material AWith 
the light beams L can be started in the correct position, and 
offsets in the position of the light-sensitive material A, 
unevenness in its transport in the auxiliary scanning direc 
tion and other problems that Would otherWise occur from the 
internal or external vibrations can be effectively prevented 
and, hence, high-quality and uniform images can at all times 
be recorded Without suffering from the problem of uneven 
ness in image. 

[0072] FIGS. 5a, 5b and 6 shoW other embodiments of the 
invention, in Which not only the upstream transport unit 
including the register section 16, the auxiliary scanning 
section 18 and the main scanning section 20 but also the 
supply section 12 Which is located further upstream of the 
upstream transport unit and Which includes the cutters 30, 
WithdraWing rollers 28 and loaders 26 of the magaZines 32 
of light-sensitive material A is included as a part of a unitary 
assembly and its frame 70 (see FIGS. 5a and 5b) or 72 is 
supported on the main frame 64 of the housing 11 of the 
apparatus via rubber vibration insulators 62. 

[0073] Making a vibration-proof construction by combin 
ing the loaded magaZines 32 of light-sensitive material A 
With the register section 16, the auxiliary scanning section 
18 and the main scanning section 20 to form a unitary 
assembly is necessary and effective in the folloWing tWo 
cases; one is shoWn in FIGS. 5a and 5b, Where the path of 
transport from the magaZine 32 to the auxiliary scanning 
section 18 is very short and as sheets of the light-sensitive 
material A are transported in the auxiliary scanning direction 
through the auxiliary scanning section 18 and subjected to 
exposure by raster scanning With the light beams L from the 
main scanning section 20, the light-sensitive material A is 
unreeled and draWn out of the magaZine 32 by a speci?ed 
length by means of the WithdraWing roller pair 28 and 
subsequently cut into sheets of a given length by means of 
the cutter 30; the other case is shoWn in FIG. 6, Where the 
register section 16 is provided just next to the outlet of the 
magaZine 32 and sheets of the light-sensitive material A are 
transported to the auxiliary scanning section 18 as they are 
aligned in the main scanning direction (lateral direction) at 
a site just next to the outlet of the magaZine 32. 

[0074] If the Web of light-sensitive material A is cut into 
sheets With the cutter 30 as it is transported in the auxiliary 
scanning direction as shoWn in FIGS. 5a and 5b, it is 
necessary to ensure that the cutting action Will in no Way 
affect the transport of the light-sensitive material A in the 
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auxiliary scanning direction through the auxiliary scanning 
section 18 and its exposure in the main scanning section 20. 
To meet this requirement, a loop of a speci?ed siZe is formed 
of the light-sensitive material A in the space betWeen the 
cutter 30 and the register section 16 before it is cut With the 
cutter 30 as shoWn in FIG. 5b. In the case shoWn in FIG. 6, 
the light-sensitive materialA as cut to a speci?ed length With 
the cutter 30 must then be transported in the auxiliary 
scanning direction for exposure. If successive sheets of the 
light-sensitive material A can be aligned in the main scan 
ning direction by means of the register section 16, the 
distance from the magaZine 32 to the auxiliary scanning 
section 18 can be made as short as in the case shoWn in 
FIGS. 5a and 5b. 

[0075] Thus, according to additional embodiments of the 
invention, the supply section 12, the register section 16, the 
auxiliary scanning section 18 and the main scanning section 
20 are combined to form a unitary assembly, of Which the 
frame 70 or 72 is supported on the main frame 64 via rubber 
vibration insulators 62. Even in this case, offsets in the 
position of the light-sensitive material A, unevenness in its 
transport in the auxiliary scanning direction and other prob 
lems that Would otherWise occur from the internal or exter 
nal vibrations can be effectively prevented and, hence, 
high-quality and uniform images can at all times be recorded 
Without suffering from the problem of unevenness in image. 

[0076] While the image recording apparatus of the inven 
tion has been described above With reference to various 
embodiments, the invention is by no means limited to these 
particular embodiments and various improvements and 
design modi?cations can of course be made Without depart 
ing from the scope and spirit of the invention. 

[0077] As described above in detail, the present invention 
ensures that during image recording on sheets of light 
sensitive material With light beams, any adverse effects of 
internal and external vibrations are suf?ciently prevented, 
insulated or damped to prevent the occurrence of offsets in 
the position of the light-sensitive material, unevenness in its 
transport in the auxiliary scanning direction and other prob 
lems that Would otherWise cause unevenness in image. 

[0078] Consequently, the invention has the advantage of 
recording uniform high-quality images correctly at all times 
on sheets of light-sensitive material. 

1. An image recording apparatus comprising: 

a main scanning section having an optical system for 
issuing recording light beams either de?ected or 
arranged one-dimensionally in a main scanning direc 
tion, said main scanning section performing main scan 
ning With said issued recording light beams; 

an auxiliary scanning section by means of Which a sheet 
of a light-sensitive material to be illuminated With said 
issued recording light beams from said main scanning 
section is transported in an auxiliary scanning direction 
perpendicular or substantially perpendicular to said 
main scanning direction; and 

an upstream transport section that is located upstream of 
said auxiliary scanning section in a transport direction 
of said sheet of the light-sensitive material, that trans 
ports said light-sensitive material and Which has a 
register unit by Which a position of said sheet of the 
light-sensitive material in said main scanning direction 
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before it is transported to said auxiliary scanning direc 
tion is controlled and brought into alignment With a 
prescribed position; 

Wherein said sheet of the light-sensitive material, as it is 
transported in said auxiliary scanning direction after its 
position in said main scanning direction Was regulated 
by said upstream transport section, is illuminated With 
said recording light beams that performs main scanning 
in said main scanning direction, Whereby said sheet of 
the light-sensitive material is scanned tWo-dimension 
ally With said recording light beams to record an image 
on said light-sensitive material, 

said apparatus further including a vibration damping unit 
by Which said main scanning section, said auxiliary 
scanning section and said upstream transport section 
are combined into a unitary assembly and coupled to 
other components of the image recording apparatus in 
such a Way as to insulate vibrations. 

2. The image recording apparatus according to claim 1, 
Wherein an optical ?at of said main scanning section, said 
auxiliary scanning section and said upstream transport sec 
tion are connected and ?xed by a connecting device to form 
the unitary assembly and the resulting unitary assembly of 
the optical ?at of said main scanning direction, said auxiliary 
scanning section and said upstream transport section is 
supported on a main frame of the image recording apparatus 
With said vibration damping unit. 

3. The image recording apparatus according to claim 1, 
Which further includes a light-sensitive material supply 
section comprising: 

a magaZine that is located upstream of said upstream 
transport section and Which contains a roll of said 
light-sensitive material; and 

a cutter by means of Which said roll of the light-sensitive 
material as unreeled from said magaZine is cut to said 
sheet of the light-sensitive material having a speci?ed 
length Which is determined by said image to be 
recorded. 

4. The image recording apparatus according to claim 3, 
Wherein said main scanning section, said auxiliary scanning 
section, said upstream transport section and said light 
sensitive material supply section are combined into a unitary 
assembly and supported on a main frame of the image 
recording apparatus With said vibration damping unit in such 
a Way as to insulate vibrations. 

5. The image recording apparatus according to claim 4, 
Wherein an optical ?at of said main scanning section, said 
auxiliary scanning section, said upstream transport section 
and said light-sensitive material supply section are con 
nected and ?xed by said connecting device to form the 
unitary assembly and the resulting unitary assembly of the 
optical ?at of said main scanning section, said auxiliary 
scanning section, said upstream transport section and said 
light-sensitive material supply section are supported on the 
main frame of the image recording apparatus With said 
vibration damping unit. 

6. The image recording apparatus according to claim 3, 
Wherein a loop is formed of said unreeled roll of the 
light-sensitive material betWeen said cutter in said light 
sensitive material supply section and said register unit in 
said upstream transport section and Wherein said unreeled 
roll of the light-sensitive material to be subjected to main 
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scanning in said main scanning section is cut to said sheet of 
the light-sensitive material having said speci?ed length by 
means of said cutter as it is transported in the auxiliary 
scanning direction through said auxiliary scanning section. 

7. The image recording apparatus according to claim 3, 
Wherein said register unit in said upstream transport section 
is located just next to said cutter in said light-sensitive 
material supply section and said sheet of the light-sensitive 
material is transported by means of said upstream transport 
section as its position in said main scanning direction is 
aligned to the prescribed position by said register unit. 

8. An image recording apparatus comprising: 

a main scanning section using an optical system for 
issuing recording light beams either de?ected or 
arranged one-dimensionally in a main scanning direc 
tion, said main scanning section performing main scan 
ning With said issued recording light beams; and 

an auxiliary scanning section by means of Which a sheet 
of a light-sensitive material to be illuminated With said 
issued recording light beams from said main scanning 
section is transported in an auxiliary scanning direction 
perpendicular or substantially perpendicular to said 
main scanning direction; 

Wherein said sheet of the light-sensitive material as it is 
transported in said auxiliary scanning direction is illu 
minated With said recording light beams that performs 
main scanning in said main scanning direction, 
Whereby said sheet of the light-sensitive material is 
scanned tWo-dimensionally With said recording light 
beams to record an image on said sheet of the light 
sensitive material, 

said apparatus further including a vibration damping unit 
by Which said main scanning section and said auxiliary 
scanning section are combined into a unitary assembly 
and supported on a main frame of the image recording 
apparatus in such a Way as to insulate vibrations. 

9. The image recording apparatus according to claim 8, 
Wherein said auxiliary scanning section has sensors for 
detecting positions in both said main and auxiliary scanning 
directions of said sheet of the light-sensitive material being 
transported in the auxiliary scanning direction and a unit of 
adjusting a recording position in Which said image is to be 
recorded on said sheet of the light-sensitive material With 
said recording light beams. 

10. The image recording apparatus according to claim 1, 
Wherein said auxiliary scanning section has sensors for 
detecting positions in both said main and auxiliary scanning 
directions of said sheet of the light-sensitive material being 
transported in the auxiliary scanning direction and a unit that 
adjusts a recording position in Which said image is to be 
recorded on said sheet of the light-sensitive material With 
said recording light beams. 

11. The image recording apparatus according to claim 1, 
Wherein said upstream transport section comprises: 

an upstream transport roller pair for receiving said sheet 
of the light-sensitive material from an upstream side in 
the auxiliary scanning direction and supplying it to said 
register unit; 

said register unit for regulating a posture and the position 
of said sheet of the light-sensitive material in the main 
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scanning direction, that is being transported by said 
upstream transport roller pair; and 

a downstream transport section for transporting to the 
auxiliary scanning section said sheet of the light 
sensitive rnaterial said posture and said position of 
Which has been correctly adjusted by means of said 
upstrearn transport roller pair and said register unit. 

12. The image recording apparatus according to claim 1, 
Wherein said register unit comprises a transport guide Which 
regulates a posture of said sheet of the light-sensitive 
material and said position of said sheet of the light-sensitive 
material in the main scanning direction. 

13. The image recording apparatus according to claim 12, 
Wherein said register unit functions as a Width guide that 
regulates one or both of edges of said sheet of the light 
sensitive material in the main scanning direction from one 
side or opposite sides thereof so that said posture of said 
sheet of the light-sensitive material is kept parallel to 
auxiliary scanning direction Whereas at least one edge 
position or a center position of said sheet of the light 
sensitive material in the main scanning direction is brought 
into registry With a speci?ed regulated position. 

14. The image recording apparatus according to claim 12, 
Wherein said register unit functions as a loop guide that 
guides said sheet of the light-sensitive material downstream 
in the auxiliary scanning direction and Which is capable of 
forming a loop of said sheet of the light-sensitive material 
and as an edge guide Which guides said sheet of the 
light-sensitive material in the main scanning direction being 
a Width direction of said sheet of the light-sensitive material 
so that said position of said sheet of the light-sensitive 
material in the Width direction is regulated and said posture 
of said sheet of the light-sensitive is controlled. 

15. The image recording apparatus according to claim 12, 
Wherein said register unit comprises: 

a pair of U-shaped Width guides that can approach and 
depart from each other; 

split transport roller pairs that are provided along the main 
scanning direction in correspondence With recesses 
forrned inside said pair of U-shaped Width guides on a 
rnidWay in the auxiliary scanning directions; and 

pivotal guides that are provided upstream of said split 
transport roller pairs in the auxiliary scanning direction 
and Which are supported in such a Way that the pivotal 
guides can pivot along rotating shafts of said split 
transport roller pairs and outside said split transport 
roller pairs. 
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16. The image recording apparatus according to claim 12, 
Wherein said register unit attains center registry in Which a 
center position of said sheet of the light-sensitive material in 
the main scanning direction is controlled and brought into 
agreement with a speci?ed regulated position. 

17. The image recording apparatus according to claim 12, 
Wherein said register unit attains side registry in Which a 
position of at least one edge of said sheet of the light 
sensitive material in the main scanning direction is con 
trolled and brought into agreement with a speci?ed regulated 
position. 

18. The image recording apparatus according to claim 1, 
Wherein said vibration darnping unit is at least one selected 
from the group consisting of a rubber vibration insulators, a 
vibration darnping cork, a pneumatic spring for vibration 
darnping, a metal spring for vibration darnping, a dynamic 
darnper and a combination thereof. 

19. The image recording apparatus according to claim 1, 
Wherein said vibration darnping unit is at least one of a 
rubber vibration insulator alone and a combination of the 
rubber vibration insulator and a spring. 

20. The image recording apparatus according to claim 1, 
further comprising a back printing section that is located 
upstream of said upstrearn transport section and records 
back print information on a back side of said sheet of the 
light-sensitive material. 

21. The image recording apparatus according to claim 20, 
Wherein said rnain scanning section, said auxiliary scanning 
section, said upstrearn transport section and said back print 
ing section are combined into a unitary assembly and 
supported on a main frame of the image recording apparatus 
With said vibration darnping unit in such a Way as to insulate 
vibrations. 

22. The image recording apparatus according to claim 1, 
further comprising a distributing section that is located 
downstream of said auxiliary section and distributes said 
sheet of the light-sensitive material into one of a plurality of 
roWs in the main scanning direction. 

23. The image recording apparatus according to claim 8, 
further comprising a distributing section that is located 
downstream of said auxiliary section and distributes said 
sheet of the light-sensitive material into one of a plurality of 
roWs in the main scanning direction. 


